
O O
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365
Billings, MT 59102 FAX: (406) 245-1361

December 14, 1995

-- VIA FEDERALEXPRESS-

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Monument Federal #33-6-9-16Y
NW SESection 6, TSS, R16E
Duchesne County, Utah

Enclosed is our Application for Permit to Drill the referenced well.

As operator, we request that the status be held tight in accordance with Federal
regulations.

If you have any questions or need additional information, please give me a call at (406)
259-7860, extension 240.

Sincerely,

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

Enclosure

cc: Utah Division of Oil, Gas and



9:m 3160-3 SUBx1T IN TRIP E• Form approved.

(November 1983) (Other instruction on Budget Bureau No. 1004-0136

(formerly 9-331C) UNITED STATES .

reverse side) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

BUREAUOF LAND MANAGEMENT U-74390

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK niNDIAN, ALLOTTER OR TRIBE NAME

18. TIPE OF WORK

DRILLG DEEPENO PLUG BACKO L UNE AGEEEMENT NAME

b. stra or war.I. nf a
wÌr.t. wztr. orama

amma xvNLT LE 8. M OE M NM

2. NAxx or OPzzATom Monument Federal
Equitable Resources Energy Company, Balcron Oil Division ©· WELL NO.

3. ADDRESS 07 OPERATO=
#33-6-9-16Y

1601 Lewis Avenue; Billings, MT 59102 io. FIELD AND POOL, OE WILDCAT

4. LOCATION Or wmLL (Eeport location clearly and in accordance with any State kazaente MonumentButte/Green River
it.urzacNW

SE Section 6, T9S, R16E 1850'
n.ge..r., oansa.

At croposed prod. zone Sec. 6, T9S, R16E
14. DISTANCE IN MILES AND DIRECTION TROM NEAEEST TOWN OE POST OrrlCE 2.(COUNTY OR PARISE 13, BTATE

From Myton, Utah, approximately 12 miles SW Dàchesne UTAH
10. DISTANCE FROM PROPUBED* 16. NO. 7 AC N 7 N 47 10xEB AsslGNED

LOCATION TO NEAREST -r
US WELI.

PEOPEETT OE LEABE LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTEI 20. ROTART OE CABI.E TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,
OE AFFUED TOR, ON Tms 1.EASE, Tr· 6,150 ' Rotary·

21. ElÆYATIONS (Show whether DF, ET, GR, etc.) 22. APraox. Darz woax wzt.I. stanz•

GL 5867 ' March 1, 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE BIZE OF CASING WEIGHT PEE FOOT BETTING DEPT11 QUANTITT Or CEMENT

See attachei Drilling Prog,am/Casing Design

Operator proposes to drill this well in accordance with the attached EXHIBITS. A listing
of EXHIBITS is also attached. As operator, we hereby request that the status of this
well be held tight in accordance with Federal and State regulations.

SOF CERTIFICATION:I hereby certify that I amauthorized, by proper lease interest owner,to conductthese
operations associated with the application. Bondcoverage pursuant to 43 CFR3104 for lease activities is
being providedby Equitable Resources Energy Coupanyas principal and Safeco Insurance Cenpanyof Auerica as
surety underBLMBondNo. MT0576 (Nationttide Oil &Gas Bond#5547188)whowill be responsible for carpliance
with all of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Oil, Gas and Mining

IN ABOVE SPACE DESCRIBE PROPOSED PROanAM : If proposal is to deepen or plug back, give data on present prodnetive zone and proposed new prodnetive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowont

CONDITIONS OF APPROVAE., 17 T

*SeeInstructionrOn Revers.Sid.
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

finna R...- -, rata fictitious or fraudulent statements or representations as to any matter withín its



T9S, Ri6E, S.L.B.&M.
E VITABLEEsovRets EERGr ca

S89°57'E
- 77.68 (G.L.O.)

| | WELL LOCÁTION, FEDERAL //33-6-9-16Y,
LOCATED AS SHOWN IN THE NW 1/4 SE 1/4
OF SECTION 6, T95, R16E, S.L.B.&M.
DUCHESNE COUNTY, UTAH.

Lot 4 Lot J Lot 2 Lot 1 y

WELLLOCA110N.•

Lot 5 EED£RAL /JJ-6-9-16Y
o
..! ELEV UNGRADED GROUND = 5866.8'

6
66•5 .

O
o Lot 6
z 1850. O d

Computed) o
'-- THIS IS TO CERTIFY THAT E ABOVE PLAT WAS
o PREPARED FROM FIE ACTUAL SURVEYS

------ ... . . .. o MADE BY ME OR Allg ON AND THAT
THE SAME ARE THE BEST OF

t MY KNOWLEDG IEF.

Lot 7
G RE AND SURVËYORy

R I T - MAI ¿‡4 24
S TE UTAH 4,'

TRISTATE ORVÑfR *CONSULTING
S89°56'E

- 77.76 (G.L.O.)
38 WEST,100 NOR , UTAH 84078

(801) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BY: G.S.

BASIS OF BEARINGS; G.L.O. DATED 1910 DATE: 10-19--95 WEATHER: COOL
BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)

NOTES: FILE



For 3160-3 sUBMIT IN TRIT TE• Form approved.

¿November 1983} (Other instructions on Budget Bureau No. 1004-0136

(for=erly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR o. s=ABE DESIGNATION AND BERIAL NO.

BUREAUOF LAND MANAGEMENT U-74390

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.nWINDIAN,ALLOTiE

18. TYPE OF WORK

DRILLG DEEPENO PLUG BACKO 7. UNIT AGazzMENT NAME

b. TTrz or wzt,L Dja
OTL GAS SINGLE MULTIPLE 6. FARM OR LEASE NAME

WELL WELL OTHER ZONE ZONE

2. NAME 07 OPERATOR Monument Federal
Equitable Resources Energy Company, Balcron Oil Division 9. WEI.L NO.

3. ADDEESS 07 OPERATOR
33-6-9-16

1601 Lewis Avenue; Billings, MT 59102 10. FIELD AND POOL, OE WILDCAT

4. LOCATrow or wmLL Weport location clearly and in accordance with any State • Monument Butte/Green River
atsurracNW

SE Section 6, T9S, R16E 1850' FS
..m.. x.onusa.

At Droposed prod. zone
. 6, T9S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OE FOET OrrlCE* f 2. OUNTY OE PARISH 13. BTATE

From Myton, Utah, approximately 12 miles SW Duchesne UTAH
10. DISTANCE TROM PEOPUBED• 16. No. o I ACRES ASSIGNED

LOCATION TO NEAREST WE

PROPERTY OB LEASE LINE, FT.
(Also to nearest drig. unit line, if any)

i 18. Dis:ANcz raost raorOBED LOCATION• 19. PROPOSED DEPTH 20. ROTARY os CasLE TooLB

TO NEAREST WELL, DRILLING, CO1tPLETED,
OR AmlED FOE, ON THIS LEABE· =· 6,150' Rotary·

21. E1ÆVATIoNs (Show whether DF, RT. GE, etc.) 22. Arraoz. nazz woar wit.I. staar•

GL 5867' March 1, 1996
PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF ROLE BIZE OF CASING WEIGHT PEE TOOT BETTING DEPTH QUANTITT OF CEMENT

See attachei Drilling Prog,am/Casing Design

Operator proposes to drill this well in accordance with the attached EXHIBITS. A listing
of EXHIBITS is also attached. As operator, we hereby request that the status of this
well be held tight in accordance with Federal and State regulations.

SELFCERTIFICATION:I hereby certify that I amauitiorized, by proper lease interest owner,to conductthese
operations associated with uieapplication. Bondcoveragepursuant to 43 CFR3104for lease activities is
being provided by Equitable Resourœs Energy Cœpany as principal and Safeco Insurance Copany of hœrica as
surety under BLMBondNo. MT0576 (NationwideOil &Gas Bond#5547188)whowill be responsible for copliance
with all of the termsand conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Oil, Gas and Mining

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and zueasured and true vertical depths. Give blowout

(This space for Federal or State omce use)

Prwart? Nn
appy Vi P47r

APPROVED
9997 DATM

CONDITIONS OF PPROVAI., r

*SeeInstwetionsOn Revers. Side

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
re- a e----- --.. ro. rt.-ettion, or fraudulent statements or representations as to any matter within its
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EXHIBITS

A PROPOSED DRILLING PROGRAM

B PROPOSED SURFACE USE PROGRAM

C GEOLOGIC PROGNOSIS

D DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM

E HAZMAT DECLARATION

F EXISTING & PLANNED ACCESS ROADS ORAPS A & B)

G WELLSITE LAYOUT

H BOPE SCHEMATIC

I EXISTING ROADS ORAP C)

J PROPOSED PRODUCTION FACILITY DIAGRAM

K SURVEY PLAT

L LAYOUT/CUT & FILL DIAGRAM

I

11/30/95



O O

CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS
WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company,
Balcron Oil Division

1601 Lewis Avenue
Billings, MT 59102

(406)



O O
EXHIBIT "A"
Proposed Drilling Program
Page 1

PROPOSED DRILLING PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Monument Federal #33-6-9-16Y

NW SE Section 6, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1. ESTIMATED IMPORTANT GEOLOGICAL MARKERS;

See Geologic Prognosis (EXHIBIT "C")

2. ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER;

See Geologic Prognosis (EXHIBIT "C")

3. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

b. The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

c. An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above
precharge on the closing manifold without the use of the
closing unit pumps will be installed during the drilling of
this well.

d. An upper kelly cock will be used during the drilling of this
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EXHIBIT "A"
Proposed Drilling Program
Page 2

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well control.

4. PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.00, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")

5 . HARRDOUS PRESSURES , TEMPERATURES ,
- FLUIDS /GASSES EXPECTED :

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

6. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS;

a. The drilling operations for this well will begin as soon after
APD approval as
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EXHIBIT "A"
Proposed Drilling Program
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b. These drilling operations should be completed within 12 days
after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for abandonment.

7. OTHER

a. Operator requests a variance to regulations requiring a
straight run blooie line.

b. Operator requests a variance to regulations requiring an
automatic ignitor or continuous pilot light on the blooie
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EXHIBIT "B"
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SURFACE USE PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Monument Federal #33-6-9-16Y

NW SE Section 6, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162.3-1 (d):

1. EXISTING ROADS:

a. Proceed west from Myton, UT on Highway 40 for 1.6 miles to
the intersection of Highway 40 and the Sand Wash Road. Turn
left and proceed along the Sand Wash road 1.7 miles to the
intersection of Nine Mile Canyon Road. Stay right and
continue 8.0 miles to a road intersection. Turn right and
proceed 0.4 miles to proposed access road sign. Follow
flags 500' to location.

b. Existing roadway (2-track trail) will need to be upgraded for
these drilling operations.

c. All existing roads used by these drilling operations will be
maintained in the same or better condition as were existing
prior to entry.

d. See EXHIBIT "F" Maps A and B for access route.

2. PLANNFD ACCESS ROADS; See EXHIBIT "F" Maps A & B

a. Approximately 500' of new access is required.

b.. No gates, cattleguards, or fence cuts and/or modifications to
existing facilities will be required.

c. All travel will be confined to location and access routes.

d. Width: Maximum 30' overall right-of-way with an 18' running
surface.

e. Maximum grade: <
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f. Turnouts: None

g. Drainage design: Low water crossing if necessary.

h. No culverts or bridges are necessary.

i. Surface materials: Any surface materials which are required
will be native materials from the location and/or access site.

j. All access roads and surface disturbing activities will
conform to the standards outlined in the Bureau of Land
Management and Forest Service publication: Surface Operating
Standards for Oil and Gas Exploration and Development, (1989).

The road shall be constructed/upgraded to meet the standards
of the anticipated traffic flow and all-weather road
requirements. This shall include ditching, draining,
graveling, crowning, and capping the roadbed as necessary to
provide a well-constructed safe road. If necessary prior to
upgrading, the road shall be cleared of any snow cover and
allowed to dry completely. Road drainage crossings will be of
the typical dry creek draining crossing type. Crossings, if
necessary, will be designed so they will not cause siltation
or accumulation of debris in the drainage crossing nor shall
the drainages be blocked by the roadbed. Erosion of drainage
ditches by runoff water shall be prevented by diverting water
off at frequent intervals by means of cutouts. Upgrading will
not be done during muddy conditions. Should mud holes
develop, they will be filled in and detours around them will
be avoided.

e. If a right-of-way is needed for access, please consider this
Application for Permit to Drill as the application for right-

of-way.

3. LOCATION OF EXTSTING WELLS;

See EXHIBIT "I" Map C.

4. PROPO,SEDPRODUCTTON FACILITIES DIAGRAM;

a. Upon completion, a sundry notice and plat showing exact
production facilities will be



O O
EXHIBIT "B"
Surface Use Program
Page 3

b. All above-ground facilities will be painted earthtone color
Desert Brown #10Y/R in accordance with the Munsell Soil Color
chart within six months of the well completion unless prior
written approval to proceed with another alternative has been
granted via Sundry Notice.

c. See EXHIBIT "J" for the Proposed Production Facility layout.

5. LOCATION AND TYPE OF WATER SUPPLY:

a. The drilling water source will be obtained from a private
source owned by Joe Shields, Application #57708, Appropriation
#47-1674, located in Section 15, T4S, R2W, Duchesne County UT.

b. The drilling water will be hauled by truck to the location
site.

6. CONSTRUCTION ROAD/LOCATION MATERIALS:

a. Any construction materials which are required will be native
materials from the location and/or access site.

b. All construction materials for this location site and access
road shall be borrowed material accumulated during the
construction of the site and road. No additional construction
material from other sources is anticipated at this time. If

additional construction material is needed, it will be from an
approved source.

c. Reasonable precautions will be taken to protect all lands.

7. METHODS FOR HANDLINGWASTE MATERIALS AND DISPQSAL:

a. Garbage will be stored in a dumpster and disposed of according
to local and state regulations, at an approved facility.
Disposal will not be allowed on location. No trash will be
disposed of in the reserve pit.

b. Fluids produced during the completion operation will be
collected in test tanks. Any spills of oil, gas, salt water
or other noxious fluids will be cleaned up and hauled to an
approved disposal site. Burning will not be
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c. The reserve pit will be lined. If a plastic nylon reinforced
liner is used, it will be torn and perforated before
backfilling of the reserve pit.

d. Saltwater or testing tanks will be located and/or diked, so
that any spilled fluids will flow into the reserve pit.
Saltwater tanks will not be placed on topsoil stockpiles.

e. Any produced water will be contained on site for a period not
to exceed 90 days.

f. Sewage will be disposed of according to county and state
requirements. Sealed chemical portable toilets will be on
location during these drilling operations. Waste and
chemicals will not be disposed of on location.

g. Cuttings will be deposited in the reserve pit.

8. ANCILLARY FACILITIES:

None anticipated.

9. LOCATTON SITE LAYOUT;

a. The proposed location site and elevation plat is shown on
EXHIBIT "K".

b. The drill pad layout, showing elevations, orientation, and
access to the pad is shown on EXHIBIT "L".

c. The drilling rig facilities layout is shown on EXHIBIT "G". No
permanent living facilities are planned. There will be two or
three trailers on location during drilling operations.

d. The reserve pit and the blooie pit will be constructed as a
combination pit capable of holding 12,000 bble of fluid. The
size of the pit will be approximately equivalent to four times
the TD hole volume. The blooie pit might be used for testing,
but only after the drilling is completed and the drilling
equipment and personnel are off the location.

e. The reserve pit will be located on the North side of the
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f. If needed, flare pit will be located downwind of the
prevailing wind directions a minimum of 100' from the wellhead
and 30' from the reserve pit fence.

g. Stockpiled topsoil (first 6 inches) will be stored on the
East side at corners 6 and 7.

h. Access to the wellpad will be from the East between corners 7
and 8.

i. All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire will be used with at least one strand of
barbed wire on top of the net wire unless pipe or some
type of reinforcement rod is attached to the top of the
entire fence.

b. The net wire shall be no more than 2 inches above the
ground. If barbed wire it shall be 3 inches above the
net wire. Total height of fence will be at least 42
inches.

c. Corner posts will be cemented and/or braced in such a
manner to keep the fence tight at all times. Standard
steel, wood, or pipe .posts will be used between the
cornerbraces. Maximum distance between any two posts
will be no greater than 16'.

d. All wire will be stretched before it is attached to the
corner posts.

The reserve pit will be fenced on three sides during drilling
operations and on the fourth side when the rig moves off
locations. Pits will be fenced and maintained until clean-up.

10. PLANS FOR RECLAMATION OF LOCATION SITE:

The BLM will be contacted prior to commencement of any reclamation
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Producing location:

a. Immediately upon well completion, the location and surrounding
areas will be cleared of all unused tubing, equipment, debris,
materials, trash, and junk not required for production.

b. Immediately upon well completion, any hydrocarbons in.the'pit
will be removed in accordance with 43 CFR 3162.7-1.

c. A plastic nylon reinforced liner will be used, and it will be
torn and perforated before backfilling of the reserve pit.

d. The reserve pit and that portion of the location not needed
for production facilities or operations will be recontoured to
the approximate natural contours. The reserve pit will be
reclaimed within 120 days from the date of well completion.
Before any dirt work takes place, the reserve pit will have
all fluids and hydrocarbons removed.

Dry hole/abandoned location:

At such time as the well is plugged and abandoned, operator will
submit a subsequent report of abandonment and BLM will attach the
appropriate surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP;

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

12. OTHER INFORMATION;

a. An Archeology Survey has been ordered and will be provided as
soon as it is completed.

b. If unexpected cultural resources are observed during
construction or reclamation operations, Equitable Resources
Energy Company's Balcron Oil Division will suspend operations
in the vicinity of the discovery and immediately report the
finding to the BLM District Office.

c. Operator will have on site a copy of the Surface Use Program
and a copy of the supplemental
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d. Drilling operations will be conducted in accordance with the
Bureau of Land Management conditions of approval when
received.

e. If a silt catchment dam is necessary, it will be flagged by
the BLM and have the location noted in the Conditions of
Approval.

13. OPERATOR'S REPRESENTATIVES;

Equitable Resources Energy Company, Balcron Oil Division
1601 Lewis Avenue
Billings, Montana 59102
(8:00 a.m. to 5:00 p.m.)
(406) 259-7860

FAX: (406) 245-1361

Dave McCoskery, Operations Manager Home: (406) 248-3864

Mobile: (406) 698-3732

Dale Griffin, Operations Supervisor Mobile: (801) 828-7291

Home: (801) 781-1018

14. CERTIFICATION:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the operations
proposed herein will be performed by Equitable Resources Energy
Company's Balcron Oil Division and its contractors and
subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject
to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Date Bobbie Schuman
Regulatory and Environmental

Specialist
Equitable Resources Energy

Company, Balcron Oil



BÊronOil Well Prognosi EXHIBIT "C"

Well Name MONUMENT FEDERAL #33-6-9-16Y Exploratory Control Well FED. 32-6-G
Location NW/SE SECTION 6-T9S-R16E (1850 ' FSL, Development X Operator PG & E

County DUCHESNE 1850' FEL) Field MON.BUTTE KB 5898
State UTAH Section NW/SE 6 Section SW/NE 6

Tota1Depth 6150 Township 9S Township 9S
GL (Ung) 5867 EST. KB 5966 Range 16E Range 16E

Formation Tops Prognosis Sample Top Contro1Well High/Low
Formation Depth Datum Depth Datum Datum Prog Cntl Deviation
UINTA 5966
GREEN RIVER 1801 4165 4115
HORSE BENCH SS 2403 3563 3513
2ND GARDEN GULCH 41T 8 1848 1798
Y-2 (PAY) 4407 1559 1509
Y-3 (PAY) 4446 1520 1470
Y-5 (PAY) 4669 1297 1247
YELLOW MARKER 4753 1213 1163
DOUGLAS CREEK 4900 1066 1016
R-5 (PAY) 5108 858 808
2ND DOUGLAS CREEK 5143 823 773
GREEN MARKER 5279 687 637
G-3 (PAY) 5339 627 577
G-6 (PAY) 5578 388 338
CARBONATE MARKER 5808 158 108
B-1(PAY) 5822 144 94
B-4 (PAY) 6141 -175

-225

TD 6150

Samples DST,s Wellsite Geologist
50' FROM 1750' TO 4150' DST #1 Name:
20' FROM 4150' TO TD DST #2 From: to:
5' THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLINGBREAKS DST #4

Phone # wk.
Logs Cores hm.
DLL FROM SURF CSNG TO TD Core #1 Fax #
LDT/CNL FROM 3900'TO TD Core #2

Core #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: 2MAN

Comments: Logger:
Phone #

Fax #
Report To: 1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. (406)245-2261 hm.

2nd Name: KEVEN REINSCHMIDT Phone # (406)259-7860 wk. (406)248-7026 hm.
Prepared By: DAVE BICKERSTAFF 11/15/95 Phone # wk.



O
EXHIBIT "D"

EQUITABLERESOURCES
Page i of 2

O ENERGYCOMPANY
BALCRONOILDMSION

DRILLING PROGRAM

WELL NAME: Monument Federal #33-6-9-16Y DATE: 12-11-95

PROSPECT/FIELD: Monument Butte
LOCATION: NW/SE Section 16 Twn.9S Rge.16E
COUNTY: Duchesne
STATE: Utah

TOTAL DEPTH: 6150'

HOLE SIZE INTERVAL

12 1/4" Surface to 260'
7 7/8" 260' to 6150'

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface Casing O' 260' 8 5/8" 24
.

J55
Production casing O' 6150' 5 1/2" 15.50 K55

CEMENT PROGRKM

Surface Casing 150 sacks class"G" with 2% CaCl and 1/4
lb/sack Flocele.
(Cement will be circulated to surface.)

Production Casing 250 sacks Thrifty Lite and 400 sacks 50-50

Poz.
(Actual cement volumes will be calculated from
caliper log with cement top at 2000')

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD

TYPE FROM TO WEIGHT VIS POINT

Air and Air Mist O' 260' N.A. N.A. N.A.
Air/Air Mist/KCl wtr 260' T.D. 8.7-8.9 N.A. N.A.

COMMENTS
1.) No cores or tests are planned for this



O O EXHIBIT "D"
Page 2 of 2

BALCRON OIL CO.

Operator: BALCRON OIL Well Name: Federal 33-6-9-16Y

Project ID: Location: Duchesne/Utah

Design Parameters: Design Factors:
Mud weight ( 9.00 ppg) : 0.468 psi/ft Collapse : 1.125

Shut in surface pressure : 2260 psi Burst : 1.00

Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J) '
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Body Yield : 1.50 (B)

Service rating is "Sweet" Overpull : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 6,150 5-1/2" 15.50 K-55 ST&C 6,150 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2875 4040 1.405 2875 4810 1.67 95.33 222 2.33 J

Prepared by : McCoskery, Billings, MT
Date : 11-30-1995
Remarks :

Minimum segment length for the 6,150 foot well is 1,500 feet.

The mud gradient and bottom hole pressures (for burst) are 0.468 psi/ft and

2,875 psi, respectively.

NOTE : The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing) , 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version



EXHIBIT E

A. Hazardous chemicals 10,000 pounds of which will most likely be
used, °produced, stored, transported, or disposed of in
association with the proposed action of drilling, completing
and producing this well:

·We anticipate that none of the hazardous chemicals in
· quantities of 10,000 pounds or more will be associated

with these operations.

B. Extremely hazardous substances threshold quantities (per
Howard Clemvinger 11/30(93) of which will be used, produced,
stored, transported, or disposed of in association with the
proposed action of drilling, completinq and producing this
well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
associated with these operations.

12/1/93
Revised 12/7/93
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EXHIBIT"J"
PROPOSEDPRODUCTIONFACILITY DIAGRAM

VALVEDESCRIPTION
DURING DURING
PROD. SALES

VALVE#2 OPEN CLOSED #1 400
VALVE#3 CLOSED OPEN
VALVE#4 OPEN CLOSED - Bbl #s
VALVE#5 CLOSED CLOSED #2 TANK
VALVE#6 CLOSED CLOSED
VALVE#7 CLOSED OPEN

gas line Bbl -

WATER
load line

#7 #3 400
e--- e- Bbl

TANK

Old
Reserve

Pit

WELL HEAD

DIAGRAMNOT O SCALE

EQUITABLERESOURCES
ENERGY COMPANY
BALCRONOIL DIVISlON
1601Lewis Avenue
Billings,MT 5910$A
(406)



EQŒlTABI£RßSOURCESENERGY00.
FEDERALf33-6-9-16Y -

--

SECTION 8, TOS, Rt6E S.LB.&M
r = so STA. 0+00

C/1.4

STA. 0+00

SCALE 1 - 50'
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ESERVE PIT -

D

, C/0.5 - - RAz¾ifD GRADE
f/J. 7 1 STA. 1+50 75

. C/X5
Toe of Û .Ñ
ñir stop r - so STA. 1+50

wasri
14ELLHEAO: MATERIAL

UNGr?ADED= 5866.8 ----

FIN. GRADE= 586ô.,T
REFERENCEPOINTS
150' 50UTHEAST = 5861.8'
200 SOUTHEAST = 5861.7
200' SOUTHWEST = 5871.3'

STA. 2÷75
250' SOUTHWEST = 5873.0' f = 50 ST4. 2-1-75

. . . . . .

APPROXIMATEYARDAGES

F/6.6 0 C/0.8 CUT = 3,110 Cu. Yds.

pysy, . .

FILL = 2,190 Cu. Yds.
SURVrrio en ca

.
STOCKPILE PIT = 1,940 Cu. Yds.

DRAWNBK JR.S
6" TOPSOIL = 900 Cu. Yds.

- Proposed Access OA2E 10-16-95
.£and Surveying. Inc.

SCALE: i¯
- 50' (307) 781-2507

E- : 38 WEST 100 NORTH VERNAL,UTAH



O 6WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/18|95 API NO. ASSIGNED: 43-013-31589

WELL NAME: MONUMENT FEDERAL 33-6-9-16Y
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
NWSE 06 - TO9S - R16E
SURFACE: 1850-FSL-1850-FEL TECH REVIEW Initials Date
BOTTOM: 1850-FSL-1850-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 74390 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal[g'State[] Fee[]

(Number (§4/7/gg ) y/ R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number V7- fŠ74Ÿ ) Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMENTS:



BTATE OF UTAH, DIV OF OIL, GAS & MINERALS

Operator: EQUITABLE RESOURCES Well Name: MON FED 33-6-9-16Y

Project ID: 43-013-31589 Location: SEC. 6 - T98 - R16E

Design Parameters: Design Factors:
Mud weight ( 8.90 ppg) : 0.462 psi/ft collapse : 1.125

Shut in surface pressure : 2422 psi Burst : 1.00

Internal gradient (burst) : 0.068 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensite load is determined using air weight Other : 1.50 (J)

Service rating is "Sweet" Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost

(feet) (in.) (lb|ft) (feet) (in.)

1 6,150 5.500 15.50 K-55 ST&C 6,150 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2843 4040 1.421 2843 4810 1.69 95.33 222 2.33 J

Prepared by : MATTHEWS, Salt Lake City, Utah

Date : 04-15-1996
Remarks :

Minimum segment length for the 6,150 foot well is 1,500 feet.

SICP is based on the ideal gas law, a gas gravity of 0.75, and a mean gas

temperature of 117°F (Surface 74°F
, BHT 160°F & temp. gradient 1.400°/100 ft.)

String type: Production

The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and

2,843 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general

guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with

evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API 8rd tension, 1.6 - buttress tension,
1.5 - body yield tension, and 1.6 - EUE 8rd tension. Collapse strength under axial tension
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility

for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (version
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EQUITABLE RE OURCES CO.

FEDERAL #33-6-9-16Y

Section 6, T9S R16E, SLB&M

Duchesne County, Utah

PALEONTOLOGYREPORT

WELLPADLOCATIONAND ACCESS ROAD

BY

ALDEN H. HAMBLIN
PALEONTOLOGIST
235 EAST MAIN

VERNAL, UTAH 84078

December 9,



RESULTS OF PALEONTOLOGYSURVEY AT EQUITABLE RESOURCES CO. FEDERAL #33-6-9-16Y,
Section 6, T9S, R16E, S.L.B.&M, Duchesne Co., Utah.

Description of Geology and Topography-

This well location is 9 miles south and 5 miles west of Myton, Utah on a bench
west of Wells Draw. Most of the surface ia composed of angular rocks
fragments and sand. Lower Uinta Formation is exposed north of the wellpad on
a hill. Wellpad appears to have a thin lager of slope wash.
All rock outcrops in the area are of-the Upper Eocene Uinta Formation, known,
for its fossil vertebrate fauna of mammals, turtles, crocodilians, .and

,

occasional fish remains and plant impressions.

Paleontological material found -

No fossils were found on this location or proposed access road.

Recommendations-

No recommendations are being made for paleontology at this location.
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EQUITABLERESOURCES
ENERGYCOMPANY 996
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365

Billings, MT 59102 FAX: (406) 245-1361

January30, 1996

Bureau of Land Management
170 South 500 East
Vernal, UT 84078-2799

Gentlemen:

Enclosed are the Archeological Reports for the following Monument Federal wells:
#34-3-9-17Y, #31-9-10-17Y, #32-10-9-17Y, #11-11-9-17Y, #14-21-9-18Y, #43-
19-9-18Y, #32-20-9-18Y, #33-22-8-17Y, #33-17-9-178, #23-17-9-17B, #44-31-
8-18Y, #33-6-9-16Y, and #41-35-9-18Y.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs

cc: Utah Division of Oil, Gas and
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CULTURAL RESOURCE EVALUATION Fl996

OF THIRTEEN PROPOSED WELL LOCATIONS & ACCESS ROUTES

IN THE CASTLE PEAK DRAW LOCALITY OF

DUCHESNE & UINTAH COUNTIES, UTAH

Report Prepared for Balcron Oil Division
(Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-
22-8-17Y, 33-17-9-17B, 23-17-9-17B, 44-31-8-18Y, 33-6-9-16Y,

and 41-35-9-18Y)

Dept. of Interior Permit No.: UT-95-54937
AERC Project 1512 (BLCR-95-8B)

Utah State Project No.: UT-95-AF-773b

Principal Investigator
F. Richard Hauck, Ph.D.

Author of the Report
F. Richard Hauck

ARCHEOLOGICAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
Bountiful, Utah 84010

January 23,



O
ABSTRACT

An intensive cultural resource evaluation has been conducted for Balcron Oil Division of
thirteen proposed well locations (Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-22-8-17Y, 33-17-9-17B, 23-
17-9-17B, 44-31-8-18Y, 33-6-9-16Y, and 41-35-9-18Y) and their 3.1 miles of associated access
routes situated on public lands administeredby theBureau of Land Management, Vernal District.
This project area is located in the Castle Peak Draw, Pariette Bench, Wells Draw, Pleasant
Valley, Eightmile Flat, and Desert Spring Wash localities of Uintah & Duchesne Counties, Utah.
This evaluation involved a total of 167.53 acres, of which 130 acres were associatedwith the
well pads and an additional 37.53 acres were associated with the various access routes. These
evaluations were conducted by Richard Beaty and Michael Hauck of AERC between November
28 and December 8, 1995.

No previously recorded significant or National Register eligible cultural resources will
be adversely affected by the proposed developments.

No newly identified prehistoric cultural resource activity loci were discovered and
recorded during the examinations.

No isolated diagnostic artifacts were noted during the investigations.

No paleontologicalloci of significancewere identified during the surface examinations.

AERC recommends project clearance based on adherence to the stipulations noted in the
final section of this
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GENERAL INFORMATION

On November 28 throughDecember 8, 1995, AERC archaeologists Richard Beaty and
Michael Hauck conducted an intensive cultural resource evaluation for Balcron Oil Division of
Billings Montana. This examination involved thirteen proposed well locations and associated
access routes in the Castle Peak Draw locality southeast of Myton, Utah (see Maps 1 through
8). These well locations include Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-22-8-17Y, 33-17-9-17B, 23-
17-9-17B, 44-31-8-18Y, 33-6-9-16Y, and 41-35-9-18Y. An area of ten acres was inventoried
for each well pad for a total of 130 acres. About 3.1 miles of access routes totaling some 37.53
acres was also examined for cultural resource presence for a total of 167.53 acres. All of these
well locations and access routes are situated on public lands administered by the Bureau of Land
Management, Vernal District Ofice, Diamond Mountain Resource Area.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations and access routes
requires an archaeological evaluation in compliance with various state laws and U.C.A. 9-8-404,
the Federal Antiquities Act of 1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-
291, Section 106 of the National Historic Preservation Act of 1966-as amended, the National
Environmental Policy Act of 1969, the Federal Land Policy and Management Act of 1979, the
Archaeological Resources Protection Act of 1979, the Native American Religious Freedom Act
of 1978, the Historic Preservation Act of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservation of cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Project Location

The project location is in the Castle Peak Draw, Pariette Bench, Wells Draw, Pleasant
Valley, Eightmile Flat, and Desert Spring Wash localities of Duchesne and Uintah Counties,
Utah. The various locations are shown on the Pariette Draw SW, Myton SE, Myton SW, and
Moon Bottom 7.5 minute topographic quads (see Maps 2-8).

Monument Federal Unit 34-3-9-17Y is situated in the Southwest quarter of the Southeast
quarter of Section 3, Township 9 South, Range 17 East (see Map 2). Access to this location is
via a 0.3 mile-long access route.

Monument Federal Unit 31-10-9-17Y is situated in the Northwest quarter of the Northeast
quarter of Section 10, Township 9 South, Range 17 East (see Map 2). Access to this location
is via a 0.2 mile-long access route.



0

MAP 1: GENERAL PROJECT LOCALITY PROJECT: BLCR - 95 - 86
IN SCALE: see below

UINTAHAND DUCHESNE COUNTIES QUAD: see below
UTAH N DATE: January 22,1996
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MAP 2: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 88

OF VARIOUS BALCRON WELLS SCALE: 1:24,000
INTHE CASTLE PEAK DRAW QUAD: Pariette Draw SE, Utah

LOCALITY OF DUCHESNE COUNTY, DATE: January 22, 1996
UTAH N

2'30"

LEGEND
TOWNSHIP: 9 South Well Location À Ten Acre

RANGE: 17 East Survey
MERIDIAN: Salt Lake B.& M· Access Route gw* Area
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MAP 3: CULTURAL RESOURCE SURVEY PROJECT: BLCR -95 -8B
OF VARIOUS BALCRON WELLS SCALE: 1:24,000

INTHE EIGHTMILE FLAT QUAD: Pariette Draw SE, Utah
LOCALITY OF UINTAH COUNTY, y DATE: January 22, 1996

UTAH N
I -

ERS HOLE I:62 500> 592 55' I693

4063 IV

LEGEND
TOWNSHIP: 9 South Well Location A Ten Acre

RANGE: 18 East Survey
MERIDIAN:Salt Lake B. & M· Access Route gw * Area
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MAP 4: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 88
OF BALCRON WELL UNIT 44-31-8-18Y SCALE: 1:24,000

INTHE CASTLE PEAK DRAW QUAD: Pariette Draw SW,Utah
LOCALITY OF UINTAH COUNTY, DATE: January 22, 1996

UTAH N
I amusi---i-

LEGEND
TOWNSHIP: 8 South Well Location A Ten Acre

RANGE: 18 East Survey
MERIDIAN: Salt Lake B. & M- Access Route µ« Area
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MAP 5: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 88
OF BALCRON WELL UN1T33-22-8-17Y SCALE: 1:24,000

INTHE PLEASANT VALLEY QUAD: Pariette DrawSW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: January 23, 1996UTAH

86 E.

2

LEGEND
TOWNSHIP: 8 South Well Location À Ten Acre

RANGE: 17 East Survey
MERIDIAN:Salt Lake B. & M. Access Route gw" Area
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MAP6: CULTURAL RESOURCE SURVEY PROJECT: BLCR-95-88
OF BALCRON WELL UNIT 33-6-9-16Y SCALE: 1:24,000

INTHE WELLS DRAW QUAD: Myton SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: January 23, 1996UTAH

LEGEND
TOWNSHIP: 9 South Well Location A Ten Acre

RANGE: 16 East Survey
MERIDIAN:Salt Lake B. & M Access Route µ« Area
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MAP 7: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 8B
OF VARIOUSBALCRON WELLS SCALE: 1:24,000

INTHE PARIETTE BENCH QUAD: Myton SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: January 23, 1996

UTAH N
i 1-1-51-----

9

S 50

LEGEND
TOWNSHIP: 9 South Well Location A Ten Acre

RANGE: 17 East Survey
MERIDIAN:Salt Lake B. & M· Access Route gw" Area
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MAP 8: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 88
OF BALCRON WELL UNIT 41-35-9-18Y SCALE: 1:24,000

INTHE DESERT SPRING WASH QUAD: Moon Bottom, Utah
LOCALITY OF BINTAH COUNTY, DATE: January 23, 1996

UTAH N

109*524 30" 587000·£ SSB 599

Sh
27

UNIT 41-35-9-18Y

LEGEND
TOWNSHIP: 9 South Well Location A Ten Acre

RANGE: 18 East Survey
MERIDIAN: Salt Lake B. & M Access Route gw" Area
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Monument Federal Unit 32-10-9-17Y is situated in the Southwest quarter of theNortheast

quarter of Section 10, Township 9 South, Range 17 East (see Map 2).

Monument Federal Unit 11-11-9-17Y is situated in the Northwest quarter of the
Northwest quarter of Section 11, Township 9 South, Range 17 East (see Map 2). Access to this
location is via a 0.2 mile-long access route.

Monument Federal Unit 43-19-9-18Y is situated in the Northeast quarter of the Southeast
quarter of Section 19, Township 9 South, Range 18 East (see Map 3). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 32-20-9-18Y is situated in the Southwest quarter of the Northeast
quarter of Section 20, Township 9 South, Range 18 East (see Map 3).

Monument Federal Unit 14-21-9-18Y is situated in the Southwest quarter of theSouthwest
quarter of Section 21, Township 9 South, Range 18 East (see Map 3). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 44-31-8-18Y is situated in the Southeast quarter of the Southeast
quarter of Section 31, Township 8 South, Range 18 East (see Map 4). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 33-22-8-17Y is situated in the Northwest quarter of the Southeast
quarter of Section 22, Township 8 South, Range 17 East (see Map 5). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 33-6-9-16Y is situated in the Northwest quarter of the Southeast
quarter of Section 6, Township 9 South, Range 18 East (see Map 6). Access to this location is
via a 0.1 mile-long access route.

Monument Federal Unit 23-17-9-17B is situated in the Northeast quarter of the Southwest
quarter of Section 17, Township 9 South, Range 17 East (see Map 7). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 33-17-9-17B is situated in the Northwest quarter of the Southeast
quarter of Section 17, Township 9 South, Range 17 East (see Map 7). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 41-35-9-18Y is situated in the Northeast quarter of the Northeast
quarter of Section 35, Township 9 South, Range 18 East (see Map 8). Access to this location
is via a 0.8 mile-long access route.
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Environmental Description

The project area is within the 4900 to 5900 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfaces are associated with the project localities.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Sarcobatus vermiculatus, Ephedra vindis, Cercocarpus spp. Atäplex canescens, and a variety
of grasses.

The geological associations within the project area consist of fluvial lake deposits which
correlate with the Uinta Formation which is of Tertiary age.

PREVIOUS RESEARÇH IN THE LOCALITY

File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on November 15, 1995. A similar search
was conducted in the Vernal District Office of the BLM on November 28, 1995. The.National
Register of Historic Places has been consulted and no registered historic or prehistoric properties
will be affected by the proposed developments.

A variety of known cultural sites are situated in the Monument Buttes / Castle Peak Draw
locality. Many of theseprehistoric resources were identified and recorded by AERC during the
Mapco River Bend survey (Hauck and Norman 1980). Other sites have been located and
recorded by AERC and other archaeologists and consultants during oil and gas exploration
inventories (cf. Fike and Phillips 1984, Hauck and Weder 1989, Hauck and Hadden 1993,
1994).

Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.
These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --

1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850)to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each cultural stage -- with the possible exception of
the Late Prehistoric hunting and gatheringShoshonean bands -- features a more complex life-way
and social order than occurred during the earlier stage of development (Hauck 1991:53). For
a more comprehensive treatmentof the prehistory and history of this region see Archaeological
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Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Project Development Zone

Previous archaeologicalevaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-
south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenient pastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observedin the
rangeland environment but is common within the Green River and White River canyons and their
primary tributarycanyons.

Site density in certain portions of the region appears to range from one to six sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluationsindicate that the site densities may reach 8 to 12 sites per section in certain localities
on the upper benches which were apparently favored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associated with water
coursesand aeolian deposits.

FIELD EVALUATIONS

Methodology

Intensive evaluations consisted of the archaeological team walking a series of 10 to 20
meter-wide transects within each ten acre well location which includes the staked pad and an
appropriate buffer zone around the well. The archaeologists also examined 100 foot-wide
corridors centered on each flagged access centerline by walking similar transects. The combined
acreage for the various access road corridors and the thirteen well locations totalssome 167.53
acres.

Observation of cultural materials results in intensive examinations to determine the nature
of the resource (isolate or activitylocus, i.e., site). The documentation of each specific cultural
site results in its subsequently being sketched, photographed, transit mapped, and appropriately
recorded on standardized site forms.

Cultural sites are then evaluated by the Principal Investigator for depth potential utilizing
AERC's portable ground penetrating radar (GPR) computerized system (SIR-2 manufactured by
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Geophysical Survey Systems, Inc. [GSSI] of North Salem, New Hampshire). Radar assessment
within archaeological sites is accomplished by one team member pulling the radar antenna across
the site's surface while the Principal Investigator "reads" data directly observable on a battery
powered computer's monitor that is directly linked to the antenna. GPR is a valuable tool for
determining the presence and densityof any buried materials, features or strata whethercultural
or natural, but it is particularly valuable in ascertaining archaeological depth potential on a site
because it provides an immediate view on the computer of the buried strata and features. In
addition, ground penetrating radar is a non-intrusive and non-destructive method of verifying site
depth potential -- an important consideration in ensuring the protection and integrity of the rare,
non-replaceable, non-renewable cultural resources.

With depth of deposit and featurelstrata information provided by GPR, the standards
described in the section below are used by the Principal Investigator to establish site significance.
GPR data reflecting the buried potential of the resource coupled with the Principal Investigator's
surface evaluation of the site results in the determination whether a particular site is a significant
resource, i.e., whether it satisfies one or more of the criteria established in Title 36 CFR 60 as
explained below. The Principal Investigator then develops one or more mitigation actions as
recommendations that can aid federal and state cultural resource administrators in facilitating the
preservation of any given significant resource which may be situated within the potential
development zone.

Site SignificanceCriteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination
to the National Register of Historic Places have been outlined as follows in the National
Register's Criteriafor Evaluation as establishedin Title 36 CFR 60.6:

The quality of sigmyicance in American ... archaeology ... and culture is present in ...

sites ... that possess integrity of location, design, setting, materials, workmanship,feeling,and
association and:

a. That are associatedwith events that have made a sigmficant contribution to the
broad patterns of our history; or
b. that are associated with the lives of persons sigmyicant in our past; or
c. that embody the distinctive characteristics of a type, period, or method of
construction ... ; or
d. that have yielded, or maybe likelyto yield, information important inprehistory
or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.
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In a final review of any site's cultural significance, the site must possess integrity and at

least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.

Results of the Inventory

No newly identified prehistoric cultural resource activity loci were observed and recorded
during the archaeological evaluations.

No previously identified and recorded significant or National Register sites were noted
during the survey; Balcron's proposed development of these 13 well locations will not have any
adverse effect on existing known cultural resources situated in this locality.

No diagnostic isolated artifacts were observed or recorded during the evaluation.

No paleontological loci of significance were identified during the evaluations.

COlyCLUSION AND RECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
development and operation of the 13 proposed Balcron Oil Division well locations and access
routes as identified in this report.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Division
relative to the development of theseproposed wells and access routes based upon adherence to
the following stipulations:

1. all vehicular traffic, personnelmovement, construction and restoration operations
should be confined to the flagged areas and corridors examinedas referenced in this
report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the exploration area.

F. Richard Hauck, Ph.D.
President and Principal Investigator
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EQUlTABLE· • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 N

Utah Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 Og GAS

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources

Energy Company, Balcron Oil Division to Equitable Resources Energy
Company. Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each

of the wells. To this letter I have attached a list of our wells for

your ease in filing the sundry notices in the well files. This should

be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of oil and

Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects on1v ouracompany name. The physical locations of

our offices and the personnel remain the same. We will be changing our

well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



FOAM e' S OF UTAH

DIVISION OF IL, GAS ANDMINING
5. Lease Designation and Serial Number:

See attached listing
6. ff Indían, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:

Do not use thle form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned well• See attached l i sti ngUse APPUCAT)ON FOR PERMfT TO DRILLOR DEEPEN form for such proposals.

8. Well Name and Number:1. Type of weli: OIL GAS OTHER: ·
.See attached listing See attached listing

2. Name of Operator: 9. API Well Number:
See attached listingEquitable Resources Energy CompanY, 84]Gron 011 Division

3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Locadon of Well

Footages: See attached listing county: See attached list
oo, s.o..T..n..u.: st.t.: UTAH

11· CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form only)

O Abandon O New Construction O Abandon O New Construction

O Repair casing O Pull or After Casing OR Pair Casing O Pull or Alter casing
O changeof Plans O Recomplete O Change of Plans O Reperforate

O convertto injection O Reperforate O convertto injection O Vent or Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O MultipleCompletion O Water Shut-Off g Other Operator name change
O other

Date of work completion

Approximate date work will start Report results of Mutuple Completions and Recompletions to different reservolra on WELL
COMPUTON OR RECOMPLETION REPORT ANDLOG torm.

* Must be accompanled by a coment verification report

12. DESCRIBE PROPOSED OR COMPLEFED OPERATIONS (Clearly state all pertinent detalls, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change
only. It affects the wells on the attached listing.

i

Regulatory and
Name&Signatum: Blo: Environmental Spedalist oat.: March 27, 1996

Bobbie Schliman
ahl..p.o.for stas, use only)

(4\G4) (See instructions on Reverse
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

April 15, 1996

Equitable Resources Energy Co.
1601 Lewis Avenue
Billings, Montana 59102

Re: Monument Federal 33-6-9-16Y Well, 1850' FSL, 1850' FEL,
NW SE, Sec. 6, T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31589.

Sincerely,

R. . i th
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office



O O

Operator: Equitable Resources Energy

Well Name & Number: Monument Federal 33-6-9-16Y

API Number: 43-013-31589

Lease: U-74390

Location: NW SE Sec. 6 T. 9 S. R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews or Mike
Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational
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SUBMIT IN TRIP E* Form approved.

prember 1983) (Other instruction Budget Bureau No. 1004-0136

(formerly 9-331C) UNITED STATES .

reverse side) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR 5. LEASE DESIGNATION AND BEEIAL NO.

BUREAU OF LAND MANAGEMENT U-74390

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. Omnoma

la. TTrz Or woaK
*

DRILLG DEEPENO PLUG BACKO 7. UNIT AGEzzMENT NAME

b. Trra or wstr. nja
°wl.x. O °^.is O 22...

n°.' O L"NLT LE 8. m om mzasz Nm

2. NAME 07 OPEEATOE Monument Federal
Equitable Resources Energy Company, Balcron GìTITivision 9. WELL NO.

3. ADDEESS OF OPEEATOR
#33-6-9-16Y

1601 Lewis Avenue; Billings, MT 59102 DEC15 1995 2o.--.som..was.ex2

4. Locarrox or wzLL (Report location clearly and in accordance with any State requirements.*) Monument Butte/Green River
At surface 11. Esc., T., E., M., OE BLE.

NWSE Section 6, T9S, R16E 1850' FSL, 18502 FEL AND BUNH OR AEEA

At croposed prod. sone
q Sec. 6, T9S, R16E

14. DIETINCE IN MILES AND DIEECTION FROM NEAEEST TOWN OE POET Orr1CE* 12. COUNTT 0E PAEISE 13. BTATE

From Myton, Utah, approximately 12 miles SW Duchesne UTAH

15. DIstaxcz raox PaorosED* 16. NO. OF ACEES IN LEAsž 1'[. NO. OF ACEEB ASSIGNED

LOCATION TO NEAREST
TO TEIS WELL

PROPEETY OB LEASE LINE, FT.
(Also to nearest drlg. unit line, if any)

18. DistANet raox raorOBED LOCATION* 19. PROPOSED DEPTH 20. notaat on caar.: Toor.s

TO NEAREST WELL, DRILLING, COMPLETED,
OR AFFUED 70E, ON TEIS IRABE, fr. 6,150' Rotary

21. EIÆVATIONS (Show whether DF, RT, GE, etc.)
22. APPROK. DATE WORK WII.L STAET*

GL 5867' March 1, 1996
"3. PROPOSED CASING AND CEMENTING PROGEAM

szzz or RoLE stz: or CAszuo wcronT rma roOT BETTING DEPTH QUANTITT OF CEMENT

See attached Drilling Prog-am/Casing Desiin

Operator proposes to drill this well in accordance with the attached EXHIBITS. A listing
of EXHIBITS is also attached. As operator, we hereby request that the status of this
well be held tight in accordance with Federal and State regulations.

SELFCt.RikICATION: I hereby œrtify that I amauittorized,,by proper lease interest owner, to conductthese
operations associated witti itie application. Bondcoveragepursuant to 43 CFR3104 for lease activities is
being provided by Equitable Resources EnergyCenpanyas principal and Safeco Insurance Cœpanyof Aœrica as
surety underBU4BondNo. Mr 0576 (Nationwide Oil &GasBond#5547188)whowill be responsible for cœpliance
with all of the tems and conditions of that portion of the lease associated with this applicttion.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Oil, Gas and Mining pg gg iggg

IN ABOVE SPACE DESCEIBM PROPOBED PROaaAM : If proposal is to deepen or ping back. gir data ro ne we sone I oposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface asggg tWN depths. Give blowout

preventer program, if any.

(This space for Federal or State ofice use)

CONDITIONS ATTACHED
*SeeInstructionsOn ReverseSide

Titin 1R t1 E . Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of



COA's Page 1 of 8
Well: Monument Fed. 33-6-9-16Y

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRIL

APR3 0 199b

Company/Operator: Equitable Resources Energy Comp g¡y.OFOtt,GAS&MINING

Well Name & Number: Monument Federal 33-6-9-16Y

API Number: 43-013-31589

Lease Number: U-74390

Location: NWSE Sec. 6_ T._9S_R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use
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COA's Page 2 of 8
Well: Monument Fed. 33-6-9-16Y

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

l. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to
be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system and
individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while drilling
and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2, regarding
air or gas drilling shall be adhered to. If a mist system is being utilized then the requirement
for a deduster shall be
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3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the base of the Usable
Water Zone identified at _+ 632 ft. If gilsonite is encountered while drilling, it shall be
isolated and/or protected via the cementing program.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be allowed
to continue at night if the test was initiated during daylight hours and the rate of flow is
stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations). Packers can be released, but tripping should not begin before
daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to + 432 ft. and shall
be utilized to determine the bond quality for the production casing. Submit a field copy of the
CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data, geologic
summaries, sample description, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with Form 3160-4. Samples
(cuttings, fluids, and/or gases) will be submitted when requested by the
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6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form 3160-
5) to that effect will be filed, for prior approval of the AO, and all conditions of this approved
plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on which
liquid hydrocarbons are first produced into a permanent storage facility, whichever first occurs;
and, for gas wells as the date on which associated liquid hydrocarbons are first sold or shipped
from a temporary storage facility, such as a test tank, and for which a run ticket is required to
be generated or, the date on which gas is first measured through permanent metering facilities,
whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b.
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No well abandonment operations will be commenced without the prior approval of the AO. In
the case of newly drilled dry holes or failures, and in emergency situations, oral approval will
be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will be filed
with the AO within thirty (30) days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration.
Final abandonment will not be approved until the surface reclamation work required by the
approved APD or approved abandonment notice has been completed to the satisfaction of the
AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all changes
of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-
1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally to
be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be liable
for a civil penalty of up to $10,000per violation for each day such violation continues, not to
exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas Royalty
Management Act of 1982 and the implementing regulations at Title 43 CFR
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APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the
following individuals:

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste
- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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SURFACE USE PROGRAM
Conditions of Approval (COAs)

METHODS FOR HANDLING WASTE MATERIALS AND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with
sufficient bedding to cover any rocks. The liner will overlap the pit walls and be covered with dirt
and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will be
disposed of in the pit.

PLANS FOR RECLAMATION OF LOCATION

When reclaiming the reserve pit, the pit liner will be torn and perforated before backfilling the reserve
pit and the torn liner will be buried a minimum of four (4) feet deep. If this is a producing well and
after the reclamation of the reserve pit, and unused disturbed areas, contact the authorized office to
obtain a seed mixture to revegetate these specific areas.

At time of final abandonment the intent of reclamation viill be to return the disturbed area to near
natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road berms,
and borrow ditches to be natural in appearance with the surrounding terrain. After recontouring of
the area any stockpiled topsoil will be spread over the surface, and the area reseeded and revegetated
to the satisfaction of the authorized officer of the BLM. Contact the authorized officer of the BLM at
the time of reclamation for the required seed mixture.

OTHER INFORMATION

The operator or their contractor shall contact the BLM office at (801)789-1362, 48 hours prior to .

construction activities.

MOUNTAIN PLOVERS & BURROWING OWLS
No surface disturbing activities, construction, or drilling operations including the initial completion
activities are to occur on the well, access road, or location from March 15 through August 15. This
restriction is to protect the nesting Mountain Plovers and Burrowing Owls located in the surrounding
area. The restriction does not apply to maintenance and operation of existing wells and facilities.
Waivers, exceptions, or modifications to this restriction may be specifically approved in writing by the
authorized officer of the Bureau of Land Management if either the resource values change or the
lessee/operator demonstrates that adverse impacts can be mitigated.

An example of an exception: could be to contact the authorized officer of the BLM to
coordinate additional surveys for mountain plover & burrowing owl. The notification will be
required a minimum of 14 days prior to surface disturbance to allow time to conduct a wildlife
survey. If an active nest or chicks are found, the proposed activity will be delayed until the
chicks are out of downy plumage or the brood vacates the



Record# OPERATOR well_name API_NUMBER SECTION TOWNSHIP RANGE DATEAPPRVD

1937 EQUITABLE RESOURCES BALCRONMONUMENTPEDERAL 14-4 43-013-31430 04 09S 16E 12/20/93

2282 EQUITABLE RESOURCES BALCRONMONUMENTFED 12-14J 43-013-31488 14 09S 16E 03/27/95

2283 EQUITABLE RESOURCES BALCRONMONUMENTTED 22-14J 43-013-31489 14 09S 16E 03/07/95

2284 EQUITABLE RESOURCES BALCRONMONUMENTFED 32-14J 43-013-31490 14 09S 16E 03/07/95

2285 EQUITABLE RESOURCES BALCRONMONUMENTFED 42-14J 43-013-31491 14 098 16E 04/20/95

2375 EQUITABLERESOURCES BALCRONMONUMENTFEDERAL14-26 43-013-31512 26 OSS 16E 04/20/95
2472 EQUITABLERESOURCES BALCRONMONFED 11-10-9-17Y 43-013-31534 10 09S 17E / /
2609 EQUITABLERESOURCES MONUMENTSTATE 23-16-9-178 43-013-31578 16 09S 17E 01/03/96
2613 EQUITABLE RESOURCES MONUMENTFEDERAL 23-17-9-178 43-013-31582 17 09S 17E 02/05/96
2614 EQUITABLE RESOURCES MONUMENTFEDERAL 13-22-8-17Y 43-013-31583 22 OSS 17E 02/22/96

2618 EQUITABLE RESOURCES MONUMENTFEDERAL32-22-8-17 43-013-31586 22 OSS 17E 02/20/96

2619 EQUITABLERESOURCES MONUMENTFEDERAL 31-22-8-17 43-013-31587 22 OSS 17E 02/20/96

2620 EQUITABLERESOURCES MONUMENTFEDERAL 33-22-8-17 43-013-31588 22 08S 17E 03/25/96

621 EQUITABLERESOURCES MONUMENTFEDERAL33-6-9-16Y 43-013-31589 06 095 16E 04/15/96

2622 EQUITABLE RESOURCES MONUMENTFEDERAL 31-10-9-17Y 43-013-31591 10 095 17E / /
2623 EQUITABLE RESOURCES MONUMENTFEDERAL 32-10-9-17Y 43-013-31592 10 09S 17E 02/22/96

2201 EQUITABLERESOURCES ASP FEDERAL 1 43-027-30033 12 16S 19W 04/27/95

2539 EQUITABLE RESOURCES COBRA FEDERAL42-35 43-027-30037 35 158 19W / /
1942 EQUITABLE RESOURCES BALCRONMONUMENTFEDERAL 41-26 43-047-32456 26 OSS 17E 12/21/93

2099 EQUITABLE RESOURCES BALCRONMONUMENTFEDERAL 42-26 43-047-32531 26 OSS 17E 06/01/95
2264 EQUITABLE RESOURCES BALCRONMONUMENTSTATE 32-2 43-047-32609 02 095 17E 12/29/94
2267 EQUITABLE RESOURCES BALCRONMONUMENTSTATE 34-2 43-047-32611 02 09S 17E 12/29/94

2376 EQUITABLE RESOURCES BALCRONMONUMENTFEDERAL 43-26 43-047-32668 26 OSS 17E 05/08/95
2481 EQUITABLE RESOURCES BALCRONMON FEDERAL 23-24-8-17 43-047-32710 24 OSS 17E 02/13/96

2625 EQUITABLE RESOURCES MONUMENTFEDERAL 32-20-9-18Y 43-047-32725 20 098 18E 02/06/96

2635 EQUITABLE RESOURCES MONUMENTFED 41-35-9-18Y 43-047-32727 35 09S 18E 04/15/96

2636 EQUITABLE RESOURCES MONUMENTFED 44-31-8-18Y 43-047-32728 31 OSS 18E / /
2637 EQUITABLE RESOURCES MONUMENTFEDERAL 43-19-9-18Y 43-047-32730 19 098 18E 02/05/96
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Getty #7-C MonumentButte NE NW 7 9S 17E Duchesne UT Oil Green River U-44426 43-013-30961 1129' FNL, 2229' FWL Vemal JonahGoates Federal #1 MonumentButte SE SW 11 9S 16E Duchesne UT Oil Green River U-096547 43-013-15789 793' FSL, 2088' FWL Vemal JonahGoates Federal #3 Monument Butte NWNW 14 9S 16E Duchesne UT Oil Green River U-096547 43-013-15791 790' FNL,790' FWL Vemal JonahHendel Federal #1 Pariette Bench SW SW 9 GS 19E Uintah UT Oil Green River U-058149 43-047-20011 560' FSL, 500' FWL VemalHendel Federal #1-17 Pariette Bench NE NW 17 9S 19E Uintah UT Oil Green River U-017991 43-047-30069 660' FNL, 1979' FWL VemalHendel Federal #3-17 Pariette Bench SW NW 17 9S 19E Uintah UT OSI Green River U-017991 43-047-30074 1980° FNL, 660' FWL VernalK.Jorgenson State #16-4 Monument Butte NE SE 16 9S 17Ì Duchesne UT OSI Green River State ML-3453-B 43-013-30572 1984' FSL, 660' FELMaxus Federal #23-8 Monument Butte NE SW 8 9S 17E Duchesne UT Oil Green River UTU-74108 43-013-31196 1847 FSL, 1947 FWL Vernal BelugaMoconFederal #44-7 Monument Butte SE SE 7 9S 17E Duchesne UT Oil Green River U-3563-A 43-013-30666 670' FSL, 663' FEL Vernal BelugaMonument Butte #1-13 Monument Butte NW SW 1 9S 16E Duchesne UT WlW Green River U-18399 43-013-30702 1820' FSL, 685' FWL Vernal JonahMonumentButte #1-14 Monument Butte SW SW 1 9S 16E Duchesne UT Oil Green River U-18399 43-013-30703 820' FSL, 820' FWL Vernal JonahMonumentButte #1-23 Monument Butte NE SW 1 9S 16E Duchesne UT Oil Green River U-18399 43-013-30646 1980° FSL, 1980' FWL Vemal JonahMonumentButte #1-24 Monument Butte SE SW 1 9S 16E Duchesne UT WIW Green River U-18399 43-013-30701 820' FSL, 1950' FWL Vemal JonahMonumentButte #1-33 Monument Butte NW SE 1 SS 16E Duchesne UT WIW Green River U-52013 43-013-30735 1980' FSL, 1980' FEL Vernal JonahMonumentButte #1-34 Monument Butte SW SE 1 9S 16E Duchesne UT Oil Green River U-520\3 - 43-013-30736 710' FSL, 1980' FEL Vernal JonahMonumentButte #1-43 MonumentButte NE SE 1 98 16E Duchesne UT Oil Green River U-52013 43-013-30734 1980' FSL, 660' FEL Vemal JonahMonumentFederal #11-11-9-17Y Monument Butte NW NW 11 98 17E Duchesne UT PND Green River U-65210 656' FNL,741' FWL VemalMonument Federal #11-22-9-16Y Monument Butte NWNW 22 9S 16E Duchesne UT PND Green River U-64379 VemalMonumentFederal #12-11-9-17Y Monument Butte SW NW 11 9S 17E Duchesne UT PND Green River U-65210 VemalMonumentFederal #13-22-8-17Y Monument Butte NW SW 22 SS 17E Duchesne UT PND Green River U47845 1446' FSL, 863' FWL Vernal ( rivate sfc)MonumentFederal #14-21-9-18Y 8 Mile Flat SW SW 21 9S 16E Uintah UT PND Green River U-68iC5 700' FSL 550' FWL VernalMonumentFederal #14-22-8-17 Monument Butte SW SW 22 8S 17E Duchesne UT PND Green River U-67845 VemalMonument Federal #21-23-9-17Y Monument Butte NE NW 23 9S 17E Uintah UT PND Green River U-68102 773' FNL,1809' FWL VemalMonumentFederal #22-20-9-16 Monument Butte SE NW 20 9S 16E Duchesne UT PND Green River U-52018
Monument Federal #23-17-9-17B Monument Butte NE SW 17 9S 17E Duchesne UT PND Green River UTU-74108 2217 FSL,2187 FWL Vemal BelugaMonumentFederal #23-22-8-17Y Monument Butte N(SW 22 SS 17E Duchesne UT PND Green River U-67845 Vernal (Private sfc.)Monument Federal #24-17-9-16 Monument Butte SE SW 17 9S 16E Duchesne UT PND Green River U-52018 VemalMonument Federal #31-5-9-17 Monument Butte NW NE S 9S 17E Duchesne UT PND Green River U-74808
Monument Federal #31-10-9-17Y Monument Butte NWNE 10 95 17E Duchesne UT PND Green River U-65210 660°FNL,1980' FEL VemalMonument Federal #31-22-8-17 Monument Butte NWNE 22 BS 17E Duchesne UT PND Green River U-67845 1036' FNL, 2338' FEL Vem I (Púvate sfc.)Monument Federal #32-10-9-17Y Monument Butte SW NE 10 9S 17E Duchesne UT PND Green River U-65210 1900' FNL, 1980' FEL VemalMonument Federal #32-20-9-18Y 8 Mile Flat SW NE 20 9S 18E Uintah UT PND Green River U-64917 1980' FNL,1980° FEL Vemallonument Federal #33-6-9-16Y Monument Butte NW SE 6 9S 16E Duchesne UT PND Green River U-74390 1850' FSL, 1850' FEL VemalO Monument Federal #32-22-8-17 Monument Butte SW NE 22 SS 17E Duchesne UT PND Green River U-67845 1980' FNL,1980' FEL Vemal (Private sfc.)Monument Federal #33-17-9-178 Monument Butte NWSE 17 SS 17E Duchesne UT PND Green River U-72106 1926' FSL, 2000' FEL Vemal Beluga
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EQUITABLERESOURCES\
ENERGYCOMPANY l
WESTERN REGION OO

Office:(406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365
Billings, MT59102 FAX: (406) 245-1361

DíVOF0 L GAS& MNN

June10, 1996

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Monument Federal #33-6-9-16Y
NW SESection 6, TSS, R16E
Duchesne County, Utah
API #43-013-31589

This letter is notice that the subject well was spud on 6-3-96.

Please feel free to contact me if you have any questions.

Sincerely,

Molly Conrad
Operations Secretary

/mo

ec: Utah Division of Oil, Gas, & Mining: Also enclosed Form 6 Entity Action
Form
Mary Lou Dixon, Uintah Basin Health Dept. - VIA FAX
Yates Petroleum
Isabel - MYCO - VIA
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EQUITABLERESOURCES
ENERGYCOMPANY
WESTERNREGION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245-1361 O

August 12, 1996

Bureau of Land Management
Vernal District Office
170 South 500 East AUG1 5 1996Vernal, UT 84078

Gentlemen: DV OFOILGAS& MINING
RE: Monument Federal #33-6-9-16Y

NW SE Section 6, TSS, RI6E
Duchesne County, Utah
API #43-013-31589

Enclosed for your files are the following:

Completion Report
Onshore Order #7
Report of Water Encountered
Daily Operating Reports

I will forward a Site Security Diagram to you within 30 days. Please feel free to
contact me if you need any further information.

Sincerely,

Molly Conrad
Operations Secretary

/mc

Enclosures

cc: State of Utah, Division of Oil, Gas, & Mining
Isabel - MYCO Industries
Yates Petroleum
Lou Ann Carlson
Valeri



DAILY OPERATING REPORT

MONUMENT FEDERAL #33-6-9-16Y
Location: NW SE Section 6, T98, R16E
Duchesne County, Utah ---TIGHT HOLE-
1850' FSL 8s 1850' FEL
API #43-013-31589
PTD: 6,150' Formation: Green River
Monument Butte
Elevations: 5867' GL
Contractor: Union Drilling
Operator: EREC Western Region
Spud: June 4, 1996
Casing: 8-5/8", 24#, J-55 @262.11' KB

5-1/2", 15.5#, J-55 @6080.11' KB
Tubing: 2-7/8", 6.5#, J-55 @4929.28' KB

06/04/96 TD: 281' (281') Day 1
Formation: Sand & Shale
PresentOperation: Waitingon Cement
MIRU. Drilled281' KB. Ran 6jts,251' of 8-5/8",24#, J-55 csg as follows:

Shoe .90'

Shoejt 41.70'
Baffleplate 0.00'
5 jts csg 209.51'
Landingjt 10.00'
Total csg length 252.11'
Depth landed 262.11' KB

Cementw/BJ Servicesas follows: 160 sxs "G" + 2% CaCl2 + 1/4#/sx celloflake. Plug down @1:00 AM. 4
bb1sexcesscementreturn to pit.
DC: $5,058 CC: $5,058

06/05/96 TD: 1240' (959') Day 2
Formation: Sand & Shale
Present Operation: Drilling 7-7/8" hole.
DC: $17,262 CC: $22,320

06/06/96 TD: 2548' (1308') Day 3
Formation: Sand & Shale
PresentOperation: Drilling7-7/8"hole
Last 24 hrs: Trip for 3-1/2hrs, drilled1308' of7-7/8" holew/air, ran twosurveys.
DC: $23,544 CC: $45,864

06/07/96 TD: 3711' (1163') Day 4
Formation: Sand & Shale
PresentOperation: Drilling 7-7/8" hole.
DC: $20,934 CC: $66,798

06/08/96 TD: 4575' (864') Day 5
MW 8.3 VIS 28
PresentOperation: Drilling 7-7/8" hole
Air drillw/air & foamto 4210'. Load holew/fluid, trip for bit & pick up motor.
DC: $15,552 CC:



DAILY OPERATING REPORT

MONUMENT FEDERAL #33-6-9-16Y
Location: NW SE Section 6, T98, R16E
Duchesne County, Utah ---TIGHT HOLE---

06/09/96 TD: 5455' (880') Day 6
MW 8
Present Operation: Drilling 7-7/8" hole.
DC: $15,840 CC: $98,190

06/10/96 TD: 6100' (645') Day 7
PresentOperation: Logging hole
TD 7-7/8" hole@8:45PM, 6-9-96. Loggers TD - 6100', DrillersTD - 6100'
DC: $11,610 CC: $109,800

06/11/96 TD: 6100' (0')Day 8
. PresentOperation: Rig Down

Run 5-1/2", 15.5#,8rd, J-55 esg as follows:
Shoe .90'

Shoejt 37.24'
Float collar 1.10'
147jts esg 6030.87'
Landingjt 10.00'
Total csg length 6070.11'
Depth landed 6080.11'
PBTD 6040.87' KB

Cementby BJ Servicesas follows: Lead w/390 sxs SuperG + 3% salt + 2% gel + 2#/sx Kol seal + 1/4#/sx cello
flake. Tail w/390 sxs 50/50 poz + 2% gel + 1/4#/sxcello flake + 2#lsx Kol seal. Plug down @8:15 PM. Rig
released @10:30PM.
DC: $25,000 CC: $134,800

Dress up location, set rig anchors, set rig pump & tanks. MIRU Cannon Well Service rig #2. NU BOP.
TIH w/4-3/4" bit & 5-1/2" csg scraper & 196jts tbg. Tag PBTD @ 6042' KB. Circ hole clean w/135 bbls
2% KCL wtr. TOOH wltbg & tools. SWIFN.
DC: $4,793 CC:



DAILY OPERATING REPORT

MONUMENT FEDERAL #33-6-9-16Y
Location: NW SE Section 6, T98, R16E
Duchesne County, Utah ---TIGHT HOLE-

6-25-96 Completion
RU Cutter Wireline to run CBL from 6029' KB to surface. TOC @ 226' KB. Perf 4845' - 53 & 4854'-59
(4 SPF). RD Cutter. TIH w/RBP, retrieving tools, 2-3/8" x 4' sub, HD packer, 2-3/8" x 2-7/8" cross
over, 2-7/8" SN & 158jts 2-7/8" tbg. Set BP @ 4904' KB, set packer @ 4764' KB. EOT @ 4776' KB.
SWIFN.
DC: $6,737 CC: $146,330

06/26/96 Completion
RU BJ Services to break down & frac 4845' - 4859'. Break down w/2604 gals 2%
KCL wtr and 104 balls, saw ball action. ISIP = 1350 psi. Used 62 bb1s wtr. TOOH
w/thg, pkr & retrieving tool. Flow back 11 bb1s wtr. Frac 4845' - 4859' w/12,600
gals 2% KCL wtr and 37,280 lbs 16/30 sand. ATP = 2100 psi, ATR = 19.4 bpm, ISIP
= ?, 5 min = 3200 psi, 10 min = 2670 psi, 15 min = 2250 psi. Screen out w/29229
lbs of sand on formation. Bleed well down, .5 bpm. Flow back 110 bb1s wtr. TIH
w/retrieving tool, 2-3/8" x 4' sub, HD pkr, 2-3/8" x 2-7/8" cross over, 2-7/8" SN &
146 jts tbg. Tag sand at 4480' KB. Circulate down to BP at 4904' KB. Set pkr at
4769'. Made 11 swab runs. Recovered 57 bb1s wtr. No oil. Good gas. 1% sand.
Final FL @ 1500'. SWIFD.
DC: $24,229 CC: $170,559

06/27/96 Completion
Fluid level @400'. Made 38 swab runs. Recovered 15 bb1s oil & 169 bb1s wtr. Good
gas on last 10 runs. Oil 40% last 2 runs. No sand last 10 runs. SWIFN.
DC: $1,898 CC: $172,457

06/28/96 Completion
Bleed well down. Release pkr. Tag sand @4890' KB. Circulate down to BP @4904'
KB. Release BP, TOOH w/tbg, pkr & BP. TIH w/production string (tbg):

LENGTH DEPTH KB
1 - Notched-pinned collar .40' 4929.28'
1 - jt 2-7/8" EUE J-55 Brd 6.5# 30.53' 4928.88'
1 - perf sub 2-7/8" x 4' 4.20' 4898.35'
1 - seat nipple 2-7/8" 1.10' 4894.15'
4 - jts 2-7/8" EUE J-55 Brd 6.5# 124.60' 4893.05'
1 - tbg anchor 2-7/8" x 5-1/2" (TRICO) 2.75' 4768.45'
154 - jts 2-7/8" EUE J-55 Brd 6.5# 4755.70' 4765.70'
KB 10.00'
ND BOP, ND BM well head, NU 3M well head. Set tbg anchor w/10" tension, flange
up well head. TIH w/production string (rods):
1 - DHP 2-1/2" x 1-1/2" x 15-1/2" RHAC w/SM plunger (TRICO #1176)
1 - 7/8" x 2' Pony w/2-1/2" guide
1 - 1-1/2" x 25' K-Bar
1 - 7/8" x 2' Pony w/2-1/2" guide
193 - ¾" x 25' D-61 Plain
1 - ¾" x 8' Pony
1 - Polish Rod 1-1/4" x 22' SM
Pressure test DHP & tbg to 1000 psi, OK. Shut well in, RDMO.
DC: $21,112 CC:



DAILY OPERATING REPORT

MONUMENT FEDERAL #33-6-9-16Y
Location: NW SE Section 6, T98, R16E
Duchesne County, Utah --TIGHT HOLE--

07/10/96 Completion
Start well pumping @4:30 PM on 7/10/96. 5 SPM, 84" stroke.
DC: $42,839 CC:



O
Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
"" '¡,"e:

aNo 110 135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir· n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7, If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE '

i. Type of Weil

O °¿n O w";n OO her 8. Well Name and No.

2. Name of Operator Mkuient Fed. #33-6-9-16Y
9. API Well No.

3. Address and Telephone No. 43-013-31589
1601 lewis Avenue, BirLity Mr 59102 (406) 259-7860 10. FicId and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) ( htte er
W SEsection6, .T9S, R16E 11. County or Parish, State

1850' FSL & 1850' FEL Duchesne County, I.itah

. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of P ans

O Recompledon New Constnicdon

Subsequent Repon Pluß8ing Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Altering Casing Conversion to injecdon

Other OShore orkr W oisposewater
(Note: Reportrcsullsof multiplecompletiononWell
Completion or Recompletion Report and I.og form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Anywatec produced by this wll. will be held in a produced water tank ard truckEd to a camercial
disposal facility. The pcinary facility to be used is the R.N. Irrlustries produced water disposal
facility located in Sectian 9, 32S, R2Win Duchesne County, Utah. A copy of the State-issued peuri.t
for that facility is an file at the Vemal Bureau of land Phnagenent. If fac sœe reason the
operatar is unable to use this prirary disposal facility, the produced water wi.11 be trucked to
anotler Stat disposal facility. If applicable, Operatar has received appcoVEd Right-
of-khy access to this æll locatiart far the Vernal Bureau of I.ard thnagaœnt. c

AUGl 5 199

DIVOFOIL,GAS& MINING

14. I hereby that the (Loregoin correct

Title Date
8-12-96

(This space for Federal or te office use)

Approved by Title Date
Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representadons as to any matter within its jurisdiction.
*See Instruction on Reverse



FORM 7 STATE OF UTAH \
DIVISION OF OIL, GAS AND MINING ,. ,AUG1 a :396

REPORT OF WATER ENCOUNTERED DURING DR LLING
DIV.OFOlL GASTl

L Well name and number: Mnment Federal #33¾l6Y

API number: 43-013-31589

2. Well Location: QQ NWSE Section 6 Township 9S Range 16E County Duchesne

3. Well operator: Equitable Resources Energy Company

Address: 1601 Lewis Avenue

Billings, MT 59102 Phone: (406) 259-7860

4. Drilling contractor: Union Drilling

Address: Drawer 40

Buckhannon, W 26201 Phone: (304) 472-4610

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

No measurable water enc ountered

during drilling operations.

6. Formation tops: Please see original completion report.

Ifan analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certifythat this report is true and complete to the best of my knowledge. Date: 8-12-96

Name & Signature: - Molly Conrad NA i, O-y-\ LCL Title: Operations



Fórin 3160-4
Form approved.(November 1983) ...-d Budget Bureau No. 1004-0137(formerly 9-330) UN D STATE Expires August 31, 1985

DEPARTME OF THE ¯'ERIQR
, 5. i.RetBE I)ESIGNatTION AND Sr.RIAL NO.BUREAUOF LAND MANAG=MEllT AÜL, - 6 98" U-74390

WELLCOMPLETION OR RECOMPLETICN FE * 6. 1F INDIAN, ALLOTTEE OR TRIBM NAME

la. TYPE OF WELL otr. cas Og GAS& NEFUNG n a
WEI.L W¾l.I• DRY OtXer 7. I'NIT AGREEh!ENT NAbim

b. TYPE OF COMP
v Br-

- Other A i OR LEASE NAME
2. NAME OF OFERATOIL

FIonuinent FederalEquitable Resources Energy Company 9. w=t.L so.
3. ADDRESS OF UPERATOR 33-6-9-16Y1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. FIELD AND POOL, OR WILDCAT
4. I.oCATroN or weLL (Report location clearly and in accordance with any ßlate requirementa)*

Ftruœnt Butte/Gœen Riverat sur<ace NW SE Section 6, T9S, R16E 1850 ' FSL & 1850' FEL 11. sec., 2., a., a.. oR BLOCK AND SURVEY
OR AREA

At top prod. interval reported below

At total depth Sec. 6, T9S, R16E
14. PERhilT NO. DATE ISSUED 12. COUNTY OR 13. STATE

43-013-31589 4-15-96 Di ce ne i Utah15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COntPL. (Egady to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)e 1Û. ELEV. CASINGHEAD6-4-96 6-11-96 7-10-96 5867 ' KB n/a
20. TOTAL DEPTH. MD A TVD 21. PLUG, BACK T.D., MD & TVO 22. IV MUI,TIPI,E COMPL., 23. INTERVAI.S ROTARY TOOLS CABLE TOOLS6100' 6042' HOW MANT* DRILLEDBY

SFC - TD \ n/a
24. PRODUCING INTERVAL(S). OF THIS COntPLETION---TOP, BOTTOM, NAAIE (MD AND TVD)* 25. WAS DIRECTIONAL

SURVEY MADE

4845' - 4859' Green River No
26. TTPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL COBED

CBL/GR D SDL DSN p)(4Dj Q( /p ) No28. CASING RECORD (Report all atrings set in well)
CASINO SIZE WEIGHT, LB./FT. DEPTH SET (MD) IIOLE SIZE CEntENTING RECORD A5tOUNT PULLED8-5/8" 24# 262.11' KB 12-1/4" 160 sxs Glass "G" w/additives Nane

5-1/2"
. 15.5#_.. 6080.11' 7-7/8" 390 exa Super "G" w/arirlitives Rne .

390 818 50/50 IW w/arirlitives
-

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

n/a 2-7/8" 4929.28' KB n/a
.

I I
31, TzaroaATIoN arcoan (Interval, size and number) 32. ACID. SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

4845' - 4853' (4 SPF) DEPTH INTERVAL (MD) Ah!OUNT AND KIND OF MATERIAL USED

4854' - 4859' (4 SPF) 5' - 4859' Break w/260'+ & 2¶ KCLwater.
Frac w/37,280# 16/30 resh sand w/
12,600 pp11ans 2%KCLgeLlei water.

33.• PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoing, gas lift, pumping.--size and ‡ype of pump) WELL STATUB (Producing or

shut-in)7-10-96 1-1/2" Insert Rmp Producing
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBL. GAS--MCF. WATER--BBL. GAS-OIL RATIO

TEST PERIOD I i i8-11-96 24 n/a a 5.66 | N.M.
'

\ 0 N.M.
FLOW. TUBING FRESS. CASING PRESSURE CALCULATED OII.--BBL. GAS--iCF. WATER--RBL. OIL GRAYlTT-API (CORE.)24-Houx RATEn/a n/a 3 5.66 N.M. 0 34
34. DISPOSITION OF GAS (ÑOld, Mafd f0P fugl, vented, 6tc.) TEST WITNESSED BT

Used for fuel Dale Griffin
36. LIST OF ATTACHMENTS

n/a
sillereby tify that the for ud attache information is complete and co reet asSdeterminedfrom aH avanable reco s12-96

*(SeeInstructionsand Spacesfer Additional Data on ReverseSide)
l'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of theUnited States any false, fictitious or fraudulent statements or representations as to any matter within its
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O O
Form 3160-5 UNITED STATES FORMAPPROVED
tJune 1990) DEPARTMENT OF THE INTERIOR BudE8x

ire a c
31

9 3
BUREAU OF LAND MANAGEMENT 5. lxase Designation and Serial No.

U-74390
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottcc or Tribe Name

Do not use this forrn for proposals to drill or to deepen or reentry to a different reservoir. n/aUse "APPLICATION FOR PERMIT-" for such proposals
7. If Unit or CA, Agreement DesignationSUBMIT IN TRIPLICATE

n/a
1. Type of Well

U °w"n O °w':n O om., 8. Well Name and No.
2. Name of Operator at Fecl. MM16Y

9. API Well No.
3. Address and Telephone No. 4 13-31

1601 lewis Avenue, Ri TI ingp, Mr 59102 (406) 259-7 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage. Sec., T.. R., M., or surveyDescription) ( kgge gg

NESE Sectian 6, T98, R16E 11. County or Parish, State

2214' ISL & 707' FEL Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment . O ca....s sans
O a«..es.co. O New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing
• O c.sin, a.,.., O w..., sa...orr

O Enal Abandonment Nodce Ahering Casing Convmion to injadon
Other Site knW M oisposewater

(Note: Reportresultsof multiplecompletiononWell
Comptelion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached is the Site Security Diagran for this wll.

SEP 3 0 1996

DE OFOILGAS&MINING

ÍÄ.ÏTieby certify that the to oing is true and correct

(Thisns
ce for Federaler State office use)

Approved by Title Date
Conditionsof approval, if any:

idi 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

'See Instruction on Reverse



EQUITABLE RESOURCES ENERGY COMPANY MONUMENT FEDERAL 43-6-9-16Y
MONUMENT FEDERAL 43-6-9-16Y NE SE EEC. 6, T9S, R16E
PRODUCTION FACILITYDIAGRAM DUCHESN ¯- COUNTY, UTAH

FEDERAL LEASE #U-74390

i
100 BBL
WATER
TANK

I#3 #3 #3

I

400 BBL 400 BBL 400 BBL
OILTANK OILTANK OlLTANK

I

#2 #1 #2 #2c3

I

PUMPING WELLHEADUNIT

CJ#2

N ACCESS ROAD

VALVE DESCRIPTION
DURING DURING

PROD. SALES PLANLOCATEDAT:

LOIET EQUITABLERESOURCES
VALVE#2 CLOSED OPEN ENERGY COMPANY
VALVE #3 CLOSED CLOSED WESTERN REGION

1601 Lewis Avenue
Billines MT 59102
(406)¾9-7860

DIAGRAMNOT TO SCALE



OForrn 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR BudExetBureau No. 31 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-74390

SUN DRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe NameDo not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-·" for such proposals n/a

7. If Unit or CA, Agreement DesignationSUBMIT IN TRIPLICATE
n/a1. Type of Well

OW
11 ell Other 8. Well Name and No.

2. Name of Operator at FM. BR 6YEquitable Resources Energy Company 9. API Well No.
3. Address and Telephone No. 43-013-31589

1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte/Green Riv.NWSE Section 6, T9S, R16E 11. County or Parish, State

1850' FSL & 1850' FEL Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New ConstructionE Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

O Final Abandonment Notice Altering Casing Conversion to In¡ecdonOtherRe-frBC Of Wil• Dispose Water
(Note: Reportresultsof multiplecom|letiononWell
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a l pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Operatians cœmencedan 1-11-97 to re-fracture this æll as follows:

FractuEEd 4¾5' - 4859' with 48,700#16/30 resh sand with 22,890 g11ans 2%ICL gelled mter.

'Ibe m11 was put back an productian an 1-1697.

14. I hereby certify that the fore ing is true and correc

SionM A \ 00 Title Operations Technician Date
(This space for Federal State office use)

Approved by Title DateConditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statementsor representations as to any matter within its jurisdiction.
*See Instruction on Reverse



(Iþ (Il
Division of Gil, Gas and Mining
OPERAf0R CHANGEHORKSHEET "°"

i -86--

Attach all documentation received by the division regarding this change. 2 58-FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 GI

4
O Change of Operator (well sold) O Designation of Agent 5
O Designation of Operator EBOpentorulame Gangenenly

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM(former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LENIS AVE
BILLINGS MI 59102-4126

phone (406 )259-7860 phone (406 )259-7860
account no. N9890 account no. N9890

Hell(S) (attach additional page if needed):

Name:**SEE ATTACHED** API:4¾OORS%1 Entity: Sec Twp Rng___ Lease Type:
Name: API: Entity: Sec _Twp _Rng__ Lease Type:
Name: API: Entity: Sec Twp _ Rng__ Lease Type:
Name: API: Entity: Sec Twp Rng__ Lease Type:
Name: API: Entity: Sec Twp __Rng___ Lease Type:
Name: API: Entity: Sec Twp Rng___ Lease Type:
Name: API: Entity: Sec Twp Rng___ Lease Type:

OPERATORCHANGEDOCUMENTATION

Ll. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form). y / p/ ý¿ s †' fg

B 2. (Rule R615-8-10) Sundry or other legal documentation has been received from any operator
(Attach to this form).

§ 3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file number:

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Öil and Gas Information System (Hang/IBM) -Fee-each-we‡4

6. Cardex file has been updated for each well listed above.(f!/Já)
7. Hell file labels have been updated for each well listed above. (f#-îl;

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (4th-AQ

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

.. imiimi

- OVER



(Iþ (It '

OPERATORCHANGEWORKSHEET(CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REV1eEHR615-8-7)

Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/ o (If entity assignments were changed, attach regigs of
Form 6, Entity Action Formr.

NJf_2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

BOD VERIFICATION (Fee wells only)

l. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Igt 3. The former operator has requested a release of liability from their bond (yes/no) ___.

Today's date 19 . If yes, division response was made by letter
dated 19 _.

LEASE INTEREST OHNERNOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such

/ notification has been requested.

2. Co les o do um nts have beg sept to4State Lands for changes involving State leases.

FILMING

pl. All attachments to this form have been microfilmed. Date: / 22 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form and the original attachments have been filed in the Operator
Change file.

OMMENTS



SIATE OF U(AH
Ulvisf00 OF Ult, GAS ANONINING OPERATOR OPERATOR ACCT. NO.
ENTITY ACTIOH FORH- FORH 6 ADDRESS 1601 I.ewis Avenue

Billtags, ME 59102
(406) 259-7860

ACilON CURRENT NEW APl NUNDER WELLNAME WFit IntATTOF .SPOD EFFECTIVECODE ENT[TY HO. ENTITY HO, QQ SC TP RG COUHTY DATE DATE

A DÑ43-013--31589 Munst FEderal #33-6-9-16Y W SE 6 9S 16E Duchesne (r-'M)6 6-3-96
WELL 1 COMMENTS:

Sptd of a rm m11.

Ill \
WELL 2 COHHEHIS;

WELL3 CDHHENTS;

WELL4 COMHENTS:

e
WELL 5 CONHEN1S:

ACTION CODES (See Instructions on back of form)
,, tA - Establish new ent fly for new well.(single well only) (à Í ¡ U- I's s-0 - Add new well to existing entity (group or unit well) ignatureC - Ro-assign well from one existing entity to another existing entity

.O - Re-assion well from one existing entity to a new entity Ope12ttbans Bernastary : 6-1CNdk5
E - Other (explain in ::omments section) ' Title Date

, NOTE: Use CONNEnf section to explain why each Action Code was selected. Pho'ne No. ( )



FORM 10 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

Page 10 og 141594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER

N9890

C/0 CRAZY MTN OSG SVSIS
9 / 97REPORT PERIOD (MONTH/YEAR):EQUITABLE RESOURCES ENERGY

PO 80x 577
LAURELMT 59044

AMENDED REPORTOQUghught Cimages)

Well Name Producing Well Days Production Volumes
API Number Entity Imtion Zone Status Opes OIL(BBL) GAS(MCF) WATER(BBL)

BALCRON MONUMENTFEDERAL 12-17
4301331431 11880 oss 17E 17 GRRv ¿Q1/72 0/1
MONUMENTFEDERAL 43-7
4301331A32 11880 OSS 17E 7 GRRV
MONUMENTFEDERAL 32-17
4301331465 11880 095 17E 17 GRRV
MONUMENTFEDERAL 41-17
4301331466 11880 095 17E 17 GRRV
MONUMENTSTATE 23-16-9-17B
4301331578 11880 095 17E 16 GRRv hqL SSES
MONUMENTFEDERAL 23-17-9-178
1401331582 11880 095 17E 17 GRRV /OS

4UMENTFEDERAL 41-8-9-16
4301331619 11891 095 16E 8 GRRV t't ½15
MONUMENTFEDERAL 11-9-9-16

¯ ¯ ¯

4301331618 11893 095 16E 9 GRRV
MONUMENTFEDERAL A3-19-9-18Y
4304732730 11901 095 18E 19 GRRV
MONUMENTFEDERAL 14-21-9-18Y
4304732726 11902 OSS 18E 21 GRRV
MONUMENTTEDERAL ll-ll-9-17Y
4301331593 11904 095 17E 11 GRRV
MONUMENTFEDERAL 31-22-8-17
4301331587 11917 085 17E 22 GRRV
MONUMENTFEDERAL 33-6-9-16Y
4301331589 11933 095 16E 6 GRRV

TOTALS

OMMENTS:

hercoy certify that this report is true and complete to the best of my knowledge. Date:

ame and Signature:
Telephone Number



October 7, 1997
' RESOURCES INC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vemal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTION COMPANY

Patsy Ba u

/pb
encls. r-

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
B get Bureau No 110 135

BUREAU OF LAND MANAGEMENT 5. Ime Designation and Serial No.

See Attached
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir• See Attached
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If unitor cA, Agreement Designation

See Attached
1. Type of Well 9 9 i

OW
11 WH Other 8. Well Name and No.

2. Name of Operator See Attached
Inland Production Company 9. API Well No.

3. Address and Telephone N° See Attached
475 - 17th Street, Suite 1500, Denver, CO 80202 (303) 292-0900 10. Field and Pool, or Exploratory Area

4. IAcation of Well (Footage. Sec., T., R., M., or Survey Description) See Attached
See Attached Exhibit 11. countyor Parish, State

See Attached

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O accompres.. O New Cmcdo

Subsequent Repon O ri.,sia, a. e O Non-Roda Fracmring

O c.in, a...i, O Waar Shudf

Final Abandonment Notice Alaring Cning Conversion o Injection

Other Champ Of ærator Dispose Water
Note: Reportresultsof multiplecompletiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, includingestimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and tnie vertical depths for all markers and zones pertinent to this work.)*

Effective September 30, 1997, Inland Production Company will take over operations of '

the wells on the attached list. The previous operator was:
Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the
terms and conditions of the leases for operations conducted on the leased lands
or a portion thereof under BLM Bond No. UTOO56 issued by The Hartford Insurance
Group. REC

OCT1 0 1997

14. I hereby certi

HRISA.POTTER,ATTORNEY-IN-FACT
(This space for Federal or State office use)

Approved by Tide Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse





United States Department of the Interior

%2.# BUREAU OF LAND MANAGEMIINT
Vernal District Office
170 South 500 East Phone: (80 I) 78 \ -4400

(N REPLY REFER TO: Vernal, Utah 84078-2799
3162.3

UTO8438

November 10, 1997 NOVN EN

D\V.0F01L,GAS&MINING

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202

Re: Well No. Mon. Fed. 33-6-9-16Y
NWSE, Sec. 6, T9S, R16E
Lease U-74390
Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certificationstatement submitted requesting a change
in operator for the referenced well. After a review by this office, the change in operator request
is approved. Effective immediately, lnland Production Company is responsible for all operations
performed on the referenced well. All liability will now fall under your bond, BLM Bond No.
UTOO56, for all operations conducted on the referenced well on the leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or Pat
Sutton of this office at (435) 781-4400.

Sincerely,

Howard B. Cleavinger II
Assistant Field Manager,
Minerals Resources

cc: bivisionof Oil, Gas & Mining
Equitable Resources Energy Company
ABO Petro Corp
Myco Industries Inc
Yates Drilling Co.
Yates Petro



0$/10/1997 85:15 1-406-62 64 CRAZY MTN O&G PAGE 02

0 EQUlTABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT S4114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conrað
Agent for Equitable Resources

Energy Company



bŠl10/lSS7 05:15 1-406-6 164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil & Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

S¥ of LLah.

PROM. MollyConrad
CrazyMountain Oil & Gas Services
(406) 628-4164

PagesAttached - Including Coversheet
.

NOTE



Division of Oil, Gas and Mining Routi

OPERATOR CHANGE WORKSHEET

Attach all documentation received by the division regarding this change. La

Initial each listed item when completed. Write N/A if item is not applicable. 4-VLD 9.p

IU Change of Operator (well sold) O Designation of Agent
O Designation of Operator O OperatorName Change Only

The operator of the well(s) listed below has changed, effective: 9--30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES COMPANY
(address) Po Box 1446 (address) PO BOX 577

ROOSEVELT UT 84066 LAUREL MT 59044
C/O CRAZY MTN O&G

Phone: (801)722-5103 Phone: (406)628-4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:

Name: **SEE ATTACHED** API: #3-ÙØ-'hii Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: - API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name:

_, , _
_ ,

API:
_ _ _ _ _ _

Entity: S T R Lease:

O ERATOR CHANGE DOCUMENTATION

1. (1649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). Ä / / /o

e 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

e 4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

e 5. Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.

C 6. Cardex file has been updated for each weHIisted above. (/2y

7. Well file labels have been updated for each well listed above.ÚN

L 8. Changeshave been included on the monthly "Operator,Address, and Account Changes" memo for distribution
to Trust Lands, SovereigaLands, UGS, TaxCommission, etc. (¡ggg

Le 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

- OVER



OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

TITY REVIE

Entity assignments have been reviewed for all wells listed above. Were entity changes made?(yes/ Ifentity assignments were changed, attach copies of Form 6, Entity Action Form.

2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures ofentitychanges.

.VERIFICATION -EWEEp

a

oLrLSfaO

e lease well listed above has furnisheda proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

l. Copies of documents have been sent on to _ at Trust Lands for changes
involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,
of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: .

FI ING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



JUL-15-98WED08'34 AN INLANDRESOURCESINO FAXNO. 4357229149 P. 02

WEST POINT UNITWELLLISTING AS OF 7/13/98

T. 8 & 9S, R. 16E

SEC. FIELD WELL NAME STATUS API NUMBER
WEST POINT UNIT MONFED #31-6Y PROD L .()\g. ry jgp
WEST POINT UNIT FED 32 6-09-16Y PROD 4
WEST POINT UNIT MON FED #42-6Y PROD
WEST POINT UNIT MON FED #43-6Y PROD 0

g WEST POINT UNIT MON FED #33-6Y PROD
WEST POINT UNIT FED 44-g6-09-16Y PROD L

1 WEST POINT UNIT MONFED #23-7| PROD
WEST POINTUNIT MONFED #41-18Y PROD I-
WEST POINT UNIT FED 31-18-9-16 PROD
WEST POINT UNIT FED 42-18-09-16† PROD L
WEST POINT UNIT MONFED 34-31-8-16 PROD
WEST POINT UNIT MONFED 41-6-9-16Y PROD
WESTPOINT UNIT NINEMILE3-6

- PROD -

WEST POINT UNlT NINE MILE11-6 PROD )\
WEST POINT UNIT NINEMILE FEDERAL15-6-9-16 PROD \
WEST POINT UNIT NlNE MILE 6-7 PROD
WEST POINT UNIT NINE MILE 10-7 PROD Q\
WEST POINTUNIT NINE MILEFEDERAL12.7-9-16 PROD )\
WEST POfNTUNIT NINEMILE4-6 PROD 6 )\ gg
WEST POINTUNIT NINE MILE5-6 PROD 4 ()\ g¶
WEST POINT UNIT NINE MILE 13-6 PROD Q \ \ L¶

WEST POINT UNIT NINEMILE6-6 PROD Ñb()\
r WEST POINT UNIT NINEMILE 5-7 PROD L\ )
r WEST POlNT UNIT NINE MILE7-7 PROD L

WEST POINT UNIT NINE MILE15-7 PROD \'2
WEST POINT UNIT NINE MILE 2-7 PROD \¾Br jÚ
WEST POINTUNIT NINEMILE3-7 PROD )\þ¾') 3/3
WEST POINTUNIT NINE MlLE4-7 PROD \692T) /À$¾6

Wg§ WOINTA:(GR}aUNIT ENTITY 12418 EFF 6-1-98.

Page



e O

WEST POINT (GREEN RIVER) UNIT
Duchesne County, Utah

EFFECTIVE: JUNE 1, 1998

- - -81- - - 8S
4-31

O O O O '
4-6 3-6 31-6 41-

42-6
OSIOO I

6-6 6-6 32-6
-- -6---

- -5-- -

11-6 33-6

43-6

13-6 44-6
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O
42-18

MIIMi- 1 8 1 7 - - -
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I

I I

16E
--- UNIT OUTLINE (UTU77107X)

SECONDARY
ALLOCATION

2,738.19 ACRES FEDERAL



FÓ¾ 3160-5 INITED STATES FORM APPROVED
(June 1990) DEP NT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this forrn for proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian, AllotteeorTribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE WEST POINT (GR RVR)
1. Type of Well

X oil Gas 8. Well Name and No.
Well Well Other MONUMENT FEDERAL 33-6-9-16Y

9. API Well No.
2. Name of Operator 43-013-31589

INLAND PRODUCTION COMPANY 10.Field and Pool, or ExploratoryArea
3. Address and Telephone No. MONUMENT BUTTE

475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11.County orParish, State
4. Location of Well (Footage,Sec., T., R., m., or SurveyDescription)

1850 FSL 1850 FEL NW/SE Section 6, T09S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(si TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

X SubsequentReport PluggingBack Non-Routine Fracturing
CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

OCT13 1998

DIV.0FOIL,GAS&MINING

14. I hereby certify that th foregoing is true and correct .

Signed . Lg Title Manager, Regulatory Compliance Date 10/7/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the United Statesany false, fictitious
or fradulentstatements or representationsas to any matter within its



Inlaid Production Co1#pany
Site Facility Diagram

Monument Federal 33-6Y

NWISE Sec. 6, T9S, 16E

Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1 and 3 sealed closed
Gas Sales Meter

2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 1 open Pumping Unit

Diked SectionDraining Phase:

1) Valve 3 open

Emulsion Line --·-··--·-

Load Line

WaterLine - - -·-·-

Gas Sales - ·-··-



Uni States Department of the terior

BUREAU OF LAND MANAGEMENT
. TAms PmorCH 3 * Utah State Office INgERICA

P.O. Box 45155
Salt Lake City, UT 84145-0155

http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

ec: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie



Corporations Section eoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the intemet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLESOF AMENDMENT the
TO THE SecretarYofState ofTeXSS

ARTICLES OF INCORPORATION
OF ËP02 ËÊ

INLAND PRODUCTION COMPAN Y corporationsSection

' Pursuantje the provisions of Article 4.04 of the Texas BusinessCorporationAct (the
"TB0A"), the undersigned corporation adopts the followingarticles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment,and
any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



LTUSI- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

(TTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807





Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: WEST POINT (GREEN RIVER)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MON FED 34-31-8-16 31 080S 160E 4301331715 12418 FederaÌ WI A
WEST POINT U 13-5-9-16 05 090S 160E 4301331766 12418 Federal OW P
MON FED 32-6-9-16Y 06 090S 160E 4301331300 12418 Federal WI A
MON FED 33-6-9-16Y 06 090S 160E 4301331589 12418 Federal OW S
MON FED 43-6-9-16Y 06 090S 160E 4301331644 12418 Federal WI A
MON FED 42-6-9-16Y 06 090S 160E 4301331645 12418 Federal OW P
MON FED 31-6-9-16Y 06 090S 160E 4301331717 12418 Federal OW P
MON FED 41-6-9-16Y 06 090S 160E 4301331718 12418 Federal WI A
NINE MILE 6-6 06 090S 160E 4301331719 12418 Federal OW P
MON FED 44-6-9-16Y 06 090S 160E 4301331720 12418 Federal OW P
WEST POINT U 12-6-9-16 06 090S 160E 4301331765 12418 Federal OW P
NINE MILE 11-6 06 090S 160E 4301331812 12418 Federal WI A
MON FED 23-7-9-16Y 07 090S 160E 4301331694 12418 Federal WI A
NINE MILE 10-7 07 090S 160E 4301331773 12418 Federal OW P
NINE MILE 6-7 07 090S 160E 4301331776 12418 Federal OW P
NINE MILE 5-7 07 090S 160E 4301331777 12418 Federal WI A
NINE MILE 7-7 07 090S 160E 4301331778 12418 Federal WI A
NINE MILE 15-7 07 090S 160E 4301331803 12418 Federal WI A
NINE MILE 16-7-9-16 07 090S 160E 4301331804 12418 Federal OW P
MON FED 41-18-9-16Y 18 090S 160E 4301331646 12418 Federal WI A
MON FED 42-18-9-16Y 18 090S 160E 4301331724 12418 Federal OW S
MON BUTTE FED 31-18-9-16Y 18 090S 160E 4301331725 12418 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Westpoint 1 FORM_4B.xis



O O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Westpoint 1 FORM_4B.xis



RECEIVED: Aug. 22, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MON FED 33-6-9-16Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1850 FSL 1850 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /21 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 08/20/2012. New intervals perforated, B1 sands -

5105-5108' 3 JSPF, B2 sands - 5146-5149' 3 JSPF, B.5 sands -
5073-5076' 3 JSPF, C sands - 5019-5022' 3 JSPF, & D3 sands -

4955-4956' 3 JSPF. On 08/21/2012 Chris Jensen with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed
well. On 08/21/2012 the casing was pressured up to 1120 psig and

charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 300 psig during the test.

There was an State representative available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 8 /22 /2012

August 24, 2012

Sundry Number: 29146 API Well Number: 43013315890000Sundry Number: 29146 API Well Number: 43013315890000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MON FED 33-6-9-16Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1850 FSL 1850 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/21/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/20/2012. New intervals perforated, B1 sands - Utah Division of

5105-5108' 3 JSPF, B2 sands - 5146-5149' 3 JSPF, B.5 sands - Oil, Gas and Mining
5073-5076' 3 JSPF, C sands - 5019-5022' 3 JSPF, & D3 sands - FOR RECORD ONLY

4955-4956' 3 JSPF. On 08/21/2012 Chris Jensen with the State of Utah August 24, 2012
DOGM was contacted concerning the initial MIT on the above listed

well. On 08/21/2012 the casing was pressured up to 1120 psig and
charted for 30 minutes with no pressure loss. The well was not injecting

during the test. The tubing pressure was 300 psig during the test.
There was an State representative available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/22/2012

RECEIVED: Aug. 22,



RECEIVED: Aug. 22, 2012

Sundry Number: 29146 API Well Number: 43013315890000Sundry Number: 29146 API Well Number: 43013315890000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: C Date IJ/i gi Time // pm

Test Conducted by:
Others Present:

Well: e/o Po ) CV 9 iro Field: Mono med Satt

Well Location: yVSE, I RS,ÑIÚE API No: 130 6 3| 89
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RECEIVED: Aug. 22, 2012

Sundry Number: 29146 API Well Number: 43013315890000Sundry Number: 29146 API Well Number: 43013315890000
Summary Rig Activity Page 1 of 6

Daily Activity Report

Format For Sundrv

MON 33-6Y-9-16
6/1/2012To 10/30/2012

8/14/2012 Day: 1 Conversion

WWS #7 on 8/14/2012 - MIRUSU, Pooh w/ rods change over to tbg. Equip. ris TAC - R/D
move from R-6-9-16, MIRUSU - Change over to tbg. Equip. rls TAC R/U work floor and prep.
To Pooh in AM SWIFN - Bleed well dwn. - Unseat pump flush w/ 40 bbls reseat & pres. Test to
3000# (good) - Pooh w/ rod string L/D as followes-1 1/2x 30' Polish rod,99-4per-3/4"-68 slk
3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump - Change over to tbg. Equip. rls TAC R/U
work floor and prep. To Pooh in AM SWIFN - Hold pre job saftey meeting, review JSA's - R/D
move from R-6-9-16, MIRUSU - Pump 60 bbls htd. wtr. Dwn csg. Well pres. Up to 1500# after
pumping 20 bbis, - Bleed well dwn. - Unseat pump flush w/ 40 bbls reseat & pres. Test to
3000# (good) - Pooh w/ rod string L/D as followes-1 1/2x 30' Polish rod,99-4per-3/4"-68 slk
3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump - Change over to tbg. Equip. ris TAC R/U
work floor and prep. To Pooh in AM SWIFN - Hold pre job saftey meeting, review JSA's - Hold
pre job saftey meeting, review JSA's - R/D move from R-6-9-16, MIRUSU - Pump 60 bbls htd.
wtr. Dwn csg. Well pres. Up to 1500# after pumping 20 bbls, - Bleed well dwn. - Unseat pump
flush w/ 40 bbls reseat & pres. Test to 3000# (good) - Pooh w/ rod string L/D as followes-1
1/2x 30' Polish rod,99-4per-3/4"-68 sik 3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump -

Pump 60 bbls htd. wtr. Dwn csg. Well pres. Up to 1500# after pumping 20 bbls,
Daily Cost: $0
Cumulative Cost: $7,115

8/15/2012 Day: 2 Conversion

WWS #7 on 8/15/2012 - POOH w/tbg, RT bit & scraper - SITP 0, SICP 0. TOOH taling tbg,
breaking, inspecting & green doping every connection w/140 jts 2 7/8" J-55 tbg, LD 45 jts,
TAC, 1 jt, SN, 1 jt, NC - Crew travel & safety meeting: communication - Seat on bottom jts,
TAC missing springs, flushed 1 more time w/45 BW - Spot in trailer w/work string, tally & prep
tbg, eat lunch - PU & RIH w/4 3/4" mill, 5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80
tbg, tag fill @ 5999', 37' of fill on PBTD - Crew break - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN -

Crew travel to WWS safety meeting - Crew travel & safety meeting: communication - SITP 0,
SICP 0. TOOH taling tbg, breaking, inspecting & green doping every connection w/140 jts 2
7/8" J-55 tbg, LD 45 jts, TAC, 1 jt, SN, 1 jt, NC - Seat on bottom jts, TAC missing springs,
flushed 1 more time w/45 BW - Spot in trailer w/work string, tally & prep tbg, eat lunch - PU
& RIH w/4 3/4" mill, 5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80 tbg, tag fill @ 5999',
37' of fill on PBTD - Crew break - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN - Crew travel to WWS
safety meeting - Crew travel & safety meeting: communication - SITP 0, SICP 0. TOOH taling
tbg, breaking, inspecting & green doping every connection w/140 jts 2 7/8" J-55 tbg, LD 45
jts, TAC, 1 jt, SN, 1 jt, NC - Seat on bottom jts, TAC missing springs, flushed 1 more time
w/45 BW - Spot in trailer w/work string, tally & prep tbg, eat lunch - PU & RIH w/4 3/4" mill,
5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80 tbg, tag fill @ 5999', 37 of fill on PBTD -

Crew break - Crew travel to WWS safety meeting - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN
Daily Cost: $0
Cumulative Cost: $14,315

8/16/2012 Day: 4 Conversion

WWS #7 on 8/16/2012 - RU Frac crew & Frac B-2 sds, B-1 sds & B-.5 sds. - Rig Crew Travel.
- Rig Crew Travel. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa...
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Sundry Number: 29146 API Well Number: 43013315890000Sundry Number: 29146 API Well Number: 43013315890000
Summary Rig Activity Page 2 of 6

tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - Release pkr & reverse
tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @
5003'. Shut well in. SDFN - RU flow back equipment. Open well to tank w/immediate flow
back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbis per minute. Recover 150
bbls fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls lightning
17 treating fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbis
lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
RIease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - Release pkr & reverse tbg clean.
TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - RU
flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank w/immediate
flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open well, Break &
Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. - Open well,
Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. -

Release pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug
@ 5135' Set pkr @ 5085' - Release pkr & reverse tbg clean. TIH & Circulate sand off plug.
RIease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - RU flow back equipment. Open well
to tank w/immediate flow back to tank @ approx 3 bb\s per minute. Recover 50 bbls fluid. -

RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 50 bbls fluid. - Open well, Break & Frac B-2 sds w/ 15529# of 20/40
sand w/ 237 bbis lightning 17 treating fluid. - Open well, Break & Frac B-2 sds w/ 15529# of
20/40 sand w/ 237 bbls lightning 17 treating fluid. - RU BJ frac crew. Have safety meeting &
pressure test frac equipment. - RU BJ frac crew. Have safety meeting & pressure test frac
equipment. - Rig crew travel to location. - Rig crew travel to location. - Crew travel - Crew
travel - MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure test
tools to 1000 psi. Good test. Release PKR. SDFN - MU new set of tools. TIH w/ tbg. Set plug @
5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR. SDFN -

Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5
hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. - Relaes
PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5 hrs.
Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. - SeT PLUG
@ 5135' SET pkr @ 5070'. Attempt to break down B1 sds @ (5105'-08'). Could not get break.
Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-
76') @ 4700 psi. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break down B1 sds @
(5105'-08'). Could not get break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @
5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug
& pkr. Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr.
Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - RU Extereme WLT. RIH w/wire line & perforate
B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76'), C sds @ (5119'-22'), &
D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - RU Extereme WLT. RIH w/wire line &
perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76'), C sds @
(5119'-22'), & D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - Continue TOOH w/tbg &
LD scraper. - Continue TOOH w/tbg & LD scraper. - Crew travel & pre job safety meeting. -

Crew travel & pre job safety meeting. - Rig Crew Travel. - Rig Crew Travel. - Release pkr &
reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5048' Set
pkr @ 5003'. Shut well in. SDFN - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - RU flow
back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbis fluid. - RU flow back equipment. Open well to tank w/immediate
flow back to tank @ approx 3 bbis per minute. Recover 150 bbis fluid. - Open well, Break &
Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbis lightning 17 treating fluid. - Open well,
Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls lightning 17 treating fluid. -

Release pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa...



RECEIVED: Aug. 22, 2012

Sundry Number: 29146 API Well Number: 43013315890000Sundry Number: 29146 API Well Number: 43013315890000
Summary Rig Activity Page 3 of 6

@ 5090' Set pkr @ 5034' - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
RIease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - RU flow back equipment. Open well
to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. -

RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 150 bbls fluid. - Open well, Break & Frac B-1 sds w/ 5285# of 20/40
sand w/ 106 bbls lightning 17 treating fluid. - Open well, Break & Frac B-1 sds w/ 5285# of
20/40 sand w/ 106 bbis lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH &
circulate sand off plug. RIease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - Release pkr
& reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5135' Set
pkr @ 5085' - RU flow back equipment. Open well to tank w/immediate flow back to tank @
approx 3 bbls per minute. Recover 50 bbis fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 50 bbls fluid. - Open
well, Break & Frac B-2 sds w/ 15529# of 20/40 sand w/ 237 bbis lightning 17 treating fluid. -

Open well, Break & Frac B-2 sds w/ 15529# of 20/40 sand w/ 237 bbls lightning 17 treating
fluid. - RU BJ frac crew. Have safety meeting & pressure test frac equipment. - RU BJ frac
crew. Have safety meeting & pressure test frac equipment. - Rig crew travel to location. - Rig
crew travel to location. - Crew travel - Crew travel - MU new set of tools. TIH w/ tbg. Set plug
@ 5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR. SDFN -

MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure test tools to
1000 psi. Good test. Release PKR. SDFN - Relaes PKR. Latch onto & release RBP. Could not
get tools to go down hole. Work tools for 1.5 hrs. Could not get plug to go down hole. TOOh
w. tbg & tools. Get out of hole w/ tbg. - Relaes PKR. Latch onto & release RBP. Could not get
tools to go down hole. Work tools for 1.5 hrs. Could not get plug to go down hole. TOOh w.
tbg & tools. Get out of hole w/ tbg. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break
down B1 sds @ (5105'-08'). Could not get break. Release tools. TOOH w/ tbg. Set plug @
5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - SeT PLUG @ 5135'
SET pkr @ 5070'. Attempt to break down B1 sds @ (5105'-08'). Could not get break. Release
tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-76') @
4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug & pkr. Set plug @ 5185', Set PKR @ 5110',
Fill csg. RU hot oil trk. Break down zone B2 sds @ (5146'-49'), break @ 3950 psi. Release
tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr. Set plug @ 5185', Set PKR @ 5110', Fill
csg. RU hot oil trk. Break down zone B2 sds @ (5146'-49'), break @ 3950 psi. Release tools -

RU Extereme WLT. RIH w/wire line & perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08'),
B.5 snd @ (5073'-76'), C sds @ (5119'-22'), & D3 sds @ (4955'-56'). POOH w/ wire line. RD
WLT. - RU Extereme WLT. RIH w/wire line & perforate B2 snd @ (5146'-49') & B1 snd @
(5105'-08'), B.5 snd @ (5073'-76'), C sds @ (5119'-22'), & D3 sds @ (4955'-56'). POOH w/
wire line. RD WLT. - Continue TOOH w/tbg & LD scraper. - Continue TOOH w/tbg & LD
scraper. - Crew travel & pre job safety meeting. - Crew travel & pre job safety meeting. - Rig
Crew Travel. - Rig Crew Travel. - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. RIease tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - Release
pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5048'
Set pkr @ 5003'. Shut well in. SDFN - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbis per minute. Recover 150 bbls fluid. - RU flow
back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bb\s per
minute. Recover 150 bbls fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand
w/ 151 bbls lightning 17 treating fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40
sand w/ 151 bbls lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate
sand off plug. RIease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - Release pkr & reverse
tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5090' Set pkr @
5034' - RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3
bbis per minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open
well, Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. -

Open well, Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating
fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH.
Set plug @ 5135' Set pkr @ 5085' - Release pkr & reverse tbg clean. TIH & circulate sand off

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa...
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plug. RIease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbis per minute. Recover 50
bbis fluid. - RU flow back equipment. Open well to tank w/immediate flow back to tank @
approx 3 bbls per minute. Recover 50 bbls fluid. - Open well, Break & Frac B-2 sds w/ 15529#
of 20/40 sand w/ 237 bbls lightning 17 treating fluid. - Open well, Break & Frac B-2 sds w/
15529# of 20/40 sand w/ 237 bbls lightning 17 treating fluid. - RU BJ frac crew. Have safety
meeting & pressure test frac equipment. - RU BJ frac crew. Have safety meeting & pressure
test frac equipment. - Rig crew travel to location. - Rig crew travel to location. - Crew travel -

Crew travel - MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure
test tools to 1000 psi. Good test. Release PKR. SDFN - MU new set of tools. TIH w/ tbg. Set
plug @ 5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR.
SDFN - Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools
for 1.5 hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. -

Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5
hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. - SeT
PLUG @ 5135' SET pkr @ 5070'. Attempt to break down B1 sds @ (5105'-08'). Could not get
break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @
(5073'-76') @ 4700 psi. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break down B1 sds
@ (5105'-08'). Could not get break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @
5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug
& pkr. Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr.
Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - RU Extereme WLT. RIH w/wire line & perforate
B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76'), C sds @ (5119'-22'), &
D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - RU Extereme WLT. RIH w/wire line &
perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76'), C sds @
(5119'-22'), & D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - Continue TOOH w/tbg &
LD scraper. - Continue TOOH w/tbg & LD scraper. - Crew travel & pre job safety meeting. -

Crew travel & pre job safety meeting. Finalized
Daily Cost: $0
Cumulative Cost: $30,136

8/17/2012 Day: 5 Conversion

WWS #7 on 8/17/2012 - Frac C-Sands & D-3 Sands, TOOH LD N-80 tbg. MU RIH w/
conversion pkr. - TOOH LD 191-jts 2 7/8" N-80 tbg & tools. - RU BJ frac crew. Have safety
meeting & pressure test frac equipment. - Open well, Break & Frac C- sds w/ 11984# of 20/40
sand w/ 163 bbls lightning 17 treating fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 110 bbis fluid. - Release
pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 4990'
Set pkr @ 5003.' - Open well, Break & Frac D-3 sds w/ 21862# of 20/40 sand w/ 249 bbls
lightning 17 treating fluid. - RU flow back equipment. Open well to tank w/immediate flow
back to tank @ approx 3 bbls per minute. Recover 90 bbls fluid. Pumped total of 1364 bbis in
all stages. Recover 550 total bbls. END WATER 814 BBLS - Release pkr circulate tbg clean.
TIH circulate sand off plug. Release tools - TOOH LD 191-jts 2 7/8" N-80 tbg & tools. - MU &
RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875 "XN" nipple, 4' x 2 3/8" tbg
sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8' AS1X pkr w/ 1.875 "X" seal nipple, 2 7/8" on/off
tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - Crew Travel. - Crew Travel - RU BJ
frac crew. Have safety meeting & pressure test frac equipment. - Open well, Break & Frac C-
sds w/ 11984# of 20/40 sand w/ 163 bbls lightning 17 treating fluid. - RU flow back
equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute.
Recover 110 bbis fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. RIease
tools & TOOH. Set plug @ 4990' Set pkr @ 5003.' - Open well, Break & Frac D-3 sds w/
21862# of 20/40 sand w/ 249 bbls lightning 17 treating fluid. - RU flow back equipment. Open

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa...
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Sundry Number: 29146 API Well Number: 43013315890000Sundry Number: 29146 API Well Number: 43013315890000
Summary Rig Activity Page 5 of 6

well to tank w/immediate flow back to tank @ approx 3 bbis per minute. Recover 90 bbls fluid.
Pumped total of 1364 bbls in all stages. Recover 550 total bbis. END WATER 814 BBLS - Crew
Travel. - MU & RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875 "XN" nipple, 4' x
2 3/8" tbg sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8' AS1X pkr w/ 1.875 "X" seal nipple, 2
7/8" on/off tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - TOOH LD 191-jts 2 7/8"
N-80 tbg & tools. - Release pkr circulate tbg clean. TIH circulate sand off plug. Release tools -

RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 90 bbls fluid. Pumped total of 1364 bbis in all stages. Recover 550 total
bbls. END WATER 814 BBLS - Open well, Break & Frac D-3 sds w/ 21862# of 20/40 sand w/
249 bbis lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. RIease tools & TOOH. Set plug @ 4990' Set pkr @ 5003.' - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbis per minute. Recover 110
bbls fluid. - Open well, Break & Frac C- sds w/ 11984# of 20/40 sand w/ 163 bbls lightning 17
treating fluid. - RU BJ frac crew. Have safety meeting & pressure test frac equipment. - Crew
Travel - Crew Travel. - MU & RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875
"XN" nipple, 4' x 2 3/8" tbg sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8' AS1X pkr w/ 1.875 "X"
seal nipple, 2 7/8" on/off tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - Crew Travel
- Release pkr circulate tbg clean. TIH circulate sand off plug. Release tools Finalized
Daily Cost: $0
Cumulative Cost: $144,859

8/20/2012 Day: 6 Conversion

WWS #7 on 8/20/2012 - TIH W/ tbg & PKR. Land & test well. - SITP 400 psi. SICP 250 psi.
Circulate 60 bbis down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to
seat w/ 25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RD rig & load out
eguip. RDMO - RU pump mix & pump 60 bbls pkr fluid & circulate down csg. RD work floor, ND
BOP, Set 5 1/2" AS1X pkr @ 4345' w/ 18000# tension. SN @ 4339', XN nipple @ 4354', EOT
@ 4355'. NU B-2 adapter flange & land tbg. RU Hot oil trk & test csg to 1500 psi. Good Test.
( 1.5 hrs. to get test ) - Crew Travel & Safety Meeting - SITP 400 psi. SICP 250 psi. Circulate
60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to seat w/
25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RIH w/ sand line & retrieve std
valve. POOH w/ sand line. - RU pump mix & pump 60 bbls pkr fluid & circulate down csg. RD
work floor, ND BOP, Set 5 1/2" AS1X pkr @ 4345' w/ 18000# tension. SN @ 4339', XN nipple
@ 4354', EOT @ 4355'. NU B-2 adapter flange & land tbg. RU Hot oil trk & test csg to 1500
psi. Good Test. ( 1.5 hrs. to get test ) - RD rig & load out eguip. RDMO - Crew Travel & Safety
Meeting - RIH w/ sand line & retrieve std valve. POOH w/ sand line. - RU pump mix & pump
60 bbls pkr fluid & circulate down csg. RD work floor, ND BOP, Set 5 1/2" AS1X pkr @ 4345'
w/ 18000# tension. SN @ 4339', XN nipple @ 4354', EOT @ 4355'. NU B-2 adapter flange &
land tbg. RU Hot oil trk & test csg to 1500 psi. Good Test. ( 1.5 hrs. to get test ) - RD rig &
load out eguip. RDMO - Crew Travel & Safety Meeting - SITP 400 psi. SICP 250 psi. Circulate
60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to seat w/
25 bbis. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RIH w/ sand line & retrieve std
valve. POOH w/ sand line. Finalized
Daily Cost: $0
Cumulative Cost: $164,062

8/22/2012 Day: 7 Conversion

Rigless on 8/22/2012 - Conduct initial MIT - On 08/21/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 08/21/2012
the casing was pressured up to 1120 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 300 psig during the test.
There was a State representative available to witness the test - Chris Jensen. - On

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa...
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08/21/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/21/2012 the casing was pressured up to 1120 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 300 psig during the test. There was a State representative available to
witness the test - Chris Jensen. - On 08/21/2012 Chris Jensen with the State of Utah DOGM
was contacted concerning the initial MIT on the above listed well. On 08/21/2012 the casing
was pressured up to 1120 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 300 psig during the test. There was a
State representative available to witness the test - Chris Jensen. Finalized
Daily Cost: $0
Cumulative Cost: $245,832

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa...



RECEIVED: Nov. 07, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 33-6-9-16Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1850 FSL 1850 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11 /6 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 2:45 PM on
11/06/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11 /7 /2012

November 13, 2012

Sundry Number: 31803 API Well Number: 43013315890000Sundry Number: 31803 API Well Number: 43013315890000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 33-6-9-16Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1850 FSL 1850 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1 1/6 /2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:45 PM on Accepted by the
1 1/06/20 12. utah Division of

Oil, Gas and Mining

Date: November 13, 2012

sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/7/2012

RECEIVED: Nov. 07,



O O
&EQUITABLERESOURCES

ENERGYCOMPANY
BALCRON OIL DIVISION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365
Billings, MT 59102 FAX: (406) 245-1361

December 14, 1995

-- VIA FEDERALEXPRESS-

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Monument Federal #33-6-9-16Y
NW SESection 6, TSS, R16E
Duchesne County, Utah

Enclosed is our Application for Permit to Drill the referenced well.

As operator, we request that the status be held tight in accordance with Federal
regulations.

If you have any questions or need additional information, please give me a call at (406)
259-7860, extension 240.

Sincerely,

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

Enclosure

cc: Utah Division of Oil, Gas and



9:m 3160-3 SUBx1T IN TRIP E• Form approved.

(November 1983) (Other instruction on Budget Bureau No. 1004-0136

(formerly 9-331C) UNITED STATES .

reverse side) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

BUREAUOF LAND MANAGEMENT U-74390

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.ntr INDIAN, ALLOTTER OR 'IBiBE NAME

18. TIPE OF WORK

DRILLG DEEPENO PLUG BACKO L UNE AGEEEMENT NAME

b. stra or war.I. nja
wÌr.r. wztr. orama

amma UNLT LE S. M OE M NM

2. NAxx or OPzzATom Monument Federal
Equitable Resources Energy Company, Balcron Oil Division 9. WELL NO.

3. ADDRESS 07 OPERATO=
#33-6-9-16Y

1601 Lewis Avenue; Billings, MT 59102 io. FIELD AND POOL, OE WILDCAT

4. LOCATION Or wmLI. (Eeport location clearly and in accordance with any State groente Monument Butte/Green River
At surface 11. sac., T., R., M., 01 BLE.

NWSE Section 6, T9S, R16E 1850' AND BURVET OR AREA

At croposed prod. zone Sec. 6, T9S, R16E
14. DISTANCE IN MILES AND DIRECTION TROM NEAEEST TOWN OE POST OrrlCE 12.(COUNTY OR PARISE 13, BTATE

From Myton, Utah, approximately 12 miles SW Dàchesne UTAH
10. DISTANCE FROM PROPUBED* 16. NO. 7 AC N 10xEB AsslGNED

LOCATION TO NEAREST
Ils WELI.

PROPEETT OE LEABE LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION· 19. PROPOSED DEPTEI 20. ROTART OE CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,
OE AFFUED TOR, ON Tms 1.EASE, Tr· 6,150 ' Rotary·

21. ElÆYATIONS (Show whether DF, ET, GR, etc.) 22. APraox. Darz woax w:LL staaT•

GL 5867 ' March 1, 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE BIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT Or CEMENT

See attached Drilling Prog,am/Casing Design

Operator proposes to drill this well in accordance with the attached EXHIBITS. A listing
of EXHIBITS is also attached. As operator, we hereby request that the status of this
well be held tight in accordance with Federal and State regulations.

SOF CERTIFICATION:I hereby certify that I amauthorized, by proper lease interest omer, to conductthese
operations associated with the application. Bondcoverage pursuant to 43 CFR3104 for lease activities is
being providedby Equitable Resources Energy Coupanyas principal and Safeco Insurance Carpany of Auerica as
surety underBLMBondNo. MT0576 (NationwideOil &Gas Bond#5547188)whowill be responsible for carpliance
with all of the terms and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Oil, Gas and Mining

IN ABOVE SPACE DESCRIBE PROPOSED PROanAM : If proposal is to deepen or plug back, give data on present prodnetive zone and proposed new prodnetive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowont

CONDITIONS OF APPROVAt., Ir I

*SeeInstructionrOn Revers.Side -

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
r-t-- r:-.:.a... n. renantent <tatements or reoresentations as to any matter withín its



T9S, Ri6E, S.L.B.&M.
ITABLEEsovRets EERGr ca

S89°57'E
- 77.68 (G.L.O.)

| | WELL LOCÁTION, FEDERAL //33-6-9-16Y,
LOCATED AS SHOWN IN THE NW 1/4 SE 1/4
OF SECTION 6, T95, R16E, S.L.B.&M.
DUCHESNE COUNTY, UTAH.

Lot 4 Lot J Lot 2 Lot 1 m

WELLLOCA110N.•

Lot 5 EED£RAL /JJ-6-9-16Y
ELEV UNGRADED GROUND = 5866.8' N

0
o Lot 6 1850. O o

JComputed) ci
THIS IS TO CERTIFY THAT E ABOVE PLAT WAS

o PREPARED FROM FIE ACTUAL SURVEYS
MADE BY ME OR Allg ION AND THAT
THE SAME ARE THE BEST OF
MY KNOWLEDG IEF.

Lot 7
G RE AND SURVËYOR

R I T - MAI ¿‡4 24
S TE UTAH 4,'

TRISTATE ORVÑfR *CONSULTING
S89°56'E

- 77.76 (G.L.O.)
38 WEST,100 NOR , UTAH 84078

(801) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BY: G.S.

BASIS OF BEARINGS; G.L.O. DATED 1910 DATE: 10-19--95 WEATHER: COOL
BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)

NOTES: FILE



For 3160-3 SUBMIT IN TRIT TE* Form approved.

(November 1983) (Other instructions on Budget Bureau No. 1004-0136

(for=erly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR o. c,ABE DESIGNATION AND BERIAL NO.

BUREAUOF LAND MANAGEMENT U-74390

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.nw INDIAN, ALLotzza on Talas Naxx

1a. TTrz or woaK

DRILLG DEEPENO PLUG BACKO 7. UNIT AGEzzxzNT NAME

b. TTrzorwar,t, Ofa
OTL GAS SINGLE MULTIPLE 6. FARM OE LEASE NAME

WELL WELL OTHER ZONE ZONE

2. NAME OF OPERATOR Monument Federal
Equitable Resources Energy Company, Balcron Oil Division 9. WEI.I. NO.

3. ADDEESS OF OPERATOR
33-6-9-16

1601 Lewis Avenue; Billings, MT 59102 io. FIELD AND POOL, OE WILDCAT

4. LOCATIox or wmLL Weport location clearly and in accordance with any State • Monument Butte/Green River
At surince C., T., R., M., 01 BLE.

NWSE Section 6, T9S, R16E 1850 ' FS no soav=r on aa=a

At Droposed prod. zone c. 6, T9S, R16E
14. DISTINCE IN HILES AND DIRECTION FROM NEAREST TOWN OE POST OrrlC.· DECi 8 2 UNTY OE PM 13. -

From Myton, Utah, approximately 12 miles SW Dúchesne UTAH
10. DISTANCE TROM PROPUBED• 16. NO. O IN LËÃËE ACRES ASSIGNED

LOCATION TO NEAREST T WEŒ

PROPERTY OB LEASE LINE, FT.
(Also to nearest drig. unit line, if any)

18. Dis:ANez raost raorOBED LOCATION· 19. PROPOSED DEPTH 20. noTARY on CABLr. TooLB

TO NEAREST WELL, DRILLING, CO&tPLETED,
OE AFFRED FOE, ON THIS IÆABE, Pf· 6,150' Rotary·

21. xxxvArroNs (Show whether DF, RT. GR, etc.) 22. APraoz. DATE woaE WII.I. araxT*

GL 5867' March 1, 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE BIZE OF CASING WEIGHT PEE TOOT BETTING DEPTH QUANTITT OF CEMENT

See attachei Drilling Prog,am/Casing Design

Operator proposes to drill this well in accordance with the attached EXHIBITS. A listing
of EXHIBITS is also attached. As operator, we hereby request that the status of this
well be held tight in accordance with Federal and State regulations.

SELFCERTIFICATION:I hereby certify that I amauitiorized, by proper lease interest owner, to conductthese
operations associated with uieapplication. Bondcoveragepursuant to 43 CFR3104 for lease activities is
being providedby Equitable Resourœs Energy Cœpany as principal and Safeco Insurance Copany of Aœrica as
surety under BLMBondNo. MT0576 (NationwideOil &Gas Bond#5547188)whowiTIbe responsible for cœpliance
with all of the termsand conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Oil, Gas and Mining

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and zueasured and true vertical depths. Give blowout

(This space for Federal or State omce use)

Penstt? Nn
•PPR Vil P4TY

APPROVED
9997

DATM

CONDITIONE OF PPROVAI., F
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CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS
WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company,
Balcron Oil Division

1601 Lewis Avenue
Billings, MT 59102

(406)
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PROPOSED DRILLING PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Monument Federal #33-6-9-16Y

NW SE Section 6, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1. ESTIMATED IMPORTANT GEOLOGICAL MARKERS;

See Geologic Prognosis (EXHIBIT "C")

2. ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER;

See Geologic Prognosis (EXHIBIT "C")

3. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

b. The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

c. An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above
precharge on the closing manifold without the use of the
closing unit pumps will be installed during the drilling of
this well.

d. An upper kelly cock will be used during the drilling of this
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e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well control.

4. PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.00, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")

5 . HAME DOUS PRESSURES , TEMPERATURES ,
- FLUIDS /GASSES EXPECTED :

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

6. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS;

a. The drilling operations for this well will begin as soon after
APD approval as
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b. These drilling operations should be completed within 12 days
after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for abandonment.

7. OTHER

a. Operator requests a variance to regulations requiring a
straight run blooie line.

b. Operator requests a variance to regulations requiring an
automatic ignitor or continuous pilot light on the blooie
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SURFACE USE PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Monument Federal #33-6-9-16Y

NW SE Section 6, T9S, R16E
Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162.3-1 (d):

1. EXISTING ROADS:

a. Proceed west from Myton, UT on Highway 40 for 1.6 miles to
the intersection of Highway 40 and the Sand Wash Road. Turn
left and proceed along the Sand Wash road 1.7 miles to the
intersection of Nine Mile Canyon Road. Stay right and
continue 8.0 miles to a road intersection. Turn right and
proceed 0.4 miles to proposed access road sign. Follow
flags 500' to location.

b. Existing roadway (2-track trail) will need to be upgraded for
these drilling operations.

c. All existing roads used by these drilling operations will be
maintained in the same or better condition as were existing
prior to entry.

d. See EXHIBIT "F" Maps A and B for access route.

2. PLANNFD ACCESS ROADS; See EXHIBIT "F" Maps A & B

a. Approximately 500' of new access is required.

b.. No gates, cattleguards, or fence cuts and/or modifications to
existing facilities will be required.

c. All travel will be confined to location and access routes.

d. Width: Maximum 30' overall right-of-way with an 18' running
surface.

e. Maximum grade: <
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f. Turnouts: None

g. Drainage design: Low water crossing if necessary.

h. No culverts or bridges are necessary.

i. Surface materials: Any surface materials which are required
will be native materials from the location and/or access site.

j. All access roads and surface disturbing activities will
conform to the standards outlined in the Bureau of Land
Management and Forest Service publication: Surface Operating
Standards for Oil and Gas Exploration and Development, (1989).

The road shall be constructed/upgraded to meet the standards
of the anticipated traffic flow and all-weather road
requirements. This shall include ditching, draining,
graveling, crowning, and capping the roadbed as necessary to
provide a well-constructed safe road. If necessary prior to
upgrading, the road shall be cleared of any snow cover and
allowed to dry completely. Road drainage crossings will be of
the typical dry creek draining crossing type. Crossings, if
necessary, will be designed so they will not cause siltation
or accumulation of debris in the drainage crossing nor shall
the drainages be blocked by the roadbed. Erosion of drainage
ditches by runoff water shall be prevented by diverting water
off at frequent intervals by means of cutouts. Upgrading will
not be done during muddy conditions. Should mud holes
develop, they will be filled in and detours around them will
be avoided.

e. If a right-of-way is needed for access, please consider this
Application for Permit to Drill as the application for right-

of-way.

3. LOCATION OF EXTSTING WELLS;

See EXHIBIT "I" Map C.

4. PROPO,SEDPRODUCTTON FACILITIES DIAGRAM;

a. Upon completion, a sundry notice and plat showing exact
production facilities will be
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b. All above-ground facilities will be painted earthtone color
Desert Brown #10Y/R in accordance with the Munsell Soil Color
chart within six months of the well completion unless prior
written approval to proceed with another alternative has been
granted via Sundry Notice.

c. See EXHIBIT "J" for the Proposed Production Facility layout.

5. LOCATION AND TYPE OF WATER SUPPLY:

a. The drilling water source will be obtained from a private
source owned by Joe Shields, Application #57708, Appropriation
#47-1674, located in Section 15, T4S, R2W, Duchesne County UT.

b. The drilling water will be hauled by truck to the location
site.

6. CONSTRUCTION ROAD/LOCATION MATERIALS:

a. Any construction materials which are required will be native
materials from the location and/or access site.

b. All construction materials for this location site and access
road shall be borrowed material accumulated during the
construction of the site and road. No additional construction
material from other sources is anticipated at this time. If

additional construction material is needed, it will be from an
approved source.

c. Reasonable precautions will be taken to protect all lands.

7. METHODS FOR HANDLINGWASTE MATERIALS AND DISPOSAL:

a. Garbage will be stored in a dumpster and disposed of according
to local and state regulations, at an approved facility.
Disposal will not be allowed on location. No trash will be
disposed of in the reserve pit.

b. Fluids produced during the completion operation will be
collected in test tanks. Any spills of oil, gas, salt water
or other noxious fluids will be cleaned up and hauled to an
approved disposal site. Burning will not be
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c. The reserve pit will be lined. If a plastic nylon reinforced
liner is used, it will be torn and perforated before
backfilling of the reserve pit.

d. Saltwater or testing tanks will be located and/or diked, so
that any spilled fluids will flow into the reserve pit.
Saltwater tanks will not be placed on topsoil stockpiles.

e. Any produced water will be contained on site for a period not
to exceed 90 days.

f. Sewage will be disposed of according to county and state
requirements. Sealed chemical portable toilets will be on
location during these drilling operations. Waste and
chemicals will not be disposed of on location.

g. Cuttings will be deposited in the reserve pit.

8 . MCII.LARY FACILITIES;

None anticipated.

9. LOCATION SITE LAYOUT:

a. The proposed location site and elevation plat is shown on
EXHIBIT "K".

b. The drill pad layout, showing elevations, orientation, and
access to the pad is shown on EXHIBIT "L".

c. The drilling rig facilities layout is shown on EXHIBIT "G". No
permanent living facilities are planned. There will be two or
three trailers on location during drilling operations.

d. The reserve pit and the blooie pit will be constructed as a
combination pit capable of holding 12,000 bble of fluid. The
size of the pit will be approximately equivalent to four times
the TD hole volume. The blooie pit might be used for testing,
but only after the drilling is completed and the drilling
equipment and personnel are off the location.

e. The reserve pit will be located on the North side of the
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f. If needed, flare pit will be located downwind of the
prevailing wind directions a minimum of 100' from the wellhead
and 30' from the reserve pit fence.

g. Stockpiled topsoil (first 6 inches) will be stored on the
East side at corners 6 and 7.

h. Access to the wellpad will be from the East between corners 7
and 8.

i. All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire will be used with at least one strand of
barbed wire on top of the net wire unless pipe or some
type of reinforcement rod is attached to the top of the
entire fence.

b. The net wire shall be no more than 2 inches above the
ground. If barbed wire it shall be 3 inches above the
net wire. Total height of fence will be at least 42
inches.

c. Corner posts will be cemented and/or braced in such a
manner to keep the fence tight at all times. Standard
steel, wood, or pipe .posts will be used between the
cornerbraces. Maximum distance between any two posts
will be no greater than 16'.

d. All wire will be stretched before it is attached to the
corner posts.

The reserve pit will be fenced on three sides during drilling
operations and on the fourth side when the rig moves off
locations. Pits will be fenced and maintained until clean-up.

10. PLANS FOR RECLAMATION OF LOCATION SITE:

The BLM will be contacted prior to commencement of any reclamation



O O
EXHIBIT "B"
Surface Use Program
Page 6

Producing location:

a. Immediately upon well completion, the location and surrounding
areas will be cleared of all unused tubing, equipment, debris,
materials, trash, and junk not required for production.

b. Immediately upon well completion, any hydrocarbons in.the'pit
will be removed in accordance with 43 CFR 3162.7-1.

c. A plastic nylon reinforced liner will be used, and it will be
torn and perforated before backfilling of the reserve pit.

d. The reserve pit and that portion of the location not needed
for production facilities or operations will be recontoured to
the approximate natural contours. The reserve pit will be
reclaimed within 120 days from the date of well completion.
Before any dirt work takes place, the reserve pit will have
all fluids and hydrocarbons removed.

Dry hole/abandoned location:

At such time as the well is plugged and abandoned, operator will
submit a subsequent report of abandonment and BLM will attach the
appropriate surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP;

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

12. OTHER INFORMATION;

a. An Archeology Survey has been ordered and will be provided as
soon as it is completed.

b. If unexpected cultural resources are observed during
construction or reclamation operations, Equitable Resources
Energy Company's Balcron Oil Division will suspend operations
in the vicinity of the discovery and immediately report the
finding to the BLM District Office.

c. Operator will have on site a copy of the Surface Use Program
and a copy of the supplemental
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d. Drilling operations will be conducted in accordance with the
Bureau of Land Management conditions of approval when
received.

e. If a silt catchment dam is necessary, it will be flagged by
the BLM and have the location noted in the Conditions of
Approval.

13. OPERATOR'S REPRESENTATIVES;

Equitable Resources Energy Company, Balcron Oil Division
1601 Lewis Avenue
Billings, Montana 59102
(8:00 a.m. to 5:00 p.m.)
(406) 259-7860

FAX: (406) 245-1361

Dave McCoskery, Operations Manager Home: (406) 248-3864

Mobile: (406) 698-3732

Dale Griffin, Operations Supervisor Mobile: (801) 828-7291

Home: (801) 781-1018

14. CERTIFICATION:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the operations
proposed herein will be performed by Equitable Resources Energy
Company's Balcron Oil Division and its contractors and
subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject
to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Date Bobbie Schuman
Regulatory and Environmental

Specialist
Equitable Resources Energy

Company, Balcron Oil



BÊronOil Well Prognosi EXHIBIT "C"

Well Name MONUMENT FEDERAL #33-6-9-16Y Explomtory Control Well FED. 32-6-G
Location NW/SE SECTION 6-T9S-R16E (1850 ' FSL, Development x Operator PG & E

County DUCHESNE 1850' FEL) - Field MON.BUTTE KB 5898
State UTAH Section NW/SE 6 Section SW/NE 6

Tota1Depth 6150 Township 9S Township 9S
GL (Ung) 5867 EST. KB 5966 Range 16E Range 16E

Formation Tops Prognosis Sample Top Contro1Well High/Low
Formation Depth Datum Depth Datum Datum Prog Cntl Deviation
UINTA 5966
GREEN RIVER 1801 4165 4115
HORSE BENCH SS 2403 3563 3513
2ND GARDEN GULCH 41T 8 1848 1798
Y-2 (PAY) 4407 1559 1509
Y-3 (PAY) 4446 1520 1470
Y-5 (PAY) 4669 1297 1247
YELLOW MARKER 4753 1213 1163
DOUGLAS CREEK 4900 1066 1016
R-5 (PAY) 5108 858 808
2ND DOUGLAS CREEK 5143 823 773
GREEN MARKER 5279 687 637
G-3 (PAY) 5339 627 577
G-6 (PAY) 5578 388 338
CARBONATE MARKER 5808 158 108
B-1(PAY) 5822 144 94
B-4 (PAY) 6141 -175

-225

TD 6150

Samples DST,s Wellsite Geologist
50' FROM 1750' TO 4150' DST #1 Name:
20' FROM 4150' TO TD DST #2 From: to:
5' THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLINGBREAKS DST #4

Phone # wk.
Logs Cores hm.
DLL FROM SURF CSNG TO TD Core #1 Fax #
LDT/CNL FROM 3900'TO TD Core #2

Core #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: 2 MAN

Comments: Logger:
Phone #

Fax #
Report To: 1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. (406)245-2261 hm.

2nd Name: KEVEN REINSCHMIDT Phone # (406)259-7860 wk. (406)248-7026 hm.
Prepared By: DAVE BICKERSTAFF 11/15/95 Phone # wk.
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O ENERGYCOMPANY
BALCRONOILDMSION

DRILLING PROGRAM

WELL NAME: Monument Federal #33-6-9-16Y DATE: 12-11-95

PROSPECT/FIELD: Monument Butte
LOCATION: NW/SE Section 16 Twn.9S Rge.16E
COUNTY: Duchesne
STATE: Utah

TOTAL DEPTH: 6150'

HOLE SIZE INTERVAL

12 1/4" Surface to 260'
7 7/8" 260' to 6150'

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface Casing O' 260' 8 5/8" 24
.

J55
Production casing O' 6150' 5 1/2" 15.50 K55

CEMENT PROGRKM

Surface Casing 150 sacks class"G" with 2% CaCl and 1/4
lb/sack Flocele.
(Cement will be circulated to surface.)

Production Casing 250 sacks Thrifty Lite and 400 sacks 50-50

Poz.
(Actual cement volumes will be calculated from
caliper log with cement top at 2000')

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD

TYPE FROM TO WEIGHT VIS POINT

Air and Air Mist O' 260' N.A. N.A. N.A.
Air/Air Mist/KCl wtr 260' T.D. 8.7-8.9 N.A. N.A.

COMMENTS

1.) No cores or tests are planned for this
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BALCRON OIL CO.

Operator: BALCRON OIL Well Name: Federal 33-6-9-16Y

Project ID: Location: Duchesne/Utah

Design Parameters: Design Factors:
Mud weight ( 9.00 ppg) : 0.468 psi/ft Collapse : 1.125

Shut in surface pressure : 2260 psi Burst : 1.00

Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J) '
Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Body Yield : 1.50 (B)

Service rating is "Sweet" Overpull : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 6,150 5-1/2" 15.50 K-55 ST&C 6,150 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2875 4040 1.405 2875 4810 1.67 95.33 222 2.33 J

Prepared by : McCoskery, Billings, MT
Date : 11-30-1995
Remarks :

Minimum segment length for the 6,150 foot well is 1,500 feet.

The mud gradient and bottom hole pressures (for burst) are 0.468 psi/ft and

2,875 psi, respectively.

NOTE : The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing) , 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version



EXHIBIT E

A. Hazardous chemicals 10,000 pounds of which will most likely be
used, °produced, stored, transported, or disposed of in
association with the proposed action of drilling, completing
and producing this well:

·We anticipate that none of the hazardous chemicals in
quantities of 10,000 pounds or more will be associated
with these operations.

B. Extremely hazardous substances threshold quantities (per
Howard Clemvinger 11/30(93) of which will be used, produced,
stored, transported, or disposed of in association with the
proposed action of drilling, completinq and producing this
well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
associated with these operations.

12/1/93
Revised 12/7/93
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EXHIBIT"J"
PROPOSEDPRODUCTIONFACILITY DIAGRAM

VALVEDESCRIPTION
DURING DURING
PROD. SALES ··

·

VALVE#2 h OPEN CLOSED #1 400
VALVE#3 CLOSED OPEN
VALVE#4 OPEN CLOSED - Bbl #
VALVE#5 CLOSED CLOSED #2 TK
VALVE#6 CLOSED CLOSED
VALVE#7 CLOSED OPEN

gas line Bbl
WATER

load line

# #3 400
e--- e- Bbl #8

TANK

Old
Reserve

Pit

WELL HEAD

DIAGRAMNOT TO SCALE

.

EQUITABLERESOURCES
ENERGY COMPANY
BALCRONOIL DIVISlON
1601LewisAvenue
Billings,MT 5910$A
(406)



EQU7TABI£RßS0(/RCESENERGY00.
FEDERALf33-6-9-16Y

SECTION 8, TOS, Rt6E S.LB.&M

C/1.4 C/4.0

so STA. 0+00

STA. 0+00

SCALE 1 - 50'

A B
STA.D+58

_

Nitillilliili/

r - so' STA. 0+58

RESERVEPIT -

100' X 75' Ð:1571NG

, C/0.5 Svis D MADE
f/J.7 10 S' lillillilli

1 sTA. 1+50 75'

,'s
Cþ.8 r - so STA. 1950

wasri
14ELLHEAO: h/ATERIAL

UNGr?ADED= 5866.8 ---

FIN. Gr?ADE= 5866.,T
REFERENCEPOINTS

150' 50UTHEAST = 5861.8
200 SOUTHEAST = 5861.7
200' SOUTHWEST = 5871.3'

STA. 2÷75
250' SOUTHWEST = 5873.0' r - 50 SK 2+¾

APPROXIMATEYARDAGES
8 - - ' 6 --

F/6.6 0 C/0.8 CUT = 3,110 Cu. Yds.

TOPSoll. -

FILL = 2,190 Cu. Yds. .SURVEYEDBe G.s
......

STOCKPILE ;< PIT = 1,940 Cu. Yds.
DRAWNBK .LR.S

6" TOPSOIL = 900 Cu. Yds.
--- Proposed Access OA2E 10-16-95

Ro a .£and Surrieying. Inc.
SCAŒ: i" - 50' (307) 781-2507

E-'J: 38 WEST 100 NORTH VERNAL,UTAH



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/18|95 API NO. ASSIGNED: 43-013-31589

WELL NAME: MONUMENT FEDERAL 33-6-9-16Y
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
NWSE 06 - TO9S - R16E
SURFACE: 1850-FSL-1850-FEL TECH REVIEW Initials Date
BOTTOM: 1850-FSL-1850-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 74390 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal[g'State[] Fee[]

(Number §§ggtgg ) y/ R649-3-2. General.
Potash (Y/N)

L oil shale (Y/N) R649-3-3. Exception.
/_ Water permit

(Number #7- /474Ÿ ) Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMENTS:
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BTATE OF UTAH, DIV OF OIL, GAS & MINERALS

Operator: EQUITABLE RESOURCES Well Name: MON FED 33-6-9-16Y

Project ID: 43-013-31589 Location: SEC. 6 - T98 - R16E

Design Parameters: Design Factors:
Mud weight ( 8.90 ppg) : 0.462 psi/ft collapse : 1.125

Shut in surface pressure : 2422 psi Burst : 1.00

Internal gradient (burst) : 0.068 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensite load is determined using air weight Other : 1.50 (J)

Service rating is "Sweet" Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost

(feet) (in.) (lb/ft) (feet) (in.)

1 6,150 5.500 15.50 K-55 ST&C 6,150 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2843 4040 1.421 2843 4810 1.69 95.33 222 2.33 J

Prepared by : MATTHEWS, Salt Lake City, Utah

Date : 04-15-1996
Remarks :

Minimum segment length for the 6,150 foot well is 1,500 feet.

SICP is based on the ideal gas law, a gas gravity of 0.75, and a mean gas

temperature of 117°F (Surface 74°F
, BHT 160°F & temp. gradient 1.400°/100 ft.)

String type: Production

The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and

2,843 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general

guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with

evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API 8rd tension, 1.6 - buttress tension,
1.5 - body yield tension, and 1.6 - EUE Brd tension. Collapse strength under axial tension
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility

for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (version
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EQUITABLE RE OURCES CO.

FEDERAL #33-6-9-16Y

Section 6, T9S R16E, SLB&M

Duchesne County, Utah

PALEONTOLOGYREPORT

WELLPADLOCATIONAND ACCESS ROAD

BY

ALDEN H. HAMBLIN
PALEONTOLOGIST
235 EAST MAIN

VERNAL, UTAH 84078

December 9,



RESULTS OF PALEONTOLOGYSURVEY AT EQUITABLE RESOURCES CO. FEDERAL #33-6-9-16Y,
Section 6, T9S, R16E, S.L.B.&M, Duchesne Co., Utah.

Description of Geology and Topography-

This well location is 9 miles south and 5 miles west of Myton, Utah on a bench
west of Wells Draw. Most of the surface ia composed of angular rocks
fragments and sand. Lower Uinta Formation'is exposed north of the wellpad on
a hill. Wellpad appears to have a thin layer of slope wash.

All rock outcrops in the area are of-the U per Eocene Uinta Formation, known,
for its fossil vertebrate fauna of mammals, turtles, crocodilians, .and

,

occasional fish remains and plant impressions.

Paleontological material found -

No fossils were found on this location or proposed access road.

Recommendations-

No recommendations are being made for paleontology at this location.
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EQUITABLERESOURCES
ENERGYCOMPANY 996
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365

Billings, MT 59102 FAX: (406) 245-1361

January30, 1996

Bureau of Land Management
170 South 500 East
Vernal, UT 84078-2799

Gentlemen:

Enclosed are the Archeological Reports for the following Monument Federal wells:
#34-3-9-17Y, #31-9-10-17Y, #32-10-9-17Y, #11-11-9-17Y, #14-21-9-18Y, #43-
19-9-18Y, #32-20-9-18Y, #33-22-8-17Y, #33-17-9-178, #23-17-9-17B, #44-31-
8-18Y, #33-6-9-16Y, and #41-35-9-18Y.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs

cc: Utah Division of Oil, Gas and
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CULTURAL RESOURCE EVALUATION = 16|996

OF THIRTEEN PROPOSED WELL LOCATIONS & ACCESS ROUTES

IN THE CASTLE PEAK DRAW LOCALITY OF

DUCHESNE & UINTAH COUNTIES, UTAH

Report Prepared for Balcron Oil Division
(Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-
22-8-17Y, 33-17-9-17B, 23-17-9-17B, 44-31-8-18Y, 33-6-9-16Y,

and 41-35-9-18Y)

Dept. of Interior Permit No.: UT-95-54937
AERC Project 1512 (BLCR-95-8B)

Utah State Project No.: UT-95-AF-773b

Principal Investigator
F. Richard Hauck, Ph.D.

Author of the Report
F. Richard Hauck

ARCHEOLOGICAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
Bountiful, Utah 84010

January 23,
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ABSTRACT

An intensive cultural resource evaluation has been conducted for Balcron Oil Division of
thirteen proposed well locations (Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-22-8-17Y, 33-17-9-17B, 23-
17-9-17B, 44-31-8-18Y, 33-6-9-16Y, and 41-35-9-18Y) and their 3.1 miles of associated access
routes situated on publiclands administeredby theBureau of Land Management, Vernal District.
This project area is located in the Castle Peak Draw, Pariette Bench, Wells Draw, Pleasant
Valley, Eightmile Flat, and Desert Spring Wash localities of Uintah & Duchesne Counties,Utah.
This evaluation involved a total of 167.53 acres, of which 130 acres were associatedwith the
well pads and an additional 37.53 acres were associated with the various access routes. These
evaluations were conducted by Richard Beaty and Michael Hauck of AERC between November
28 and December 8, 1995.

No previously recorded significant or National Register eligible cultural resources will
be adversely affected by the proposed developments.

No newly identified prehistoric cultural resource activity loci were discovered and
recorded during the examinations.

No isolated diagnostic artifacts were noted during the investigations.

No paleontological loci of significancewere identified during the surface examinations.

AERC recommends project clearance based on adherence to the stipulations noted in the
final section of this
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GENERAL INFORMATION

On November 28 through December 8, 1995, AERC archaeologists Richard Beaty and
Michael Hauck conducted an intensive cultural resource evaluation for Balcron Oil Division of
Billings Montana. This examination involved thirteen proposed well locations and associated
access routes in the Castle Peak Draw locality southeast of Myton, Utah (see Maps 1 through
8). These well locations include Monument Federal Units 34-3-9-17Y, 31-9-10-17Y, 32-10-9-
17Y, 11-11-9-17Y, 14-21-9-18Y, 43-19-9-18Y, 32-20-9-18Y, 33-22-8-17Y, 33-17-9-17B, 23-
17-9-17B, 44-31-8-18Y, 33-6-9-16Y, and 41-35-9-18Y. An area of ten acres was inventoried
for each well pad for a total of 130 acres. About 3.1 miles of access routes totaling some 37.53
acres was also examined for cultural resource presence for a total of 167.53 acres. All of these
well locations and access routes are situated on public lands administered by the Bureau of Land
Management, Vernal District Ofice, Diamond Mountain Resource Area.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations and access routes
requires an archaeological evaluation in compliance with various state laws and U.C.A. 9-8-404,
the Federal Antiquities Act of 1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-
291, Section 106 of the National Historic Preservation Act of 1966-as amended, the National
Environmental Policy Act of 1969, the Federal Land Policy and Management Act of 1979, the
Archaeological Resources Protection Act of 1979, the Native American Religious Freedom Act
of 1978, the Historic Preservation Act of 1980, and Executive Order 11593.

In addition to documenting cultural identity and significance, mitigation recommendations
relative to the preservation of cultural data and materials can be directed to the Bureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Project Location

The project location is in the Castle Peak Draw, Pariette Bench, Wells Draw, Pleasant
Valley, Eightmile Flat, and Desert Spring Wash localities of Duchesne and Uintah Counties,
Utah. The various locations are shown on the Pariette Draw SW, Myton SE, Myton SW, and
Moon Bottom 7.5 minute topographic quads (see Maps 2-8).

Monument Federal Unit 34-3-9-17Y is situated in the Southwest quarter of the Southeast
quarter of Section 3, Township 9 South, Range 17 East (see Map 2). Access to this location is
via a 0.3 mile-long access route.

Monument Federal Unit 31-10-9-17Y is situated in the Northwest quarter of the Northeast
quarter of Section 10, Township 9 South, Range 17 East (see Map 2). Access to this location
is via a 0.2 mile-long access route.
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MAP 2: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 88

OF VARIOUS BALCRON WELLS SCALE: 1:24,000
INTHE CASTLE PEAK DRAW QUAD: Pariette Draw SE, Utah
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MAP 3: CULTURAL RESOURCE SURVEY Ë PROJECT: BLCR -95 -8B
OF VARIOUS BALCRON WELLS SCALE: 1:24,000

INTHE EIGHTMILE FLAT QUAD: Pariette Draw SE, Utah
LOCALITY OF UINTAH COUNTY, y DATE: January 22, 1996
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MAP 4: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 88
OF BALCRON WELL UNIT 44-31-8-18Y SCALE: 1:24,000

INTHE CASTLE PEAK DRAW QUAD: Pariette Draw SW,Utah
LOCALITY OF UINTAH COUNTY, DATE: January 22, 1996

UTAH N

LEGEND
TOWNSHIP: 8 South Well Location A Ten Acre

RANGE: 18 East Survey
MERIDIAN: Salt Lake B. & M- Access Route gw* Area
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MAP 5: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 88
OF BALCRON WELL UN1T33-22-8-17Y SCALE: 1:24,000

INTHE PLEASANT VALLEY QUAD: Pariette DrawSW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: January 23, 1996UTAH

LEGEND
TOWNSHIP: 8 South Well Location À Ten Acre

RANGE: 17 East Survey
MERIDIAN:Salt Lake B. & M. Access Route gw Area
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MAP6: CULTURAL RESOURCE SURVEY PROJECT: BLCR-95-88
OF BALCRON WELL UNIT 33-6-9-16Y SCALE: 1:24,000

INTHE WELLS DRAW QUAD: Myton SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: January 23, 1996UTAH

LEGEND
TOWNSHIP: 9 South Well Location A Ten Acre

RANGE: 16 East Survey
MERIDIAN:Salt Lake B. & M Access Route gw Area
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MAP 7: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 8B
OF VARIOUSBALCRON WELLS SCALE: 1:24,000

INTHE PARIETTE BENCH QUAD: Myton SW, Utah
LOCALITY OF DUCHESNE COUNTY, DATE: January 23, 1996

UTAH N
i 1-1-51-----

UNI 23
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LEGEND
TOWNSHIP: 9 South Well Location A Ten Acre

RANGE: 17 East Survey
MERIDIAN:Salt Lake B. & M· Access Route gw" Area
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MAP 8: CULTURAL RESOURCE SURVEY PROJECT: BLCR - 95 - 88
OF BALCRON WELL UNIT 41-35-9-18Y SCALE: 1:24,000

INTHE DESERT SPRING WASH QUAD: Moon Bottom, Utah
LOCALITY OF BINTAH COUNTY, DATE: January 23, 1996

UTAH N

109°E24 30" 59700•£ 698 689
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LNlT 41-35-9-18Y
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RANGE: 18 East Survey
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Monument Federal Unit 32-10-9-17Y is situated in the Southwest quarter of theNortheast

quarter of Section 10, Township 9 South, Range 17 East (see Map 2).

Monument Federal Unit 11-11-9-17Y is situated in the Northwest quarter of the
Northwest quarter of Section 11, Township 9 South, Range 17 East (see Map 2). Access to this
location is via a 0.2 mile-long access route.

Monument Federal Unit 43-19-9-18Y is situated in the Northeast quarter of the Southeast
quarter of Section 19, Township 9 South, Range 18 East (see Map 3). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 32-20-9-18Y is situated in the Southwest quarter of the Northeast
quarter of Section 20, Township 9 South, Range 18 East (see Map 3).

Monument Federal Unit 14-21-9-18Y is situated in the Southwest quarter of theSouthwest
quarter of Section 21, Township 9 South, Range 18 East (see Map 3). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 44-31-8-18Y is situated in the Southeast quarter of the Southeast
quarter of Section 31, Township 8 South, Range 18 East (see Map 4). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 33-22-8-17Y is situated in the Northwest quarter of the Southeast
quarter of Section 22, Township 8 South, Range 17 East (see Map 5). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 33-6-9-16Y is situated in the Northwest quarter of the Southeast
quarter of Section 6, Township 9 South, Range 18 East (see Map 6). Access to this location is
via a 0.1 mile-long access route.

Monument Federal Unit 23-17-9-17B is situated in the Northeast quarter of the Southwest
quarter of Section 17, Township 9 South, Range 17 East (see Map 7). Access to this location
is via a 0.3 mile-long access route.

Monument Federal Unit 33-17-9-17B is situated in the Northwest quarter of the Southeast
quarter of Section 17, Township 9 South, Range 17 East (see Map 7). Access to this location
is via a 0.2 mile-long access route.

Monument Federal Unit 41-35-9-18Y is situated in the Northeast quarter of the Northeast
quarter of Section 35, Township 9 South, Range 18 East (see Map 8). Access to this location
is via a 0.8 mile-long access route.
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Environmental Description

The project area is within the 4900 to 5900 foot elevation zone above sea level. Open
rangeland terrain and eroded Eocene lakebed surfaces are associated with the project localities.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Sarcobatus vermiculatus, Ephedra vindis, Cercocarpus spp. Atäplex canescens, and a variety
of grasses.

The geological associations within the project area consist of fluvial lake deposits which
correlate with the Uinta Formation which is of Tertiary age.

PREVIOUS RESEARÇH IN THE LOCALITY

File Search

A records search of the site files and maps at the Antiquities Section of the State Historic
Preservation Office in Salt Lake City was conducted on November 15, 1995. A similar search
was conducted in the Vernal District Office of the BLM on November 28, 1995. The.National
Register of Historic Places has been consulted and no registered historic or prehistoric properties
will be affected by the proposed developments.

A variety of known cultural sites are situated in the Monument Buttes / Castle Peak Draw
locality. Many of theseprehistoric resources were identified and recorded by AERC during the
Mapco River Bend survey (Hauck and Norman 1980). Other sites have been located and
recorded by AERC and other archaeologists and consultants during oil and gas exploration
inventories (cf. Fike and Phillips 1984, Hauck and Weder 1989, Hauck and Hadden 1993,
1994).

Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.
These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --

1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850)to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each cultural stage -- with the possible exception of
the Late Prehistoric hunting and gathering Shoshonean bands -- features a more complex life-way
and social order than occurred during the earlier stage of development (Hauck 1991:53). For
a more comprehensive treatmentof the prehistory and history of this region see Archaeological
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Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Project Development Zone

Previous archaeologicalevaluations in the general project area have resulted in the
identification and recording of a variety of cultural resource sites having eligibility for potential
nomination to the National Register of Historic Places (NRHP). The majority of these sites are
lithic scatters containing cobble reduction materials. Many of these quarry sites are of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupations are also
frequently being identified in this locality. Sites associated with the open rangeland generally
appear to have been occupied during the Middle Plains Archaic Stage with occasional indications
of Paleoindian activity based on the recovery of isolated Plano style projectile points. The north-
south drainage canyons appear to contain the majority of Late Prehistoric (Numa) sites probably
because those canyon floors were transportation corridors and convenient pastures for the Ute
horse herds. Evidence of Formative Stage occupation, i.e., Fremont, is rarely observedin the
rangeland environment but is common within the Green River and White River canyons and their
primary tributarycanyons.

Site density in certain portions of the region appears to range from one to six sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluationsindicate that the site densities may reach 8 to 12 sites per section in certain localities
on the upper benches which were apparently favored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associated with water
courses and aeolian deposits.

FIELD EVALUATIONS

Methodology

Intensive evaluations consisted of the archaeological team walking a series of 10 to 20
meter-wide transects within each ten acre well location which includes the staked pad and an
appropriate buffer zone around the well. The archaeologists also examined 100 foot-wide
corridors centered on each flagged access centerline by walking similar transects. The combined
acreage for the various access road corridors and the thirteen well locations totalssome 167.53
acres.

Observation of cultural materials results in intensive examinations to determine the nature
of the resource (isolate or activitylocus, i.e., site). The documentation of each specific cultural
site results in its subsequently being sketched, photographed, transit mapped, and appropriately
recorded on standardized site forms.

Cultural sites are then evaluated by the Principal Investigator for depth potential utilizing
AERC's portable ground penetrating radar (GPR) computerized system (SIR-2 manufactured by
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Geophysical Survey Systems, Inc. [GSSI] of North Salem, New Hampshire). Radar assessment
within archaeological sites is accomplished by one team member pulling the radar antenna across
the site's surface while the Principal Investigator "reads" data directly observable on a battery
powered computer's monitor that is directly linked to the antenna. GPR is a valuable tool for
determining the presence and densityof any buried materials, features or strata whether cultural
or natural, but it is particularly valuable in ascertaining archaeological depth potential on a site
because it provides an immediate view on the computer of the buried strata and features. In
addition, ground penetrating radar is a non-intrusive and non-destructive method of verifying site
depth potential -- an important consideration in ensuring the protection and integrity of the rare,
non-replaceable, non-renewable cultural resources.

With depth of deposit and featurelstrata information provided by GPR, the standards
described in the section below are used by the Principal Investigator to establish site significance.
GPR data reflecting the buried potential of the resource coupled with the Principal Investigator's
surface evaluation of the site results in the determination whether a particular site is a significant
resource, i.e., whether it satisfies one or more of the criteria established in Title 36 CFR 60 as
explained below. The Principal Investigator then develops one or more mitigation actions as
recommendations that can aid federal and state cultural resource administrators in facilitating the
preservation of any given significant resource which may be situated within the potential
development zone.

Site SignificanceCriteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination
to the National Register of Historic Places have been outlined as follows in the National
Register's Criteriafor Evaluation as establishedin Title 36 CFR 60.6:

The quality of sign¢cance in American ... archaeology ... and culture is present in ...

sites ... that possess integrity of location, design, setting, materials, workmanship,feeling,and
association and:

a. That are associatedwith events that have made a sigmficant contribution to the
broad patterns of our history; or
b. that are associated with the lives of persons signgcant in our past; or
c. that embody the distinctive characteristics of a type, period, or method of
construction ... ; or
d. that have yielded, or maybe likelyto yield, information important inprehistory
or history.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships, origins, and cultural life ways of prehistoric or historic groups in the area.
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In a final review of any site's cultural significance, the site must possess integrity and at

least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.

Results of the Inventory

No newly identified prehistoric cultural resource activity loci were observed and recorded
during the archaeological evaluations.

No previously identified and recorded significant or National Register sites were noted
during the survey; Balcron's proposed development of these 13 well locations will not have any
adverse effect on existing known cultural resources situated in this locality.

No diagnostic isolated artifacts were observed or recorded during the evaluation.

No paleontological loci of significance were identified during the evaluations.

COlyCLUSION AND RECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
development and operation of the 13 proposed Balcron Oil Division well locations and access
routes as identified in this report.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Division
relative to the development of theseproposed wells and access routes based upon adherence to
the following stipulations:

1. all vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examinedas referenced in this
report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the exploration area.

F. Richard Hauck, Ph.D.
President and Principal Investigator
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ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 N

March 22, 1996

Utah Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 Og

GAS

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources

Energy Company, Balcron Oil Division to Equitable Resources Energy
Company. Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each

of the wells. To this letter I have attached a list of our wells for

your ease in filing the sundry notices in the well files. This should

be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to

have them sorted differently (for example, the Montana Board of oil and

Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects on1v ouracompany name. The physical locations of

our offices and the personnel remain the same. We will be changing our

well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



FOAM e' S OF UTAH

DIVISION OF ŒL, GAS AND MINING
5. Lease Designation and Serial Number:

See attached listing
6. ff Indían, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:

Do not use thle form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned well• See attached l i sti ngUse APPUCAT)ON FOR PERMfT TO DRILLOR DEEPEN form for such proposals.

8. Well Name and Number:1. Type of weli: OIL GAS OTHER: ·
·See attached listing See attached listing

2. Name of Operator: 9. API Well Number:
See attached listingEquitable Resources Energy Company, ßalcron 011 Division

3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Location of Well

Footages: See attached listing county: See attached list
oo, s.o..T..n..u.: stat.: UTAH

11· CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form only)

O Abandon O New Construction O Abandon O New Construction

O Repair casing O Pull or After Casing OR Pair Casing O Pull or Alter casing
O changeof Plans O Recomplete O Change of Plans O Reperforate

O convertto injection O Reperforate O convertto injection O Vent or Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O MultipleCompletion O Water Shut-Off Other Operator name change
O other

Date of work completion

Approximate date work will start Report results of Mutuple Completions and Recompletions to different reservolra on WELL
COMPLET10N OR RECOMPLETION REPORT ANDLOG torm.

* Must be accompanled by a coment verification report

12. DESCRIBE PROPOSED OR COMPLEFED OPERATIONS (Clearly state all pertinent detalls, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change
only. It affects the wells on the attached listing.

Regulatory and
Name&Signatum: Blo: Environmental Spedalist oat.: March 27, 1996Bobbie Schliman

(This apeos for Stata noe only)

(4\G4) (See instructions on Reverse
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

April 15, 1996

Equitable Resources Energy Co.
1601 Lewis Avenue
Billings, Montana 59102

Re: Monument Federal 33-6-9-16Y Well, 1850' FSL, 1850' FEL,
NW SE, Sec. 6, T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31589.

Sincerely,

R. . i th
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office
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Operator: Equitable Resources Energy

Well Name & Number: Monument Federal 33-6-9-16Y

API Number: 43-013-31589

Lease: U-74390

Location: NW SE Sec. 6 T. 9 S. R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews or Mike
Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational



orm $160-.3
SUBMIT IN TRIP E* Form approved.

prember 1983) (Other instruction Budget Bureau No. 1004-0136
'

(formerly 9-331C> UNITED STATES .

reverse side) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR 5. LEASE DESIGNATION AND BEEIAL NO.

BUREAU OF LAND MANAGEMENT U-74390

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.nn:NouN,1monnoxTalst

la. TTrz Or woaK
*

DRILLG DEEPENO PLUG BAcK O 7. UNIT AGEEEMENT NAME

b. Trra or wstr. nja
°wir.x. O °^."r.» O 22...

n°.' O L"NLT LE 8. m om mzass -

2. NAME 07 OPEEATOE Monument Federal
Equitable Resources Energy Company, Balcron GìTITivision 9. WELL NO.

3. ADDEESS OF OPEEATOR
#33-6-9-16Y

1601 Lewis Avenue; Billings, MT59102 DEC15 1995 20.,2.=,......os...was.c,2

4. Locarrox or wzLL (Report location clearly and in accordance with any State requirements.*) Monument Butte/Green River
At surface 11. BBC., T.. R., M., OE BLE.

NWSE Section 6, T9S, R16E 1850' FSL, 18502 FEL AND BUMET OR AEEA

At croposed prod. sone
q Sec. 6, T9S, R16E

14. DIETINCE IN MILES AND DIEECTION FROM NEAEEST TOWN OR POET Orr1CE* 12. COUNTT 0E PARISE 13. BTATE

From Myton, Utah, approximately 12 miles SW Duchesne UTAH

10. DISTANCE TROM PROPUBED• 16. NO. OF ACEES IN LEASE 1'[. NO. OF ACEEB ABSIGNED

LOCATION TO NEAREST
TO TEIS WELL

PROPEETY OB LEASE LINE, FT.
(Also to nearest drlg. unit line, if any)

18. DISTANCE FEOM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. notaat on caar.: Toor.s

TO NEAREST WELL, DRILLING, COMPLETED,
OR AFFUED 70E, ON TEIS IRABE, fr. 6,150' Rotary

21. EIÆVATIONS (Show whether DF, RT, GE, etc.)
22. Arraox, DATE woar wrz.L stanz•

GL 5867' March 1, 1996
"3. PROPOSED CASING AND CEMENTING PROGEAM

SIzž OF HOLE BIZE Or CABING WEIGHT PER TOOT BETTING DEPTH QUANTITT OF CEMENT

See attached Drilling Prog 'am/Casing Desiin

Operator proposes to drill this well in accordance with the attached EXHIBITS. A listing
of EXHIBITS is also attached. As operator, we hereby request that the status of this
well be held tight in accordance with Federal and State regulations.

SELFCt.RikICATION:I hereby œrtify that I amauthorized,, by proper lease interest owner, to conductthese
operations associated with the application. Bondcoveragepursuant to 43 CFR3104for lease activities is
being provided by Equitable Resources EnergyCenpanyas principal and Safeco Insurance Cœpanyof Aœrica as
surety underBU4BondNo. Mf 0576 (Nationwide Oil &GasBond#5547188)whowill be msponsible for cœpliance
with all of the tems and conditions of that portion of the lease associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Oil, Gas and Mining pg gg iggg

IN ABOVE SPACE DESCEIBM PROPOBED PROaaAM : If proposal is to deepen or ping back. gir data ro ne we sone I oposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface anggg tWN depths. Give blowout

preventer program, if any.

(This space for Federal or State ofice use)

CONDITIONS ATTACHED
*SeeInstructionsOn ReverseSide

r:.:- so et ce e-..- innt makes it a crime for anv oerson knowingly and willfully to make to any department or agency of
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Well: Monument Fed. 33-6-9-16Y

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRIL

APR3 0 199b

Company/Operator: Equitable Resources Energy Comp g¡y.OFOtt,GAS&MINING

Well Name & Number: Monument Federal 33-6-9-16Y

API Number: 43-013-31589

Lease Number: U-74390

Location: NWSE Sec. 6_ T._9S_R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use
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Well: Monument Fed. 33-6-9-16Y

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with
applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

l. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to
be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and
gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system and
individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while drilling
and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2, regarding
air or gas drilling shall be adhered to. If a mist system is being utilized then the requirement
for a deduster shall be
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Well: Monument Fed. 33-6-9-16Y

3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the base of the Usable
Water Zone identified at _+ 632 ft. If gilsonite is encountered while drilling, it shall be
isolated and/or protected via the cementing program.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be allowed
to continue at night if the test was initiated during daylight hours and the rate of flow is
stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations). Packers can be released, but tripping should not begin before
daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to + 432 ft. and shall
be utilized to determine the bond quality for the production casing. Submit a field copy of the
CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data, geologic
summaries, sample description, and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed with Form 3160-4. Samples
(cuttings, fluids, and/or gases) will be submitted when requested by the
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6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form 3160-
5) to that effect will be filed, for prior approval of the AO, and all conditions of this approved
plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on which
liquid hydrocarbons are first produced into a permanent storage facility, whichever first occurs;
and, for gas wells as the date on which associated liquid hydrocarbons are first sold or shipped
from a temporary storage facility, such as a test tank, and for which a run ticket is required to
be generated or, the date on which gas is first measured through permanent metering facilities,
whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b.
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No well abandonment operations will be commenced without the prior approval of the AO. In
the case of newly drilled dry holes or failures, and in emergency situations, oral approval will
be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will be filed
with the AO within thirty (30) days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration.
Final abandonment will not be approved until the surface reclamation work required by the
approved APD or approved abandonment notice has been completed to the satisfaction of the
AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted following initial installation and at least quarterly thereafter. The AO will be
provided with a date and time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore Oil & Gas Order No. 4
for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all changes
of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-
1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally to
be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be liable
for a civil penalty of up to $10,000per violation for each day such violation continues, not to
exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas Royalty
Management Act of 1982 and the implementing regulations at Title 43 CFR
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APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approval or notification is necessary, please contact one of the
following individuals:

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste
- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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COA's Page 8 of 8
Well: Monument Fed. 33-6-9-16Y

SURFACE USE PROGRAM
Conditions of Approval (COAs)

METHODS FOR HANDLING WASTE MATERIALS AND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with
sufficient bedding to cover any rocks. The liner will overlap the pit walls and be covered with dirt
and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will be
disposed of in the pit.

PLANS FOR RECLAMATION OF LOCATION

When reclaiming the reserve pit, the pit liner will be torn and perforated before backfilling the reserve
pit and the torn liner will be buried a minimum of four (4) feet deep. If this is a producing well and
after the reclamation of the reserve pit, and unused disturbed areas, contact the authorized office to
obtain a seed mixture to revegetate these specific areas.

At time of final abandonment the intent of reclamation viill be to return the disturbed area to near
natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road berms,
and borrow ditches to be natural in appearance with the surrounding terrain. After recontouring of
the area any stockpiled topsoil will be spread over the surface, and the area reseeded and revegetated
to the satisfaction of the authorized officer of the BLM. Contact the authorized officer of the BLM at
the time of reclamation for the required seed mixture.

OTHER INFORMATION

The operator or their contractor shall contact the BLM office at (801)789-1362, 48 hours prior to -

construction activities.

MOUNTAIN PLOVERS & BURROWING OWLS
No surface disturbing activities, construction, or drilling operations including the initial completion
activities are to occur on the well, access road, or location from March 15 through August 15. This
restriction is to protect the nesting Mountain Plovers and Burrowing Owls located in the surrounding
area. The restriction does not apply to maintenance and operation of existing wells and facilities.
Waivers, exceptions, or modifications to this restriction may be specifically approved in writing by the
authorized officer of the Bureau of Land Management if either the resource values change or the
lessee/operator demonstrates that adverse impacts can be mitigated.

An example of an exception: could be to contact the authorized officer of the BLM to
coordinate additional surveys for mountain plover & burrowing owl. The notification will be
required a minimum of 14 days prior to surface disturbance to allow time to conduct a wildlife
survey. If an active nest or chicks are found, the proposed activity will be delayed until the
chicks are out of downy plumage or the brood vacates the



Record# OPERATOR well_name API_NUMBER SECTION TOWNSHIP RANGE DATEAPPRVD

1937 EQUITABLE RESOURCES BALCRONMONUMENTPEDERAL 14-4 43-013-31430 04 09S 16E 12/20/93

2282 EQUITABLE RESOURCES BALCRONMONUMENTFED 12-14J 43-013-31488 14 09S 16E 03/27/95

2283 EQUITABLE RESOURCES BALCRONMONUMENTTED 22-14J 43-013-31489 14 09S 16E 03/07/95

2284 EQUITABLE RESOURCES BALCRONMONUMENTFED 32-14J 43-013-31490 14 09S 16E 03/07/95

2285 EQUITABLE RESOURCES BALCRONMONUMENTFED 42-14J 43-013-31491 14 098 16E 04/20/95

2375 EQUITABLERESOURCES BALCRONMONUMENTFEDERAL14-26 43-013-31512 26 OSS 16E 04/20/95
2472 EQUITABLERESOURCES BALCRONMONFED 11-10-9-17Y 43-013-31534 10 09S 17E / /
2609 EQUITABLERESOURCES MONUMENTSTATE 23-16-9-178 43-013-31578 16 09S 17E 01/03/96
2613 EQUITABLE RESOURCES MONUMENTFEDERAL 23-17-9-178 43-013-31582 17 09S 17E 02/05/96
2614 EQUITABLE RESOURCES MONUMENTFEDERAL 13-22-8-17Y 43-013-31583 22 OSS 17E 02/22/96

2618 EQUITABLE RESOURCES MONUMENTFEDERAL32-22-8-17 43-013-31586 22 OSS 17E 02/20/96

2619 EQUITABLERESOURCES MONUMENTFEDERAL 31-22-8-17 43-013-31587 22 OSS 17E 02/20/96

2620 EQUITABLERESOURCES MONUMENTFEDERAL 33-22-8-17 43-013-31588 22 08S 17E 03/25/96

621 EQUITABLERESOURCES MONUMENTFEDERAL33-6-9-16Y 43-013-31589 06 095 16E 04/15/96

2622 EQUITABLE RESOURCES MONUMENTFEDERAL 31-10-9-17Y 43-013-31591 10 095 17E / /
2623 EQUITABLE RESOURCES MONUMENTFEDERAL 32-10-9-17Y 43-013-31592 10 09S 17E 02/22/96

2201 EQUITABLERESOURCES ASP FEDERAL 1 43-027-30033 12 16S 19W 04/27/95

2539 EQUITABLE RESOURCES COBRA FEDERAL42-35 43-027-30037 35 158 19W / /
1942 EQUITABLERESOURCES BALCRONMONUMENTFEDERAL 41-26 43-047-32456 26 OSS 17E 12/21/93
2099 EQUITABLE RESOURCES BALCRONMONUMENTFEDERAL 42-26 43-047-32531 26 OSS 17E 06/01/95
2264 EQUITABLE RESOURCES BALCRONMONUMENTSTATE 32-2 43-047-32609 02 095 17E 12/29/94
2267 EQUITABLE RESOURCES BALCRONMONUMENTSTATE 34-2 43-047-32611 02 09S 17E 12/29/94

2376 EQUITABLE RESOURCES BALCRONMONUMENTFEDERAL 43-26 43-047-32668 26 OSS 17E 05/08/95
2481 EQUITABLE RESOURCES BALCRONMON FEDERAL 23-24-8-17 43-047-32710 24 OSS 17E 02/13/96

2625 EQUITABLE RESOURCES MONUMENTFEDERAL 32-20-9-18Y 43-047-32725 20 098 18E 02/06/96

2635 EQUITABLE RESOURCES MONUMENTFED 41-35-9-18Y 43-047-32727 35 09S 18E 04/15/96

2636 EQUITABLE RESOURCES MONUMENTFED 44-31-8-18Y 43-047-32728 31 OSS 18E / /
2637 EQUITABLE RESOURCES MONUMENTFEDERAL 43-19-9-18Y 43-047-32730 19 098 18E 02/05/96



UTAH

Getty #7-C Monument Butte NE NW 7 9S 17E Duchesne UT Oil Green River U-44426 43-013-30961 1129' FNL, 2229' FWL Vemal JonahGoates Federal #1 Monument Butte SE SW 11 93 16E Duchesne UT Oil Green River U-096547 43-013-15789 793' FSL, 2088' FWL Vemal JonahGoates Federal #3 Monument Butte NWNW 14 9S 16E Duchesne UT Oil Green River U-096547 43-013-15791 790' FNL,790' FWL Vernal JonahHendel Federal #i Pariette Bench SW SW 9 9S 19E Uintah UT Oil Green River U-058149 43-047-20011 560' FSL, 500' FWL VemalHendel Federal #1-17 Patiette Bench NE NW 17 9S 19E Uintah UT Oil Green River U-017991 43-047-30069 660' FNL, 1979' FWL VernalHendel Federal #3-17 Pariette Bench SW NW 17 9S 19E Uintah UT OSI Green River U-017991 43-047-30074 1980° FNL, 660' FWL VernalK.Jorgenson State #16-4 Monument Butte NE SE 16 9S 17E Duchesne UT OSI Green River State ML-3453-B 43-013-30572 1984' FSL, 660' FELMaxus Federal #23-8 Monument Butte NE SW 8 9S 17E Duchesne UT Oil Green River UTU-74108 43-013-31196 184T FSL, 1947 FWL Vernal BelugaMoconFederal #44-7 Monument Butte SE SE 7 9S 17E Duchesne UT Oil Green River U-3563-A 43.013-30666 670' FSL, 663' FEL Vernal BelugaMonument Butte #1-13 Monument Butte NW SW 1 9S 16E Duchesne UT WIW Green River U-18399 43-013-30702 1820' FSL, 685' FWL Vernal JonahMonumentButte #1-14 Monument Butte SW SW 1 9S 16E Duchesne UT Oil Green River U-18399 43-013-30703 820' FSL, 820' FWL Vernal JonahMonumentButte #1-23 Monument Butte NE SW 1 9S 16E Duchesne UT Oil Green River U-18399 43-013-30646 1980° FSL, 1980' FWL Vernal JonahMonumentButte #1-24 Monument Butte SE SW 1 9S 16E Duchesne UT W1W Green River U-18399 43-013-30701 820' FSL, 1950' FWL Vemal JonahMonumentButte #1-33 Monument Butte NW SE 1 SS 16E Duchesne UT WlW Green River U-52013 43-013-30735 1980' FSL, 1980' FEL Vernal JonahMonument Butte #1-34 Monument Butte SW SE 1 9S 16E Duchesne UT Oil Green River U-520\3 - 43-013-30736 710' FSL, 1980' FEL Vemal JonahMonument Butte #1-43 MonumentButte NE SE 1 9S 16E Duchesne UT Oil Green River U-52013 43-013-30734 1980' FSL, 660' FEL Vemal JonahMonument Federal #11-11-9-17Y Monument Butte NW NW 11 9S 17E Duchesne UT PND Green River U-65210 656' FNL,741' FWL VernalMonument Federal #11-22-9-16Y Monument Butte NWNW 22 9S 16E Duchesne UT PND Green River U-64379 VemalMonument Federal #12-11-9-17Y Monument Butte SW NW 11 9S 17E Duchesne UT PND Green River U-65210 VemalMonument Federal #13-22-8-17Y Monument Butte NW SW 22 SS 17E Duchesne UT PND Green River U47845 1446' FSL, 863' FWL Vernal (Private sfc)Monument Federal #14-21-9-18Y 8 Mile Flat SW SW 21 GS 16E Uintah UT PND Green River U-68iC5 700' FSL 550' FWL VernalMonument Federal #14-22-8-17 Monument Butte SW SW 22 8S 17E Duchesne UT PND Green River U-67845 VemalMonument Federal #21-23-9-17Y Monument Butte NE NW 23 9S 17E Uintah UT PND Green River U-68102 773' FNL,1809' FWL VemalMonumentFederal #22-20-9-16 Monument Butte SE NW 20 9S 16E Duchesne UT PND Green River U-52018
Monument Federal #23-17-9-17B Monument Butte NE SW 17 9S 17E Duchesne UT PND Green River UTU-74108 2217 FSL, 2187 FWL Vemal BelugaMonumentFederal #23-22-8-17Y Monument Butte NE SW 22 SS 17E Duchesne UT PND Green River U-67845 Vernal (Private sfc.)Monument Federal #24-17-9-16 Monument Butte SE SW 17 9S 16E Duchesne UT PND Green River U-52018 VemalMonument Federal #31-5-9-17 Monument Butte NW NE S 9S 17E Duchesne UT PND Green River U-74808
Monument Federal #31-10-9-17Y Monument Butte NWNE 10 95 17E Duchesne UT PND Green River U-65210 660°FNL,1980' FEL VemalMonument Federal #31-22-8-17 Monument Butte NWNE 22 SS 17E Duchesne UT PND Green River U-67845 1036' FNL, 2338' FEL Vemal (Private sfc.)Monument Federal #32-10-9-17Y Monument Butte SW NE 10 9S 17E Duchesne UT PND Green River U-65210 1900' FNL, 1980' FEL VemalMonument Federal #32-20-9-18Y 8 Mile Flat SW NE 20 9S 18E Uintah UT PND Green River U-64917 1980' FNL,1980' FEL Vemallonument Federal #33-6-9-16Y Monument Butte NW SE 6 9S 16E Duchesne UT PND Green River U-74390 1850' FSL, 1850' FEL VemalO Monument Federal #32-22-8-17 Monument Butte SW NE 22 SS 17E Duchesne UT PND Green River U-67845 1980' FNL,1980' FEL Vemal (Private sfc.)Monument Federal #33-17-9-178 Monument Butte NWSE 17 98 17E Duchesne UT PND Green River U-72106 1926' FSL, 2000' FEL Vemal Bekma

Page
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EQUITABLERESOURCES\
ENERGYCOMPANY
WESTERN REGION Office:(406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245-1361

June10, 1996

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Monument Federal #33-6-9-16Y
NW SESection 6, TSS, R16E
Duchesne County, Utah
API #43-013-31589

This letter is notice that the subject well was spud on 6-3-96.

Please feel free to contact me if you have any questions.

Sincerely,

Molly Conrad
Operations Secretary

/mo

ec: Utah Division of Oil, Gas, & Mining: Also enclosed Form 6 Entity Action
Form
Mary Lou Dixon, Uintah Basin Health Dept. - VIA FAX
Yates Petroleum
Isabel - MYCO - VIA



e e
EQUITABLERESOURGS
ENERGYCOMPANY
WESTERNREGION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245-1361 O

August 12, 1996

Bureau of Land Management
Vernal District Office
170 South 500 East AUG1 5 1996Vernal, UT 84078

Gentlemen: DV OFOILGAS& MINING
RE: Monument Federal #33-6-9-16Y

NW SE Section 6, TSS, RI6E
Duchesne County, Utah
API #43-013-31589

Enclosed for your files are the following:

Completion Report
Onshore Order #7
Report of Water Encountered
Daily Operating Reports

I will forward a Site Security Diagram to you within 30 days. Please feel free to
contact me if you need any further information.

Sincerely,

Molly Conrad
Operations Secretary

/mc

Enclosures

cc: State of Utah, Division of Oil, Gas, & Mining
Isabel - MYCO Industries
Yates Petroleum
Lou Ann Carlson
Valeri



DAILY OPERATING REPORT

MONUMENT FEDERAL #33-6-9-16Y
Location: NW SE Section 6, T98, R16E
Duchesne County, Utah ---TIGHT HOLE---
1850' FSL 8s 1850' FEL
API #43-013-31589
PTD: 6,150' Formation: Green River
Monument Butte
Elevations: 5867' GL
Contractor: Union Drilling
Operator: EREC Western Region
Spud: June 4, 1996
Casing: 8-5/8", 24#, J-55 @262.11' KB

5-1/2", 15.5#, J-55 @6080.11' KB
Tubing: 2-7/8", 6.5#, J-55 @4929.28' KB

06/04/96 TD: 281' (281') Day 1
Formation: Sand & Shale
PresentOperation: Waitingon Cement
MIRU. Drilled281' KB. Ran 6jts,251' of 8-5/8",24#, J-55 esg as follows:

Shoe .90'

Shoejt 41.70'
Baffle plate 0.00'
5 jts csg 209.51'
Landingjt 10.00'
Total csg length 252.11'
Depth landed 262.11' KB

Cementw/BJ Servicesas follows: 160 sxs "G" + 2% CaCl2 + 1/4#/sx cello flake. Plug down @1:00 AM. 4
bb1sexcesscementreturn to pit.
DC: $5,058 CC: $5,058

06/05/96 TD: 1240' (959') Day 2
Formation: Sand & Shale
Present Operation: Drilling 7-7/8" hole.
DC: $17,262 CC: $22,320

06/06/96 TD: 2548' (1308') Day 3
Formation: Sand & Shale
PresentOperation: Drilling7-7/8"hole
Last 24 hrs: Trip for 3-1/2hrs, drilled1308' of7-7/8" holew/air, ran twosurveys.
DC: $23,544 CC: $45,864

06/07/96 TD: 3711' (1163') Day 4
Formation: Sand & Shale
PresentOperation: Drilling 7-7/8" hole.
DC: $20,934 CC: $66,798

06/08/96 TD: 4575' (864') Day 5
MW 8.3 VIS 28
Present Operation: Drilling 7-7/8" hole
Air drillw/air & foamto 4210'. Load holew/fluid, trip for bit & pick up motor.
DC: $15,552 CC:



O ODAILY OPERATING REPORT

MONUMENT FEDERAL #33-6-9-16Y
Location: NW SE Section 6, T98, R16E
Duchesne County, Utah --TIGHT HOLE---

06/09/96 TD: 5455' (880') Day 6
MW 8
Present Operation: Drilling 7-7/8" hole.
DC: $15,840 CC: $98,190

06/10/96 TD: 6100' (645') Day 7
PresentOperation: Logging hole
TD 7-7/8" hole@8:45PM, 6-9-96. Loggers TD - 6100', DrillersTD - 6100'
DC: $11,610 CC: $109,800

06/11/96 TD: 6100' (0') Day 8
. PresentOperation: Rig Down

Run 5-1/2", 15.5#,8rd, J-55 esg as follows:
Shoe .90'

Shoejt 37.24'
Float collar 1.10'
147jts esg 6030.87'
Landingjt 10.00'
Total csg length 6070.11'
Depth landed 6080.11'
PBTD 6040.87' KB

Cementby BJ Servicesas follows: Lead w/390 sxs SuperG + 3% salt + 2% gel + 2#/sx Kol seal + 1/4#/sx cello
flake. Tail w/390 sxs 50/50 poz + 2% gel + 1/4#/sxcello flake + 2#lsx Kol seal. Plug down @8:15 PM. Rig
released @10:30PM.
DC: $25,000 CC: $134,800

Dress up location, set rig anchors, set rig pump & tanks. MIRU Cannon Well Service rig #2. NU BOP.
TIH w/4-3/4" bit & 5-1/2" csg scraper & 196jts tbg. Tag PBTD @ 6042' KB. Circ hole clean w/135 bbls
2% KCL wtr. TOOH wltbg & tools. SWIFN.
DC: $4,793 CC:





DAILY OPERATING REPORT

MONUMENT FEDERAL #33-6-9-16Y
Location: NW SE Section 6, T98, R16E
Duchesne County, Utah ---TIGHT HOLE--

07/10/96 Completion
Start well pumping @4:30 PM on 7/10/96. 5 SPM, 84" stroke.
DC: $42,839 CC:
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Form 3160-5 UNITED STATES FORM ^PPROVED

(June 1990) DEPARTMENT OF THE INTERIOR ""Q,'¡,"e:

aNo 110 135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir· n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE '

i. Type of Weil

O °¿n O w";n OO her
8. Well Name and No.

2. Name of Operator gat li'd, g33-(?-9-1(i

3. Address and Telephone No 43-013-31589
1601 I.ewis Avenue, BirLity Mr 59102 (406) 259-7860 10. FicId and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) MInœnt Bitte/Green River
W SE Section 6, .T9S, R16E 11. County or Parish, State

1850' FSL & 1850' FEL Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O Recompledon New Constnicdon

Subsequent Repon Pluß8ing Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Altering Casing Conversion to injedon

Other ÛDShore Dr TW oisposewater
(Note: Reportrcsullsof multiplecompletiononWell

Completion or Recompletion Report and I,og form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and inse vertical depths for all markers and zones pertinent to this work.)*

Anywater produced by this wll. will be held in a producedmter tank ard truckEd to a camercial
disposal facility. 2be pcinary facility to be used is the R.N. Irrlustries produced mter disposal
facility located in Section 9, 32S, P2Win Duchesne County, Utah. A copy of the State-issued peuri.t
for that facility is an file at the Vemal Bureau of land Phnagenent. If fac sœe reason the
operatar is unable to use this prirary disposal facility, the prodUCEd water wi.11 be trucked to
anotler State-approved disposal facility. If applicable, Operatar has received, appcoVEd Right-
of-khy access to this æll locatiari far the Vetnal Bureau of I.ard bbnagaœnt.

AUGl 5 199

DIVOFOIL,GAS& MINING

14. I hereby certify that the foregoing is true and correct

Signrd Tide Date
8-12-96

(This space for Federal or te office use)

Approved by Tirir Date
Condidons of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representadons as to any matter within its jurisdiction.
*See Instruction on Reverse



FORM 7 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING AUGl 5 1996

REPORT OF WATER ENCOUNTERED DURING DR LLING
DIV.OFOIL GXTi

t Well name and number: Mnment Federal #33¾l6Y

API number: 43-013-31589

2. Well Location: QQ NWSE Section 6 Township 9S Range 16E County Duchesne

3. Well operator: Equitable Resources Energy Company

Address: 1601 Lewis Avenue

Billings, MT 59102 Phone: (406) 259-7860

4. Drilling contractor: Union Drilling

Address: Drawer 40

Buckhannon, W 26201 Phone: (304) 472-4610

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

No measurable water enc ountered

during drilling operations.

6. Formation tops: Please see original completion report.

Ifan analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certifythat this report is true and complete to the best of my knowledge. Date: 8-12-96

Name & Signature: - Molly Conrad NA L .Oy\JtCL Title: Operations



Fórin 3160-4
Form approved.(November 1983)

.y. ..,-
...-d Budget Bureau No. 1004-0137(formerly 9-330) i i L Expires August 31, 1985

DEPARTME OF THE ¯'ERl
igg i f.BASE DESIGNATION AND SERIAL NO.BUREAUOF LAND MANAGEMENTAU

_74,9

6. 1F INDIAN, ALLOTTEE OR TRIBM NAMEWELLCOMPLETION OR RECOMPLETICN FE *

In. TYPE OF WELL. Otr. aus i HFOg GAS M G --_n a
WEI.L W¾l.I. DRY ÛtÅer 7. I'NIT AGREEMENT NAbim

b. TYPE OF COMP
V ( Br

- Other A I on LEAss NAmm
2. NAME OF OFERATOIL

Monuinent FederalEquitable Resources Energy Company 9. w=t.L so.
3. ADDRESS OF UPERATOR 33-6-9-16Y1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 iÛ. FIELD AND POOL, OR WILDCAT
4. I.oCATroN or weLL (Report location clearly and in accordance with any ßlate requirementa)*

Rntumt Butte/Gœen Riverat sur<ace NW SE Section 6, T9S, R16E 1850 ' FSL & 1850' FEL 11. sec., 2., a., u.. OR BLOCK AND SURVEY
OR AREA

At top prod. interval reported below

At total depth Sec. 6, T9S, R16E
14. PERhilT NO. DATE ISSUED 12. COUNTY OR 13. STATE

43-013-31589 4-15-96 Di cÔsne15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COntPL. (Egady to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 1Û. ELEV. CASINGHEAD6-4-96 6-11-96 7-10-96 5867 ' KB n/a
20. TOTAL DEPTH. MD A TVD 21. PLUG, BACK T.D., MD & TVO 22. IV Mt I,TIPI,E COMPL., 23. INTERVAi,8 ROTARY TOOLS CABLE TOOLS6100' 6042' HOW MANT* DRILLEDBY SFC - TD n/a
24. PRODUCING INTERVAL(S). OF THIS COntPLETION---TOP, BOTTOM, NAAIE (MD AND TVD)* 25. WAS DIRECTIONAL

SURVEY MADE

4845' - 4859' Green River No
26. TTPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL COBED

CBL/GR D SDL DSN p)(4Dj Q( /p ) No28. CASING RECORD (Report all atrings set in well)
CASINO SIZE WEIGHT, LB./FT. DEPTH SET (MD) IIOLE SIZE CEntENTING RECORD AMOUNT PULLED8-5/8" 24# 262.11' KB 12-1/4" 160 sxs Glass "G" w/additives Nane

5-1/2"
. 15.5#_.. 6080.11' 7-7/8" 390 exa Super "G" w/arirlitives Tim.. -

390 sys 50/50 IW w/arirlitives
.-

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

n/a 2-7/8" 4929.28' KB n/a
I

31, TzaroaATIoN arcoan (Interval, size and number) 32. ACID. SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
4845' - 4853' (4 SPF) DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

4854' - 4859' (4 SPF)
_4845'

- 4859'
.

Break w/260'+ ppLs 2¶ I€L water.
. _ _

Frac w/37,280# 16/30 resh sand w/
12,600 pp11ans 2%KCLgeLlei water.

33.• PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flotoing, gas lift, pumping.-size and ‡ype of pump) WELL STATUB (Producing or

7-10-96 I 1-1/2" Insert Rmp
shut-in)

PTOducing
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBL. GAS--MCF. WATER--BBL. GAS-OIL RATIO

TEST PERIOD I i i8-11-96 24 n/a a 5.66 | N.M.
'

\ 0 N.M.
FLOW. TUBING FRESS. CASING PRESSURE CALCULATED OII.-BBL. GAS--MCF. WATER--RBL. OIL GRATITT-API (CORE.)24-Houx RATEn/a n/a , 5.66 N.M. 0 34
34. DISPOSITION OF GAS (ÑOld, Mafd f0P fugl, vented, 6tc.) TEST WITNESSED BT

Used for fuel Dale Griffin
36. LIST OF ATTACHMENTS

n/a
36. I hereby tify that the5tor ud attache information is complete and co rectSasSdeterminedfrom all available reco s12-96

*(SeeInstructionsand Spacesfer Additional Data on ReverseSide)
l'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of theUnited States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cared intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. T(.p

NAME
MEAS. DEPTH TRUE

VERT. DEPTH

No DST ' s run. Gœen River 16¾' 16¼'
Horsebench SS 23 ' 2328'
2rd GardenGulch 4036 q 4036'
YEllow Marker 467ß' : 4676'
Douglas Cœek 4823' 4823'
2rd Ibuglas Cœek 5066j 5066'
Gœen Marker 52033 5203'
Elack Shale Facies 5 7'- 5457'
Carbonate Mirker 5 )'



O O
Form 3160-5 UNITED STATES FORMAPPROVED
tJune 1990) DEPARTMENT OF THE INTERIOR BudE8x

ire a c
31

9 3BUREAU OF LAND MANAGEMENT 5. lxase Designation and Serial No.
U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottcc or Tribe NameDo not use this forrn for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement DesignationSUBMIT IN TRIPLICATE
n/a

1. Type of Well

U °w"n O °w'InO om., 8. Well Name and No.
2. Name of Operator at Fed. 3-6-F16Y

9. API Well No.
3. Address and Telephone No. ( 13-31

1601 Irwis Avenue, Ri TI ingp, MI' 59102 (406) 25¾7g 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage. Sec., T.. R., M., or Survey Description) Mt Ltte M km

NESE Sectian 6, T98, R16E 11. County or Parish, State

2214' FSL & 707' FEL Duchesne County, IJtah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment . O ca....s sans
O a«omes.co. O New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing
• O coin, a.,.., O w..., sa...orr

O Enal Abandonment Nodce Ahering Casing Convmion to injadon
Other Site Muty Dispose water

(Note: Reportresultsof multiplecompletiononWell
Comptelion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached is the Site Security Diagran for this wll.

SEP 3 0 1996

DN.OFOILGAS&MINING

T4¯ÏLieby
certify that the topoing is true and correct

(This space for Federaler State office use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

'See Instruction on Reverse



EQUITABLE RESOURCES ENERGY COMPANY MONUMENT FE ERAL 43-6-9-16Y
MONUMENT FEDERAL 43-6-9-16Y NE SE EEC. 6, T9S, R16E
PRODUCTION FACILITYDIAGRAM DUCHESNE COUNTY, UTAH

FEDERAL LEASE #U-74390

I

100 BBL
WATER
TANK

I I#3 #3I #3
I I

400 BBL 400 BBL 400 BBL
OILTANK OILTANK OlLTANKI I e

I I
I I Lu

#2 #1 #2 #2c3

I I

PUMPING WELLHEADUNIT

C3#2

ACCESS ROAD

VALVE DESCRIPTION
DURING DURING

PROD. SALES PLANLOCATEDAT:

E6ššÏT EQUITABLERESOURCES
VALVE #2 CLOSED OPEN ENERGY COMPANY
VALVE #3 CLOSED CLOSED WESTERN REGION

1601 Lewis Avenue

DIAGRAMNOT TO SCALE



OForrn 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR BudExetBureau No. 31 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-74390

SUN DRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe NameDo not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-·" for such proposals n/a

7. If Unit or CA, Agreement DesignationSUBMIT IN TRIPLICATE
n/a1. Type of Well

OW
11 ell Other 8. Well Name and No.

2. Name of Operator Mnænt Fed. #3M16YEquitable Resources Energy Company 9. API Well No.
3. Address and Telephone No. 43-013-31589

1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte/Green Riv.NWSE Section 6, T9S, R16E 11. County or Parish, State

1850' FSL & 1850' FEL Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New ConstructionE Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

O Final Abandonment Notice Altering Casing Conversion to In¡ecdonOtherRe-frBC Of Wil• Dispose Water
(Note: Reportresultsof multiplecomýIetiononWell
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a l pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Operatians cœmencedan 1-11-97 to re-fracture this æll as follows:

FractutEd 4¾5' - 4859' with 48,700#16/30 resh sand with 22,890 pp11ans 2%ICL gelled mter.

'Ibe m11 was put back an productian an 1-1697.

14. I hereby certify that the fore ing is true and correc

Signed A \ÛÊ Title Operations Technician Date

(This space for Federal State office use)

Approved by Title DateConditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statementsor representations as to any matter within its jurisdiction.
*See Instruction on Reverse



(Iþ (Il
Division of Gil, Gas and Mining
OPERAf0R CHANGEHORKSHEET "°"

i -86--

Attach all documentation received by the division regarding this change. 2 58-FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 GI

4
O Change of Operator (well sold) O Designation of Agent 5
O Designation of Operator

_

Emeputatorulame Gailgenenly

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROH(former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LENIS AVE
BILLINGS MI 59102-4126

phone (406 )259-7860 phone (406 >259-7860
account no. N9890 account no. N9890

Hell(S) (attach additional page if needed):

Name:**SEE ATTACHED** API:4¾OORS%1 Entity: Sec Twp Rng_ Lease Type:
Name: API: Entity: Sec_ _Twp _Rng__ Lease Type:
Name: API: Entity: Sec_ Twp _ Rng__ Lease Type:
Name: API: Entity: Sec Twp_ Rng__ Lease Type:
Name: API: Entity: Sec Twp __Rng __

Lease Type:
Name: API: Entity: Sec Twp Rng___ Lease Type:
Name: API: Entity: Sec_ Twp Rng___ Lease Type:

OPERATORCHANGEDOCUMENTATION

Ll. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form). y / pflyg ; †' fg

B 2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator
(Attach to this form).

§ 3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no)

_____
If

yes, show company file number:

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Öil and Gas Information System (Hang/IBM) -Fee-each-we‡4

6. Cardex file has been updated for each well listed above.(f!/Já)
7. Hell file labels have been updated for each well listed above. (f#-î

8. Changes have been included on the monthly "Operator, Address, and Account Changes" mema
for distribution to State Lands and the Tax Commission. (4th-Ý<

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

... imiimi

- OVER



(Iþ (It '

OPERATORCHANGEWORKSHEET(CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REV1eEHR615-8-7)

Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/ o (If entity assignments were changed, attach regigs of
Form 6, Entity Action Formr.

NJf_2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

BOD VERIFICATION (Fee wells only)

l. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Agt 3. The former operator has requested a release of liability from their bond (yes/no) ___.

Today's date 19 . If yes, division response was made by letter
dated 19 _.

LEASE INTEREST OHNERNOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such

/ notification has been requested.

2. Co les o do um nts have beg sept to4State Lands for changes involving State leases.

FILMING

pl. All attachments to this form have been microfilmed. Date: / 22 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form and the original attachments have been filed in the Operator
Change file.

OMMENTS



SIATE Of UfAH
Ulvisf00 OF Ult, GAS ANONINING OPERATOR OPERATOR ACCT. NO. U
ENTITY ACTIOH FORH- FORH 6 ADDRESS 1601 I.ewis Avenue

Billings, ME 59102
(406) 259-7860

ACilON CURRENT NEW APl NUNDER WELLNAME WFil 10CATTOP .SPOD EFFECTIVECODE ENTITY NO. ENTITY NO, QQ SC TP RG COUHTY DATE DATE

A ÔÑ43¾31589 Mummt FEderal #33-6-9-16Y W SE 6 9S 16E Duchesne (r3-96 6-3-96
WELL 1 COMMENTS:

Sptd of a rm m11.

III \
WELL 2 COHHEHIS;

WELL3 CDHHENTS;

WELL4 COMHENTS:

e
WELL 5 CONHEN1S:

ACTION CODES (See Instructions on back of form)
,, tA - Establish new ent fly for new well.(single well only) \CÑI i L- I's s-

0 - Add new well to existing entity (group or unit well) SignatureC - Ro-assign well from one existing entity to another existing entity
.O - Re-assion well from one existing entity to a new entity Ope12ttbans Bernastary : 6-1CNdk5

E - Other (explain in ::omments section) ' Title Date
, NOTE: Use CONNEnf section to explain why each Action Code was selected. Pho'ne No. ( )



FORM 10 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

Page 10 og 141594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
------

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER

N9890

C/0 CRAZY MTN OSG SVSIS
9 / 97REPORT PERIOD (MONTH/YEAR):EQUITABLE RESOURCES ENERGY

PO 80x 577
LAURELMT 59044

AMENDED REPORTOQUghHght Clmnges)

Well Name Producing Well Days Production Volumes
API Number Entity beation Zone Status Opes OIL(BBL) GAS(MCF) WATER(BBL)

BALCRON MONUMENTFEDERAL 12-17
4301331431 11880 095 17E 17 GRRv ¿9727 had
MONUMENTFEDERAL 43-7
4301331432 11880 095 17E 7 GRRV
MONUMENTFEDERAL 32-17
4301331465 11880 095 17E 17 GRRV
MONUMENTFEDERAL 41-17
4301331466 11880 095 17E 17 GRRV
MONUMENTSTATE 23-16-9-178
4301331578 11880 095 17E 16 GRRv h7L 53ß
MONUMENTFEDERAL 23-17-9-178
1401331582 11880 095 17E 17 GRRV AUS¯:

4UMENTFEDERAL 41-8-9-16
4301331619 11891 095 16E 8 GRRV tt ½15
MONUMENTFEDERAL 11-9-9-16

¯ ¯

4301331618 11ß93 095 16E 9 GRRV
MONUMENTFEDERAL 43-19-9-18Y
4304732730 11901 095 18E 19 GRRV
MONUMENTFEDERAL 14-21-9-18Y
4304732726 11902 OSS 18E 21 GRRV
MONUMENTFEDERAL 11-11-9-17Y
4}0133TS93 11904 095 1]E 11 GRRV
MONUMENTFEDERAL 31-22-8-17
4301331587 11917 OSS 17E 22 GRRV
MONUMENTFEDERAL 33-6-9-16Y
4301331589 11933 095 16E 6 GRRV

TOTALS

OMMENTS:

hercoy certify that this report is true and complete to the best of my knowledge. Date:

ame and Signature:
Telephone Number



O

October 7, 1997
' RESOURCES INC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman: x.:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTlON COMPANY

Patsy Ba u

/pb
l rene s.

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



O O
Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
B get Bureau No 110 135

BUREAU OF LAND MANAGEMENT 5. Ime Designation and Serial No.

See Attached
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir• See Attached
Use "APPLICATION FOR PERMIT-" for such proposals

7- If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE See Attached

1. Type of Well
OW

11 WH Other 8. Well Name and No.

2. Name of Operator See Attached
Inland Production Company 9. API Well No.

3. Address and Telephone No. See Attached
475 - 17th Street, Suite 1500, Denver, CO 80202 (303) 292--0900 10. Field and Pool, or Exploratory Area

4. Iacation of Well (Footage. Sec., T., R., M., or Survey Description) See Attached
See Attached Exhibit 11. countyor Parish, State

See Attached

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plm

O Recompleñon New Cmcdo

Subsequent Repon O ri.,sia, a. e O Non-Rouda Fracmring

O c.in, a...i, O Waar Shudff

Final Abandonment Notice Alaring Cning Conversion o Injection

Other Chan(TP Of Onerator Dispose Water
(Note: Report resulu oi multipiccompletion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, includingestimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and tnie vertical depths for all markers and zones pertinent to this work.)*

Effective September 30, 1997, Inland Production Company will take over operations of '

the wells on the attached list. The previous operator was:
Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the
terms and conditions of the leases for operations conducted on the leased lands
or a portion thereof under BLM Bond No. UTOO56 issued by The Hartford Insurance
Group. REC

OCT1 0 1997

14. I hereby certi o

HRISA.POTTER,ATTORNEY-IN-FAC
(This space for Federal or State office use)

Approved by Tide Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent stat m

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



INLAND
Inland Resources Change of Operator

WELL NAME LOCATION COUNTY ST FIELD NAME API NUMBER LEASE NO AGEEMENT
L1ÑALTON FEDERAL #1 SESE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15792-00 UTUO96550 UTU72086AL WLTON FEDERAL Ñ NWNE 149S 16E ÕÜÕÑËŠÑE ÜÌ MÕÑÜMËÑÏËÙÏÌË ÕiiiŠÌëi Õ ÜTUO965_5 UTU72086AWALTON FEDERAL #34-11 SWSE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-31003-00 UTUO96550 UTU72086AL WALTON FEDERAL #4 SENW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15795-00 UTUO96550 UTU72086ALÏÌÑËËÕËÑÄL Ñ31-6Gi ÑñÑE 6 9Š ifÈ ÕÜÒÑÈŠÑE_ UT MONUMENT BUTTË(U) 43-ÕiŠ3i442-00 ÚÖiÕžŠ2.ÄBALCÑÒÑÉŠÒËÃÃËÑžiÃŠŸ NENW 139S 16E DUCHESNE T MONUMENT BUTTE (U) 43-013-31400-00 UTU64805ÉALCRON FEDERAL #21-25Y NENW_259S 16E DUCHESN_E UT MONUMENT BUTTE (U) 43-013-31394-00 UTU64380\ ÀLCRON FEDERAL #44-14Ÿ SESE 149S 17E UINTAH UT MONUMENT BUTTE (U) 43-047-32438-00 UTU64806

& ASTLE PEAK FEDERAL #24-10A SESW 169S 16E DUCHESNE UT MONUMENTBUTTE (U) 43-013-30555-00 UTU72107'ASTLE PEAK STATE #4Š-ii NESE 169S 16E DUCHESÑÈ UT MONUMENT BUTTE (U) 43 013-30594-00 891008243CLW JORGENSON STATE ÑiŠÃ ÑESËiŠšŠ iÌŒ DUCHESNE
Ñ\ÒÑÜ¯ÜËÑÌBÜÏT¯Ë(Ü 5-61ž-5ÖŠÏž-ÖÜML-3453-BLŠÍÃÌËÑië ÑËÑË155Š iiË ÕÜÕÑÈŠÑË ÜÕÑUMENT BUTTE (U) 43-013-30552-00 ML-3453-B

'5ÂLCRON FEDERAL #21-9Y NENW 9 9S 16E DUCHESÑE UT MONUMENTBUTTE (W) 43-013-31396-00 UTU65207kBÁLCRON FEDERAL #41-21Y NENE 219S 16E IDUCHESNE UT MONUMENTBUTTE (W) 43-013-31392-00 UTU64379L NÓNUMENT FEDERAL#31-6-9-16 NWNE 6 9S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31717-00 UTU743900 jffONUMENTFEDERAL#32-6-9-16Y SW NE 6 9S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31300-00 UTU743906iffONUMENT FEDERAL #42-6-9-16Y E _NW6 9S 15E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31645-00 UTU74390ÚONUMENT FEDERAL#41-6-9-16 NENE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31718-00 UTU74390Lif(ONUMENT FEDERAL #31-8-9-16 NW NE 8 9S 16E DUCHESNE UT MONUMENTBUTTE (W) 43 013-31721-00 UTUO_20255t-19|ONUMENT FEDERAL #41-8-9-16 NENE 8 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31619-00 UTUO20255'RÕÏÏÜÑÍEÑÏÏËÕÈÃÃfKÏ 9 Š 6 NW NW 9 9S 5E DUCHESNE ÜÌ MONUMENTBUTTE (W) 43-013-31618-00 UTUO20254UMONUMENTFEDERAL #33-6-9-16Y NW SE 6 9S 16E DUCHESNE UT MONUMENTBUTTE W 43-013-31589-Õ6UTU74390L WONUMENTFEDERAL#43-6-9-16Y NE SE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31644-00 UTU74390'MONUMENT FEDERAL #44-6-9-16Y SE SE 6 9S 15E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31720-00 UTU74390L-NONUMENT FEDERAL #31-18-9-16 NW NE 189S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31725-00 UTU74390tMONUMENT FEDERAL #41-18Y NE NE 189S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31646-00 UTU74390L-¾'ONUMENTFEDERAL #42-18Y SE NE 189S 16E DUCHESNE UT MONUMENTBUTTE(W) 43-013-31724-00 UTU74390GMONUMENT FEDERAL #31-21-9-16 NW NE 219S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31726-00 UTU64379L M'ONUMENTFEDERAL #11-22Y NW NW 229S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31647-00 UTU64379vifÏONUMENT FEDERAL #13-4-9-16 NW SW 4 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31716-00 UTU73086UffÕNUMENÌÌËDËRÃL #i4-4 SVŸŠW À9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31666-00 UTU73086Unf6ÑUÑEÑÌFEDÈRÄL #22-20-9-16 SE NW 209S 16E DUCHESNE UT MONÚMEÑÌBUTTÉ(W) 4Š-0Ï3-3Ñ68Ï-00UTUS2018LÀ\ÕÑÙMENT FEDERAL Ñž3J-9 6 ÑŠŠW 7 9S 16E DUCHESNE ÜT MÕNUMEÑÌBÜÌÏË ) 43-013-31694-00 UTU74390L-if(O,NUMENT FEDERAL_#24-17-9-16 SESW 179S 16E DUCHESNE JÌ MÕÑÜÑËÑÌËÜÌŸËÃŠ01BTŠŠfÕÕ UTU52018619FONUMENT BUTTE #34-31-8-16 SW SE 318S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31715-00 UTU74389LiffONUMENT FEDERAL#33-10-9-16 NW SE 109S 16E DUCHESÑE UT ÑÕÑÜÑËÑÌËUTTE (W) 4¾13-31722-00 UTU72107NUMENT BUTTE #43-10-9-16 NE SE 109S 16E DUCHESNE _ UT MONUMENT BUTTE ÄŠ-013-31723-00UTU72107HORNEY FEDERAL #1-9 SWS_E 9 9S_19E UINTA UT F¼RIETTE BENCH 43-047-30070-00 UTU5843NDEL FEDERAL #1 ISWSW 9 9S 19E UINTA !UT PARIETTE BENCH 43-047-20011-00 UTUO58149

Page



O O
United States Department of the Interior

%2.# BUREAU OF LAND MANAGEMENT
Vernal District Office
170 South 500 East Phone: (80 I) 78 \ -4400

(N3REPLY REFER TO: Vernal, Utah 84078-2799

November 10, 1997

D\V.0F01LGAS&MINING

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202

Re: Well No. Mon. Fed. 33-6-9-16Y
NWSE, Sec. 6, T9S, R16E
Lease U-74390
Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certificationstatement submitted requesting a change
in operator for the referenced well. After a review by this office, the change in operator request
is approved. Effective immediately, lnland Production Company is responsible for all operations
performed on the referenced well. All liability will now fall under your bond, BLM Bond No.
UTOO56, for all operations conducted on the referenced well on the leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or Pat
Sutton of this office at (435) 781-4400.

Sincerely,

Howard B. Cleavinger II
Assistant Field Manager,
Minerals Resources

cc: bivisionof Oil, Gas & Mining
Equitable Resources Energy Company
ABO Petro Corp
Myco Industries Inc
Yates Drilling Co.
Yates Petro



0Á/10/199785:15 1-406-62 64 CRAZY MTN O&G PAGE 02

EQUlTABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conrad
Agent for Equitable Resources

Energy Company



03/10/1997 05: 15 1-406-6 164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil & Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

PROM. MollyConrad
CrazyMountain Oil & GasServices
(406) 628.4164

PagesAttached - Including Coversheet

NOTE



. . O O
Division of Oil, Gas and Mining Routi

OPERATOR CHANGE WORKSHEET '
----

Attach all documentation received by the division regarding this change.

Initial each listed item when completed. Write N/A if item is not applicable. 4-VI O 9-

IU Change of Operator (well sold) O Designation of Agent
O Designation of Operator O OperatorName Change Only

The operator of the well(s) listed below has changed, effective: 9--30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES COMPANY
(address) Po Box 1446 (address) PO BOX 577

ROOSEVELT UT 84066 LAUREL MT 59044
C/O CRAZY MTN O&G

Phone: (801)722-5103 Phone: (406)628-4164
Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:

Name: **SEE ATTACHED** API: #3-ÙØSif Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: - API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name:

_, , _
_ ,

API:
__ __ _ _ _

Entity: S T R Lease:

O ERATOR CHANGE DOCUMENTATION

1. (1649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). Ä /Mo

e 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

C 4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

e 5. Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each weHIisted above. (/2y
7. Well file labels have been updated for each well listed above. /N

L 8. Changeshave been included on the monthly "Operator,Address, and Account Changes" memo for distribution
to Trust Lands, SovereigaLands,UGS, TaxCommission, etc. (¡ y

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

- OVER



OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

TITY REVIE

Entity assignments have been reviewed for all wells listed above. Were entity changes made?(yes/ If entity assignments were changed, attach copies of Form 6, Entity Action Form.

2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures ofentitychanges.

.VERIFICATION -EWEEp

a

oLrLSfaO

e lease well listed above has furnisheda proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no)
, as of today's date

. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

g 1. Copies of documents have been sent on to at Trust Lands for changes
e involving State leases, in order to remind that agency of their responsibility to review forproper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

, of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



JUL-15-98WED08'34 AN INL D RESOURCESINO FAXNO. 4357 9149 P. 02

WEST POINT UNITWELLLISTING AS OF 7/13/98

T. 8 & 9S, R. 16E

SEC. FIELD WELL NAME STATUS API NUMBER
WEST POINT UNIT MONFED #31-6Y PROD L\g()\g r-

WEST POINT UNIT FED 32 6-09-16Y PROD 4?) \
WEST POINT UNIT MON FED #42-6Y PROD gg¾ \
WEST POINT UNIT MON FED #43-6Y PROD BLO\¾ \ 0
WEST POINT UNIT MON FED #33-6Y PROD hÇ)\¾
WEST POINT UNIT FED 44-g6-09-16Y PROD LBO P

1 WEST POINT UNIT MONFED #23-7| PROD 4Ô¾¾\
WEST POINTUNIT MONFED #41-18Y PROD I-6Q\M\
WEST POINT UNIT FED 31-18-9-16 PROD d'2()¾¾
WEST POINT UNIT FED 42-18-09-16† PROD $6()\¾\ L
WEST POINT UNIT MONFED 34-31-8-16 PROD 4 \
WEST POINT UNIT MONFED 41-6-9-16Y PROD
WESTPOINT UNIT NINEMILE3-6

- PROD - \
WEST POINT UNlT NINE MILE11-6 PROD
WEST POINT UNIT NINEMILEFEDERAL15-6-9-16 PROD
WEST POINT UNIT NlNE MILE 6-7 PROD
WEST POINT UNIT NINE MILE10-7 PROD D\
WEST POINTUNIT NINE MILEFEDERAL12.7-9-16 PROD )\
WEST POfNTUNIT NINEMILE4-6 PROD
WEST POINTUNIT NINE MILE5-6 PROD 4'N()\ p.gg
WEST POINT UNIT NINE MILE 13-6 PROD /) ')-R
WES_TPOINT UNIT NINEMILE6-6 PROD Mb()\ SM

r WEST POfNT UNIT NINEMILE5-7 PROD L\g)\ $1
r WEST POlNT UNIT NINE MILE7-7 PROD LO

WEST POINT UNIT NINE MILE15-7 PROD ? \'2 ()
WEST POINT UNIT NINE MILE2-7 PROD 2()\¾¶ \
WEST POINTUNIT NINEMILE3-7 PROD )\þ¾') ) SjŠ
WEST POINTUNIT NINE MlLE4-7 PROD 1672Î) \ 'À$¾6

Wg§ WOINTA:(GR)RUNIT ENTITY 12418 EFF 6-1-98.

Page



e e
WEST POINT (GREEN RIVER) UNIT

Duchesne County, Utah
EFFECTIVE: JUNE 1, 1998
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FÒ¾ 3160-5 INITED STATES FORM APPROVED
(June 1990) DEP NT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this forrn for proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian, AllotteeorTribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE WEST POINT (GR RVR)
1. Type of Well

X oil Gas 8. Well Name and No.
Well Well Other MONUMENT FEDERAL 33-6-9-16Y

9. API Well No.
2. Name of Operator 43-013-31589

INLAND PRODUCTION COMPANY 10. Field and Pool, or ExploratoryArea
3. Address and Telephone No. MONUMENT BUTTE

475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County orParish, State
4. Location of Well (Footage,Sec., T., R., m., or SurveyDescription)

1850 FSL 1850 FEL NW/SE Section 6, T09S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(si TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

X SubsequentReport Plugging Back Non-Routine Fracturing
CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

OCT13 1998

DIV.0F0/L,GAS&MINING

14. I hereby certify that th foregoing is true and correct .

Signed Title Manager, Regulatory Compliance Date 10/7/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the United Statesany false, fictitious
or fradulentstatements or representationsas to any matter within its



Inlaid Production Co1#pany
Site Facility Diagram

Monument Federal 33-6Y

NWISE Sec. 6, T9S, 16E

Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1 and 3 sealed closed
Gas Sales Meter

2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 1 open Pumping Unit

Diked SectionDraining Phase:

1) Valve 3 open

Emulsion Line -·-·----

Load Line

WaterLine - -·-·-·-

Gas Sales - · --··--· -·



Uni States Department of the terior

BUREAU OF LAND MANAGEMENT TAKE Pmog'
Utah State Office INgERICA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1.. State of Texas Certificate of Registration

ec: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie



Corporations Section eoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the intemet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT \n the
TO THE SecretarYof State ofTex08

ARTICLES OF INCORPORATION
OF SPO2ËÊ

INLAND PRODUCTION COMPAN Y corporationsSection

' Pursuantje the provisions of Article 4.04 of the Texas BusinessCorporationAct (the
"TB0A"), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment,and
any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



(Ill till

ITUSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

ITTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: WEST POINT (GREEN RIVER)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MON FED 34-31-8-16 31 080S 160E 4301331715 12418 FederaÌ WI A
WEST POINT U 13-5-9-16 05 090S 160E 4301331766 12418 Federal OW P
MON FED 32-6-9-16Y 06 090S 160E 4301331300 12418 Federal WI A
MON FED 33-6-9-16Y 06 090S 160E 4301331589 12418 Federal OW S
MON FED 43-6-9-16Y 06 090S 160E 4301331644 12418 Federal WI A
MON FED 42-6-9-16Y 06 090S 160E 4301331645 12418 Federal OW P
MON FED 31-6-9-16Y 06 090S 160E 4301331717 12418 Federal OW P
MON FED 41-6-9-16Y 06 090S 160E 4301331718 12418 Federal WI A
NINE MILE 6-6 06 090S 160E 4301331719 12418 Federal OW P
MON FED 44-6-9-16Y 06 090S 160E 4301331720 12418 Federal OW P
WEST POINT U 12-6-9-16 06 090S 160E 4301331765 12418 Federal OW P
NINE MILE 11-6 06 090S 160E 4301331812 12418 Federal WI A
MON FED 23-7-9-16Y 07 090S 160E 4301331694 12418 Federal WI A
NINE MILE 10-7 07 090S 160E 4301331773 12418 Federal OW P
NINE MILE 6-7 07 090S 160E 4301331776 12418 Federal OW P
NINE MILE 5-7 07 090S 160E 4301331777 12418 Federal WI A
NINE MILE 7-7 07 090S 160E 4301331778 12418 Federal WI A
NINE MILE 15-7 07 090S 160E 4301331803 12418 Federal WI A
NINE MILE 16-7-9-16 07 090S 160E 4301331804 12418 Federal OW P
MON FED 41-18-9-16Y 18 090S 160E 4301331646 12418 Federal WI A
MON FED 42-18-9-16Y 18 090S 160E 4301331724 12418 Federal OW S
MON BUTTE FED 31-18-9-16Y 18 090S 160E 4301331725 12418 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield Westpoint 1 FORM_4B.xis



O O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Westpoint 1 FORM_4B.xis



RECEIVED
JAN1 8Ê5FORM 3160-5 UNIT STATES FO P D

(September 2001) DEPARTMENT OF THE INTERIOR prs 31,
BUREAU OF LAND MANAGEMENT DIV.OFOIL.Gg igg

SUNDRY NOTICES AND REPORTS ON WELLS UTU74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

Mig igggjggi JL gg? Egi giLggggg iggg i 7. If Unit or CA/Agreement, Name and/or No.

Headenfamammataea semammaammemmadmémexummmmassomen uww WEST POINT UNIT
1. Type of Well

Oil Well O Gas Well Other 8. Well Name and No.
2. Name of Operator MON FED 33-6-9-16Y

Newfield Production Company
9 API Well No

3a. Address Route 3 Box 3630 3b. Phone No. (include are code) ' 4301331589
Myton, UT 84052 435.646.3721 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage,Sec., T, R., M, or Survey Description) Monument Butte
1850 FSL 1850 FEL 11. County or Parish, State
NW/SE Section 6 T9S R16E

Unassigned,NA

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Acidize Q Deepen Q Production(Start/Resume) Water Shut-OffO Notice of Intent
Alter Casing Q Fracture Treat Q Reclamation Well Integrity

Subsequent Report CasingRepair Q New Construction Q Recomplete Other
Change Plans Q Plug & Abandon Q Temporarily Abandon Weekly StatusReport

Final Abandonment Notice Convert to Injector Q Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimatedstarting date of any proposed work and approximate duration thereof. Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the Bond
under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion ofthe
involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed. Final
Abandomnent Notices shall be filed only after all requirements, includingreclamation, have beencompleted, and the operatorhas determined that the site is ready for fmal
inspection.)

Subject well had recompletion procedures initiated in the Green River formation on 10/15/04. Existing production equipment
was pulled from well. A bit and scraper were run in well. Four new Green River interval was perforated and hydraulically
fracture treated as follows: Stage #1: CP5 sands @5734-5742'(4 JSPF) fraced w/24,608#20/40 sand in 239 bbis Lightning
17 fluid. Fracs were flowed back throughchokes; Stage #2: A1 sands @5262-5268', 5256-5260' (4 JSPF) fraced w/4,500#
20/40 sand in 80 bbis Lightning17 fluid; Stage #3: D1 sands @4854-4859' (reperf), 4845-4853' (reperf) (4 JSPF) fracked w/
50,151# of 20/40 sand in 405 bbis of Lightning 17 fluid;Stage #4: GB6 sands @4406-4412' (4 JSPF) fraced w/19,962#20/40
sand in 240 bbis Lighting17 fluid. Sand was cleaned from wellbore. New intervals were swab tested for sand cleanup. BHA
& production tbgwere run and anchored in well wltubing anchor @5762', pump seating nipple @5798', and end of tubing
string @5829'. A new i 1/2" bore rod pump was run in well on sucker rods. Well returned to production via rod pump on
11-23-04.

I hereby certify that the foregoing is true and correct Title
Name Typed)

Renee P Production Clerk

Approyed by Title Date
Conditionsof approval,ifany, are attached. Approval of this notice doesnot warrant or
certify that the applicantholds legalor equitable title to those rights in the subjectlease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title43 U.S.C.Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United
States any false, fictitious and fraudulent statements or representations as to any matter within itsjurisdiction

(Instructions on



NEWFIELD

ROCKY MOUNTAINS

March 23, 2012

Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Federal #33-6-9-16Y
Monument Butte Field, Lease #UTU-74390
Section 6-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Monument Federal #33-6-
9-16Y from a producing oil well to a water injection well in the Monument Butte (Green River)
Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

Eric Sundber
Regulatory Lead

RECEIVED
MAR2 8 2012

DIV.0FOIL,GAS&MINING

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT FEDERAL #33-6-9-16Y

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-74390

MARCH 23,
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Monument Federal



STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UlC FORM i

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Monument Federal #33-6-9-16Y

Field or Unit name: Monument Butte (Green River) Lease No. UTU-74390

Well Location: QQ NWSE section 6 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]

Disposal? ........ ........ Yes[ ] No[X]
Storage? ...... ........ Yes[ ] No[X]

Is this application for a new well to be drilled?
. . . . . . . Yes [ ] No [ X ]

If this application is for an existing well,
has a casing test been performed on the well?. . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-31589

Proposed injection interval: from 4148 to 6042
Proposed maximum injection: rate 500 bpd pressure 1811 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Lead Date 3 ,

Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



Spud Date: 6/4/96 Monument Federal #33-6-9-16Y
Put on Production: 7/10/96 Initial Production: BOPD,

GL: 5867' KB: 5877 Proposed Injec ion MCFPD, BWPD

Wellbore Dia:·run
SURFACFCASING FRAC JOB
CSG SIZE: 8-5/8" 6-26-96 4845'-4859' 12,6600 gal 2% KCL wtr,
GRADE: J-55 Top of cement 226, 37280 lbs 16/30 ss. ATP 2100 psi, ATR

• 19.4 bpm, screen out w/29,229 11bsssWEIGHT:24# Casing Shoe @262' on formation flow back 110 bbls wtr.
LENGTH: 6 jts (252')

2/27/02 Rod job.Update rod and tubing details.DEPTH LANDED: 262'

HOLE SIZE:12-1/4,, 11/18/04 5734-5742' Frac CP.5 sands as foHows:
24,608#'s 20/40 sand in 239 bbis LightningCEMENT DATA; 160 sxs Class "G" cmt, 2% CaCl2, 1/4#/sx cello flake Frac 17 fluid. Treated@ ave press of3381
w/avg rate of l4.4 BPM. ISIP 1880 psi. Cale
flush: 5732 gal. Actual flush: 1374 gal.

11/19/04 5256-5268' Frac A1 sands as foHows:
4,500#'s (designed for 20,000#) 20/40 sand in
80 bb1sLightning Frac 17 fluid. Treated@
ave press of 3600 w/avg rate of 14.4 BPM.

PRODUCTION CASING ISIP7850psi. Screenout.
CSG SIZE: 5-1/2"

11/19/04 4845-4859' Frac D1 sands as foHows:
GRADE:1-55 50,15l#'s 20/40 sand in 405 bb1sLightning

Frac 17 fluid. Treated@ ave press of5630WEIGHT: 15.5#
w/avg rate of 13.8 BPM. ISIP 5560 psi.

LENGTH: 147jts. (6070') Screened out.
DEPTH LANDED: 6080'

11/22/04 4406-4412' Frac GB6 sands as foHows:
HOLE SIZE:7-7/8" 19,962#'s 20/40 sand in 240 bb1sLightning

Frac 17 fluid. Treated@ ave press of2396CEMENT DATA: 390 sks Super "G", 3% salt, 2% gel, 2#/sx kol-seal,
w/avg rate of24.4 BPM. ISIP 1840 psi.1/4#/sx cello flake. Tail w/290 sxs 50/50 poz, 2% gel, 1/4#/sx kol-seal
Cale flush: 4404 gal. Actual flush: 3481 gal.

CEMENT TOP: 226' 9-17-08 Stuck pump. Updated rod & tubing details.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 185jts. (5752.41')

TUBING ANCHOR: 5762.41' KB

NO. OF JOINTS: 1jts. (32.49')

SN LANDED AT: 5797.70' KB

NO. OF JOINTS: 1jt. (30.13')

TOTAL STRING LENGTH: EOT @5829.38' w/ 10' KB Packer @4356'
4406-4412'

4845 - 4853' reperfed

4854 - 4859' reperfed

5256-5260'

5262-5268' PERFORATION RECORD
6/25/96 4845'-4853' 4 JSPF 32 holes
6/25/96 4854'-4859' 4 SPF 20 holes
11/17/04 5734-5742' 4 JSPF 32 holes
11/17/04 5262-5268' 4JSPF 24holes5734-5742' 11/17/04 5256-5260' 4 JSPF 16holes
11/17/04 4854-4859' 4 JSPF 20 holes (repeded)
11/17/04 4845-4853' 4 JSPF 32 holes (reperfed)
11/17/04 4406-4412' 4 JSPF 24 holes

NEWFIELD
PBTD @6042'

Monument Federal #33-6-9-16Y
To o 6100'

1850' FSL & 1850' FEL

NW/SE Section 6-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31589; I.case #UTU-74390
JL



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Monument Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
l001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Federal #33-6-9-16Y from a producing
oil well to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Monument Federal #33-6-9-
16Y well, the proposed injection zone is from Garden Gulch to Castle Peak (4148' -

6042'). The confining strata directly above and below the injection zones are the Garden
Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The Garden
Gulch Marker top is at 3809' and the TD is at 6100'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Federal #33-6-9-16Y is on file with the Utah
Division of Oil, Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-74390) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V-RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run p.rior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy ofthe cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 262' KB, and 5-1/2", 15.5#
casing run from surface to 6080' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately l 100 psig and the
maximum injection pressure will not exceed 1811 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Monument Federal #33-6-9-16Y, for existing
perforations (4406' - 5742') calculates at 0.85 psig/ft. The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 1811 psig. We may add additional perforations between 3809' and 6100'.
See Attachments G and G-l.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Monument Federal #33-6-9-l6Y, the proposed injection zone (4148' - 6042') is in
the Garden Gulch to the Castle Peak of the Green River Formation. The reservoir is a
very fine-grained sandstone with minor imbedded shale streaks. The estimated porosity
is 13%. The members are composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31' and is confined to the Monument Butte Federal
Field. Outside the Monument Butte Federal Field, the sandstone is composed of tight,
very fine, silty, calcareous sandstone, less than 3' thick. The stratum confining the
injection zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of
the confining strata are impermeable, and will effectively seal off the oil, gas, and water
of the injection zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-14.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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ATTACHMENTA-l
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S89°57'E
- 77.68 (G.L.O.)

I WELL LOCÁTION, FEDERAL//33-6-9-16Y,
LOCATED AS SHOWN IN THE NW 1/4 SE 1/4
OF SECTION 6, T9S, R16E, S.L.B.&M.
DUCHESNE COUNTY, UTAH.

Lot 4 Lot J Lot 2 Lot 1

WELLLOCAT/OH:
Lot 5 EED£RAL /JJ-6-9-16Y

ELER UNGRADED GROUND = 5866.8' N

o Lot 6 1850. O d
(Computed) o
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BASIS OF BEARINGS; G.L.O. DATED 1910 DATE: 10-19--95 WEATHER: COOL
BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)
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EXHIBITB
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T95-R16ESLM USA Newfield Production Company USA

Section 6: ALL UTU-74390 Newfield RMI LLC
Section 7: ALL HBP ABOPetroleum Corp

Section 8: W2 Myco Industries Inc

Section 17: NW Oxy Y-1Company

Section 18: NE, E2NW, Lots 1, 2 Yates Petroleum Corp

2 T9S-R16ESLM USA Newfield Production Company USA
Section 5: W2SW, SESW UTU-73087 Newfield RMI LLC

HBP

3 T9S-R16E SLM USA Newfield Production Company USA
Section 5: SWNW, Lot 4 UTU-69744 Newfield RMILLC

HBP Buie HC
Fischer James
Four M Co
Green burg ZTrust
Lewis Michael D
Lowe Thomas K
Massad Ralph Estate
Merritt Margaret
Powers Ray BJr

Mon 33-6Y Page 1 of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Federal #33-6-9-16Y

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
.

NewfielWroduction y
Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this ay of , , 2012.

Notary Public in and for the State of Colorado: /f /

MyCommissionExpires
My Commission Expires:



ATTACHMENTE
Spud Date: 6/4/96 ÌVÍOnument Federal #33-6-9-16Y
Put on Production: 7/10/96 Initial Production: BOPD,

GL: 5867' KB: 5877 Wellbore Diagram MCFPD, BWPD

SURFACE CAS|NG FRAC JOB
CSG SIZE: 8-5/8" 6-26-96 4845'-4859' 12,6600 gal 2% KCL wtr,
GRADE: J-55 Top of cement 226' 37280 lbs 16/30 ss. ATP 2100 psi, ATR

19.4 bpm, screen out w/29,229 llbs ssWEIGHT:24# Casing Shoe @262' on formation flow back 110 bb1swtr.
LENGTH: 6 jts (252')

DEPTH LANDED: 262'
2/27/02 Rod job.Update rod and tubing details.

HOLE SIZE:12-l/4" 11/18/04 5734-5742' Frac CP.5 sands as foHows:
24,608#'s 20/40 sand in 239 bbis LightningCEMENT DATA: 160 sxs Class "G" cot, 2% CaC12,1/4#/sx cello flake Frac 17 fluid. Treated@ ave press of3381
w/avg rate of l4.4 BPM. ISIP 1880 psi. Calc
flush: 5732 gal. Actual flush: 1374 gal.

I1/19/04 5256-5268' Frae A1 sands as foDows:
4,500#'s (designed for 20,000#) 20/40 sand in
80 bb1sLightning Frac 17 fluid. Treated@
ave press of3600 w/avg rate of 14.4 BPM.

PRODUCTION CASING ISIP 7850 psi. Screen out.
CSG SIZE: 5-1/2"

11/19/04 4845-4859' Frac D1 sands as foDows:
GRADE: J-55 50,151#'s 20/40 sand in 405 bbis Lightning
WEIGHT: 15.5# Frac 17 fluid. Treated@ ave press of5630

w/avg rate of l3.8 BPM. ISIP 5560 psi.
LENGTH: 147jts. (6070') Screened out.
DEPTH LANDED: 6080'

11/22/04 4406-4412' Frac GB6 sands as follows:
HOLE SIZE: 7-7/8" 19,962#'s 20/40 sand in 240 bb1sLightning
CEMENT DATA: 390 sks Super "G", 3% salt, 2% gel, 2#/sx kol-seal, Frac 17 fluid. Treated @ave press of2396
l/4#/sx cello flake. Tail w/290 sxs 50/50 poz, 2% gel, l/4#/sx kol-seal. w/avg rate of24.4 BPM. ISIP 1840 psi.

Cale flush: 4404 gal. Actual flush: 3481 gal.
CEMENT TOP: 226' 9-17-08 Stuck pump. Updated rod & tubing details.

TUBING
SIZE/GRADE/WT.: 2-7/8"/J-55

NO. OF JOINTS: 185jts. (5752.41')

TUBING ANCHOR: 5762.41' KB

NO. OF JOINTS: 1jts. (32.49')

SN LANDED AT: 5797.70' KB

NO. OF JOINTS; 1jt. (30.13')

TOTAL STRING LENGTH: EOT @5829.38' w/ 10' KB
J I i 4406-4412'

SUCKERRODS Zi - 4845-4853'reperfed

POLISHED ROD: 1-1/2" x 22' SM i § 2 4854 - 4859' reperfed

SUCKER RODS: 6 - 1 1/2" wt rods, 36- 34" guide rods (Etm 25 New), 90 - 3/4"
slick rods, 100 - 3/4" guide rods (Top 12 New), 1-6' x 3/4" pony rods.

PUMP SIZE:2-1/2" x 1-1/2" x 12 x 16" RHAC 5256-5260'
STROKELENGTH:85" 5262-5268' PERFORATION RECORD
PUMP SPEED, SPM: 4 SPM

6/25/96 4845'-4853' 4 JSPF 32 holes
6/25/96 4854'-4859' 4 SPF 20 holes
l1/17/04 5734-5742' 4JSPF 32holes
11/17/04 5262-5268' 4]SPF 24holes5734-5742'
11/17/04 5256-5260' 4 ]SPF 16 holes

Anchor @5762' 11/17/04 4854-4859' 4 JSPF 20 holes (repeded)
11/17/04 4845-4853' 4 JSPF 32 holes (reperfed)

SN @5798' 11/17/04 4406-4412' 4 JSPF 24 holes
EOT @5829'

NEWFIELD

PBTD @6042'

Monument Federal #33-6-9-16Y

1850' FSL & 1850' FEL TD @6100'

NW/SE Section 6-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31589; Izase #UTU-74390
DF



ATTACHMENTË/
Monument Federal 31-6Y-9-16

Spud Date: 11/20/96 Initial Production:
Put on Production: 1/2/97 Injection Wellbore 62 BOPD, 193 MCFPD, 16 BWPD

GL: 5855.4' KB: 5865' (10'KB) Diagram
FRAC JOB

4938'-4954' Frac as follows:SURFACE CASING
Breakdownw/2478gals2%KCL water.

CSG SIZE: 8-5/8,, • • Frac w/ 8200# 20/40 mesh sand and 20,300#

/ \ 16/30 mesh sand w/12,684 gals 2% KCLGRADE: J-55
gelled water. ISIP 2160 psi.

WEIGHT:24#
5046'-5053' . Frac as follows:

LENGTH: Break down w/ 1764 gals 2% KCL water.
Frac wll2,900# 20/40 mesh sand and 32,400#DEPTH LANDED: 260.50' KB 16/30mesh sand w/17,472 gals 2% KCL

HOLE SIZE:12-l/4" gelled water. ISIP 2160 psi.

CEMENT DATA: 160 sxs Class "G" cmt 5147'-5155' Frac as follows:
Break down w/l596 gals 2% KCL water.
Frac w/12,900#20/40 mesh sand and 32,400#
16/30 mesh sand w/17,472 gals 2% KCL
gelled water. ISIP 2160 psi.

5342'-5352' Frac as follows:PRODUCTION CASING
Breakdownw/2646gals2%KCLwater.

CSG SIZE: 5-1/2" Frac w/8,600#20/40 mesh sand and 24,200#
GRADE: J-55 16/30 mesh sand w/13,566 gals 2% KCL

gelled water.
WEIGHT: 15.5#

5581'-5591' Frac as follows:
LENGTH: Break down w/2394 gals 2% KCL water.

DEPTH LANDED: 5986.71' KB Frac w/87,000#20/40 mesh sand and 18,800#
16/30 mesh sand w/14,196 gals 2% KCL

HOLE SIZE: 7-7/8" gelled water. ISIP 2450 psi.
CEMENT DATA: 310 sks "C" & 435 sks 50/50 Poz 2/05/02 Tubing leak. Update rod and tubing details.
CEMENT TOP AT: 100' per CBL 6/10/04 Tubing Leak. Update rod and tubing details.

2-17-06 Re-Completion
2-14-06 5581-5591' Frac LODC sands as follows:

54817#20/40 sand in 499 bbls Lightning 17
frac fluid. 13.9 BPM. ISIP 3275 psi.TUBING

2-14-06 5342-5352' Frac Al sands as follows:SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 55281# 20/40 sand in 472 bb1sLightning 17
NO, OF JOINTS: 152jts (4870.2') frac fluid, 14.1 BPM. ISIP 2400 psi

SEATING NIPPLE: 2-7/8" (1.10') 2-15-06 5046-5053' Frac D3 sands as follows:
27736#20/40 sand in 324 bbls Lightning 17SN LANDED AT : 4880.2' KB frac fluid. 13.9 BPM. Screened out w/23354#

CE @4881.3' sand in perfs.

TOTAL STRING LENGTH: EOT @48892 03/05/2010 Convert to Injection well
03/09/2010 MIT Completed - tbg detail updated

Packer@ 4881'
"

EOT@4889, PERFORATION RECORD

4938'-4944 4JSPF 24holes
4938'-4944, 4950'-4954 4 JSPF 16 holes
4950'-4954' 5046'-5053 l JSPF 7 holes
5046'-5053' Re-perf2-13-06 5147'-5155 1JSPF 8holes

5342'-5352 4 JSPF 40 holes
514T- 5155'

5581'-5591' 4 JSPF 40 holes '
5581-5591' Reperf 8 JSPF 80holes

5342'-5352' Re-perf2-13-06 5342-5352'Reperf 8 JSPF 80holes
5046-5053' Reperf 5 JSPF 35 holes

5581'-5591' Re-perf2-13-06

Monument Federal 31-6Y-9-16 PBTD @5946'

624' FNL & 1926' FEL SHOE/TD @5986'

NW/NE Section 6-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31717; Lease #UTU-74390

LCN



Spud Date: 3/27/97 Monument Federal 32-6-9-16Y
Put on Production: 5/7/97 Initial Production: 5 BOPD,

GL: 5885.3' Injection Wellbore 100 McFPD, 2 BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4-21-97 5558'-5598' Frac as follows:
GRADE: J-55

Break down w/ 2940 gals 2% KCL water.
WEIGHT:24# Frac w/ 13,500#20/40 mesh sand and

LENGTH 9
36,300# 16/30 mesh sand w/17,136 gals
2% KCL gelled water. ISIP-2300 psi.

DEPTH LANDED: 315' ATP-2300 psi and ATR-31.4 BPM.

HOLE SIZE:12-1/4" 4-23-97 5321'-5326' Frac as follows:

CEMENT DATA: sxs Class "G" cmt, est ? bbls to surt Break down w/ 2688 gals 2% KCL water.
Frac w/4500# 20/40 mesh sand and
13,300# 16/30 mesh sand w/10,794 gals
2% KCL gelled water. ISIP-2200 psi, 5
min 1900 psi. ATP-2300 psi and ATR-
20.5 BPM.

4-25-97 4654'-4664' Frac as follows:

PRODUCTION CASING Fr/a1c2820
as2*o

Lmg edadater.

CSG SIZE: 5-l/2" ATP-2400 psi and ATR-24.9 BPM.
GRADE: J-55 ISIP-2750 psi, 5 min 2260 psi.

WEIGHT: 15.5#
4-28-97 4390'-4431' Frac as follows:

LENGTH: 6332.95 Break down w/1848 gals 2% KCL water.
Frac w/23,700# 16/30 mesh sand

DEPTH LANDED: 6342.95' w/10,960 gals 2% KCL gelled water.

HOLE SIZE: 7-7/8,, ATP-2850 psi and ATR-28 BPM. ISIP-
2300 psi, 5 mm 1791 psi

CEMENT DATA: 175 sks Premium & 450 sks 50/50 Poz 2-5-00 4914'-4932' Break perfs as follows:
CEMENT TOP AT: 2500'

Break down perfs @1800 psi. Begin
injecting into D sands @100 BPD.

11-10-99 Convert to injection well

2/10/05 5 YR MIT
TUBING Packer @4308'

- EOT @4319, 01/11/10 5 YR MIT
SIZE/GRADE/WT : 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 139 jts (4600.66' KB) = 4390'-95'
PACKER: 4308.45 4428'-31'
TOTAL STRING LENGTH 4319.26'

SNLANDEDAT 4872 4654'-64'

4914'-22'

4924'-32'

5321'-26'

5558'-65' PERFORATION RECORD
4-18-97 5558'-5565' 4 JSPF 28 holes

5587'-9l' 4-18-97 5587'-5591' 4JSPF 16holes

4-18-97 5594'-5598' 4 JSPF 16 holes
5594'- 98' 4-23-97 5321'-5326' 4 JSPF 20 holes

4-25-97 4654'-4664' 4 JSPF 40 holes
4-28-97 4390'-4395' 4 JSPF 20 holes
4-28-97 4428'-4431' 4 JSPF 12 holes

2-5-00 4924'-4932' 4 JSPF 32 holes
2-5-00 4914'-4922' 4 JSPF 32 holes

NEWFIELD /

TDTD@655302'

Monument Federal #32-6-9-16Y
2229 FNL 1792 FEL
SWNE Section 6-T9S-Rl6E
Duchesne Co, Utah BDH 7/10/01

API #43-013-31300; Lease



SpudDate:7/8/96 ÌVÍOnument Federal #42-6Y-9-16
Put on Production: 8/22/96 Initial Production: 55 BOPD, O
GL: 5835' KB: 5845' (10' KB) Wellbore Diagram MCFPD, 0 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7-30-96 5382'-5594' Frac sand as follows:
GRADE: J-55

95,700# of20/40 sd and 215,440# 16/30
WEIGHT:24# sd w/87,612 gals 2% KCL water. Treated

@avg rate 60.5 bpm, avg press 2800 psi.LENGTH: 5 jts (242.22') Breakdown @3137 psi. ISIP-2600 psi,
DEPTH LANDED: 252.22' KB 5-min 1900 psi.

HOLE SIZE:12-l/4" Cement top @4602
.

. 8-07-96 4871'-4390' Frac sand as follows:

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bbis to surf 53,014#of 16/30 sd w/20,016 gals 2%
KCL water. Treated @avg rate of 31.8
BPM, avg press 2450 psi. ISIP-2200 psi,
5-min 1950 psi.

8-07-96 4310'-4426' Frac sand as follows:

48,800# 16/30 sand w/25,704 gals 2%
KCL water. Treated w/avg press of2900
psi wlavg rate of30.8 BPM. ISIP-1900PRODUCTION CASING psi, 5 min 1760 psi.

CSG SIZE: 5-1/2"
9/19/01 Tubing job. Update rod and tubing details.

GRADE: J-55
03-17-03 5824'-5845' Frac CP2 sand as follows:

WEIGHT: 15.5# 65,300#20/40 sand in YF 125 fluid. Treated
w/avg press of3875 psi w/avg rate of 16.5LENGTH: 142 jts. (5967.34')
BPM. ISIP-2275 psi. Actual Flush:1439 gals.

DEPTH LANDED: 5977.34' KB Calc. Flush: 1515gals.
HOLE SIZE: 7-7/8" 03-17-03 5240'-5246' Frac A .5 sands as follows:

19,560# 20/40 sand in YF 125 fluidCEMENT DATA: 395 sks Super "G" & 435 sks 50/50 Poz
Treated w/avg press of4916 psi w/ avg rate of

CEMENT TOP AT: 460' 15.2 BPM, Zone screened off 14 bb1s.into
flush. ISIP 4916

03-18-03 5082'-5096' Frac B .5 sands as follows:
44,833#20/40 sand in 275 Bbls YF 125 fluid.

4310'-4320. Treated w/avg press of3919 psi w/ avg rate of
17.3 BPM, ISIP-2440 psi. ActualFlush:1217TUBING

4413'-4416' gals. Calc. Flush:1314 gals.
SIZE/GRADE/WT.: 2-7/8" / J 55 / 6.5# 4421'-4426 03-18-03 4612'-4615' Frac PB10 sands as follows:
NO. OF JOINTS 181 jts. (5734.2') 18,989#20/40 sand in 139 bbls YF 125 fluid.
TUBING ANCHOR: 5734.2' 4612 -4615, Treatedw/Lgp2r3essof 366 saiwlavg rat5eof

NO OF JOINTS 1 jt. (33.1') gals. Calc. Flush:1210 gals.
SEATING NIPPLE: 2-7/8" (1.10') 4871'-4876 2/2/04 Tubing leak. Update rod and tubing details.
SN LANDED AT: 5770.0' KB 4882'-4890 03/19/07 Pump Change. Update rod and tubing details.
NO. OF JOINTS 1jt. (31.5') 3/17/10 Parted rods. Updated rod and tubing detail.
TOTAL STRING LENGTH EOT @5807 5082'-5096 PERFORATION RECORD

7-29-96 5588'-5594' 1 JSPF 6 holes
7-29-96 5555'-5565 1 JSPF 10 holes

5240'-5246 7-29-96 5520'-5530 1 JSPF 10 holes
SUCKER RODS 7-29-96 5485 -5495 1 JSPF 10 holes
POLISHED ROD: l-l/4" x 22' SM

5382'-5396
11oles

SUCKER RODS: 1-2' x ¾" pony rod, I- 4' x ¾" pony rod, 99- ¾" guided rods, 5403'-5408 7-29-96 5382 -5396 I JSPF 14 holes
46- ¾" guided rods, 80- ¾" guided rods, I- I 5/8" weight bar, 5- I ½" weight 8-06-96 4871 -4876 4 JSPF 20 holes
bars 5450'-5460 8-06-96 4882 -4890 4 JSPF 32 holes

8-07-96 4421 -4426 3 holesPUMP SIZE: 2 1/2" x 1 1/2" x 14' RHAC 5485'- 5495 8-07-96 4413 -4416 3 holes
STROKE LENGTH: 74" 5520'-5530 8-07-96 4310 -4320 8 holes
PUMP SPEED, SPM: 4 5555'- 5565 00

5588'- 5594 03-14-03 5082 -5096' 4 JSPF 46 holes
03-14-03 4612 -4615' 4 JSPF 12 holes

SN @5770' KB
Anchor @5734

EOT@580T

5824'-5845'

NEWFIELD
--- PBTD @5932

SHOE @5977'
Monument Federal #42-6-9-16Y

TD @6000'
1980 FNL & 660 FEL

SE/NE Section 6-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31645; Lease #UTU-74390



ATTACHMENTE-4
onD :duc ion9:68/06/96 Monument Federal 43-6-9-16

Put on Injection: 11/15/99 Initial Production: 56 BOPD,
GL: 5837' KB: ? Injection Wellbore 0 MCFPD, 90 BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8 '

7-15-96 5558'-5586' Frac sand as follows:
GRADE: J-55

40,370# of 20/40 sd and 87,030# 16/30
WEIGHT:24# sd w/35,028 gals 2% KCL water. Treated

@avg rate 38 BPM, avg press 3250 psi.LENGTH: 5 jts (242.22') ISIP-3550 psi, 5-min 2300 psi.
DEPTH LANDED: 264' 7-18-96 5440'-5508' Frac sand as follows:
HOLE SIZE:12-l/4"

16,790# of 20/40 sd and 41,110# 16/30
CEMENT DATA: 160 sxs Class "G" cmt, est 5 bb1sto surf. sd w/21,000 gals 2% KCL water. Treated

@avg rate of30.5 BPM, avg press 3250
psi. ISIP-2430 psi, 5-min 1820 psi.

- - 7-23-96 4586'-4597' Frac sand as follows:

49,500# 16/30 sand w/15.708 gals 2%
KCL water. Treated w/avg press of2500
psi w/avg rate of 20.2 BPM. ISIP-2950

PRODUCTION CASING psi,5min2270psi,

CSG SIZE: 5-1/2" 7-23-96 4291'-4400' Frac sand as follows:

GRADE: J-55 109,700# 16/30 sand w/36,666 gals 2%
KCL water. Treated w/avg press of2350

WEIGHT: 15.5# psi w/avg rateof29.9 BPM. ISIP-2000

LENGTH: 137 jts. psi, 5 min 1690 psi.

DEPTH LANDED: 5908, 11/15/99 Convert to Injection well

HOLE SIZE: 7-7/8" 11/13/06 Re-Completion (new perfs)

CEMENT DATA: 380 sks Super "G" & 390 sks 50/50 Poz
11/09/06 5740'-5820' Frac CP.5 & CP2 sands as follows:

CEMENT TOP AT: 275' per CBL 090#2 0 sandein355abbis Lightning

4035@averateofl4.5BPM. ISIPwas
2030 psi. Calc flush 2559, actual flush
1386

11/10/06 5226'-5236' Frac A & LODC sands as follows:TUBING
82,720#20/40 sand in 648 bbls Lightning

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 17 frac fluid. Treated@ avg press of
3980 w/ avg rate of 14.6 BPM. ISIP 2290NO. OF JOINTS: 134 jts @4188.28'
psi. Actual flush 1260, Calc flush 2046

SEATING NIPPLE: 2-7/8 ' (1.10')
10/28/04 5 yr MIT

SN LANDED AT: 4198.28'

PACKER: 4199.38'

TOTAL STRING LENGTH: EOT @4206.38'

Packer @4 199" EOT@4206'

4291-4298'

4321-4325' PERFORATIONRECORD
4332-4339'

7-12-96 5558'-5586' 4 JSPF l l2 holes
4394-4400'

7-17-96 5503'-5508' 9 holes
4586-4597 7-17-96 5440'-5448' 9 holes
5226'-5236 7-18-96 5362'-5369' 4 JSPF 28 holes
5313-5318

7-18-96 5342'-5360' 4 JSPF 72 holes
5342-5360

7-18-96 5313'-5318' 4JSPF 20holes
5362-5369 7-22-96 4586'-4597' 4 JSPF 44 holes
5440-5448 7-23-96 4394'-4400' 4 holes
5503-5508 7-23-96 4332'-4339' 5 holes

5558-5586 7-23-96 43213-4325' 4 holes
7-23-96 4291'4298' 5 holes5740-5746
11/08/06 58003-5850 4 JSPF 80 holes

¯2

5800'- 5820' 11/08/06 5740'-57463 4 JSPF 24 holes

11/08/06 5226'-5236' 4 ]SPF 40 holes
NEWFIELD

SN @4198'
EOT @4206'

\ PBTD @5862'Monument Federal 43-6Y-9-16
TD @5950'

2214' FSL 707' FEL
NE/SE Section 6-T9S-Rl6E

Duchesne Co, Utah
API #43-013-31644; Lease #UTU-74390

LCN



Spud Date: 12/29/96 Monument Federal 44-6-9-16
Put on Production: 4/3/03

Initial Production:17.5 BOPD,GL: 5861' KB: 5875'
Wellbore Diagram 43.1 MCFPD, .25 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

1/9/97 5350 -5384' 14,110# 20/40 sand + 26,520# 16/30 sand in
GRADE: J-55

.

346 bbis 2% KCL wtr. Avg. treating press.
1950 psi, @26.3 bpm, ISIP: 1950 psi. Calc.

WEIGHT:24# flush: 5350 gal. Actual flush; 5334 gal.
LENGTH: 5jts (246')

1/13/97 5087'-5100' I1,430# 20/40 sand + 28,020# 16/30 sand inDEPTH LANDED: 256' 343 bbls 2% KCL wtr. Avg. treating press.
HOLE SIZE:12-1/4,, 1900 psi, @26.2 bpm, ISIP: 1800 psi. Calc.

flush: 5087 gal. Actual flush: 5040 gal.
CEMENT DATA: 160 sxs Class "G" crut. Cement to surface.

2/6/02 Tubing leak. Update rod and tubing details.

1/8/03 Pump Change. Update rod details.

3/24/03 5704'-578 l' Frac CP sands as follows:
75,300# 20/40 sand in YF 125 fluid.
Treated @avg. press. 4386 psi, with avg. rate

PRODUCTION CASING ofl7.2bpm,ISIP:2028psi.Calc.flush:1490
CSG SIZE: 5-1/2,, gal. Actual flush: 1387 gal

GRADE: J-55 3/26/03 5057'-5061' Frac B1 sands as follows:

WEIGHT: 15.5# 20,500# 20/40 sand in YF 125 fluid.
Treated @avg press. 2668 psi, with avg. rate

LENGTH: 139 jts. (5900') of 18.8 bpm, ISIP: 2020 psi. Calc. flush: 5057
DEPTH LANDED: 5910, gal. Actual flush: 4938 gal.

HOLE SIZE: 7-7/8" 3/26/03 4768'-4775' Frac DS3 sands as follows:
9,109# 20/40 sand in YF 125 fluid.CEMENT DATA: 305 sxs premium lite cement, tail w/385 sxs 50/509 poz.
Treated @avg press. 2636 psi, with avg. rate

TOP OF CEMENT: 100 per CBL of 15.8 bpm, Screened out, ISIP: NA psi.
Calc. flush: 4768 gal. Actual flush: 2058 gal.

3/27/03 4303'-4326' Frac GB sands as follows:
23,044# 20/40 sand in YF 125 fluid.
Treated @avg. press. 1669 psi, with avg. rateTUBING of 18.0 bpm, ISIP: 1880 psi. Calc. flush: 4303

SIZE/GRADE/WT. 2-7/8" / J-55 gal. Actual flush: 4201 gal.

NO. OF JOINTS: 179 jts (5584.8') 9/10/03 Stuck Plunger. Update rod details.
TUBING ANCHOR 5688.8'

NO. OF JOINTS: 1 jt (31.5')
11/04/03 Tubing Leak : Update rod and tubing report.

SN LANDED AT: 5723.1'
12-12-07 Pump Change. Updated rod & tubing details.

NO. OF JOINTS: 1 jts (33.13') 2/6/09 Pump Change. Updated r & t detail.
TOTAL STRING LENGTH EOT @ 5758, 3/10/11 Parted Rods. Updated rod & tubing detail.

4303 -4307'

4313 -4316'

4323 -4326'

SUCKER RODS

POLISHED ROD: 1-1/4" x 22'
4768 -4775'

SUCKER RODS: 6-1-1/2" = 150' weight bars, 15 x ¾" = 375' guided rod, 24 x
¾" = 600' guided rods, 94 x ¾" - 2350' sucker rod, 89 x ¾" = 2225' guided rod,
2 x ¾" = 16' pony rod, lx ¾" = 6' pony rod

5057 -5061

PUMP SIZE: 2-1/2" x l-l/2" x 12' x 16 RHAC 5087 -5100

STROKELENGTH:73,, PERFORATION RECORD
PUMP SPEED, SPM: 5 SPM 5350 -5355 1/08/97 5350 -5355' 4 SPF 20 holes

5377 -5384 1/08/97 5377 -5384' 4 SPF 28 boles

1/13/97 5087-5100' 4SPF 52holes

Anchor @5625' 3/24/03 5777 -5781' 4 SPF 16 holes

3/24/03 5704 -5720' 4 SPF 64 holes

3/26/03 5087 -5100' 4 SPF 52 holes
5704 -5720

3/26/03 5057 -5061' 4 SPF 16 holes
EOT @5758' 3/27/03 4768 -4775' 4 SPF 28 holes

NEWFIELD 6"I 5781 3/27/03 4323 -4326' 4SPF 12holes

Topoffill@5829, 3/27/03 4313-4316' 45PF l2holes

PBTD @5868, 3/27/03 4303 -4307' 4 SPF 16 holes
Monument Federal #44-6-9-16Y

SHOE @ S910'
816' FSL & 725' FEL TD @5950'

SESE Section 6-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31720; Lease #UTU-74390

VC



ATTACHMENTE-6

Spud Date: 10/23/00
West Point Federal #12-5-9-16

Put on Production: 1/23/01 Initial Production: 175 BOPD,
GL: 5815' KB: 5825' Wellbore Diagram 145 MCFD, 17 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

1/24/01 5390'-5570' Frac LDC sands as follows:
GRADE: J-55 213,180#20/40 sand in 1375 bb1sViking I-

25 fluid. Treated w/ avg press of2700 psiWEIGHT: 24# @36.5 BPM. ISIP 2750 psi. Calc. flush:
DEPTH LANDED: 303' 5390 gal. Actual flush: 5355 gal.

HOLE SIZE: 12-1/4" 1/25/01 5112'-5243' Frac A/B sands as follows:
227,l20#20/40 sand in 1452bbis Viking I-25

CEMENT DATA: 155 sxs Class;G" with additives. fluid. Treated w/ avg press of 1800 psi @
31.2 BPM. ISIP2120 psi. Calc. flush:
5112 gaL Actual flush: 5040 gal.

1/26/01 4882'-4988' Frac D/C sands as follows:
-

- 83,000#20/40 sand in 577 bb1sViking I-25
fluid. Treated w/ avg press of 1800psi @
30 BPM, ISIP 2135 psi. Calc. flush;
4882 gal. Actual flush; 4788 gal

PRODUCTION CASING 9/24/01 Pumpchange.Updaterodandtubingdetails.
11/24/03 Pump Change. Update rod and tubing detail.CSG SIZE: 5-1/2"
2/27/04 Tubing leak. Update rod and tubing detail.

GRADE: J-55
12/22/04 Pump Change. Update rod and tubing details.

WEIGHT: 15.5#

DEPTH LANDED: 5991'

HOLE SIZE: 7-7/8"

CEMENT DATA: 275 sx PremLite II with additives, followed by 580 sx
50/50 Pozmix.

TUBING

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 173 jts (5531.49')

TUBING ANCHOR: 5541.49' KB

NO. OF JOINTS: I jts (5544.27') 4882'-4890'

SEATING NIPPLE: 2-7/8" (1.10') 4978'-4988'

SN LANDED AT: 5575.59' KB 5112'-5136'

NO. OF JOINTS: 1 jts (5576.69') 5226'-5243'

TOTAL STRING LENGTH: EOT @5608.08"

5390'-5395'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS: 4-1 1/2" weight bars; 27-3/4" scrapered rods; 105-3/4" plain, 5451'-5457'

88-3/4" scrapered rods, 1-2', 1-4',l-6 x ¾" pony rods.
2 : 5479'-5484'

PUMP SIZE: 1-1/2" x 2-1/2" x 14 RHAC pump PERFORATION RECORD
STROKE LENGTH: 52" 1 Ë i 2 55 I l'-5523, 1/23/01 5390'-5395 20 holes

1/23/01 5451'-5457 24 holes
PUMP SPEED, SPM: 4 SPM Anchor @ 5541' 1/23/01 5479'-5484 20 holes
LOGS: DLL-MSFL FDC-CNL Ti I; 5551'-5570, 1/23/01 5511'-5523 48 holes

1/23/01 55513-5570
76 holes

SN @5576' 1/24/01 5226'-5243 68 holes
1/24/01 5112'-5136 96holes
1/25/01 4978'-4988 40holes

EOT @5608' 1/25/01 4882'-4890 32 holes

Top of@59( 5725

West Point #12-5-9-16 / \
SHOE @5991'1909' FSL & 377' FWL

NW/SWSection5-T9S-Rl6E
TD@6000'

Duchesne Co, Utah
API #43-013-31933; Lease #UTU-73087

KR



ATTACHMENTE-7

West Point Federal #13-5-9-16
Spud Date: 11/06/00
Put on Production: 1/22/01 Initial Production: 312 BOPD,
GL: 5775' KB: 5785' Injection Wellbore 291 MCFD, 39 BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/12/01 5675'-5753' Frac CP.5 & CP2 sands with 101,120#
GRADE: J-55 20/40 sand in 699 bb1sViking I-25 fluid.

Perfs broke back @3434 psi @4 BPM.
WEIGHT: 24# Avg. pressure 2050 psi w/avg. rateof
DEPTH LANDED: 315, 29.9 BPM. ISIP 2330 psi. Left pressure

on well.HOLE SIZE: 12-1/4"
1/12/01 5451'-5498' Frac LODCl sds w/194,620#of20/40

CEMENT DATA: 155 sxs Class "G". sand in 1245 bbls Viking I-25 fluid.
Perfs broke @4011 psi. Treated@ avg
press of2680 psi, w/avg rate of 37.8
BPM. ISIP 2440 psi. Left press on well.

- - 1/15/01 5244'-5375' Frac A3 & LODC2 sands with 24.000
gals of Viking I-25 pad & 49,316 gals of
Viking I-25 fluid with 321,700#of20/40
sand. Pressure 2640 psi max; 2400 psi
avg at 36 BPM. ISIP 2650 psi.

PRODUCTION CASING 1/15/01 4990'-5141' Frac Bl & A5 sand with 16,170 gals of
CSG SIZE: 5-1/2,, Viking I-25 fluid with 97,700#20/40

sand. 2250 psi max pressure, with avgGRADE: J-55
rateof28 BPM. Note: hadtoSD 173

WEIGHT: 15.5# bb1sinto 6.5 ppg stage (277 bb1s)for
repairs. Down est. 8 min - resume

DEPTH LANDED: 5935' treatment. Flowed back frac; start flow
HOLE SIZE: 7-7/8" back @5 pm; end @ 7:45 pm, at rateof 1

CEMENT DATA: 275 sx Premlite II with
BPM. 564 BLTR.

additives; followed by 560 sx 50/50 Pozmix 1/16/01 4230'-4273' Frac GB4 sds w/74,000#20/40 sand in
plus additives. 507 bb1sViking I-25 fluid. Perfs broke

@4393 psi. Treated @avg press of2200
psi, w/avg rate of26.7 BPM. ISIP 2600
psi. Start immed, flowback on 12/64"
choke @ l BPM. Flowed 4 hrs & died.
Rec. 220 BTF,

TUBING 1/6/06 wenconverted to an Injection weH.

SIZE/GRADE/WT: 2-7/8" / J-55 / 6.5#/ 8rd 1/26/06 MIT completed and submitted.

NO. OF JOINTS: 129jts (4159.45)

SEATING NIPPLE: 1.10, SN: 4169'

SN LANDED AT: 4169.45' KB Packer: 4174'
TOTAL STRING LENGTH: EOT @4178.05'

_ EOT: 4178'

4230'-36'
4253'-57'
4265'-73'

4990'-97'
5034'-41'
5122'-26'
5135'-41'
5244'-57'
5262'-68' PERFORATIONRECORD5290'-312'
5317'-20" 1/16/01 4230-4236' 24holes
5328'-34' 1/16/01 4253 -4257' 16 holes
5339'-41' 1/16/01 4265 -4273' 32 holes
5347'-75' 1/15/01 4990 -4997' 28 holes
5451'-59' 1/15/01 5034 -5041' 28 holes
5463'-98' 1/15/01 5122 -5126' 16 holes

1/15/01 5135 -5141' 24 holes
5675'-81- 1/12/01 5244 -5257 52 holes
5734'-53' 1/12/01 5262 -5268 24 holes

1/12/01 5290 -5312 88 holes
1/12/01 5317 -5320 12holes
1/12/01 5328-5334 24holes
1/12/01 5339 -5341 8 holes
1/12/01 5347 -5375 l l2 holes

NEWFIE D 1/12/01 5451 -5459 32 holes

ge- Newfield Produciton l'i',° 6 Oh s

1/11/01 5734 -5753' 76 holes

West Point Federal #13-5-9-16 PsTD @5883'
887' FSL, 59.5' FWL

SW/SW Section 5-T9S-R16E
Duchesne Co, Utah TD @5937'

API #43-013-31766; Lease #UTU-73087

CD



West Point Federal I-6-9-16
Spud Date: 8/18/08
Put on Production: 10/14/08
GL: 5801' KB: 5813' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 10/1/08 6046-6058' Frac CP3 sands as follows:
GRADE: J-55 Frac with 34001 #'s of 20/40 sand in 392

bbls Lightning 17 fluid. Treat at an ave
WEIGHT: 24# pressure of 1850 psi @27 BPM. ISIP
LENGTH: jts. (332.31') 2130 psi.

HOLE SIZE: 12-1/4', 10/1/08 5898-5904' Frac CP.5 sands as follows:
Frac with 24026 #'s of 20/40 sand in 362CEMENT DATA: 160 sxs Class "G" cmt bbls Lightning 17 fluid. Treat at an ave
pressure 2154 psi @22.6 BPM. ISIP
2085 psi.

10/1/08 5436-5452' Frac Al sands as follows:
- Frac with 48619 #'s of 20/40 sand in 450

bbls Lightning 17 fluid. Treat at an ave
pressure of 2019 psi @22.9 BPM. ISIP
2640 psi,

10/1/08 5294-5302' Frac B1 sands as follows:PRODUCTION CASING Frac with 24286 #'s of 20/40 sand in 348
CSG SIZE: 5-1/2', bbls Lightning 17 fluid. Treat at an ave

pressure of 2036 psi @22.8 BPM. ISIPGRADE: J-55
2020 psi

WEIGHT: 15.5#
10/2/08 5012-5024' Frac D1 sands as follows:

LENGTH: 137 jts. (6436.44') Frac with 39577 #'s 20/40 sand in 413
HOLE SIZE: 7-7/8,, bbls Lightning 17 fluid. Treat at an ave

pressure of 1852 psi @22.6 BPM. ISIP
DEPTH LANDED: 6449.69' 2066 psi.
CEMENT DATA: 400 sk Prem. Lite II mixed & 490 sxs 50/50 POZ.

CEMENT TOP AT: 30'

TUBING 5012-5024'

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 196 jts (6023.43')

TUBING ANCHOR: 6026.23'

NO. OF JOINTS: 1jts (30.75')

SEATING NIPPLE: 2-7/8" (f .10') 5294-5302'

SN LANDED AT: 6056.98' KB

NO. OF JOINTS: 2 jts (60.37')

TOTAL STRING LENGTH: EOT @6132.36' w/12' KB

5436-5452'
SUCKER RODS

POLISHED ROD: 1-1/2" x 26'

SUCKER RODS: 1-2', 4' x 7/8" pony rods, 238- 7/8" scrapered rods, 4- 1 ½"
weight rods

5898-5904'
PUMP SIZE: 2-1/2" x 1-1/2" x 20' x 21' RHAC pump w/ sm plunger

STROKE LENGTH: 122"
Anchor @6026'

PUMP SPEED, SPM: 5.5
6046-6058'

PERFQRATION RECORD
5012-5024' 4 JSPF 48 holes
5294-5302' 4 JSPF 32 holes

SN @6057" 5436-5452' 4 JSPF 64 holes
5898-5904' 4 JSPF 24 holes

EOT @6132' 6046-6058' 4 JSPF 48 holes

PBTD @6418'

NEWFIELD
SHOE @6450'

West Point Federal I-6-9-16 TD @6448'
646' FNL & 1893' FEL

NWNE Section 6-T9S-R16E
Duchesne Co, Utah

API #43-013-33897; UTU-74390
TL



ATTACHMENTE 9
Spud Date: 12/29/2009 West Point Federal N-6-9-16
Put on Production: 02/02/2010
GL: 5898' KB: 5910'

Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 02-03-10 6210-6215' Frac CPS sands as follows: Frac with
GRADE: J-55 10747#20/40 sand in 89 bb1sLightning

Cement Top@ 136' 17 fluid.
WEIGHT: 24#

02-03-10 5862-5870' Frac CP.5 sands as follows: Frac with
LENGTH: 6 jts. (265.03') 20180#20/40 sand in 174 bbls Lightning
DEPTH LANDED: 321.43, 17 fluid.

HOLE SIZE: 12-1/4" 02-03-10 5461-5635' Frac A3 & LODC sands as follows:
Frac with 150746#20/40 sand in 937

CEMENT DATA: 160 sxs Class "G" cmt bb1sLightning 17 fluid.
02-03-10 5013-5123' Frac D2, D3, & C sands as follows:

Frac with 54111#20/40 sand in 332 bbis
Lightning 17 fluid.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 154jts, (6296.5 l')

HOLE SIZE: 7-7/8"

DEPTH LANDED: 6311.12'

CEMENT DATA: 275 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ.

CEMENT TOP AT: 136'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 190jts (5958.5')
TUBING ANCHOR: 5970.5'

NO. OF JOINTS: 2 jts (62.9')

SEATINGNIPPLE:2-7/8"(1,l')

SN LANDED AT: 6036.2' KB

NO. OF JOINTS: I jts (31.5') 5013-5019'

GAS ANCHOR: 3-1/2" = 6068.7' 5072-5075'

TBG NIPPLE: 2-7/8" = 6073.9
5119-5123'

PERFORATION RECORDNO OF JOINTS: 3 jts (94.6')

TOTAL STRING LENGTH: EOT @6169' 6210-6215' 3 JSPF 15holes
5461-5463' 5862-5870' 3 JSPF 24 holes

5633-5635' 3 JSPF 6 holes
SUCKER RODS

5529-5531'
5622-5625' 3JSPF 9holes

5566-5568' 5614-5616' 3 JSPF 6 holes
POLISHED ROD: 1-1/2" x 30 5591-5593' 3 JSPF 6 holes
SUCKER RODS:1 -2'x 7/8", 1 -6' x 7/8" pony rods, 236 - 7/8"

5591-5593'
5566-5568' 3 JSPF 6 holes

8per guided rods = 5900', 4 - 1-1/2" sinker bar.
5614-5616' 5529-5531' 3 JSPF 6 holes

PUMP SIZE: 2 ½ xl ¾ x 21 x 24 RHAC 5461-5463' 3 JSPF 6 holes
STROKE LENGTH: 122

5622-5625'
5119-5123' 3 JSPF 12 holes

PUMP SPEED: 5 SPM
5633-5635' 5072-5075' 3 JSPF 9 holes

5013-5019' 3]SPF 18holes

5862-5870'

Anchor @5971'

i EOT@6169'

NEWFIELD 62IO-6215'

PBTD @6268'
West Point Federal N-6-9-16
2030' FSL & 545' FWL (NW/SW) / TD @63203

Section 6, T9S, Rl6E

Duchesne Co, Utah
API # 43-013-34077; Lease # UTU-74390

LCN



ATTACHMENTE-/0

Spud Date: I1/6/97 Nine Mile 6-6-9-16
Put on Production: 12/17/97 Initial Production: 75 BOPD,GL: 5841' KB: 5854'

Injector Wellbore 74 MCFPD, 36 BWPD

Diagram
SURFACECASING FRACJOB

CSG SIZE: 8-5/8 '
12/7/97 5456'-5474' Frac LDC sand as follows:

GRADE: J-55 TOC @ 100 121,300#of20/40 sand in 573 bbls
Delta Frac. Treated @avg press 2600WEIGHT:24#
w/avg rate 29 bpm. ISIP 2836 psi

LENGTH: 8 jts (311.79 ) " Calc flush; 5454 gal. Actual flush;
Casing shoe @325 5364 gal,

DEPTH LANDED: 324.70' KB
12/9/97 5288'-5330' Frac A sand as follows:

HOLE Sl2E

12-1/4"60 sxs Premium cmt, est 1 bb1sto surf
gre

a3
m

IbSpIP

462 psi.
Calc flush: 5286 gal. Actual flush:

12/11/97 5026'-5104' Frac C/B sands as follows:
I14,300#20/40 sand in 549 bbls Delta
Frac. Breakdown @2220 psi. TreatedPRODUCTION CASING
w/avgpressofl880psiw/avgrateof
28.1 BPM. ISIP 2974 psi. Calc flush:CSG SIZE: 5-1/2"
5024 gal. Actual flush: 4919 gal.

GRADE: J-55 12/13/97 4876'-4884' Frac D sand as follows:
WEIGHT: 15.5# 114,300#20/40 sand in 520 bbis of

Delta Frac. Treated@ avg press of
LENGTH: 138 jts. (5907.44') 2046 psi w/avg rateof26.2 BPM.

DEPTH LANDED: 5920.77, ISIP 2550 psi. Calc flush: 4874 gal.
Actual flush: 4778 gal.

HOLE SIZE: 7-7/8"
9/28/98 Tubing leak.

CEMENT DATA: 390 sks Hibond mixed & 350 sks thixotropic 11/20/98 Stuck plunger.
CEMENT TOP AT: 100' per CBL 2/11/99 Parted rods.

02/29/00 Stuck plunger

11/3/01 Pump change. Update rod, tubing and
down hole details.TUBING

2/23/04 Pump change.
SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

12/7/04 5760'-5765' Frac CP.5 sands as follows:
NO. OF JOINTS: 145jts (4544.1') 17,970#20/40 sand in 224 bbls

Lightning Frac 17 fluid. Treated@ avgSEATING NIPPLE: 2-7/8" (1.10')
press of3354 psi w/avg rate of 14.6

SN LANDED AT: 4554.1 BPM. ISIP2120 psi. Calc flush: 1490
Packer @4558' gal. Actual flush: 1428gal.CE @4558.46'

- EOT @4563' 12/7/04 5167-518T Frac B2 sands as follows:
TOTAL STRING LENGTH: EOT @4563' 5,633#20/40 sand in 100 bbis

4602'4608, Lightning Frac 17 fluid. Screened out.
12/7/04 4988-4990' Frac D3 sands as follows:

10,409#20/40 sand in 194 bb1s
4876' - 4884' Lightning Frac 17 fluid. Screened out.
4988'-4990' 12/7/04 4602-4608' Frac PB10 sands as follows:

22,549# 20/40 sand in 282 bb1s
5026' -5029, Lightning Frac 17 fluid. Treated@ avg

press of 2365 psi w/avg rate of 24.6
5041' -5043' BPM. ISIP2500 psi. Calc flush: 4600

gal. Actual flush: 4391 gal.
5046'- 5052' 03/22/05 Pump Change. Update rod detail

5092'- 5104, 02/17/06 Pump Change. Update rod and tubing
details.

516T-5170, 12-7-07 Parted Rods. Updated rod & tubing
details.

5184'-518T 1/12/10 Tubing leak. Updated rod and tubing

detail.
5288'- 5300' 11/4/10 Convert to Injection well

11/10/10 Conversion MIT - tbg detail updated
5314'- 5325'

5328'-5330'
PERFORATION RECORD

5456'-5462, 12/05/97 5467 -5474 4 JSPF 28 holes
12/05/97 5456 -5462 4 JSPF 24 holes

546T- 5474' 12/08/97 5328 -5330 4 JSPF 8 holes
12/08/97 5314 -5325 4 JSPF 44 holes
12/08/97 5288 -5300 4 JSPF 48 holes

5760'-5765' 12/10/97 5092 -5104 4 JSPF 48 holes

12/10/97 5046 -5052 4 JSPF 24 holes

PBTD @5878, 12/10/97 5041 -5043 4 JSPF 8 holes
12/10/97 5026 -5029 4 JSPF 12 holes

Nine Mile 6-6-9-16 | 12/12/97 4876 -4884 4 JSPF 32 holes
201l FNL & l 869 FWL 12/06/04 5760 -5765 4 JSPF 20 holes

SENWSection6-T9S-Rl6E TD@5931 12/06/04 5184-5187 4]SPF 24holes
Duchesne Co, Utah 12/06/04 5167 -5170 4 JSPF 24 holes

API #43-013-31719; Lease #UTU-74390 12/06/04 4988 -4990 4 JSPF 8 holes
12/06/04 4602 -4608 4 JSPF 24 holes

LCN



ATTACHMENTE-

Spud Date: 10/23/97 Nine Mile 11-6-9-16
Put on Production: 12/17/97 Initial Production: 57 BOPD,
GL: 5889' KB: 5901, Injection 89 MCFPD, 9 BWPD

SURFACE CASING We ibore Dia l am FRAC JOB
CSG SIZE: 8-5/8"

12/7/97 5754'-5760' Frac CP sand as follows:
GRADE: J-55 95,300#of20/40 sd in 513 bbls

Delta Frac. Treated @avg rate26.2 bpm,WEIGHT:24# avg press 2250 psi Breakdown @3652
LENGTH: 293, psi. ISIP-2393 psi, 5-min 2 I 17 psi.

Flowback for 3-1/2 hrs & died.DEFTH LANDED: 294' GL
12/10/97 5533'-5558' Frac LDC sand as follows: 104,300#HOLE SIZE:l2-l/4" of20/40 sd in 543 bb1sBoragel.

CEMENT DATA: 120 sxs Premium cmt, est 4 bbls to surf. Breakdown @2800 psi. Treated@ avg
rateof 27.9 BPM, avg press 2650 psi.
ISIP-3293 psi, 5-min 2374 psi. Flowback
on12/64" ck for 4 hrs & died.

12/12/97 5277'-5424' Frac A sand as follows:

127,000# 20/40 sand in 6 I8 bbls Delta
Frac. Breakdown @2252 psi. Treated
w/avg press of 1700psi w/avg rateofPRODUCTION CASING
35BPM. ISIP-2235psi,5min1936

CSG SIZE: 5-1/2" psi. Flowback on 12/64" ck for 3 hrs &
died.GRADE: J-55

12/14/97 5119'-5122' Frac B sand as follows:WEIGHT: 15.5#
88,300#20/40 sand in 471 bb1sof DeltaLENGTH: 141jts. (6024')
Frac. Breakdown @3202 psi. Treated

DEPTH LANDED: 6036' @avg press of2550 psi w/avg rate of
25.4 BPM. ISIP-2772 psi, 5 min 1930HOLE SIZE: 7-7/8"
psi. Flowback on 12/64" ck for 2-1/2 hrs

CEMENT DATA: 360 sks Hibond mixed & 325 sks thixotropic & died.
CEMENT TOP AT: 11/18/99 Convert to Injection well

11/23/99 MIT completed - tbg detail updated
3/23/05 5 YR MIT

01/27/10 5 YR MIT
TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
NO. OF JOINTS: 30 jts B grade (941.74')

132 jts yellow band (4111.38')

CE @5054.2'
- -

Packer @5054'

TOTAL STRING LENGTH: 5062, EOT @5062'

5119'-22'
5277'-79'
5286'-88'
5292'-96'
5307'- 14'
5408'- 12'
5416'-24'

5533'-58'

PERFORATION RECORD

12/6/97 5754'-5760' 4 JSPF 24 holes
12/9/97 5533'-5558' 4 JSPF 100 holes
12/11/97 5277'-5279' 4 JSPF 8 holes
12/11/97 5286'-5288' 4 JSPF 8 holes
12/11/97 5292'-5296' 4 JSPF 16 holes

5754'- 60' 12/11/97 530T-5314' 4 JSPF 28 holes
12/11/97 5408'-5412' 4 JSPF 16 holes
12/11/97 5416'-5424' 4 JSPF 32 holes
12/13/97 5119'-5122' 4 JSPF 12holes

NEWFIELI) BT ® 6992'
TD @6050'

Nine Mile 11-6-9-16
1938 FSL 1756 FWL

NESW Section 6-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31812; Lease #UTU-74390

LCN



ATTACHMENTE-/2

Spud Date: 3/4/98 Nine Mile #14-6
P & A on 3/1/7/98
GL: 5943' KB: 5955'

Wellbore Diagram

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55 145 sx Premium cmt, 350' to surface
WEIGHT:24#

LENGTH:

DEPTH LANDED: 286'

HOLE SIZE:12-l/4"

CEMENT DATA: 135 sxs Premium cmt, est ? bb1sto surf.

60 sx Premium cmt, l150'-1250'

90 sx Premium cmt, 1650'-1850'

l10 sx Premium cmt, 5700'-5900'

NEWFIELD
TD @5950'

Nine Mile #14-6
781 FSL 2074 FWL
SESW Section 6-T9S-RI6E
Duchesne Co, Utah
API #43-013-31999; Lease



ATTACHMENT/3
Nine Mile #15-6-9-16

Spud Date: 4/10/98
Initial Production: 53 BOPD,

Put on Production: 5/18/98 Injection 60 MCFPD, 30 BWPD
GL: 5919' KB: 5931' Wellbore Diagram
SURFACECASING FRACJOB
CSG SIZE: 8-5/8" 5/9/98 5274'-5295' Frac A-1 sands as follows:
GRADE: J-55 104,780#20/40 sand in 516 bbls Viking

I-25 fluid. Perfs brokedown @3150 psi.WEIGHT:24#
Treated@ avg press of 1600 psi w/avg

LENGTH:7 jts. (289') rateof28 bpm. ISIP:2050 psi, 5-min
1744 psi. Flowback on 12/64" choke forDEPTH LANDED: 306'(GL) 3.5 hours and died.

HOLE SIZE:12-1/4"
5/12/98 4921'-4928' Frac D-2 sand as follows:

CEMENT DATA: 120 sxs Premium cmt, est 6 bbis cmt to surf. 104,500#of20/40 sand in 511 bbis
Viking I-25 fluid. Perfs brokedown @

\/ 3540 psi. Treated@ avg [ress pf 1900 [so
w/avg rate of27 BPM. ISIP-2100 psi, 5-
min 1990 psi. Flowback on 12/64" choke
for 5 hours and died.

5/14/98 4348'-4355' Frac GB-4 sands as follows:
3560#20/40 sand in 128 bbls Viking

PRODUCTION CASING I-25fluid. Perfsbrokedown@2150psi.
Treated @avg press of 2000 psi w/avgCSG SIZE: 5-1/2"
rateof 9.5 bpm. ISIP: 3830 psi. 5-min

GRADE: J-55 Cement Top@ 1351
2525 psi. Flowback on 12/64" choke for
30 minutes and died.WEIGHT: 15.5#

3/11/02 Broke down new zones and establishedLENGTH: 138 jts. (5930 ) injection into existing zones.
DEPTH LANDED: 5941

2/2/07 5 Year MIT completed and submitted.
HOLE SIZE: 7-7/8"

CEMENT DATA: 410 sk Hibond 65 mixed & 370 sxs thixotropic
CEMENT TOP AT: 1351 CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / 6.5# / J-55 tbg.

NO. OF JOINTS: 137 jts. (4273.1 l')

SEATING NIPPLE: 2-7/8" (1.10')

SNLANDEDAT:4285.ll'

TUBING PACKER: 4289.21'

TOTAL STRING LENGTH: EOT @4293.52'

Packer @4286'

4348'-4355 GB4

4411'-4421 GB6

4615'-4621 PBl0 PERFORATION RECORD

4921'-4928' D2 5/7/98 5274'-5278' 4 JSPF 16 holes
5/7/98 5282'-5295' 4 JSPF 52 holes
5/11/98 4921'-4928' 4 JSPF 28 holes5274'-5278' Al 5/13/98 4348'-4355' 4 JSPF 28 holes

5282'-5295' Al 3/08/02 4615'-4621' 4 JSPF 24 holes
3/08/02 4411'-4421' 4JSPF 40holes

SN @4285'
EOT @4293'

l@ÑÊ"ÊÊÑÑA Topoffill@5642'

PBTD @588T
TD @5950'

Nine Mile #15-6-9-16
646' FSL & 2086' FEL

SWSE Section 6-T9S-R16E
Duchesne Co, Utah

API #43-013-32010; Lease UTU-74390

CD



Spud Date: 2-23-98 Nine Mile #2-7
Put on Production: 3-31-98
GL 5904' KB , Initial Production: 107 BOPD,

Injection Wellbore 166 MCFPD, 12 BWPD
Diagram

SURFACE CASING FRAC JOB
CSG SIZE 8-5/8"

Cement Top @126' 3-21-98 521T-5258' Frac A sand as follows:
GRADE J-55 I l 1,300# of 20/40 sd in 560 bbls
WEIGHT 24#

Delta Breakdown @3563 psi Treated
@avg rate 31 bpm, avg press 2500 psi

LENGTH 7 jts (286') ISIP-2624 psi, 5-min 2449 psi Flowback

DEPTH LANDED 287, for 3 hrs & died
3-23-98 5109'-5118' Frac B sand as follows:HOLE SIZE 12-1/4"

120,300#of20/40 sd in 572 bb1sDelta
CEMENT DATA 120 sxs Premium cmt, est 4 5 bbis to sud Frac Breakdown @2586 psi Treated @

avg rate of 28.5, avg press 2000 psi
ISIP- 2289 psi, 5-min 2146 psi
Flowback on 12/64" ck for 4 brs & died

3-26-98 4806'-4883' Frac D sand as follows:
127,200#20/40 sand in 595 bbis Delta.
Breakdown @1726 psi Treated w/avg
press of2135 psi, w/avg rate of30 BPM

PRODUCTION CASING ISIP-2302 psi, 5 min 2175 psi. Flowback
CSG SIZE 5-1/2, on 12/64" ck for 4-1/2 hrs & died

GRADE. J-55 3-27-98 456]'-4569' Frac PB sand as follows:
81,300#20/40 sand in 432 bbis Delta

WEIGHT 15 5# Breakdown @2395 psi Treated w/avg
LENGTH 138 jts (5892 ) press of2475 psi, wlavg rateof27 1

BPM, ISIP-2654 psi, 5 min 2311 psi
DEPTH LANDED 5903 Flowback on 12/64" ck for 3-I/2 hrs &
HOLE SlZE 7-7/8, died

CEMENT DATA 380 sks Hibond mixed & 350 sks thixotropic
2-10-04 dPump change Update tubing and rod

CEMENT TOP AT 126
6-2-05 Tubing leak Update tubing and rod

details

06/22/09 Converted to Injection Well

06/24/09 MIT completed, update tbg detail
TUBING
SlZE/GRADE/WT 2-7/8" / M-50 / 6 5#

NO OF JOINTS l jts (30 34')

1 2-7/8 J-55 TBG SUB (6.1T)

NO OF JOINTS. 144 (4481 05)

SN LANDED AT 4529 56'

l 5-1/2 Anow set pkr (7 28')

CE @4533 91 Packer @4534

TOTAL STRING LENGTH 4537 94 w/l2 KB -

EOT @4538

4561'-4569'

4806'-4813' PERFORATION RECORD

3-20-98 5217 -5220 4 JSPF 12 holes
4874'-4883' 3-20-98 5223 -5226 4 JSPF 12 holes

3-20-98 5253 -5258 4 JSPF 20 holes
5109'-5114' 3-22-98 5109-5114 4]SPF 20holes

3-22-98 5116 -5118 4 JSPF S holes
5116'-5118' 3-25-98 4806-4813 4]SPF 28holes

3-25-98 4874 -4883 4 JSPF 36 holes
3-27-98 456i -4569 4 JSPF 32 holes

5217 -5220

5223 -5226

5253 -5258

NEWFIELD
PBTD @ 5860'

Nine Mile #2-7
TD @ 5950

567 FNL 1924 FEL
NWNE Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32011; Lease #UTU-74390

JP



West Point G-6-9-16
Spud Date: 4/25/2009
Put on Production: 6/23/2009

Wellbore Diagram
GL: 5866' KB: 5878'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

6/24/2009 6181-6187' Frac CP5 sands as follows:
GRADE: J-55

15,310#20/40 sand in 126 bbls of Lightning
WEIGHT: 24# Cement top @42'

- * 6/24/2009 5874-5938' rac .5 & CP2 sands as follows:LENGTH: 8 jts (309.35') 50,947#20/40 sand in 308 bbls of Lightning
DEPTH LANDED: 321.20' KB 17 fluid.

HOLE SIZE: 12-1/4"
6/24/2009 5563-5614' Frac LODC sands as follows:

15,486#20/40 sand in 124 bbls of LightningCEMENT DATA: 160 sx class 'G cmt
17 fluid.

6/24/2009 5245-5251' Frac B1 sands as follows:
19,339# 20/40 sand in 176 bbls of Lightning
17 fluid.

6/24/2009 5143-5163' Frac C sands as follows:
56,003#20/40 sand in 342 bbls of LightningPRODUCTION CASING
17fluid.

CSG SIZE: 5-1/2"

6/24/2009 4396-4494' Frac GB4 & GB6 sands as follows:GRADE: J-55
39,413# 20/40 sand in 256 bbls of Lightning

WEIGHT: 15.5# 17 fluid.
LENGTH:164 jts (6299.6T)

DEPTH LANDED: 6351.64

HOLE SIZE: 7-7/8, 4396-4398'

CEMENT DATA: 280 sx premlite II and 400 sx 50/50 poz

CEMENT TOP AT: 42' 4435-4440'

4492-4494'
TUBING
SlZE/GRADE/WT.: 2-7/8"/ J-55

NO. OF JOTNTS: 194 jts (6134.2')
5143-5145'

TUBING ANCHOR 6146.2' KB

NO. OF JOINTS: 1 jts (30.5') 5154-5156'

SEATING NIPPLE: 2-7/8" (1. 10')

SN LANDED AT: 6179.6' KB

NO. OF JOINTS: 1 jts (3L7')
5160-5163'

TOTAL STRING LENGTH: EOT @6213'

5245-5251'

5560-5563'
PERFORATION RECORDSUCKER RODS
6181-6187 4 JSPF 24 holes

POLISHED ROD: 1 ½" x 30' polished rod
5614-5617'

5932-5938 3 JSPF 18 holes

SUCKER RODS: 1-2'x7/8", I-4'x7/8", 2- 16'x 7/8" pony rods 241-7/8" 5874-5878 3 JSPF 12 holes
guided rods (8 per), 4-1 ½" weight bars 5874-5878, 5614-5617 3 JSPF 9 holes

5560-5563 3 JSPF 9 holes
PUMP SIZE: central hydraulic 2 ½" x 1 ¾" x 21'x 24' RHAC 5245-5251 3 JSPF 18 holes

5160-5163 3 JSPF 9 holesSTROKE LENGTH: 144" 5932-5938 5154-5156 3 JSPF 6 holes
PUMP SPEED, SPM 5 5143-5145 3 ISPF 6 holes

4492-4494' 3 JSPF 6 holes
Anchor @6146' 4435-4440' 3 JSPF 15 holes

4396-4398' 3 JSPF 6 holes

SN @6180
6181-6187

EOT @6213'
NEWFIELD

,PBTD @6336

West Point Fed G-6-9-16 / \ TD @6355'
1992 FNL & 1870 FWL SE/NW

Section 6-T9S-R16E

Duchesne Co, Utah

API # 43-013-34076; Lease # UTU-74390
ML



GMBU G-8-9-16
Spud Date: 12/05/2011

PWOP: 01/31/2012 Wellbore Diagram
GL: 5940' KB: 5953'

FRAC JOB

01/20/2012 5658-5862' Frac CP-Half & LODC, sands as follows:SURFACE CASING
Frac with 59512# 20/40 white sand in 475 bblsCSG SIZE: 8-5/8"
lightning 17 fluid; 657 bbls total fluid to

GRADE: J-55 recover.

WEIGHT: 24# 01/25/2012 5360-5385' Frac AI, sands as follows:
Frac with 35421# 20/40 white sand in 302 bbls

LENGTH: 8 jts. (330.2') lightning 17 fluid; 439 bbls total fluid to
DEPTH LANDED: 343.52' KB recover.

HOLE SIZE: 12-1/4,, 01/25/2012 5109-5233' Frac B.5, B1 & C, sands as follows:

\ Frac with 74948# 20/40 white sand
CEMENT DATA 160 sxs Class "G" cmt in 589 bblslightning 17 fluid; 711 bbls total

- fluid to recover.4398-4399'
01/25/2012 4899-4958' Frac D1 & DS3, sands as follows:

4430-4431' Frac with 39795# 20/40 white sand in
4435-4436, 346 bbls lightning 17 fluid; 462 bbls total

fluid to recover.PRODUCTIONCASING
- 4472-4473' 01/25/2012 4398-4488' Frac GB2, GB4 & GB6, sands as follows:CSG SIZE: 5-1/2"
- 4476-4477' Frac with 82976# 20/40 white sand in

GRADE: J-55 2 4483-4484, 551 bbls lightning 17 fluid; 656 bb1stotal
fluid to recover.WEIGHT: 15.5# 4487-4488'

LENGTH: 157 jts. (6433.6') Includes Shoe Jt. (40.63')

HOLE SIZE: 7-7/8"

DEPTH LANDED: 6453.21' KB

CEMENT DATA: 275 sxs Prem. Lite Il mixed & 450 sxs 50/50 POZ.
4899-4901'

CEMENT TOP AT: 50'

4950-4952'

4956-4958'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 189 jts. (5826.T) 5109-5110'

TUBING ANCHOR: 5839.7' KB 5118-5119' PERFORATION RECORD

NO. OF JOINTS: 1 jt. (31.3') 5125-5126' 5861-5862' 3 JSPF 3 holes
5856-5857' 3 JSPF 3 holes

SEATING NIPPLE: 2-7/8" (1.1") 5668-5669' 3 JSPF 3 holes
SN LANDED AT: 5873.8' KB 5187-5188' 5661-5663' 3 JSPF 6 holes

NO OF JOINTS: 2 jts. (62.5') 5200-5202, 58 F

NOTCHED COLLAR: 5937.4' KB 5376-5378 3 JSPF 6 holes
5232-5233' 5360-5363 3JSPF 9holes

TOTAL STRING LENGTH: EOT @5938' 5232-5233 3 JSPF 3 holes
5200-5202 3 JSPF 6 holes
5187-5188 3 JSPF 3 holes

5360-5363' 5125-5126 3 JSPF 3 holes
5118-5119 3 JSPF 3 holes5376-5378'
5109-5110 3]SPF 3holesSUCKER RODS 5384-5385' 4956-4958 3 JSPF 6 holes

POLISHED ROD: 1-1/2" x 30' Spray Metal Polished Rod 0

SUCKER RODS: 1 -7/8" x 2' Pony Rod, 1 -7/8" x 4' Pony Rod, 74 -7/8" 4487-4488 3 JSPF 3 holes
4per Guided Rods (1850'), 153 -¾" 4per Guided Rods (3825'), 5 - 1 ½" Sinker 5658-5659' 4483-4484 3 JSPF 3 holes
Bars (125'), 1 - 1" Stabilizer Bar (4') 5661-5663, 4476-4477 3 JSPF 3 holes
PUMP SIZE: 2 ½" xl ¾"x 20' x 24' RHAC 5668-5669'

4430-4431' 3 JSPF 3 holesSTROKE LENGTH: 144" Anchor @5840' 4398-4399' 3 JSPF 3 holesPUMP SPEED: 5 SPM

5856-5857'
5861-5862'

EOT @5938'

NEWFIELD
PBTD @6410'

GMBU G-8-9-16 TD @6455'

986'FNL & 792' FWL (NW/NW)
Section8, T9S, R16E

Duchesne County, Utah
API #43-013-50703; Lease # UTU-74390

CS



GMBU D-8-9-16
Spud Date: 12/13/2011

PWOP: 02/16/2012 Wellbore Diagram
GL: 5781' KB: 5791'

FRAC JOB

02/01/2012 5937-6290' Frac CP5 & CP.5, sands as follows:SURFACE CASING
Frac with 19754# 20/40 white sand in 248 bbls

CSG SIZE: 8-5/8" lightning 17 fluid; 454 bbis total fluid to
GRADE: J-55 recover.

WEIGHT: 24# 02/07/2012 5314-5447' Frac A.5 & B2,sands as follows:
Frac with 39947# 20/40 white sand in 322 bbls

LENGTH: 8 jts. (329.25') lightning 17 fluid; 449 bb1s total fluid to
DEPTH LANDED: 342.57' KB recover.

HOLE SIZE: 12-1/42, 02/07/2012 4998-5056' Frac D1 & D2, sands as follows:

\/ Frac with 40188# 20/40 white sand
CEMENT DATA: 160 sxs Class "G" cmt in 327 bbls lightning 17 fluid; 446 bbls total

fluid to recover.
4407-4408'
4417-4418, 02/07/2012 4478-4723' Frac GB6 & PB10, sands as follows:

Frac with 32023# 20/40 white sand in
4427-4429' 270 bb1s lightning 17 fluid; 376 bbls total

fluid to recover

CSG SIZE 5-1/2"
4478-4479' 02/07/2012 4407-4429' Frac GB4, sands as follows:
4482-4483, Frac with 67193# 20/40 white sand m

GRADE: J-55 508 bbls lightning 17 fluid; 663 bbls total
WEIGHT: 15.5#

-

- 4503-4504' fluid to recover.

LENGTH: 151jts. (6539.90') Includes Shoe jt. (44.53')

HOLE SIZE: 7-7/8"

DEPTH LANDED: 6555.51' KB C 4719-4720'

CEMENT DATA: 250 sxs Prem. Lite II mixed & 475 sxs 50/50 POZ 4721-4723'

CEMENT TOP AT: 36'

4998-4999'

5002-5003'TUBING
SIZE/GRADE/WT : 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 200 jts. (6254.2') 5043-5044

TUBING ANCHOR: 6264.2' KB 5047-5048 PERFORATION RECORD

NO. OF JOINTS: 1 jt. (31 5') 5054-5056 6288-6290' 3 JSPF 6 holes
5937-5938' 3 JSPF 3 holes

SEATINGNIPPLE: 2-7/8"(11') 5445-5447' 3JSPF 6holes
5423-5424' 3 JSPF 3 holesSN LANDED AT: 6298.5' E
5413-5414' 3 JSPF 3 holes

NO. OF JOINTS: 1 jts. (28.9') 5314-5315 5314-5315' 3 JSPF 3holes
5054-5056' 3 JSPF 6 holesNOTCHED COLLAR: 6328.5' KB
5047-5048' 3 JSPF 3 holes

TOTAL STRING LENGTH: EOT @6329' 5043-5044' 3 JSPF 3 holes
5002-5003' 3 JSPF 3 holes

5413-5414 4998-4999' 3 JSPF 3 holes
5423-5424- 4721-4723' 3 JSPF 6 holes

4719-4720' 3 JSPF 3 holes
5445-5447' 4503-4504' 3 JSPF 3 holesSUCKER RODS 4482-4483' 3 JSPF 3 holes

4478-4479' 3 JSPF 3 holesPOLISHED ROD: 1-1/2" x 30' Spray Metal Pobshed Rod 4427-4429' 3 JSPF 6 holes
SUCKER RODS: 1 -7/8" x 2' Pony Rod, 1 -7/8" x 4' Pony Rod, 1 -7/8" x 6' 4417-4418' 3 JSPF 3 holes
Pony Rod, 1 - 7/8" x 8' Pony Rod, 81 -7/8" 8per Guided Rods (2025'), 52 -¾" 4407-4408' 3 JSPF 3 holes
8per Guided Rods (1300'), I 10 -¾" 4per Guided Rods (2750'), 5 - 1 ½" Sinker
Bar (125'), 1- 1" Stabilizer Bar (4')

PUMP SIZE: 2 ½" x 1 ¾" x 20' x 24' RHAC 5937-5938'

STROKE LENGTH: 144"

PUMP SPEED: 5 SPM

Anchor @6264'

6288-6290'

. EOT @6329'
I

NEWFIELD
PBTD @6507'

GMBU D-8-9-16 - TD @6560'

854'FSL & 74' FWL (SW/SW)
Section 5, T9S, Rl6E

Duchesne County, Utah
API #43-013-50721; Lease # UTU-73087

CS



Spud Date: 12/12/2011
GMBU Q-5-9-16

PWOP: 02/13/2012 Wellbore Diagram
GL: 5781' KB: 5791'

FRACJOB

02/01/2012 5713-5958' Frac CP.5 & LODC, sands as follows:SURFACE CASING
Frac with 49019# 20/40 white sand in 667 bbls

CSG SIZE: 8-5/8" lightning 17 fluid; 865 bbls total fluid to
GRADE: J-55 recover.

02/06/2012 5430-5658' Frac A.5 & A3, sands as follows:WEIGHT: 24#
Frac with 120564#20/40 white sand in 946

LENGTH: 8 jts. (330.17') bbls lightning 17 fluid; 1076 bbls total fluid to
DEPTH LANDED: 340.49' KB recover.

02/06/2012 5069-5321' Frac B1 & D2, sands as follows:HOLE SIZE: 12-1/4"
Frac with 88492# 20/40 white sand

CEMENT DATA: 160 sxs Class "G" cmt in 705 bblslightning 17 fluid; 825 bbls total
- - fluid to recover.

4420-4421' 02/06/2012 4729-5026' Frac D1 & PGIO, sands as follows:
Frac with 69650# 20/40 white sand in

4475-4476' 551 bbls lightning 17 fluid; 664 bbls total

PRODUCTION CASING
4478-4479, fluid torecover.

CSG SIZE: 5-1/2 4512-4514, 02/06/2012 4420-4514' Frac GB2, GB4 & GB6, sands as follows:
Frac with 38860# 20/40 white sand m

GRADE: J-55 321 bbls lightning 17 fluid; 426 bbls total
WEIGHT: 15.5# fluidtorecover.

LENGTH: 151 jts. (6522.84') Includes Shoe Jt. (41.3') 4729-4730'

HOLE SIZE 7-7/8"

DEPTH LANDED: 6540.20' KB

CEMENT DATA: 250 sxs Prem. Lite II mixed & 475 sxs 50/50 POZ 5017-5018'

CEMENT TOP AT: 51 5024-5026'

5069-5070'

5078-5080'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

5299-5300'
NO. OF JOINTS: 190 jts. (5904.9')

TUBINGANCHOR: 59149'KB
5320-5321' PERFORATION RECORD

5956-5958' 3 JSPF 6 holesNO. OF JOINTS: 2 jt. (60 8') 5737-5738' 3 JSPF 3 holes
SEATING NIPPLE: 2-7/8" (l.l') 5430-5431, 5727-5728' 3 JSPF 3 holes

5713-5714' 3 JSPF 3 holesSN LANDED AT: 5978.5' KB 5435-5436 5657-5658' 3 JSPF 3 holes
NO. OF JOINTS: I jts. (29.0') 5451-5453, 5652-5653' 3 JSPF 3 holes

5451-5453' 3 JSPF 6 holesNOTCHED COLLAR: 6008.6' KB
5435-5436' 3 JSPF 3 holes

TOTAL STRING LENGTH: EOT @6009' 5430-5431' 3 JSPF 3 holes
5320-5321' 3 JSPF 3 holes
$299-5300' 3 JSPF 3 holes5652-5653' 5078-5080' 3 JSPF 6 holes

5657-5658' 5069-5070' 3 JSPF 3 holes
5024-5026' 3JSPF 6holesSUCKER RODS 5713-5714' 5017-5018' 3 JSPF 3 holes
4729-4730' 3 JSPF 3 holesPOLISHED ROD: 1-1/2" x 30' Spray Metal Polished Rod 5727-5728' 4512-4514' 3 JSPF 6 holes

SUCKER RODS: 1 -7/8" x 2' Pony Rod, 1 -7/8" x 6' Pony Rod, 1 -7/8" x 8' 5737-5738, 4478-4479' 3 JSPF 3 holes
Pony Rod, 72 -7/8" 4per Guided Rods (1800'), 160 -7/8" 4per Guided Rods 4475-4476' 3 JSPF 3 holes
(4000'), 5 - Sinker Bar (125') 1 - 1" Stabilizer Bar (4') 4420-4421' 3 JSPF 3 holes

PUMP SlZE: 2 ½" xl ¾" x 20' x 24' RHBC

STROKE LENGTH: 144"
Anchor @5915'

PUMP SPEED: 5 SPM
5956-5958'

EOT @6009'

NEWFIELD
PBTD @6509'

GMBU Q-5-9-16 TD @6555'

873'FSL & 63' FWL (SW/SW)
Section 5, T9S, R16E

Duchesne County, Utah
API #43-013-50722; Lease # UTU-73087

CS



GMBU B-7-9-16
Spud Date: 12/08/2011

PWOP: 02/06/2012 Wellbore Diagram
GL: 5924' KB: 5934'

FRAC JOB

01/24/2012 6079-6220' Frac CP3, CP4 & CP5, sands as follows:SURFACE CASING
Frac with 49594# 20/40 white sand in 651 bbls

CSG SIZE: 8-5/8" lightning 17 fluid; 845 bbls total fluid to
GRADE: J-55 recover.

01/26/2012 5893-5959' Frac CP2 & CP.5, sands as follows:WEIGHT: 24#
Frac with 39995# 20/40 white sand in 318 bbls

LENGTH: 8 jts. (330.25') lightning 17 fluid; 459 bbis total fluid to
DEPTH LANDED: 340.57' KB recover.

HOLE SIZE: 12-1/4,, 01/26/2012 5495-5635' Frac A3 & LODC, sands as follows:
Frac with 39881#20/40 white sand

CEMENT DATA: 170 sxs Class "G" cmt in 311 bbls lightning 17 fluid; 442 bbls total
- - fluid to recover.4714-4715'

01/26/2012 5253-5402' Frac A1 & B2, sands as follows:4719-4720'
Frac with 70803#20/40 white sand in
550 bbls lightning 17 fluid; 675 bbls total

PRODUCTION CASING fluid torecover.

CSG SIZE: 5-1/2" 01/26/2012 4714-4936' Frac DS3 & PB10, sands as follows:
Frac with 49833# 20/40 white sand in

GRADE: J-55 4923-4924
383 bbls lightning 17 fluid; 495 bbls total

WEIGHT: 15.5# 4934-4936' fluid to recover.

LENGTH: 153 jts. (6458.28') Includes Shoe Jt. (39.8')

HOLE SIZE: 7-7/8"

DEPTH LANDED: 6473.89' KB

CEMENT DATA: 235 sxs Prem. Lite II mixed & 475 sxs 50/50 POZ.

CEMENT TOP AT: 290' 5253-5254'
5261-5262'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5393-5394'

5400-5402
NO. OF JOINTS: 198 jts. (6175.4')

TUBING ANCHOR: 6185.4' KB PERFORATION RECORD

NO. OF JOINTS: 1 jt. (31.3')
5495-5496' 6218-6220' 3 JSPF 6 holes

6163-6164' 3 JSPF 3 holes
SEATINGNIPPLE: 2-7/8"(l.l') 6079-6080' 3JSPF 3holes
SN LANDED AT: 6219.5' KB 5605-5606' 5957-5959' 3 JSPF 6 holes

5950-5951' 3 ]SPF 3 holes
NO. OF JOINTS: 2 jts. (62.7') 5899-5900' 3 JSPF 3 holes
NOTCHED COLLAR: 6283.3' KB

5633-5635' 5893-5894' 3 JSPF 3 holes
5633-5635' 3 JSPF 6 holes

TOTAL STRING LENGTH: EOT @6284' 5605-5606' 3 JSPF 3 holes
5495-5496' 3 JSPF 3 holes
5400-5402' 3 JSPF 6 holes

5893-5894' 5393-5394' 3 JSPF 3 holes
5261-5262' 3 ISPF 3 holes5899-5900' 5253-5254' 3JSPF 3holesSUCKER RODS 4934-4936 3 JSPF 6 holes

POLISHED ROD: 1-1/2" x 30' Spray Metal Polished Rod 5950-5951'
PF

SUCKER RODS: 1 -7/8" x 2' Pony Rod, 1 -7/8" x 4' Pony Rod, 1 -7/8" x 6 5957-5959' 4714-4715' 3 JSPF 3 holes
Pony Rod, 78 -7/8" 8per Guided Rods (1950'), 55 - ¾" 8per Guided Rods
(1375'), 107 - ¾" 4per Guided Rods (2675'), 5 - I" Stabilizers (20'), 5 - 1 ½"
Sinker Bars (125')

PUMP SIZE; 2 ½" xl ¾" x 24' RHAC 6079-6080'

STROKE LENGTH 144"

PUMP SPEED: 5 SPM 6163-6164'

Anchor @6185'

6218-6220'

EOT @6284'

NEWFIELD
PBTD @6431'

GMBU B-7-9-16 TD @6486'

667'FSL & 2065' FEL (SW/SE)
Section 6, T9S, R16E

Duchesne County, Utah
API #43-013-50724; Lease # UTU-74390

CS



GMBU E-8-9-16
Spud Date: 11/22/2011

PWOP: 01/12/2012 Wellbore Diagram
GL: 5863' KB: 5873'

FRAC JOB

12/20/2011 5884-5968' Frac CP2 & CP.5, sands as follows:SURFACE CASING
Frac with 8932l#20/40 white sand in 1056

CSG SIZE: 8-5/8" bb1s lightning 17 fluid; 1253 bbls total fluid to
GRADE: J-55 recover.

WEIGHT: 24# 1/05/2012 5414-5607' Frac A3 & LODC, sands as follows:
Frac with 104540# 20/40 white sand in

LENGTH: 7 jts. (318.2') 787 bbls lightning 17 fluid; 916 bbls total fluid
DEPTH LANDED: 328.52' KB to recover.

HOLE SIZE: 12-1/4" 1/05/2012 5316-5347' Frac Al, sands as follows:

CEMENT DATA: 160 sxs Class "G" cmt
Frac with 59023#20/40 white sand
in 473 bbls lightumg 17 fluid; 600 bbls total

4419-4420' fluid to recover.
4425-4427' 1/05/2012 5186-5230' Frac B1 & B2, sands as follows:
4440-4442, Frac with 20089# 20/40 white sand in

259 bb1s lightning 17 fluid; 397 bbls total
fluid to recover.PRODUCTION CASING

1/05/2012 4889-5027' Frac D1, D2 & DS3, sands as follows:CSG SIZE: 5-1/2"
Frac with 75234# 20/40 white sand in

GRADE: J-55 4889-4890' 591 bbls lightning 17 fluid; 708 bbls total
fluid to recover.WEIGHT: 15.5#

LENGTH: 149 jts. (6453.73') Includes Shoe Joint (41.14') 4946-4947' 1/05/2012 4419-4442" Frac GB4, sands as follows:
HOLE SIZE: 7-7/8,, 4950-4952' Frac with 25015# 20/40 white sand in 211

bbls lightning 17 fluid 331 bbls total fluid
DEPTH LANDED: 6471.34' KB 5025-5027' to recover.

CEMENT DATA: 240 sxs Prem. Lite II mixed & 460 sxs 50/50 POZ.

CEMENT TOP AT: 40'
5186-5188'

5228-5230'

TUBING
5316-5317'

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5325-5327'
NO. OF JOINTS: 191 jts. (5935.5') 5336-53382 PERFORATION RECORD
TUBINGANCHOR: 5945.S' KB 5345-5347'
NO. OF JOINTS: 1 jt. (31.3') 5967-5968' 3 JSPF 3 holes

5960-5961' 3 JSPF 3 holes
SEATINGNIPPLE: 2-7/8"(l.l') 5414-5415' 5954-5955' 3JSPF 3holes
SN LANDED AT: 5979.7' KB 5949-5950' 3 JSPF 3 holes

NO. OF JOINTS: 2 jts. (61,8')
5441-5442, 5 0- F

NOTCHED COLLAR: 6042.6' KB
5455-5456' 5606-560T 3 JSPF 3 holes
5472-5473' 5598-5599' 3 JSPF 3 holes

TOTAL STRING LENGTH: EOT @6043' 5483-5484' 5483-5484' 3 JSPF 3 holes
5472-5473' 3 ]SPF 3 holes
5455-5456' 3 JSPF 3 holes
5441-5442' 3 JSPF 3 holes5598-5599' 5414-5415' 3 JSPF 3 holes

5606-5607' 5345-5347' 3 JSPF 6 holesSUCKERRODS 5336-5338' 3JSPF 6holes
POLISHED ROD: 1-1/2" x 30' Spray Metal Polished Rod 6

SUCKER RODS: 1 -7/8" x 2' Pony Rod, 1 -7/8" x 4' Pony Rod, 1 -7/8" x 8' 5228-5230' 3 JSPF 6 holes
Pony Rod, 76-7/8" Sper Guided Rods (1900'), 68 -¾" 8per Guided Rods 5186-5188' 3 JSPF 6 holes
(1700'), 87-¾" 4per Guided Rods (2175'), 5 - 1" Stabilizer Bars (20'), 5 - 1 5884-5885' 5025-5027' 3 JSPF 6 holes
½" Sinker Bars (125') 5890-5891' 4950-4952' 3 JSPF 6 holes
PUMP SIZE 2 ½" xl ¾" x 20' x 21' x 24' RHAC

4946-4947' 3 JSPF 3 holes
4889-4890' 3JSPF 3holes

STROKE LENGTH: 144" Anchor @5946' 4440-4442' 3 JSPF 6 holes

PUMP SPEED: 6 SPM
5949-5950, 4425-4427' 3 JSPF 6 holes
5954-5955, 4419-4420' 3 JSPF 3 holes

5960-5961'
5967-5968'

EOT @6043'

NEWFIELD
PBTD @6428'

GMBU E-8-9-16 TD @6482'

838'FSL & 704' FEL (SE/SE)
Section 6, T9S, R16E

Duchesne County, Utah
API #43-013-50738; Lease # UTU-74390

CS



GMBU P-5-9-16
Spud Date: 11/22/2011

PWOP: 01/19/2012 Wellbore Diagram
GL: 5863' KB: 5873'

FRAC JOB

SURFACE CASING 12/20/2011 5808-6139' Frac CPS & CP.5, sands as follows:
Frac with 50202# 20/40 white sand in 650

CSG SIZE: 8-5/8" bbls lightning 17 fluid; 839 bbls
GRADE: J-55 total fluid to recover.

WEIGHT: 24# 01/05/2012 5362-5620' Frac LODC & A3, sands as follows:
Frac with 153832#20/40 white sand in

LENGTH: 7 jts. (317.8') I147 bbls lightning 17 fluid; 1275 bbls total
DEPTH LANDED: 320.12' KB fluid to recover.

,, 01/05/2012 5275-5291' Frac A.5, sands as follows:HOLE SIZE: 12-1/4
Frac with 75336# 20/40 white sand in 596 bbls

CEMENT DATA: 160 sxs Class "G" cmt lightning 17 fluid; 721 bbls total fluid to
recover.

01/05/2012 5043-5166' Frac B2 & C-Sand, sands as follows:
Frac with 50746#20/40 white sand in 409 bblsPRODUCTION CASING 4367-4368
lightning 17fluid 527bblstotalfluidto

CSG SIZE: 5-1/2,, recover.

GRADE: J-55 4379.5-4380.52 01/05/2012 4367-4446' Frac GB4 & GB6, sands as follows:
4386-4388, Frac with 50342# 20/40 white sand in 413 bbls

WEIGHT: 15.5# lightning 17 fluid; 580 bbls total fluid to
LENGTH: 151 jts. (6370.59') (Includes Shoe jt. (43.8') 4443-4446, recover.

HOLE SIZE: 7 7/8" 5043-5045'
DEPTH LANDED: 6387.60' KB

5152-5153'
CEMENT DATA: 240 sxs Prem Lite H & 460 sxs 50/50 POZ

CEMENT TOP AT: 380' 5159-5160'

5164-5166'

5275-5276'

TUBING 5279-5280'

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 5285-5287'
NO OF JOINTS: 194 jts. (6074.3')

TUBING ANCHOR: 6084.3' E
5290-5291'

PERFORATION RECORD

NO. OF JOINTS: 1 jt. (31.4') 5362-5363, 6136-6139' 3 JSPF 9 holes
6131-6132' 3 JSPF 3 holes

SEATINGNIPPLE: 2-7/8"(l.1') 5390-5391, 5813-5814' 3JSPF 3holes
SN LANDED AT: 6118.4' KB 5808-5809' 3 JSPF 3 holes

NO. OF JOINTS: 2 jts. (62.6')
55661255 SSPFF 33hhoes

NOTCHED COLLAR: 6182.0 5593-5595' 3 JSPF 6 holes
5451-5452, 5552-5553' 3JSPF 3holes

TOTAL STRING LENGTH: EOT @6183' 5537-5538' 3 JSPF 3 holes5457-5458' 5480-5482' 3 JSPF 6 holes
5472-5474' 5472-5474' 3 JSPF 6 holes

5457-5458' 3 JSPF 3 holes5480-5482'
5451-5452' 3 JSPF 3 holes
5421-5423' 3 JSPF 6 holes5537-5538' 5407-5408' 3 JSPF 3 holesSUCKER RODS 5390-5391' 3 JSPF 3 holes

POLISHED ROD: 1-1/2" x 30' Spray Metal Polished Rod 5552-5553, 5362-5363' 3 JSPF 3 holes
5290-5291' 3 JSPF 3 holes

SUCKER RODS: 1 - 7/8" x 2' Pony Rod, 77 -7/8" 4per Guided Rods (1925'), 5285-5287' 3 JSPF 6 holes
160 - ¼" 4per Guided Rods (4000'), 5 - 1" Stabilizer bars (20'), 5 - 1 ½" Sinker 5593-5595' 5279-5280' 3 JSPF 3 holes
Bars (125') 5275-5276' 3 JSPF 3 holes

5612-5613' 5164-5166' 3 JSPF 3 holesPUMP SIZE: 2-1/2" x 1-3/4" x 20' RHAC
5619-5620, 5159-5160' 3 JSPF 6 holes

STROKE LENGTH: 144" 5152-5153' 3 JSPF 3 holes
PUMP SPEED: 5 SPM

5808-5809' 5043-5045' 3 JSPF 3 holes
5813-5814, 4443-4446' 3 JSPF 6 holes

4386-4388' 3 JSPF 9 holes
4379.5-4380 5 3 JSPF 6 holes

Anchor @6084' 4367-4368' 3 JSPF 3 holes

6131-6132'

6136-6139'

NEWFIELD EOT@6183'

GMBU P-5-9-16 PBTD @6341'

855'FSL & 692' FEL (SE/SE) TD @6387'
Section 6, T9S, R16E

Duchesne County, Utah
API #43-013-50740; Lease # UTU-74390

CS



ATTACHMENTEg
GMBU S-6-9-16

SpudDate 12/07/201I

PWOP. 02/10/2012
Wellbore Diagram

GL 5924 KB 5934

FRAC JOB

SURFACE CASING 01/23/2012 5878-6086 Frac cr2, cr4 & CP.5, sands as follows:
Frac with 44903#20/40 white sand in 563 bbisCSG SIZE 8-5/8
lightning 17 fluid, 869 bbis total fluid to

GRADE J-55 recover

WEIGHT 24# 01/27/2012 5517-5656 Frac LODC, sands as follows:
Frac with 140457# 20/40 white sand in 1094LENGTH 8 jts (330 2-E)
bbis lighming 17 fluid, 1225 bbls total fluid to

DEPTH LANDED 340 56 KB recover

HOLE SIZE: 12-1/4,, 01/27/2012 5143-5390 Frac A.5, B2 & C-Sand, sands as follows:
Frac with 85657# 20/40 white sandCEMENT DATA 170 sxs Class "G" cmt in 645 bbts lightning 17 fluid; 795 bbis total

- fluid to recover

4403-4404' 01/27/2012 4403-442] FracGB4,sandsasfollows:
Frac with 27676# 20/40 white sand in

4419-4421' 222 bb1s lightning 17 fluid; 376 bbls total

PRODUCTION CASING fluid torecover

CSG SIZE 5-1/2"

GRADE J-55

WEIGHT 15.5#

LENGTH 149 jts (6460 69') Includes Shoe Jt (44.28')

HOLE SIZE 7-7/8 5143-5144'

DEPTH LANDED 6476 30 KB

CEMENT DATA 240 sxs Prem Lite II mixed & 475 sxs 50/50 POZ
CEMENT TOP AT SURFACE

·- 5267-5268'

5277-5278'

TUBING
SIZE/GRADE/WT 2-7/8" / J-55 / 6.5#

5388-5390'
NO. OF JOINTS 195 jts (6049')

TUBING ANCHOR 6059 KB PERFORATION RECORD
NO OF JOINTS I jt (28 8') 6084-6086' 3 JSPF 6 holes

5517-5518' 5949-5950' 3 JSPF 3 holesSEATING NIPPLE 2-7/8 (i l') 5943-5944' 3 JSPF 3 holes
SN LANDED AT 6090 6 KB 5885-5886' 3 JSPF 3 holes

5878-5879' 3 JSPF 3 holesNO. OF JOINTS 1jts (62 0 ) 5654-5656' 3 JSPF 6 holes
NOTCHED COLLAR. 6153 7' KB 5629-5630' 5641-5642' 3 JSPF 3 holes

5629-5630' 3 JSPF 3 holesTOTAL STRING LENGTH EOT@ 6154' 5641-5642' 5517-5518' 3 JSPF 3 holes
5654-5656, 5388-5390' 3 JSPF 6 holes

5277-5278' 3 JSPF 3 holes
$267-5268' 3 JSPF 3 holes
5143-5144' 3 JSPF 3 holes
4419-4421' 3 ]SPF 6 holesSUCKER RODS

5878.5879' 4403-4404' 3 JSPF 3 holes
POLISHED ROD 1-l/2" x 30' Spray Metal Polished Rod 5885-5886'

SUCKER RODS. 78 - 7/8" 4per Guided Rods (1950'), 158 ¾" 4per Guided
Rods (3950'), 5 - 1" Stabilizer Bars (20 ), 5 - 1 ½" Sinker Bars (125 ) 5943-5944'

PUMP SIZE 2 ½" xl ¾" x 20 RHAC 5949-5950'

STROKE LENGTH 144

PUMP SPEED 5 SPM

Anchor @ 6059'

6084-6086'

EOT@6154'

NEWFIELD
PBTD @6429'

GMBU S-6-9-16 TD @6494'
683'FSL & 2051' FEL (SW/SE)

Section 6, T9S, R16E
Duchesne County, Utah

API #43-013-50733; Lease # UTU-74390

CS



Multi-ChemAnalyticalLaboratos ATTACHMENTF multi-chenT
1553 East Highway 40
Vernal, UT 84078 i \

Water Analysis Report
Production Company: NEWFIELDPRODUCTION Sales Rep: Darren Betts
Well Name: ASHLEYINJECTION Lab Tech: Gary Peterson
Sample Point: Commingled
Sample Date: 2/7/2012 scalingpotential predicted using ScaleSoftPitzer from
Sample ID: WA-206524 Brine Chemistry Consortium (Rice University)

System Pressure 1 (psig): 300.00 Potassium (K): 37.40 Sulfate (SCM) 30.00

SYf?T.Pressure 2 (psig): 14.70 Calcium (Ca) 60.50 Carbonate (CO3): 0.00
Calculated Density (g/ml): 1.01 Strontium (Sr) 0.00 Acetic Acid (CH3COO) 0.00
eH 30 ru (gg) 33. ropion c A i .00Gel.cgiad mg/ 94 45 ron ( e): 1 ytangicAcid ( 3H7 O .0

H2S in Water (mg/L): 0.50 Manganese (Mn): 0.17 Silica (SiO2): 0.00
Notes:
P=5.55mg/I

(PTB = Pounds per Thousand Barrels)
Calcium Barium Sulfate fron Iron Gypsum Celestite Halite Zinc

Carbonate Sulfide Carbonate CaSO4 2H2O SrSO4 NaCI Sulfide

70 14 1.26 36.82 1.65 18.18 1.96 0.44 1.42 1.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 46 1.32 38.17 1.42 17.38 1.75 0.43 1.56 1.01 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 78 1.40 40.60 1.25 16.55 1.63 0.43 1.71 1.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
146 109 1.49 43.19 1.12 15.78 1.56 0.42 1.86 1.02 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 141 1.60 45.64 1.03 15.15 1.54 0.42 2.00 1.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 173 1.73 47.78 0.96 14.69 1.56 0.42 2.13 1.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 204 1.86 49.48 0.93 14.40 1.61 0.43 2.25 1.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 236 2.00 50.71 0.92 14.29 1.68 0.43 2.36 1.03 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
274 268 2.15 51.56 0.92 14.32 1.77 0.43 2.46 1.04 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 300 2.31 52.11 0.94 14.45 1.87 0.44 2.55 1.04 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Hemihydrate Anhydrate Calcium Zinc Lead Mg Ca Mg FeCaSO4~0.5H2 CaSO4 Fluoride Carbonate Sulfide Silicate Slicate Silcate
O

70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 46 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 78 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
146 109 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 141 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 173 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 204 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 236 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
274 268 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 300 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate

Multi-Chem - A Halliburton Service Thursday, February 09, 2012
Ethics Commitment Page 1 of 2 Excellence



Multi-ChemAnalyticallaboratos ATTACHMENTF multi-chem"
1553 East Highway 40
Vernal, UT 84078

These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate

Calcium Carbonate Barium Sulfate
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M55 hemAnalyticalLaboratmy ATTACHMENTF multi-chem
Vernal, UT 84078 f-

Water Analysis Report
Production Company: NEWFIELDPRODUCTION Sales Rep: Darren Betts
Well Name: MON33-6Y-9-16 Lab Tech: Gary Peterson
Sample Point: Treater
Sample Date: 12/14/2011 Scaling potential predicted using ScaleSoftPitzer from
Sample ID: WA-204724 Brine Chemistry Consortium (Rice University)

??'.cyld n ig ( Inil : 1 00 trgntiu r) 00 Ac ic Aci H )
BH: 0 ru ( 1 rop on c A ( H

.0??l.cyled (ripn ) 84 1 rn ( e): 1 . ytangicAcd ( 3H7 .00???.inpay(yo p00 n n) 00 spbyt Acid ( H ) H

.00

."?°."?f .co2 (rngh ) . 0 00 ad (Pb) 00 luggg (F)
.00

Hgg in ggy°/o). 00 Aninionia NH3 00 roniin r). .0

H2S in Water (mg/L): 0.50 Manganese (Mn): 0.18 Silica (SiO2): 0.00
Notes:
P=0.25 mg/I

(PTB = Pounds per Thousand Barrels)

Calcium Barium Sulfate Iron Iron Gypsum Celestite Halite Zinc
Carbonate Sulfide Carbonate CaSO4 2H2O SrSO4 NaCI Sulfide

mi-----------------
70 14 0.32 2.46 1.51 6.20 2.92 0.45 2.47 9.26 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 346 0.35 2.61 1.27 6.02 2.70 0.45 2.59 9.27 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.42 3.00 1.09 5.80 2.59 0.45 2.74 9.28 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
146 1009 0.51 3.40 0.95 5.57 2.53 0.45 2.88 9.29 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 1341 0.61 3.79 0.85 5.35 2.53 0.45 3.02 9.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 1673 0.73 4.14 0.78 5.18 2.56 0.45 3.15 9.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 2004 0.85 4.42 0.74 5.07 2.63 0.45 3.26 9.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 2336 0.98 4.65 0.72 5.02 2.71 0.45 3.37 9.30 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
274 2668 1.11 4.82 0.73 5.03 2.82 0.45 3.45 9.31 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 3000 1.24 4.94 0.75 5.09 2.93 0.45 3.52 9.31 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Hemihydrate Anhydrate Calcium Zinc Lead Mg Ca Mg FeCaSO4~0.5H2 CaSO4 Fluoride Carbonate Sulfide Silicate Silicate Silicate

mi-----------------
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95 346 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
146 1009 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172 1341 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
197 1673 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
223 2004 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
248 2336 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
274 2668 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300 3000 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate

Multi-Chem - A Halliburton Service Wednesday, January 04, 2012
Page 1 of



ATTACHMENTF .

Mulu·CahemAnalyticalLaboratos mUlt I-Che m'
Vernal, UT 84078 SH A LUBUB I 0 NSEE / ICE
These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate

Calcium Carbonate Barium Sulfate
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Attachment "G"

Monument Federal #33-6-9-16Y
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5734 5742 5738 1880 0.76 1843
4406 4412 4409 1840 0.85 1811

Minimum 1811

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion
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RilASON FOR JUS A////A Ê$/45ÑÑOA/ Gd'ikt 01MAfl0;

030. PRS33. Û T130, IRES, // WHATllEFt/p///Ñ)? V//

TIME 0236tIFFION OF OPGATIONS AND C01\.SNTS

/9FCot ágáP ff" [5/2
. p/ ....# // f ORA, w/TF'M.

(roDU 045 (9/v'//ÄN7 //.9 /T//A/,f,

i

e
i . I . . II &

DAILY COSTS: LOADTo HECOVER,gi BBLS. or ¿y/J'gg
COMPIET10N HIC $ //'73 TEC. 3 CHEMICALS
BOP OFNTAL $ 170 8083 3 CEMENTING
EQUIP. Ratil'AL PD FON1fd & PUFS d RIC ANCHOfiS
TANK RENTAL M &Ð DOWN8012 PULP :) CATS & GRADERS $
HUTCILER S TA, MA, 30, $ $
00MPIET10NFLUlu a WELLHEAD 2.¿UIP. $
100 & Ph,'RFMAI'di) VALVE3 & Fil"l'INGÏg
ST1001AT10N :: TREAT€R/SIñPGATŒg
TRANSPORTATION i TANKS $
CONTRACP1ABOR $ PUMP UNIT/SNCINKi)
PACKßnS(RENTALT$ PACKERS/FURCHASE $ SUPßRVISION $
CUllULATIVECOST $

OPERATION3 SUmVISOR



¯" - " ATTACHMENTI -

BAlblOli 01L DIVQÏÒN

DA1LY 00MPl/T1,0N/ WORKOVWitHEPORT DATEA-Ä¾Ñ

WEli NAg & ll04A//#gh/kf/£2-7.7 l'Ÿ'JJy FI2LD ipp/ 5 |2Ñ//td
SEC. / T4P. 80G,g ODUNTY/2xt//Æg,tyg STATS //

TO ||df PSTD /pdff Kald filEY. CBD.IMEL fgh/

TEG. SIM ÎØ TYPE FVN GRAD&<T-A THRD. ØÑÑ WT. Á-5 RNG. Ä*

TEG. 81310 TYPE GRADID THRD.
, ,

,WT. HNC.

CAS. SIE fA'Â TYrs ATf C caADE
J~-Af THaD. S'/TP WT./F,f anc. 3

exs",siza Tre URADE Thao. WT. RNo.

PERFEATIONS| OTW Ho12 9'ORT-JJ 4'O£¥-J'?

REASONF0it JUB jf/F foAff/NT'PA/ LM Writ 011tAI'100

030. Pilt]d. $ TilU. )HMS. § IfÛ RATHER g/ft/Ñ)?

T108 D23031PT10N OF OPERATIONS AND00iMENTS

g/ 4 BLEKp (gy/L (?ptdH. ßÐ,CMáá f/JCf£X, V4¢ 9//##' AT//Ofd Ñ/3
di/fr u /27£ (2AzuAt To /TP of 4Ÿ ¥ 'g/. TI£/¢JJa 32, , paad is/7/

H/f , ‡ ffP-

/N to/ ??;ryge ¶|px ¿Yt/ 4/fr} TMG, LFad7~# pFFT .
km

9 --770 x 4: Fyp ,T-£T GRP, /,,f /P /14,/,P s/qq 46
i rgé, dagsog 2 4 4,«P, (74ka l 2,7f #7) 4/4'

/6'4-17A 27/p ft/F ¿T-,(F t342, ¢JË ///fdC7e 476, O
/(8 /Pr

A//2 Ruf A/NJi'M /44AA ff£47), A/# RM /25LL HER/
JRP T/$1 oxC^tpH re//p* TryV/sx, ri syg trP next Mr

T/S pg/ pgypyc¶/a# 377//gf . (?/sps )

/ - PH?' ? Vf"X /Va x )( /JA'e* h//,A~ <µ///4 PÅVy>FÑ.(TR/CD //7
i y/e X .27 Ro V g/y fo*./2///PE

.

/- ( V7*V 2,¥/ -////R
I- ?/e"y z' N,P «/,ttg* Tru/r/F ,

/93- Wy X 2J Q A/ PAJ/#

DAILY 003TS: 1ßAD TO RECOVER, DELS. OF ////ÂTNÑ
contLettoN 810 ‡ /)Ä¶ Tsc. Hfi/¥' is72f CHEMICAL3
BOF RENTAL / yp fl0DB He XV 9/g gf CSWENTING
EQUIP. AdNTAL M ,9p PON1911& PUPS ff/ RIO ANCHOfts
TANKRENTAL :i fd 'ANHOIA.PUI P /> 7‡ CATS & GRADERS $
HOT 01LSH i *g MA, 7ßŠ $
.00MP181'10DLUlD u ELL HEAD (QUIP. ,/ 7 97
100 & PERTSHATSid VALVFiš& FITTINGS $
STIMULATION :: TRSATER/SFPfililAT&T$ -

TRANSPORTAT10N : TANKS $
00NTRACI' IABOR $ f PUFŒ UN1T/ENGINES_$
PACKL'RS(RMNTAL $ PACKERS/PUllchASW_$ SUPidBVISION O

CUliULATIYlì CO3T $
OPERATION3 SUludVISOR 9¿¿



ul--11-96 Tau 20:21 ATTACHMENTG-I
EALCRON01L DIVISION

DAILY COMPIETION / WORKOYMREPORT DATE - /O -9/

WELLNAl¶S& NO.Rdeb//'#72/ß jf-A-V-/// FI2LD µ////f QÑ/k/
SEC. 6 TWP.11 HNG.fi COUNTY|2#UÑŒff

_

STATE y 72])/
TD (g/d¿2 PETD Áâ// XB /__O ßLEY. GBD.LEVEL
TEG. SIZE ‡, 770 TYPE £Ø GRADA THRD. 9 NÜ, WT. A IING. L
TDG, 8128 TYPE GRADE THRD. WT. RNG.
CAS. SIZE/ > _TYPE _CHADß THRD. ØÑÑ WT._[ RNG. J
QAS. SI2E_ TYPE GRADE TRUD• __WT. ANG.
PMFERATIONS OPßN HOIE //9///- /,/Of f -/

REASONFOR JOB_£/£/ / HMSEM' 01 1 | /

080. PRESS. TEC. PRESS. WEATHER

TIME DE30RIFT10N OF OPMATIONSAND 00 GNTS

d 172017 (ARLÁ fxpft'fd¿¯
J/Ai

9y 77 /727pkÆ

R>AV (#ANT /ftf' 70066/~ aff/ 7'ef ff/fpdf (AN. Ñ/JEN//F)

74/aTABINFito y
áXli 7J'PS/

h

DAILY COSTS: IDAD TO REGOVER,gg331S. OF
gygý¯¯t-g

COMPLETIONRIG TEG. A CHSt1ICALS 3
BOP RENTAL ROf]S 3 CSMENTING G
EQUIP, RENTAL PONIE3 & FUFS a RIG ANCHORS U
TANK RENTAL U DOVINHOIß PUNP__$ CATS & GRADERS
HOT OILER

¯Š

TA, MA, SN, $ /g_çpg,p7£ u çpg
COMPIßTIONFLUID U WELLBEADEQUIP,_$
10G & PERPERATS ¯u

VALVES& Fl?TINGS * «2¾ B
STIMUIATION u TENTM/SOMTEfr¯Š

:
TRANSPORTAT10N 5 TANKS E //, Mr
CONTRACTLABOR 3 /g? PUMP UN1T/ENCINVß n
PACKERS(RENTAL $ PACKERS/PUROMAGE S SUPERVlSION :

CUMULATIYSCOST $
orEarrIoNs SumavIson & R



EQUITABLE RESOURCES ENERGY COMPANY

DAILY COMPLETION & WORKOVER REPORT /
Date: )

Well Name A No. Atal;/MFÆT??A ÄJ~ I' Field A/AFRAINA ÑF7Sec, 4 Twp.f_,d_
_

Rng, JÁ County Pyr ED/E
. State µ7Td. //op Pbtd, J#_y_A bm. Grad Level .f& 7 Fill Date -Tbg. Size

..
Type

_ Grade ria Thrd. </ AF WL PagTbg, Si2e Type Grade Thtd Wt, RngCsg. Size
_
Type C Grade Thrd. _2, Wt. RngCsg. Site Type Grade Thrd. Wt. RngLiner Size Type Grade Thrd Wt. Rng

Petteretons / pen Hole .A Ÿ

Reason For Job / Present Operation
Csg Press. Tbg.Press. _ Weather

TIME DESCR1PTION OP OPERATIONS& COMMENTS/Var > ff/Æg N/S ///A// 1- Tyyy/rs . Pl a/7"f r#,d!« 74); .4 / 4/2 0& F-';WPV Te R /G « P .

] -|| 7
fat By, ///,4/5 ¿µEAA.p µ/,SES/ /////, //gf// Ñóff ¿P/ ¾ŒNF/, 2 95tr e /, µ>J/'Eg .

794// tel/Aç/2 .57/')/*& .

#/2 IVFN.//£4F, /Vf/ Ho?·
.

/VAK 7>S, VG//M r

7eo// ¿q/rs.
.577t/wp,

/VP Fo?-
4/ /2 V -8 ¿µFAL // yp p /V// .?

- R / // ///JP , //// ¿#dP ,

d#477' ty£# /* M/VŽ7/A / -/, 77

Daily Co tildatin L T e bbis. Of / 97
bbls. O[

Cornpletion Rg $ Tbg
_

Jts Ft. S ChemicalsBop Rental
_

t Rods its Ft. S Cementing STank Rentaf S Ponies & Pups $ Rig Anchors $Hot Oiler 5 Down Hole Pump $ Cats & Gradea $Completion Fluid $ Ta. Ma, sn,
_

$ $Log & perferate S Wel1Head Equip
_

$
_ $Stirmilation

_ $ Valves & Fittings _ $ $Contract Labor $ Treater / Separater _ S $Down HoleTools (rental) $ Tanks $ $Equipment Rental $
_ (p_ Pump Unit / Engines $ $Transportation $ jfA_L DH Tools (Puchase)

_
$ Supervision $

Operations



JAN-13-97 MON 21:49 ATTACHMENTG-I
.

EQUITABLE RESOURCES ENERGY COMPANY

DAILY COMPLETION & WORKOVER REPORT
Date: / - O .

Wd!Name& No
/t/#£ÿVf~Pyp,

.3]-/- f -/J,V Field /¥»/>///>/47/7 fa/TE
Sec..1_-M.gí_.>s.JU_.._ county

_p_gmidd_ ..
stateyrTd./ /da Pbtd. Ap l/2. Kbm. /P Gmd.Level 95 7 Fill Date

Tbs i._ ...TVpe_AÛ/A _Grade Thrd. « A WL
Tbg. Size

__

_.,Type__ Grade Thrd.,_ Wt. Rng.

Csg. Size Type Grade ' Thrd.
__

)? Wt. / Rng.3
Csg. Size Type Grade Thrd. WL Rng.
Liner Size Type Grade Thrd . WL Rng.

Perferations/ pen Role:

Reason For Job_ Present Operation
Csg. Press. Tbg Press. Weather 4//dk/ (r_ J _-

TIME DESCRIPTIONOF OPERATIONS& COMMENTS
d7//- AN 147 £4p/CED † Pg/C Øyó - FŸ

ys/M o TAP/7xáxT WSPoß , y/RP , yf IFBA µØ7M
o†/p ¿YAÑ JC
oen šµF /4AC

tr¢o # ø P ,SÆÆP /Æ_C9A

oNTíth'? p

Daily Costs:_ Cumulative Costs: Load To Recovet: ,ÑÌO bbla. Of /2/
bble.Of

Completion Rig $ 7 Tbg.__ Jts.
_

Ft. $ Chemicals $
Bop Rental

__
$ Rods.

_

Jts. FL $ Cementing $
Tank Rental $ L Ponies a rups s

_ _
Rig Mchors $

Hot Oiler $ Down Hole Purup $ ___
Cats & Gradets $

Completion Fluid S Ta, Ma, sn,
_,

$_
_ _

$
Log & perferate S WellHead Equip 5 $
Stimulation $ Valves & Fittings S
Contract I,abor S Treater / Separater $
Down HoleTools (rental) $ Tanks $ $
EquiprnentRental 8 Pump Unit / Engines_ $

_

$
Transportation $ DH Tools (Puchase)

_ _ _
$

_

Supervision S

Operations



JAN-15-97 WED O:11 P.61

ATTACHMENT
EQUITABLE RESOURCES ENERGY COhiPANY

DAILY COMPLETION & WORKOVER REPORT
Date: /

We Neune &. No. M//kg§Vf'ffD JAV'Ÿ /Af Field AfsA///xxx7 Ø«MWSes. Twp. f.f._
,

Rng
./

5_.. County
_ p_MG//59 . ..._. State_g/Td, ¢(to Pbtd-.Á // Kb Q.__. Gmd.Level 'G A 7 Fiß Date -Tbg. Size

__&__]
Type Grade

_
Thtd.AL WL f RngTb Si2e

-. _
Type Grade

_
Etrd Wt. RngCsg. Size

_ff
Type Grade

_

Thrd Wt. / ,f RngCsg. Site Type Grade
_

Eird. Wt. RngLiner Size. Type
__

Grade tud. Wt Rng
Perferations/ Open Hote: ý'

Reason For Job Present Operation
Csg. Press.J'd Tbg.Press WeÄer f_ _fAff/A /_6

TIME DESCRIPTION OF OPERATIONS & COMMENTS
ç7pp 17/Æk A' //- /VFAP,

L'Æ_d'//F ?8Mr JF4iA//??AF †¯/sy JTA pg Ty t'9 TL E'F-9/9 /VaT Top sa#D,

fall 4 P_A'P_.5FT /M&, A7~ If 7Ñ'M-
/ /v//// ¶ #pl N ÑA R/7FFR 7a ymda /-74/pgf.

BAC h// 2 78/4& AP p / Yp Fill , tw/ FRp 14vpy
Ñ>RTER SA/VP 1/ÆR Raff SodM T »A/ TA (igg,
/fixtASE PM , rap// gi ras-, Pha. ¯¯

RF78/FVR ANH£// F//1 ¥- Jyaß-

Daily Costs:
_ _ _

CumulativeCosts : Load To Recover : bb1s. Of
_g

bbls.Of

Completion R S f_O Tbg. Jts. Ft $ Chemicals $Bop Rental 5 / 7 Rods Jts FL $ Cementing $Tank Rental $
_

Ponies & Pups
_ $_ Rig Anchors SHot Oiler $ Down Hole Pump $ Cats & Graders 5.Completion Fluid S Ta, Ma, sn, $ $Log & perferate S Well Head Equip 5 $Stimulation $_ Valves & Fittings $ $Contact Labot $ Treater / Separatet $ $Down Hote Tools (rental)_$ Tanks $ $Equipment Rental

_
$ _ Pump Unit / Engines $ $Transportation $ ,J_7 DH Tools (Puchase) $ Supervision $

Operations Supemsor



JAN-15-97 WED 21:51
.n. .

ATTRHMENTG
. to \\

EQt]ITABLE RESOURCES ENERGY COMPANY

DAILY COMPLETION & WORKOVER REPORT
Date: A -

Well Name & No. g/f t/g//fffE AJ¯ A¯ E'NL Field /lfaA/VA/#A/7 NV77E
Sec._/_

_
Twp.

_ f .J.
, . _

Rng./_Aß County ]?_//£//£5/2,_
_ .. ..

Statejyn
Td, áled Pbtd. 4 y Kbm. ¿_ Gmd.Level Feb 7 Fill, £2f Date_]__-
Tbg. Size))/9 Type

_
Grade y F Thrd, yR P, Wt.Ja f_ _

Rng
Tbg. Size Type

_ _

Grade
_

Thrd.
_-

Wt. Rng.
Cag. Si2e TYPe

. &7/- C Grade _J Thtd. 9 RR Wt. /ff Rng. ß
Cag. Size Type

_

Grade Thrd. Wt. Rng.
l..inerSi2e Type

_

Grade
_

Thrd.. Wt. Rng.

Perferations/ Open Hole:_§F// -_J_f
,

Reason For Job ÑNFÂAC Present Operation
Csg. Press. Tbg. Press. _ Weather O * /

TIME DESCRIPTIONOP OPERATIONS & COMMENTS
2740 FAu/f2 / MVEA 90 '

25 ;FT
..faWÑ¯747

ßgtta To suffs gg/bg/-

pcoy£/f £7 7¾¿ hy //P RPA taaraß, 77/Ace save ,

PA«lk Aft/FA '/fd Akr 9 /INNS·
e_d'r/¯/JP/P

F MV é PV Mß-

//£LFAik ?/rå J J/ÆR /).7
, f PR NO ,

P/P /VT C/xc /75 Ja#F ox7 /JE F F PÆ¾F/A/S doxP/7/'axf.

Pe Af « PV 77

Daily Costs: _ Cumulative Costs: Load To Recover 70 bble.OfkWTP
bble.Of

Completion Rig S Áf_Z Tbg. Jts. Ft _$ Chemicals $
Bop Rental _$ /70 Rods Jts. Ft. S Cementing $
Tank Rental $ /d Ponies & Pups

_$
__

Rig Anchors S
Hot Oiler 5 Down Hole Pump $ Cats A Graders $
Completion Fluid S Ta, Ma, so, $ $
Log & perferate $_ Well Head Equip. $

_
$

Stimulation
__.

$ Valves & Fittings S
Contract Labor S 27/ Treater / Separatet $
Down HoleToots(rental)$

_ _ _ _ _

Tanks $ $
Equiprnent Renta! $ _(d

._
Purnp Unit / Engines 5 $

Transportation
___

$ DH Tools (Puchose)
_

$ Supervision $

Operations



ATTACMMENTG-L
ll ll

EOUITABLE RESOURCES ENERGY COMPANY

DAILY COMPLETION & WORKOVER REPORT
Date: / -

Well Name & No. #}dÑ¿////ff ?/A 32" A" Ÿ /Af Pield Ñ#All/N Ñ¤,7~7F
Seo.Á Twp.j_¿'_ Rng.,// County Py]¿{{.*gg

_.
State //7,

Td. 6 /## Pbtd J.g.yÄ_
Kbtn. I e Gmd. Level &¯W 7 Pill Dato • •

Tbg. Si2e L_J/_&
_ _

Type ///f_
_

Grade 2£5 Thrd. 9 /IP, Wt. & Rng.
Tbg. Size

_ _

Type Grade Thrd. Wr. Rng.
Csg. Size

_

Type Grade Jf_ Thrd. g 74P, Wt. Rng.
Cag. Size

_ _ _
Type

_ _ _
Grade

_ _
Thrd. Wt. Rng.

Liner Size
_ _ _ _

Type
.

Grade
..
Thrd.,_ Wt Rng.

Perferations/ Open Hole. ‡ 795/ Ÿ , ,

Reason For Job_Â Present Operation
Csg Press._ O._ Tbg Press _Q __

Weather

TIME DESCRIPTION OF OPERATIONS & COMMENTS
o7a TaoÑ w/7p , ‡ Pyg.

A/_Q_A_2 Af di' kl idE AA ytyyp //M 39î REXL }/FAP, Al ¿/ go .

7'/N w 77A 578/*/;, LP/VG7~// ËNP // /f/1
y RoTcNÆ '_f/NA/FP (°ol/aÑ M/e - © I-; 96
;->7, 2-7/« FµE 7-JJ 9ßP, (e,f#~ $2/3 _ // ys

j -PA4P ilta ,2 7/4 X 47 UM 4979 3>'
) -,/

7~ /AP//*~ z VA i ,i o «f 92-/,/J^
4 - J75e A A fd? A NP J'F~ /22/40 *(40 ,of

I - T/G, /M/Ct/oß M/ex J/2 /Tyka) 2.7;- y7/eggit--176, p. e &cta -¿Y f)Rp, 4,y# t/75f,7c2 µ74/78
If B to -do

sp Jo? y ser TRA .4xcÑ>R //M Tyyv;/o//, # ¿/ tyr/L 27//p,
T?// (my R/>P ATXA'A

-207 2 Pz X / A'eX / Ra «VS/// ?/wvuÆ Li&ca y ( )
) - 7/0 f z' fw// to/ x/4// fru/PE
/ - I // / X :25' ¿p-Og/
I - 7/e)r 17 FAVW/ Ut / SC IFlí

in - J/v*)(zt ? PUR(- 3/4-xet Foxy
I - fa J// lial? / V A2 /

twe> TAT P FP JA a saa 74x/ og .

///fÆ'S ¢fÁL SA/
8 9/40

Daily Costs:
_ _

CumulativeCosts Load To Recover :J20_ bb1s.Of_W//
bb1s.Of

Completion Rig $ 3/_† Tbg._ Jts. Ft._$ Chemicals $
Bop Rental 5 If Rods Jts. Ft

_$ Cementing $
Tank Rental $ ja

_

Ponies & Pups $.
.... .. _ Rig Anchors $

Hot Oiler 5 own Hole Pump $ fŸ7 Cats & Graders._ $
Cornpletion Fluid 5

_ _ _
Ma si $ y ff _ $

Log & perfemte_ $ ell Head Equip. 8 $
Stimulation

_ ...
5 Valves & Fittings $

Contract Labor
___

$ Treater / Separater 5 $
Down HoleTools (rental) $ Tanks $ $
Equipment Rental $

_ _
Pump Unit / Engines $

_ .. $
Transportation

_
S DH Tools (Puchase)

_ _ _
$ Supervision S

Operations



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

l. Set CIBP @4356'

2. Plug #1 Set 100' plug on top of ClBP using 12 sx Class "G" cement

3. Plug #2 180' balance plug using 21 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Plug #4 Pump 38 sx Class "G" cement down 5 ½" casing to 312'

The approximate cost to plug and abandon this well is $42,000.

Monument Federal



ATTACHMENTB-

SpudDate:6/4/96 Monument Federal #33-6-9-16Y
Put on Production: 7/10/96 Initial Production: BOPD,

GL: 5867' KB: 5877 Proposed P&a MCFPD, BWPD

Wellbore Diagt un
SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55 Top of cement 226' Pump 38 sx Class "G" Cement down 5-1/2" casing to 312'
WEIGHT:24# Casing Shoe @262'
LENGTH: 6 jts (252')

DEPTH LANDED: 262'

HOLE SIZE:12-l/4"

CEMENT DATA: 160 sxs Class "G" cmt, 2% CaC12,1/4#lsx cello flake

120' balance plug using 14 sx Class "G" cement 60'
above Uinta/Green River and extending 60' below

PRODUCTION CASING (1618'-1738')

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 147jts. (6070')

DEPTH LANDED: 6080'

HOLE SIZE: 7-7/8"

CEMENT DATA: 390 sks Super "G", 3% salt, 2% gel, 2#lsx kol-seal,
1/4#/sx cello flake. Tail w/290 sxs 50/50 poz, 2% gel, 1/4#/sx kol-seal.

CEMENT TOP: 226, 180' balance plug using 21 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of

.... . Mahogany Oil Shale (2977'-3157')

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @4356'
4406-4412'

4845 - 4853' reperfed

4854 - 4859' reperfed

5256-5260'

5262-5268'

5734-5742'

NEWFIELD
PBTD @6042'

Monument Federal #33-6-9-16Y « \ TD @6100'
1850' FSL & 1850' FEL

NW/SE Section 6-T9S-R16E

Duchesne Co, Utah

API #43-013-31589; Lease #UTU-74390
JL



FORM 3160-5 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR o o oo

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74390

Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. if Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unitor CA/Agreement, Name and/or

GMEU
1. Type of Well

Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator MON FED 33-6-9-16Y

NEWFIELD PRODUCTION COMPANY flPUR11¾3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331589
Myton, UT 84052 435 646.3721 10 Field and Pool or Fxploratory Area

4. Location of Well (Footage, Sec , T., R., M., or Survey Description) GREATER MB UNIT
1850 FSL 1850 FEL 11. County or Parish, State

NWSE Section 6 T9S Rl6E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production (Start/Resume) Water Shut-Off
Notice of Intent O Alter casing O Fracture Treat Q Reclamation Well Integrity

O Subsequent Report Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon O Temporarily Abandon

Final Abandonment Convert to Injector O Plug Back O Water Disposal

13. Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent repods shall be filed within 30 days following completion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

Newfield Production proposes to convert the above mentioned well from producing oil well to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Jill Lovle Regulatory Technician
Signatur Date

03/23/2012
- ù THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Anorovedby . . . . . . . . . . . . . . . Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct ooerations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly andwillfully to make to any department or agency of the United
States anv false. fictitious and fraudulent statements or reoresentations as to any matter within its iurisdiction

(Instructions on page



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

July 9, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Monument Federal 33-6-9-16Y, Section 6, Township 9 South,
Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-31589

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. CodeR649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

5. The top of the injection interval shall be limited to a depth no higher than 4,148 feet in the
Monument Federal 33-6-9-16Y well.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

ohn Rogers
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County umu
Newfield Production Company, Myton DNRWell File

N:\O&G Reviewed Docs\ChronFile\UIC

1594West North Temple, Suite 1210, PO Box 145801,Salt Lake City, UT 84114-5801 oxi.,GAS & MININGtelephone(801) 538-5340 •facsimile (801)359-3940 . TTY(801)538-7458 •
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Monument Federal 33-6-9-16Y

Location: 6/9S/16E API: 43-013-31589

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 262 feet and has a cement top at the
surface. A 5½ inch production casing is set at 6,080 feet. A cement bond log demonstrates
adequate bond in this well up to about 2,846 feet. A 2 7/8 inch tubing with a packer will be set at
4,356 feet. Higher perforations will be opened at a later date. A mechanical integrity test will be
run on the well prior to injection. Based on surface locations, there are 11 producing wells, 7
injection wells, 1 P/A well, and 1 shut-in well in the AOR. Five of the producing wells are
directionally drilled, with a surface locations inside the AOR and a bottom hole locations outside
the AOR. In addition, there are two directional wells with surface locations outside the AOR and
bottom hole locations inside the AOR. Also, there are 2 currently drilling directional wells with
surface locations outside the AOR and either a bottom hole location or a portion of the well
traverse inside the AOR. All of the wells have evidence of adequate casing and cement for the
proposed injection interval.

Ground Water Protection: As interpreted from the Utah Geological Survey's DOE Project-
Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/l TDS) is at a depth of approximately 1200 feet. Injection shall be
limited to the interval between 4,148 feet and 6,042 feet in the Green River Formation.
Information submitted by Newfield indicates that the fracture gradient for the 33-6-9-16Y well is
0.85 psi/ft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 1,811 psig. The requested
maximum pressure is 1,811 psig. The anticipated average injection pressure is 1100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures in
the adjacent confining intervals. Any ground water present should be adequately



Monument Federal 33-6-9-16Y
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date:



BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-390

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 23, 24, 25,
AND 26, TOWNSHIP 9 SOUTH, RANGE 15 EAST, AND SECTIONS 6, 13, 19, 22, 24, AND 27,
TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS II
INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 100117* Street, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval
of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:

Ashley Federal 12-23-9-15 well located in NWl4 SW/4, Section 23, Township 9 South, Range 15 East
API 43-013-32830

Ashley Federal 10-24R-9-15 well located in NW/4 SE/4, Section 24, Township 9 South, Range 15 East
API 43-013-15781

Ashley Federal 14-24-9-15 well located in SE/4 SW/4, Section 24, Township 9 South, Range 15 East
API 43-013-32821

Ashley Federal 16-24-9-15 well located in SE/4 SE/4, Section 24, Township 9 South, Range 15 East
API 43-013-32944

Ashley Federal 4-25-9-15 well located in NW/4 NW/4, Section 25, Township 9 South, Range 15 East
API 43-013-32884

Ashley Federal 4-26-9-15 well located in NW/4 NWl4, Section 26, Township 9 South, Range 15 East
API 43-013-32900

Monument Federal 33-6-9-16Y well located in NW/4 SE/4, Section 6, Township 9 South, Range 16 East
API 43-013-31589

Federal 11-13-9-16 well located in NE/4 SW/4, Section 13, Township 9 South, Range 16 East
API 43-013-32652

Federal 15-19-9-16 well located in SW/4 SE/4, Section 19, Township 9 South, Range 16 East
API 43-013-33162

Federal 13-22-9-16 well located in SW/4 SW/4, Section 22, Township 9 South, Range 16 East
API 43-013-33148

Federal 7-24-9-16 well located in SW/4 NE/4, Section 24, Township 9 South, Range 16 East
API 43-013-33085

Federal 11-24-9-16 well located in NE/4 SW/4, Section 24, Township 9 South, Range 16 East
API 43-013-33340

Federa13-27-9-16 well located in NE/4 NW/4, Section 27, Township 9 South, Range 16 East
API 43-0 13-33352

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production



Any person desiring to object to the application or otherwise intervene in the proceeding, must file awritten protest or notice of intervention with the Division within fifteen days following publication ofthis notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, atP.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest ornotice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at thehearing how this matter affects their interests.

Dated this 10th day of April, 2012.

STATE OF UTAH
DIVISION O OIL, GAS & MINING

Bra Hill
Permitting



Newfield Production Company

ASHLEY FEDERAL 12-23-9-15, ASHLEY FEDERAL 10-24R-9-15, ASHLEY FEDERAL 14-24-9-15,
ASHLEY FEDERAL 16-24-9-15, ASHLEY FEDERAL 4-25-9-15, ASHLEY FEDERAL 4-26-9-15,
MONUMENT FEDERAL 33-6-9-16Y, FEDERAL 11-13-9-16, FEDERAL 15-19-9-16, FEDERAL 13-22-9-16,
FEDERAL 7-24-9-16, FEDERAL 11-24-9-16, FEDERAL 3-27-9-16

Cause No. UIC-390

Publication Notices were sent to the following:

Newfield Production Company Duchesne County Planning
1001 17th Street, Suite 2000 PO Box 317
Denver, CO 80202 Duchesne, UT 84021-0317

Uintah Basin Standard Bruce Suchomel
268 South 200 East US EPA Region 8
Roosevelt, UT 84066 MS 8P-W-GW
via e-mail legals@ubstandard.com 1595 Wynkoop Street

Denver, CO 80202-1129
Salt Lake Tribune
PO Box 45838 Newfield Production Company
Salt Lake City, UT 84145 Rt 3 Box 3630
via e-mail naclegal@mediaoneutah.com Myton, UT 84052

Vernal Office
Bureau of Land Management
170 South 500 East
Vernal, UT



From: "Fultz, Mark" <naclegal@mediaoneutah.com>

To: <jsweet@utah.gov>

Date: 4/11/2012 10:09 AM
Subject: Legal Notice
Attachments: OrderConf.pdf

AD# 783810
Run Trib/DNews - 4/14
Cost $293.96
Thank you



Remit to: P.O. Box 704005Sheñattgakegribune MEDIA# Deseret News West Valley City, UT 84170

Order Confirmation for Ad #0000783810-01

Client DIVOF OIL-GAS & MINING Payor Customer DIVOF OIL-GAS & MINING Ad Content Proof Actual Size
BEFORE1HE DIVISIONOF OIL, GAS AÞO MININGClient Phone 801-538-5340 Payor Phone 801-538-5340 DEPARTMENIOF NATlRAL RESOURŒ5

STATEOF UTAH
NOTIŒ OF AGENCYACTION

CAUSENO. UIC-390
Account# Payor Account IN THE MATTEROF THE APPLICATIONOF NEWFIELDPRODUC-

TION COMPANY FOR ADMINISTRATIVEAPPROVALOF CERTAIN
Address 1594 W NORTH TEMP #1210,P.O. BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P.O. BO) N CO , ,S

TI 13
N

SALT LAKECITY, UT 84114 USA SALT LAKECITY, UT 84114 T WNSHIPCMS ECRTO
ML S

THE STATE OF UTAH TO ALL PERSONS INTERESTEDIN THE
ABOVEENTITLEDMATTER.
Notice is hereby gives Thai The Divisict of OTI, Gas Ud Min-Ordered By Acct. ExeC ing (the 'tivisice")is ommendog o infonnal odjudicativeFax 801-359-3940
proceedîmg To consider the applica11er of Newfield Prodsc-

Jean mfultz rice compacy,1001 178 Street, Seite 2000, Denver, Ccic-EMail earlenerussell@utah.gov rode 80202, telephere 303-893-0102, for administrasive
approval of te following wells located im Dodesre Cecety,
Utah, for conversiceto Class II injectice wells.Total Amount $293.96 y"FMod

to 5 well Iccated im NW/4 SW/4,

Payment Amt $0.00
Tear Sheets Proofs Affidavits 5 e im NW 4 SE 4,

API 43-013-15781Amount Due $293.96 0 0 1 Ashley Federal 14-24-9-15 well îccated im SE 4 SW/4,5ec-
tror 24, Towndip 9 Secth, Range 15 East

API 43-013-32821Payment Method PO Number UIC-390 Ashley Federal 16-24-9-15 well Iccated in SE/4 SE 4, Sec-
71011 24, Township 9 Sovit, Range 15 East

Confirmation Notes: AseÎe'yrieraÏ4 '2Ë9-15 well icoted 10 NW 4 NW 4, Sec-
Tien 25, Township 9 Sectt, Range 15 EastText: Jean API 43-oi 3-32884
Ashley Federal 4-26-9-1 5 well located im NW/4 NW 4, Sec-
Tier 26, Township9 Secth, Range 15 East

Ad Type Ad Size Color moÎÊ°ÀŽai"a3-6-9-16Y
well foented ir NW/4 5E 4,

Legal Liner 2.0 X 86 Li <NONE> $ÎÊo'Îfa$s'930tth,Romge16 East

Federal 11-13-9-16 well Iccated ir NE/4 SW/4, Sectier
1 3, Township 9 Sect, Range 16 East

Product Placement Position å ÍÀ -29Í¾
well Iccated imSW/4 5E/4, Sectier 19,

Salt Lake Tribune:: Legal Liner Notice -0998 Public Meeting/Hear-ing Notices o'i
Û'iiŸge16Eart

Federal 13-22-9-16 well Iccoled 10 SW/4 SW/4, SectierScheduled Date(s): 04/14/2012 22, Township 9 South, Range 16 East
API 43-013-331 48

Product Placement Position igraip sŠÂa$i?$ in SW/4 NE 4, Sectier 24,

Deseret News:: Legal Liner Notiœ -0998 Public Meeting/Hear-ing Notices ÅÑÍi'-32Ì.395
well Iccated im NE/4 SW 4, Section 24,

TownshTp 9 Secth, Range 16 EastScheduled Date(s): 04/14/2012 API 43-oia-aaaac
Federal 3-27-9-16 well Iccated in NE/4 NW/4, Sectice 27,

Product Placement Position to ee ge i s a
lhe pmeeeding will be condtered in a<rcrdarce with Utul:sltrib.com:: Legal Liner Notice -0998 Public Meeting/Hear-ing Notices Akin.Ró49-10,AdnimistranvePrecedures.
Selected zones ir the Grees River Formation will be used forScheduled Date(s): 04/14/2012 water i.¡ecnet. The maxinom reqwsted Telemer pressures
and rares will be determined based 00 frottle gradient in-
fennatico submittedby Newfield Producnon Company.Product Placement Position Ary person desirimg te object 70 The applicatico er otherwise
intervere in ibe proceeding mustfîle a wrliten protest er no-utablegals.com:: utahlegals.com utahlegals.com tiœ ef intervestler with the Divisies withir fifteer days fel-
lowitg publiotier of 1his refiœ. The Division's Presid g Offi-Scheduled Date(s): 04/14/2012 cer for de proceediep is Brod HRI, Permming
P.O. Box 145801, Sat Lake City, UT 84114-
number (801) 538-5340. If such a protest er notiœ c
vertice is received, a hearing will be scheduled in acord-
ance with the aforemertioned administrative precederol
rules. Prcrestants ord/or interYerers stetid be prepared te
demonstrate or the hearing how this matter affects their ir-
Terests.
Dateditis 1010 dgy of April, 2012.
STA1E OF UTAN
DIVISION OF OIL, GA5 & MINING

Hill
Permittirg Morager
783810 LPAXLF

04/11/201210:09:05AM



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R.HERBERT ExecutiveDirector
Governor Division of Oil, Gas and Mining

GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

April 10, 2012

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-390

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish theNotice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OILr GAS &



Page 1 of 1

Jean Sweet - Re: Notice of Agency Action -- Newfield Production Company Cause No. UIC-390

From: Cindy Kleinfelter <classifieds@ubstandard.com>
To: Jean Sweet <jsweet@utah.gov>
Date: 4/12/2012 12:15 PM
Subject: Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-390

On 4/10/2012 1:40 PM, Jean Sweet wrote:

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible. Please notify me via e-mail of the date it will be published.
My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:
Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
jsweet@utah.gov

Hello. It will be in the April 17th edition.
Thank you,
Cindy

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\4F86C753...



' State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT ExecutiveDírector

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

April 10, 2012

Via e-mail: legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-390

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish theNotice, once only, as soon as possible. Please notify me via e-mail of the date it will bepublished. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov QIL, GAS &



RECEIVED: Aug. 22, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 MON FED 33-6-9-16Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1850 FSL 1850 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /21 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 08/20/2012. New intervals perforated, B1 sands -

5105-5108' 3 JSPF, B2 sands - 5146-5149' 3 JSPF, B.5 sands -
5073-5076' 3 JSPF, C sands - 5019-5022' 3 JSPF, & D3 sands -

4955-4956' 3 JSPF. On 08/21/2012 Chris Jensen with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed
well. On 08/21/2012 the casing was pressured up to 1120 psig and

charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubing pressure was 300 psig during the test.

There was an State representative available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 8 /22 /2012

August 24, 2012

Sundry Number: 29146 API Well Number: 43013315890000Sundry Number: 29146 API Well Number: 43013315890000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well MON FED 33-6-9-16Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

1850 FSL 1850 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/21/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 08/20/2012. New intervals perforated, B1 sands - Utah Division of

5105-5108' 3 JSPF, B2 sands - 5146-5149' 3 JSPF, B.5 sands - Oil, Gas and Mining
5073-5076' 3 JSPF, C sands - 5019-5022' 3 JSPF, & D3 sands - FOR RECORD ONLY

4955-4956' 3 JSPF. On 08/21/2012 Chris Jensen with the State of Utah August 24, 2012
DOGM was contacted concerning the initial MIT on the above listed

well. On 08/21/2012 the casing was pressured up to 1120 psig and
charted for 30 minutes with no pressure loss. The well was not injecting

during the test. The tubing pressure was 300 psig during the test.
There was an State representative available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/22/2012

RECEIVED: Aug. 22,
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Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721
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Daily Activity Report

Format For Sundrv

MON 33-6Y-9-16
6/1/2012To 10/30/2012

8/14/2012 Day: 1 Conversion

WWS #7 on 8/14/2012 - MIRUSU, Pooh w/ rods change over to tbg. Equip. ris TAC - R/D
move from R-6-9-16, MIRUSU - Change over to tbg. Equip. rls TAC R/U work floor and prep.
To Pooh in AM SWIFN - Bleed well dwn. - Unseat pump flush w/ 40 bbls reseat & pres. Test to
3000# (good) - Pooh w/ rod string L/D as followes-1 1/2x 30' Polish rod,99-4per-3/4"-68 slk
3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump - Change over to tbg. Equip. rls TAC R/U
work floor and prep. To Pooh in AM SWIFN - Hold pre job saftey meeting, review JSA's - R/D
move from R-6-9-16, MIRUSU - Pump 60 bbls htd. wtr. Dwn csg. Well pres. Up to 1500# after
pumping 20 bbis, - Bleed well dwn. - Unseat pump flush w/ 40 bbls reseat & pres. Test to
3000# (good) - Pooh w/ rod string L/D as followes-1 1/2x 30' Polish rod,99-4per-3/4"-68 slk
3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump - Change over to tbg. Equip. ris TAC R/U
work floor and prep. To Pooh in AM SWIFN - Hold pre job saftey meeting, review JSA's - Hold
pre job saftey meeting, review JSA's - R/D move from R-6-9-16, MIRUSU - Pump 60 bbls htd.
wtr. Dwn csg. Well pres. Up to 1500# after pumping 20 bbls, - Bleed well dwn. - Unseat pump
flush w/ 40 bbls reseat & pres. Test to 3000# (good) - Pooh w/ rod string L/D as followes-1
1/2x 30' Polish rod,99-4per-3/4"-68 sik 3/4"- 58-4per 3/4"- 6-1 1/2 wt. bars & RHAC pump -

Pump 60 bbls htd. wtr. Dwn csg. Well pres. Up to 1500# after pumping 20 bbls,
Daily Cost: $0
Cumulative Cost: $7,115

8/15/2012 Day: 2 Conversion

WWS #7 on 8/15/2012 - POOH w/tbg, RT bit & scraper - SITP 0, SICP 0. TOOH taling tbg,
breaking, inspecting & green doping every connection w/140 jts 2 7/8" J-55 tbg, LD 45 jts,
TAC, 1 jt, SN, 1 jt, NC - Crew travel & safety meeting: communication - Seat on bottom jts,
TAC missing springs, flushed 1 more time w/45 BW - Spot in trailer w/work string, tally & prep
tbg, eat lunch - PU & RIH w/4 3/4" mill, 5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80
tbg, tag fill @ 5999', 37' of fill on PBTD - Crew break - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN -

Crew travel to WWS safety meeting - Crew travel & safety meeting: communication - SITP 0,
SICP 0. TOOH taling tbg, breaking, inspecting & green doping every connection w/140 jts 2
7/8" J-55 tbg, LD 45 jts, TAC, 1 jt, SN, 1 jt, NC - Seat on bottom jts, TAC missing springs,
flushed 1 more time w/45 BW - Spot in trailer w/work string, tally & prep tbg, eat lunch - PU
& RIH w/4 3/4" mill, 5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80 tbg, tag fill @ 5999',
37' of fill on PBTD - Crew break - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN - Crew travel to WWS
safety meeting - Crew travel & safety meeting: communication - SITP 0, SICP 0. TOOH taling
tbg, breaking, inspecting & green doping every connection w/140 jts 2 7/8" J-55 tbg, LD 45
jts, TAC, 1 jt, SN, 1 jt, NC - Seat on bottom jts, TAC missing springs, flushed 1 more time
w/45 BW - Spot in trailer w/work string, tally & prep tbg, eat lunch - PU & RIH w/4 3/4" mill,
5 1/2" csg scraper, 2 7/8" SN, 192 jts 2 7/8" N-80 tbg, tag fill @ 5999', 37 of fill on PBTD -

Crew break - Crew travel to WWS safety meeting - TOOH w/80 jts 2 7/8" N-80 tbg. SDFN
Daily Cost: $0
Cumulative Cost: $14,315

8/16/2012 Day: 4 Conversion

WWS #7 on 8/16/2012 - RU Frac crew & Frac B-2 sds, B-1 sds & B-.5 sds. - Rig Crew Travel.
- Rig Crew Travel. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. Rlease

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa...
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tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - Release pkr & reverse
tbg clean. TIH & circulate sand off plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @
5003'. Shut well in. SDFN - RU flow back equipment. Open well to tank w/immediate flow
back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbis per minute. Recover 150
bbls fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls lightning
17 treating fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbis
lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
RIease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - Release pkr & reverse tbg clean.
TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - RU
flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank w/immediate
flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open well, Break &
Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. - Open well,
Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. -

Release pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug
@ 5135' Set pkr @ 5085' - Release pkr & reverse tbg clean. TIH & Circulate sand off plug.
RIease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - RU flow back equipment. Open well
to tank w/immediate flow back to tank @ approx 3 bb\s per minute. Recover 50 bbls fluid. -

RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 50 bbls fluid. - Open well, Break & Frac B-2 sds w/ 15529# of 20/40
sand w/ 237 bbis lightning 17 treating fluid. - Open well, Break & Frac B-2 sds w/ 15529# of
20/40 sand w/ 237 bbls lightning 17 treating fluid. - RU BJ frac crew. Have safety meeting &
pressure test frac equipment. - RU BJ frac crew. Have safety meeting & pressure test frac
equipment. - Rig crew travel to location. - Rig crew travel to location. - Crew travel - Crew
travel - MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure test
tools to 1000 psi. Good test. Release PKR. SDFN - MU new set of tools. TIH w/ tbg. Set plug @
5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR. SDFN -

Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5
hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. - Relaes
PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5 hrs.
Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. - SeT PLUG
@ 5135' SET pkr @ 5070'. Attempt to break down B1 sds @ (5105'-08'). Could not get break.
Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-
76') @ 4700 psi. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break down B1 sds @
(5105'-08'). Could not get break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @
5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug
& pkr. Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr.
Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - RU Extereme WLT. RIH w/wire line & perforate
B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76'), C sds @ (5119'-22'), &
D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - RU Extereme WLT. RIH w/wire line &
perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76'), C sds @
(5119'-22'), & D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - Continue TOOH w/tbg &
LD scraper. - Continue TOOH w/tbg & LD scraper. - Crew travel & pre job safety meeting. -

Crew travel & pre job safety meeting. - Rig Crew Travel. - Rig Crew Travel. - Release pkr &
reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5048' Set
pkr @ 5003'. Shut well in. SDFN - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. Rlease tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - RU flow
back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per
minute. Recover 150 bbis fluid. - RU flow back equipment. Open well to tank w/immediate
flow back to tank @ approx 3 bbis per minute. Recover 150 bbis fluid. - Open well, Break &
Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbis lightning 17 treating fluid. - Open well,
Break & Frac B-.5 sds w/ 9597# of 20/40 sand w/ 151 bbls lightning 17 treating fluid. -

Release pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug
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@ 5090' Set pkr @ 5034' - Release pkr & reverse tbg clean. TIH & circulate sand off plug.
RIease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - RU flow back equipment. Open well
to tank w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. -

RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 150 bbls fluid. - Open well, Break & Frac B-1 sds w/ 5285# of 20/40
sand w/ 106 bbls lightning 17 treating fluid. - Open well, Break & Frac B-1 sds w/ 5285# of
20/40 sand w/ 106 bbis lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH &
circulate sand off plug. RIease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - Release pkr
& reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5135' Set
pkr @ 5085' - RU flow back equipment. Open well to tank w/immediate flow back to tank @
approx 3 bbls per minute. Recover 50 bbis fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 50 bbls fluid. - Open
well, Break & Frac B-2 sds w/ 15529# of 20/40 sand w/ 237 bbis lightning 17 treating fluid. -

Open well, Break & Frac B-2 sds w/ 15529# of 20/40 sand w/ 237 bbls lightning 17 treating
fluid. - RU BJ frac crew. Have safety meeting & pressure test frac equipment. - RU BJ frac
crew. Have safety meeting & pressure test frac equipment. - Rig crew travel to location. - Rig
crew travel to location. - Crew travel - Crew travel - MU new set of tools. TIH w/ tbg. Set plug
@ 5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR. SDFN -

MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure test tools to
1000 psi. Good test. Release PKR. SDFN - Relaes PKR. Latch onto & release RBP. Could not
get tools to go down hole. Work tools for 1.5 hrs. Could not get plug to go down hole. TOOh
w. tbg & tools. Get out of hole w/ tbg. - Relaes PKR. Latch onto & release RBP. Could not get
tools to go down hole. Work tools for 1.5 hrs. Could not get plug to go down hole. TOOh w.
tbg & tools. Get out of hole w/ tbg. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break
down B1 sds @ (5105'-08'). Could not get break. Release tools. TOOH w/ tbg. Set plug @
5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - SeT PLUG @ 5135'
SET pkr @ 5070'. Attempt to break down B1 sds @ (5105'-08'). Could not get break. Release
tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @ (5073'-76') @
4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug & pkr. Set plug @ 5185', Set PKR @ 5110',
Fill csg. RU hot oil trk. Break down zone B2 sds @ (5146'-49'), break @ 3950 psi. Release
tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr. Set plug @ 5185', Set PKR @ 5110', Fill
csg. RU hot oil trk. Break down zone B2 sds @ (5146'-49'), break @ 3950 psi. Release tools -

RU Extereme WLT. RIH w/wire line & perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08'),
B.5 snd @ (5073'-76'), C sds @ (5119'-22'), & D3 sds @ (4955'-56'). POOH w/ wire line. RD
WLT. - RU Extereme WLT. RIH w/wire line & perforate B2 snd @ (5146'-49') & B1 snd @
(5105'-08'), B.5 snd @ (5073'-76'), C sds @ (5119'-22'), & D3 sds @ (4955'-56'). POOH w/
wire line. RD WLT. - Continue TOOH w/tbg & LD scraper. - Continue TOOH w/tbg & LD
scraper. - Crew travel & pre job safety meeting. - Crew travel & pre job safety meeting. - Rig
Crew Travel. - Rig Crew Travel. - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. RIease tools & TOOH. Set plug @ 5048' Set pkr @ 5003'. Shut well in. SDFN - Release
pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5048'
Set pkr @ 5003'. Shut well in. SDFN - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbis per minute. Recover 150 bbls fluid. - RU flow
back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bb\s per
minute. Recover 150 bbls fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40 sand
w/ 151 bbls lightning 17 treating fluid. - Open well, Break & Frac B-.5 sds w/ 9597# of 20/40
sand w/ 151 bbls lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate
sand off plug. RIease tools & TOOH. Set plug @ 5090' Set pkr @ 5034' - Release pkr & reverse
tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 5090' Set pkr @
5034' - RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3
bbis per minute. Recover 150 bbls fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 150 bbls fluid. - Open
well, Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating fluid. -

Open well, Break & Frac B-1 sds w/ 5285# of 20/40 sand w/ 106 bbls lightning 17 treating
fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH.
Set plug @ 5135' Set pkr @ 5085' - Release pkr & reverse tbg clean. TIH & circulate sand off
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plug. RIease tools & TOOH. Set plug @ 5135' Set pkr @ 5085' - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbis per minute. Recover 50
bbis fluid. - RU flow back equipment. Open well to tank w/immediate flow back to tank @
approx 3 bbls per minute. Recover 50 bbls fluid. - Open well, Break & Frac B-2 sds w/ 15529#
of 20/40 sand w/ 237 bbls lightning 17 treating fluid. - Open well, Break & Frac B-2 sds w/
15529# of 20/40 sand w/ 237 bbls lightning 17 treating fluid. - RU BJ frac crew. Have safety
meeting & pressure test frac equipment. - RU BJ frac crew. Have safety meeting & pressure
test frac equipment. - Rig crew travel to location. - Rig crew travel to location. - Crew travel -

Crew travel - MU new set of tools. TIH w/ tbg. Set plug @ 5185'. Set PKR @ 5128'. Pressure
test tools to 1000 psi. Good test. Release PKR. SDFN - MU new set of tools. TIH w/ tbg. Set
plug @ 5185'. Set PKR @ 5128'. Pressure test tools to 1000 psi. Good test. Release PKR.
SDFN - Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools
for 1.5 hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. -

Relaes PKR. Latch onto & release RBP. Could not get tools to go down hole. Work tools for 1.5
hrs. Could not get plug to go down hole. TOOh w. tbg & tools. Get out of hole w/ tbg. - SeT
PLUG @ 5135' SET pkr @ 5070'. Attempt to break down B1 sds @ (5105'-08'). Could not get
break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @ 5040'. Break down B.5 sds @
(5073'-76') @ 4700 psi. - SeT PLUG @ 5135' SET pkr @ 5070'. Attempt to break down B1 sds
@ (5105'-08'). Could not get break. Release tools. TOOH w/ tbg. Set plug @ 5100' & PKR @
5040'. Break down B.5 sds @ (5073'-76') @ 4700 psi. - MU & TIH w/ 5 1/2" Weatherford plug
& pkr. Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - MU & TIH w/ 5 1/2" Weatherford plug & pkr.
Set plug @ 5185', Set PKR @ 5110', Fill csg. RU hot oil trk. Break down zone B2 sds @
(5146'-49'), break @ 3950 psi. Release tools - RU Extereme WLT. RIH w/wire line & perforate
B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76'), C sds @ (5119'-22'), &
D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - RU Extereme WLT. RIH w/wire line &
perforate B2 snd @ (5146'-49') & B1 snd @ (5105'-08'), B.5 snd @ (5073'-76'), C sds @
(5119'-22'), & D3 sds @ (4955'-56'). POOH w/ wire line. RD WLT. - Continue TOOH w/tbg &
LD scraper. - Continue TOOH w/tbg & LD scraper. - Crew travel & pre job safety meeting. -

Crew travel & pre job safety meeting. Finalized
Daily Cost: $0
Cumulative Cost: $30,136

8/17/2012 Day: 5 Conversion

WWS #7 on 8/17/2012 - Frac C-Sands & D-3 Sands, TOOH LD N-80 tbg. MU RIH w/
conversion pkr. - TOOH LD 191-jts 2 7/8" N-80 tbg & tools. - RU BJ frac crew. Have safety
meeting & pressure test frac equipment. - Open well, Break & Frac C- sds w/ 11984# of 20/40
sand w/ 163 bbls lightning 17 treating fluid. - RU flow back equipment. Open well to tank
w/immediate flow back to tank @ approx 3 bbls per minute. Recover 110 bbis fluid. - Release
pkr & reverse tbg clean. TIH & circulate sand off plug. RIease tools & TOOH. Set plug @ 4990'
Set pkr @ 5003.' - Open well, Break & Frac D-3 sds w/ 21862# of 20/40 sand w/ 249 bbls
lightning 17 treating fluid. - RU flow back equipment. Open well to tank w/immediate flow
back to tank @ approx 3 bbls per minute. Recover 90 bbls fluid. Pumped total of 1364 bbis in
all stages. Recover 550 total bbls. END WATER 814 BBLS - Release pkr circulate tbg clean.
TIH circulate sand off plug. Release tools - TOOH LD 191-jts 2 7/8" N-80 tbg & tools. - MU &
RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875 "XN" nipple, 4' x 2 3/8" tbg
sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8' AS1X pkr w/ 1.875 "X" seal nipple, 2 7/8" on/off
tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - Crew Travel. - Crew Travel - RU BJ
frac crew. Have safety meeting & pressure test frac equipment. - Open well, Break & Frac C-
sds w/ 11984# of 20/40 sand w/ 163 bbls lightning 17 treating fluid. - RU flow back
equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls per minute.
Recover 110 bbis fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off plug. RIease
tools & TOOH. Set plug @ 4990' Set pkr @ 5003.' - Open well, Break & Frac D-3 sds w/
21862# of 20/40 sand w/ 249 bbls lightning 17 treating fluid. - RU flow back equipment. Open
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well to tank w/immediate flow back to tank @ approx 3 bbis per minute. Recover 90 bbls fluid.
Pumped total of 1364 bbls in all stages. Recover 550 total bbis. END WATER 814 BBLS - Crew
Travel. - MU & RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875 "XN" nipple, 4' x
2 3/8" tbg sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8' AS1X pkr w/ 1.875 "X" seal nipple, 2
7/8" on/off tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - TOOH LD 191-jts 2 7/8"
N-80 tbg & tools. - Release pkr circulate tbg clean. TIH circulate sand off plug. Release tools -

RU flow back equipment. Open well to tank w/immediate flow back to tank @ approx 3 bbls
per minute. Recover 90 bbls fluid. Pumped total of 1364 bbis in all stages. Recover 550 total
bbls. END WATER 814 BBLS - Open well, Break & Frac D-3 sds w/ 21862# of 20/40 sand w/
249 bbis lightning 17 treating fluid. - Release pkr & reverse tbg clean. TIH & circulate sand off
plug. RIease tools & TOOH. Set plug @ 4990' Set pkr @ 5003.' - RU flow back equipment.
Open well to tank w/immediate flow back to tank @ approx 3 bbis per minute. Recover 110
bbls fluid. - Open well, Break & Frac C- sds w/ 11984# of 20/40 sand w/ 163 bbls lightning 17
treating fluid. - RU BJ frac crew. Have safety meeting & pressure test frac equipment. - Crew
Travel - Crew Travel. - MU & RIH w/ BHA as follows: 2 3/8" wire line re-entry guide , 1.875
"XN" nipple, 4' x 2 3/8" tbg sub, 2 3/8' x 2 7/8" x-over, 5 1/2" x 2 7/8' AS1X pkr w/ 1.875 "X"
seal nipple, 2 7/8" on/off tool, 2 7/8" PSN, & 60 jts. 2 7/8" j-55 tbg. SWI. SDFW - Crew Travel
- Release pkr circulate tbg clean. TIH circulate sand off plug. Release tools Finalized
Daily Cost: $0
Cumulative Cost: $144,859

8/20/2012 Day: 6 Conversion

WWS #7 on 8/20/2012 - TIH W/ tbg & PKR. Land & test well. - SITP 400 psi. SICP 250 psi.
Circulate 60 bbis down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to
seat w/ 25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RD rig & load out
eguip. RDMO - RU pump mix & pump 60 bbls pkr fluid & circulate down csg. RD work floor, ND
BOP, Set 5 1/2" AS1X pkr @ 4345' w/ 18000# tension. SN @ 4339', XN nipple @ 4354', EOT
@ 4355'. NU B-2 adapter flange & land tbg. RU Hot oil trk & test csg to 1500 psi. Good Test.
( 1.5 hrs. to get test ) - Crew Travel & Safety Meeting - SITP 400 psi. SICP 250 psi. Circulate
60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to seat w/
25 bbls. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RIH w/ sand line & retrieve std
valve. POOH w/ sand line. - RU pump mix & pump 60 bbls pkr fluid & circulate down csg. RD
work floor, ND BOP, Set 5 1/2" AS1X pkr @ 4345' w/ 18000# tension. SN @ 4339', XN nipple
@ 4354', EOT @ 4355'. NU B-2 adapter flange & land tbg. RU Hot oil trk & test csg to 1500
psi. Good Test. ( 1.5 hrs. to get test ) - RD rig & load out eguip. RDMO - Crew Travel & Safety
Meeting - RIH w/ sand line & retrieve std valve. POOH w/ sand line. - RU pump mix & pump
60 bbls pkr fluid & circulate down csg. RD work floor, ND BOP, Set 5 1/2" AS1X pkr @ 4345'
w/ 18000# tension. SN @ 4339', XN nipple @ 4354', EOT @ 4355'. NU B-2 adapter flange &
land tbg. RU Hot oil trk & test csg to 1500 psi. Good Test. ( 1.5 hrs. to get test ) - RD rig &
load out eguip. RDMO - Crew Travel & Safety Meeting - SITP 400 psi. SICP 250 psi. Circulate
60 bbls down tbg. Continue TIH w/ 80-jts 2 7/8" j-55 tbg. Drop std valve & pump to seat w/
25 bbis. Test tbg to 3000 psi. Good Test. ( 1 hr. to get test ) - RIH w/ sand line & retrieve std
valve. POOH w/ sand line. Finalized
Daily Cost: $0
Cumulative Cost: $164,062

8/22/2012 Day: 7 Conversion

Rigless on 8/22/2012 - Conduct initial MIT - On 08/21/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 08/21/2012
the casing was pressured up to 1120 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 300 psig during the test.
There was a State representative available to witness the test - Chris Jensen. - On

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa...



RECEIVED: Aug. 22, 2012

Sundry Number: 29146 API Well Number: 43013315890000Sundry Number: 29146 API Well Number: 43013315890000
Summary Rig Activity Page 6 of 6

08/21/2012 Chris Jensen with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 08/21/2012 the casing was pressured up to 1120 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 300 psig during the test. There was a State representative available to
witness the test - Chris Jensen. - On 08/21/2012 Chris Jensen with the State of Utah DOGM
was contacted concerning the initial MIT on the above listed well. On 08/21/2012 the casing
was pressured up to 1120 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubing pressure was 300 psig during the test. There was a
State representative available to witness the test - Chris Jensen. Finalized
Daily Cost: $0
Cumulative Cost: $245,832

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDa...



RECEIVED: Nov. 07, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 33-6-9-16Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1850 FSL 1850 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11 /6 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 2:45 PM on
11/06/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11 /7 /2012

November 13, 2012

Sundry Number: 31803 API Well Number: 43013315890000Sundry Number: 31803 API Well Number: 43013315890000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 33-6-9-16Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

1850 FSL 1850 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/6/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Put on In|ection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:45 PM on Accepted by the
1 1/06/20 12. utah Division of

Oil, Gas and Mining

Date: November 13, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/7/2012

RECEIVED: Nov. 07,



Spud Date: 6/4/96 Monument Federal 33-6-9-16Y
Put on Production: 7/10/96

GL: 5867' KB: 5877 Injet tion Wellbore
Diagram

SURFACECASING
.

FPAC 108
CSG SIZE: 8-5/8" 6-26-96 4845'-4859' 12,6600 gal 2% KCL wtr,
GRADE: J-55 Top of cement 226' 37280 lbs 16/30 ss. ATP 2100 psi, ATR

19.4 bpm, screen out w/29,229 llbs ssWEIGHT:24# Casing Shoe @262' on formation flow back 110 bbls wtr.
LENGTH: 6 jts (252')

2/27/02 Rod job. Update rod and tubmg details.
DEPTH LANDED: 262'

I1/18/04 5734-5742' Frac CP.5 sands as follows:
HOLE SIZE:12-l/4"

24,608#'s 20/40 sand in 239 bbls Lightning
CEMENT DATA: 160 sxs Class "G" cmt, 2% CaCl2, 1/4#lsx cello flalce Frac 17 fluid. Treated @ave press of 3381

w/avg rate of 14.4 BPM. ISIP 1880 psi. Calc
flush: 5732 gal. Actual flush: 1374 gal.

11/19/04 5256-5268' Frac Al sands as follows: 4,500#'s
(designed for 20,000#) 20/40 sand in 80
bbls Lightning Frac 17 fluid. Treated @ave
press of 3600 w/avg rate of 14.4 BPM. ISIP

PRODUCTIONCASING 7850psi. Screen out.
CSG SIZE: 5-1/2" 11/19/04 4845-4859' Frac D1 sands as follows:
GRADE: J-55 50,151#'s 20/40 sand in 405 bbls Lightning

Frac 17 fluid. Treated @ave press of 5630WEIGHT: 15.5#
w/avg rate of 13.8 BPM. ISIP 5560 psi.

LENGTH: 147 jts. (6070') Screened out.
DEPTH LANDED: 6080= 11/22/04 4406-4412' Frac GB6 sands as follows: 19,962#'s

HOLE SIZE: 7-7/8,, 20/40 sand in 240 bbls Lightning Frac 17
fluid. Treated @ave press of 2396 w/avg

CEMENT DATA: 390 sks Super "G", 3% salt, 2% gel, 2#/sx kol-seal, rate of24.4 BPM. ISIP 1840 psi. Calc
1/4#/sx cello flake. Tail w/290 sxs 50/50 poz, 2% gel, 1/4#/sx kol-seal. flush: 4404 gal, Actual flush: 3481 gal.

CEMENT TOP: 226, 9-17-08 Stuck pump. Updated rod& tubing details.

1/31/12 Parted rods: Updated rod& tubmg detail.

08/16/12 5146-5149' Frac B2 sands as follows: 15528#'s
20/40 sand in 237 bbls Lightning Frac 17
fluid.

TUBING
08/16/12 5105-5108' Frac BI sands as follows: 5285#'s 20/40

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# sand in 206 bbls Lightning Frac 17 fluid.

NO. OF JOINTS 140 jts. (4329.6') Packer @4342' 08/16/12 5073-5076' Frac B.5 sands as follows: 9597#'s 20/40
- EOT @4356' sand in 152 bbisLightning Frac 17 fluid.SEATINGNIPPLE:2-7/8"(1.10')

: i § 2 4406-4412' 08/17/12 5019-5022' Frac C sands as follows: 11984#'s
SN LANDED AT: 4339.6' KB 20/40 sand in 163 bbls Lightning Frac 17 fluid.
ONIOFF TOOL 5-l/2"/J-55/6.5# AT: 4340.T 08/17/12 4955-4956' Frac D3 sands as follows: 21862#'s
PACKER: 4342.5, 20/40 sand in 249 bbls Lightning Frac 17 fluid

XO AT: 4349.5 i i ii 4845 - 4853' reperfe§8/20/12 Convert to Injection Well

TBG SUB 2-3/8" / J-55 / 4.7# AT: 4350.0' i Ÿ i i 4854 - 4859' reperfeg8/21/12 Conversion MIT Finalized -update tbg
detail

XN NIPPLE AT: 4354.0' i i i 2 4955-4956'
TOTAL STRING LENGTH: EOT @4356' w/ 10' KB

L i i: 4959-4961'

:¾ 6: 5019-5022'

: i| i 2 5073-5076'

2¾| (: 5105-5108' PERFORATION RECORD
- i | } C 5146-5149, 6/25/96 4845'-4853' 4 JSPF 32 holes

6/25/96 4854'-4859' 4 SPF 20 holes
2 i. § 2 5256-5260'

l 1/17/04 5734-5742' 4 JSPF 32 holes

2 ¼| i i 5262-5268' 11/17/04 5262-5268' 4 JSPF 24 holes

11/17/04 5256-5260' 4JSPF 16holes

l1/17/04 4854-4859' 4 JSPF 20 holes (reperfed)

I1/17/04 4845-4853' 4 JSPF 32 holes (reperfed)

11/17/04 4406-4412' 4 JSPF 24 holes

08/16/12 5146-5149' 3 JSPF 9 holes

2 | }C 5734-5742, 08/16/12 5105-5108' 3 JSPF 9 holes

08/16/12 5073-5076' 3 JSPF 9 holes

08/16/12 5019-5022' 3 JSPF 9 holes

NEWFIELD 08/16/12 4955-4956' 3JSPF 3holes

- PBTD @6042'

Monument Federal 33-6-9-16Y \ TD @6100'

1850' FSL & 1850' FEL

NW/SE Section 6-T9S-R16E

Duchesne Co, Utah

API #43-013-31589; Lease #UTU-74390
LCN



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-390

Operator: Newfield Production Company

Well: Monument Federal 33-6-9-16Y

Location: Section 6, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-31589

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on July 9, 2012.

2. Maximum Allowable Injection Pressure: 1,811 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,148' - 6,042')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by:
,, , // - r - 24

J ogers Date
A ciate Director

JR/MLIUjs
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton

UTAHDuchesne County
Well File

N:\O&G Reviewed Docs\ChronFile\UIC\Newfield

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile(801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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PROOF OF PUBLICATl CUSTOMER'SCOPY

CUSTOM£R NAMEAW M3 ACCOUNINUMBEW DATE

DIV OF OlL-GAS & MINING. 9001402352 4/16/2012

1594 W NORTH TEMP #1210
PO. BOX 14580\ BEFORETHEDIVISIONOF OIL GAS ANDMININS
SALT LAKE CITY, UT 84114 y

oww

ASOL N .) NOTI FN
3

ACCOUNT NAME HE H OF

GälP 9 BCilfP, FRGE 15 EÀS ANDS CS
. 19,

DIV OF OIL-GAS & MINING, igh 46% RK"
1½E ETA1 GF UTAN 10 All FIRSONS WTíEEilED IFI Trk
systr.rFR.T.TIFn bitYtttP

TELEPHONE . ADÓRDERu / lN VOl Neuce .» pen tal n.=ve.iener os e on-- tog til r½lon 4 muungnting on litiair•cil Ydlcalive

8015385340 0000783810 /

SCHEDULE a fut IL23-+-IS *" Ted 6 on 6*/
F &cke 21 TeatrNg Socap,Ranga 1 5 Eost

API 43.412-328>0
Ashley FerJural 10.24A-9-15 wekt loc led 14 NYV A 5E/4,

Start 04/14/2012 End 04/14/2012 NOi^di.1¾
Adley FederoF 14-24-9-15 well Ictured 70 62/4 JW 4, Sec-

CUST. REF. NO. Athbay *edertir 14-24-9-15 well located in SEf4 EE/4, Set-

API A3-DT 2...2944

UlC 390 Mtiley Federni 4-25-9-15 well located imNW/4 NWjd, Set-
tion 25, Towndlip 9 Seym,Ranga 1 5 fan

API 43.013-32984
Rhíav Fadnerli sfah-9.1.¯ wer1 leratori Fe NWla p,wra ca--

CAPTION ''¶,.(*¿21 su,, perop s ani
IJrnienment ¶n•lm i 19 a .n..Wy m.imil |,-99 1p Ampf a PI:il i

Escrier
,

Towny 9 Soulb,Rer:ge 16 Enri

BEFORE THE DIVISIONOF OIL, GAS AND MININGDEPARTMENT OF NA vá=1 11 -iwanlomted 11 NE4 SWR,Segro
, Ranga 14 East

Federal 15-1949-16 well located tn SWla SE/d, sedlen19,
Testuhly 9 Bauth, itenge I 6 East

AFI A3-013 23Io2
Federsi 13,22-9.16 well legnyad in SW/4 EW/4, Section

86 Lines 2.00 COLUMEW, f nd4M SGum, Ompo 16 Eud
API d1 1 33148

TIMES . RÄTE 9 6 *

Fedarol 3-27-9.14 prell tocc1ed ki NEf4 3dW/d, Seciler 27,
ownship 9 Ecufh. R nye 16 Ëatt
API 43-01.3-33352

/IISC, ÜRÀ¾ßBS AD CHARG The präteading whi be conducted in accordente with Utan
Ardmin Rod9-1r) Admfaírtrntivr Prrrerittras.
Selected zones to itie Granti liiver For-ActNost will be tied fat
waler 1.,]accion. The niatimum requatted lnoction-presures
c11d rules wlFI be determiFFed based cri frar*ufe gradietà [n-

forfrratistiWhmmed by Newfielci Produftloll Con1pony.
luly peroft d<11ringto ob|ot1 10 the «tppikwillerior agedre
ititervene ,n I½ proceedtry, neit file a Wellteil ßtolett.or twi-
less 4F Intervaelliarr wiin tpha D Yhfon wllbr. II(I^¢tr days feb
lomfilg grabiltallet af fliis imike. TheDMLIWhPluding 0
or lot flie proceedir11 is 3rces briti Permitir.,g Manager, el
Þ.O. Bo. 146804. Saat de Oty. Ji 8:114-5130', ¡ttom

293.96 63'=M361 e 60'-"'"= D'1"
enilan 11 furived. :I Finûri elll be vrierMod in occard
once uitb II-e aferemmøterytd c.4n,vt.fstrarire necedurci
fulas. Pret¢sfunn andler aternenersdieutdbe -fo

AFFlDAVlTOF PUBLICATION die at Gliebdag tmwtha tilöfier in.

Dated this 10Ih day of Aprff, 2012.
STATEOFUFAH

ASNEWSPAPERAGENCY COMPANY. LLCdba MED1AONEOF LTAH LEGALBOOKER,I CERTIFYTI DIVISIONOFOIL,GAS& MINING

IEE1·OtŒ lill DIVibiOiOI- DILCASANI)MIN1NGDEPAR'IAIENTOFNATURAI RENOl?RCE dHill

CAUSENO. 010-3911 IN THE MATTER OF THE APPLICA FOR INV OF OllAMS & MINING, WA no Manager
urmr

COMPANY, LLC dba MEDIAONEOF UTAH. AGENT FOR THE SALT LAKE TRIBUNE AND DESERET N
ENGLlSH LANGUAGEWlfH GENERALCIRCULATION IN UTAH, AND PUBLlSHED IN SALT LAKE CT
NOTICE IS ALSO POSTED ON UTAHLEGALS.COM ON TI!E SAME DAY AS THE FIRST NEWSPAPERP
UTAHLEGALS,COMINDEFlNATELY.

Start 04/14/2012 End 04/14/2012
.

VIRGINIACilAFT
PUBLISHEDON y

ruallt.3tattioiUtal
Commission # 581469

My Commission Exciras
-- Januagt2 2014

SIGNATURE

4/16/2012

THis is NOT A STATEMENT BUT A '?ROOF OF ? BLiCATION"
PLEASE PAY lk M BlLUNG



Utnesh Basta - Invoice Number Invoice Date

Send Payments to: 29586 4/17/2012
Ulntah Basin Standard wwwubstandard.com

invoi1

1.

ount 5/17e/D2 1e2

Fa>c435-722-4140 www.vernal.com

DIVISION OF OiL GAS & MINING
Rose Nolton
1594 W. N.TEMPLE STE 121
PO BOX 145801
SALT LAKE CITY, UT 84114-5801

1 1/2% fee willbe charged toall Amount Enclosed
past due balances.

Please detach top portion and return with your payment INVOICE
Uintah Basin Standard DIVISIONOF OIL GAS & MINING invoice No. 29586 4/17/2012

Date Order Description Ad size SubTotal Sales Tax Amount

4/17/2012 14839 UBS UBS Legal Notice: Notice of Agency Action: NewfieldUIC 390 $161.06
Pub. April 17, 2012

Sub Ïotat $i61.08
Total Transacnons: 1 Total: $141.05

SUMMARY Advertiser No. 2000 invoice No. 29586

1 1/2% fee willbe charged toallpast due balances.

Thank You for your business!

Thank you for advertising withus, we appreciate your



NOTICE OF 'T°wnship9South,

AFFIDAVIT OF PUBLICATION AGENCY
i1463-E0

3-33162
ACTION Federal 13-22-9-

CAUSE NO. 16 well located in
SWl4 SW/4, Section

UIC-390 22, Township9 South,
Range 16 East

BEFORE THE DI- API 43-013-33148
County of Duchesne, VISIONOFOIL,GAS Federal 7-24-9-16

STATE OF UTAH AND MINING, DE~ well located m SWl4
PARTMENTOFNAT- NE/4, Section 24,
URALRESOURCES, Township 9 South,
STATE OF UTAH- Range 16 East

IN THE MATTER API 43-013-33085
I, Kevin Ashby on oath, say that I am the PUBLISHER OF THE APPLICA- Federal 11-24-9-

of the Uintah Basin Standard, a weekly newspaper of general EO OFRONDEU 4we i a nn

circulation, published at Roosevelt, State and Countyaforesaid, TION COMPANY 24, Township9 South,

and that a certain notice, a true copy of which is hereto E O I
.E03-33340

attached, was published in the full issue such newspaper for OFCERTAINWELLS Federal 3-27-9-16

consecutive issues, and that the first publication was LOOCNA
2 4 5,

Ne caSted inoN

on the 7 day of Ëpn/ , 20 / , and that AND 26, TOWNSHIP Township 9 South,
the last puication of sucli notice was in the issue of such is*EOA

T ÄN EC
el

3 3-33352
newspaper dated the / 7 day of Ào ,

TIONS 6, 13, 19,22,24, The proceedingwill

20 /,'L , and that said notice was published on Utahlegals. joDT NGE 6
rdannede

i ta
com on the same day as the first newspaper publication and EAST, DUCHESNE Admin.R649-10,Ad-

the notice remained on Utahlegals.com until the end of the co AN AS nistrative Prõce-

scheduled run. TION WELLS· Selectedzonesinthe
THE STATE OF GreenRiverFormation
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RECEIVED: Jul. 26, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 33-6-9-16Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1850 FSL 1850 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /25 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Squeeze Job

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield proposes to perform a Polymer Squeeze. Squeeze A Half from
5256' - 5268' to isolate for injection.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 7 /26 /2013

August 09, 2013

Sundry Number: 40512 API Well Number: 43013315890000Sundry Number: 40512 API Well Number: 43013315890000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 33-6-9-16Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1850 FSL 1850 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/25/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Squeeze Job

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to perform a Polymer Squeeze. Squeeze A Half from Accepted by the
5256' - 5268' to isolate for injection. utah Division of

Oil, Gas and Mining

Date: August 09, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 7/26/2013

RECEIVED: Jul. 26,



RECEIVED: Aug. 13, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 33-6-9-16Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1850 FSL 1850 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /6 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above subject well had workover procedures performed (water
isolation with polymer squeeze), attached is a daily status report. On

08/05/2013 Chris Jensen with the State of Utah was contacted
concerning the MIT on the above listed well. On 08/06/2013 the csg

was pressured up to 1260 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tbg

pressure was 940 psig during the test. There was a State representative
available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 8 /13 /2013

August 13, 2013

Sundry Number: 41268 API Well Number: 43013315890000Sundry Number: 41268 API Well Number: 43013315890000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 33-6-9-16Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1850 FSL 1850 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/6/20 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed (water Accepted by the
isolation with polymer squeeze), attached is a daily status report. On Utah Division of

08/05/2013 Chris Jensen with the State of Utah was contacted Oil, Gas and Mining

concerning the MIT on the above listed well. On 08/06/2013 the csg FOR RECORD ONLY
was pressured up to 1260 psig and charted for 30 minutes with no August 13, 2013

pressure loss. The well was not injecting during the test. The tbg
pressure was 940 psig during the test. There was a State representative

available to witness the test - Chris Jensen.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/13/2013

RECEIVED: Aug. 13,



RECEIVED: Aug. 13, 2013

Sundry Number: 41268 API Well Number: 43013315890000Sundry Number: 41268 API Well Number: 43013315890000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: 6 La, Date 9 lá i a Time // CJ iin m
Test Conducted by: ,,.,y

Others Present:

Well:róx¾ 33 & ¥/s Field: we,-« &>

Well Location:#w/ss ao 4 ** API No: wor3-asw<

pie Casinq Pressure

0 min / psig
5 psig

10 psig
15 psig
20 psig
25 psig
30 min (2 6O psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness: Lo
Signature of Person Conducting Test:



RECEIVED: Aug. 13, 2013

Sundry Number: 41268 API Well Number: 43013315890000Sundry Number: 41268 API Well Number:



RECEIVED: Aug. 13, 2013

Sundry Number: 41268 API Well Number: 43013315890000Sundry Number: 41268 API Well Number: 43013315890000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundrv

MON 33-6Y-9-16
5/1/2013 To 9/30/2013

7/29/2013 Day: 1 Water Isolation

Basic # 1629 on 7/29/2013 - r.i.h. with plug and packer set plug @ 5310' set packer at 5280
test to 1500 hold for 15 minutes 100% - 5:00-6:00 crew travel and safety meeting 6:00-7:00
flow well to tank 7:00-8:00 drop standing valve test tubing to 1500 p.s.i. retrieve standing
valve 8:00-9:00 nipple down well head nipple up b.o.p. rig up floor release packer 9:00--11:00
p.o.o.h. lay down packer 11:00-1:30 r.i.h. with plug and packer set plug @ 5310' set packer
at 5280 test to 1500 hold for 15 minutes 100% 1:30-2:00 release packer p.o.o.h. to 5203'
2:00-3:00 rig down floor nipple down wellhead set paker 15k in compression nipple up vvell
head 3:00-4:00 rig down load trucks and trailers - 5:00-6:00 crew travel and safety meeting
6:00-7:00 flow well to tank 7:00-8:00 drop standing valve test tubing to 1500 p.s.i. retrieve
standing valve 8:00-9:00 nipple down well head nipple up b.o.p. rig up floor release packer
9:00-11:00 p.o.o.h. lay down packer 11:00-1:30 r.i.h. with plug and packer set plug @ 5310'
set packer at 5280 test to 1500 hold for 15 minutes 100% 1:30-2:00 release packer p.o.o.h.
to 5203' 2:00-3:00 rig down floor nipple down wellhead set paker 15k in compression nipple
up well head 3:00-4:00 rig down load trucks and trailers - 5:00-6:00 crew travel and safety
meeting 6:00-7:00 flow well to tank 7:00-8:00 drop standing valve test tubing to 1500 p.s.i.
retrieve standing valve 8:00-9:00 nipple down well head nipple up b.o.p. rig up floor release
packer 9:00-11:00 p.o.o.h. lay down packer 11:00-1:30 r.i.h. with plug and packer set plug
@ 5310' set packer at 5280 test to 1500 hold for 15 minutes 100% 1:30-2:00 release packer
p.o.o.h. to 5203' 2:00-3:00 rig down floor nipple down wellhead set paker 15k in compression
nipple up well head 3:00-4:00 rig down load trucks and trailers - 5:00-6:00 crew travel and
safety meeting 6:00-7:00 flow well to tank 7:00-8:00 drop standing valve test tubing to 1500
p.s.i. retrieve standing valve 8:00-9:00 nipple down well head nipple up b.o.p. rig up floor
release packer 9:00-11:00 p.o.o.h. lay down packer 11:00-1:30 r.i.h. with plug and packer
set plug @ 5310' set packer at 5280 test to 1500 hold for 15 minutes 100% 1:30-2:00 release
packer p.o.o.h. to 5203' 2:00-3:00 rig down floor nipple down wellhead set paker 15k in
compression nipple up well head 3:00-4:00 rig down load trucks and trailers Finalized
Daily Cost: $0
Cumulative Cost: $25,682

7/31/2013 Day: 2 Water Isolation

Basic # 1629 on 7/31/2013 - EOGA pumped polymer down well. - EOGA pumped polymer
down well. - EOGA pumped polymer down well. - EOGA pumped polymer down well. - EOGA
pumped polymer down well. Finalized
Daily Cost: $0
Cumulative Cost: $34,782

8/2/2013 Day: 3 Water Isolation

Basic # 1629 on 8/2/2013 - PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING
7:15AM TO 10:00AM BLEW DOWN WELL 10:00AM TO 11:00AM ND WH RELEASED PKR NU
BOPS 11:00AM TO 2:30PM PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP 2:30PM TO 4:30PM RIH W/ 1-REENTREYGUIDE, 1-XN NIPPLE, 1-2 3/8" TBG SUB, 1-
XO SWEDGE, 1-5 1/2" PKR, 1-RETRIEVING HEAD, 1-2 7/8" SEAT NIPPLE, 140 JTS TBG
4:30PM TO 6:00PM DROPPED STANDING VAVLE CHASED W/ 30 BBLS PT TBG TO 3K PSI HELD

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDate...



RECEIVED: Aug. 13, 2013

Sundry Number: 41268 API Well Number: 43013315890000Sundry Number: 41268 API Well Number: 43013315890000
Summary Rig Activity Page 2 of 3

100% FOR 30 MIN GOOD TEST RIH W/ SL RETRIEVED STANDING VALVE 6:00PM TO 7:30PM
RU RIG FLOOR ND BOPS NU INJECTION WH LANDED WELL SIWFN 7:30PM TO 9:00PM CREW
TRAVEL - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING
7:15AM TO 10:00AM BLEW DOWN WELL 10:00AM TO 11:00AM ND WH RELEASED PKR NU
BOPS 11:00AM TO 2:30PM PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP 2:30PM TO 4:30PM RIH W/ 1-REENTREYGUIDE, 1-XN NIPPLE, 1-2 3/8" TBG SUB, 1-
XO SWEDGE, 1-5 1/2" PKR, 1-RETRIEVING HEAD, 1-2 7/8" SEAT NIPPLE, 140 JTS TBG
4:30PM TO 6:00PM DROPPED STANDING VAVLE CHASED W/ 30 BBLS PT TBG TO 3K PSI HELD
100% FOR 30 MIN GOOD TEST RIH W/ SL RETRIEVED STANDING VALVE 6:00PM TO 7:30PM
RU RIG FLOOR ND BOPS NU INJECTION WH LANDED WELL SIWFN 7:30PM TO 9:00PM CREW
TRAVEL - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING
7:15AM TO 10:00AM BLEW DOWN WELL 10:00AM TO 11:00AM ND WH RELEASED PKR NU
BOPS 11:00AM TO 2:30PM PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP 2:30PM TO 4:30PM RIH W/ 1-REENTREYGUIDE, 1-XN NIPPLE, 1-2 3/8" TBG SUB, 1-
XO SWEDGE, 1-5 1/2" PKR, 1-RETRIEVING HEAD, 1-2 7/8" SEAT NIPPLE, 140 JTS TBG
4:30PM TO 6:00PM DROPPED STANDING VAVLE CHASED W/ 30 BBLS PT TBG TO 3K PSI HELD
100% FOR 30 MIN GOOD TEST RIH W/ SL RETRIEVED STANDING VALVE 6:00PM TO 7:30PM
RU RIG FLOOR ND BOPS NU INJECTION WH LANDED WELL SIWFN 7:30PM TO 9:00PM CREW
TRAVEL - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING
7:15AM TO 10:00AM BLEW DOWN WELL 10:00AM TO 11:00AM ND WH RELEASED PKR NU
BOPS 11:00AM TO 2:30PM PU 3 JTS RETRIEVED RBP LD 31 JTS TOOH 140 JTS LD HD PKR
AND RBP 2:30PM TO 4:30PM RIH W/ 1-REENTREYGUIDE, 1-XN NIPPLE, 1-2 3/8" TBG SUB, 1-
XO SWEDGE, 1-5 1/2" PKR, 1-RETRIEVING HEAD, 1-2 7/8" SEAT NIPPLE, 140 JTS TBG
4:30PM TO 6:00PM DROPPED STANDING VAVLE CHASED W/ 30 BBLS PT TBG TO 3K PSI HELD
100% FOR 30 MIN GOOD TEST RIH W/ SL RETRIEVED STANDING VALVE 6:00PM TO 7:30PM
RU RIG FLOOR ND BOPS NU INJECTION WH LANDED WELL SIWFN 7:30PM TO 9:00PM CREW
TRAVEL Finalized
Daily Cost: $0
Cumulative Cost: $44,290

8/5/2013 Day: 4 Water Isolation

Basic # 1629 on 8/5/2013 - CIRCULATED 50 BBLS PKR FLUID ND INJECTION WH SET PKR W/
15K TENSION NU INJECTION WH LANDED WH - 5:30AM TO 7:00AM CREW TRAVEL 7:00AM
TO 7:15AM JSA SAFETY MEETING 7:15AM TO 10:00AM FLOWED WELL BACK 10:00AM TO
11:00AM CIRCULATED 50 BBLS PKR FLUID ND INJECTION WH SET PKR W/ 15K TENSION NU
INJECTION WH LANDED WH 11:00AM TO 3:30PM TESTED CSG TO 1400 PSI HELD FOR 30MIN
100% RD RIG MOSL 3:30PM TO 5:00PM CREW TRAVEL - 5:30AM TO 7:00AM CREW TRAVEL
7:00AM TO 7:15AM JSA SAFETY MEETING 7:15AM TO 10:00AM FLOWED WELL BACK 10:00AM
TO 11:00AM CIRCULATED 50 BBLS PKR FLUID ND INJECTION WH SET PKR W/ 15K TENSION
NU INJECTION WH LANDED WH 11:00AM TO 3:30PM TESTED CSG TO 1400 PSI HELD FOR
30MIN 100% RD RIG MOSL 3:30PM TO 5:00PM CREW TRAVEL - 5:30AM TO 7:00AM CREW
TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING 7:15AM TO 10:00AM FLOWED WELL BACK
10:00AM TO 11:00AM CIRCULATED 50 BBLS PKR FLUID ND INJECTION WH SET PKR W/ 15K
TENSION NU INJECTION WH LANDED WH 11:00AM TO 3:30PM TESTED CSG TO 1400 PSI
HELD FOR 30MIN 100% RD RIG MOSL 3:30PM TO 5:00PM CREW TRAVEL - 5:30AM TO
7:00AM CREW TRAVEL 7:00AM TO 7:15AM JSA SAFETY MEETING 7:15AM TO 10:00AM
FLOWED WELL BACK 10:00AM TO 11:00AM CIRCULATED 50 BBLS PKR FLUID ND INJECTION
WH SET PKR W/ 15K TENSION NU INJECTION WH LANDED WH 11:00AM TO 3:30PM TESTED
CSG TO 1400 PSI HELD FOR 30MIN 100% RD RIG MOSL 3:30PM TO 5:00PM CREW TRAVEL
Finalized
Daily Cost: $0
Cumulative Cost: $50,572

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDate...



RECEIVED: Aug. 13, 2013

Sundry Number: 41268 API Well Number: 43013315890000Sundry Number: 41268 API Well Number: 43013315890000
Summary Rig Activity Page 3 of 3

8/8/2013 Day: 5 Water Isolation

Rigless on 8/8/2013 - Conduct MIT - On 08/05/2013 Chris Jensen with the State of Utah was
contacted concerning the MIT on the above listed well. On 08/06/2013 the csg was pressured
up to 1260 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tbg pressure was 940 psig during the test. There was a State
representative available to witness the test - Chris Jensen. - On 08/05/2013 Chris Jensen with
the State of Utah was contacted concerning the MIT on the above listed well. On 08/06/2013
the csg was pressured up to 1260 psig and charted for 30 minutes with no pressure loss. The
well was not injecting during the test. The tbg pressure was 940 psig during the test. There
was a State representative available to witness the test - Chris Jensen. - On 08/05/2013 Chris
Jensen with the State of Utah was contacted concerning the MIT on the above listed well. On
08/06/2013 the csg was pressured up to 1260 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tbg pressure was 940 psig
during the test. There was a State representative available to witness the test - Chris Jensen.
- On 08/05/2013 Chris Jensen with the State of Utah was contacted concerning the MIT on the
above listed well. On 08/06/2013 the csg was pressured up to 1260 psig and charted for 30
minutes with no pressure loss. The well was not injecting during the test. The tbg pressure
was 940 psig during the test. There was a State representative available to witness the test -

Chris Jensen. Finalized
Daily Cost: $0
Cumulative Cost: $51,472

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152904&API=4301331589&MinDate...



RECEIVED: Aug. 13, 2013

Sundry Number: 41268 API Well Number: 43013315890000Sundry Number: 41268 API Well Number: 43013315890000

Spud Date: 6/4/96 Monument Federal 33-6-9-16Y
Put on Production: 7/10/96

GL: 586T KB: 5877 Injection We11bore
Diagram

SURFACE CASING |¯RAC .IOS
CSG SIZE 8-5/8" 6-26-96 4845'-4859' 12,6600 gal 2% KCL wtr,

GRADE J-55 Top of cement 226' 37280 lbs 16/30 sa ATP 2100 psi, ATR
19 4 bpm, screen out w/29,229 llbs ssWElGHT 24# Casing Shoe @262' on formalion flow back i 10 bbis wtr

LENGTH: 6 jts (252') 2/27/02 Rod job Update rod and tubing details
DEPTH LANDED: 262' I l/\8/04 5734-5742' Frac CP.5 sands as follows:
HOLE SIZE L2-1/4" 24,608#'s 20/40 sand in 239 bbis Lightning
CEMENT DATA: 160 sxs Class "G" cmt, 2% CaCl2, 1/4#lsx cello Bake Frac 17 fluid Treated @ave press of338 L

w/avg rate of 14 4 BPM [SIP 1880 psi Calc
flush: 5732 gal Actual flush: |374 gal

11/19/04 5256-5268' FracAl sands as follows: 4,500#'s
(designed for 20,000#) 20/40 sand in 80
bbis Lightning Frac 17 fluid Treated @ave
press of3600 w/avg rateof 14 4 BPM ISIP

PRODUCTION CASING 7850psi screenout
CSG SIZE 5-l/2" I 1/19/04 4845-4859' Frac DI sands as follows:

GRADE J-55 50,151#'s 20/40 sand in 405 bbis Lightning

WEIGHT 15 5#
Frac 17 Iluid Treated @ave press of5630
w/avg rate of 13 8 BPM ISIP 5560 psi

LENGTH 147 jts (6070') Screened out

DEPTH LANDED: 6080= 11/22/04 4406-4412' Frac GB6 sands as follows: 19,962#'s
20/40 sand in 240 bbis Lightning Frac L7

EIOLE SIZE 7-7/8" fluid Treated @ave press of 2396 w/avg
CEMENT DATA: 390 sks Super"G", 3% sait, 2% gel, 2#/sx kol-seal, rate of24 4 BPM ISlP 1840 psi Calc
\/4#/sx cello flake Tail w/290 sxs 50/50 poz, 2% gel, 1/4#lsx kol-seal flush: 4404 gal Actual flush: 3481 gal

CEMENT TOP: 226' 9-17-08 Stuck pump Updated rod & tubing details

1/31/12 Parted rods: Updated rod & tubing detail

SN @4340, 08/16/12 5146-5149' Frac B2 sands as follows: 15528#'s
20/40 sand in 237 bbis Lightning Frac 17

On Off Tool @ 434 \· fluid
TUBING

Packer@4346, 08/16/12 5105-5108' FracBIsandsasfollows: 5285#'s20/40
SIZE/GRADE/WT 2-7/8" / J-55 / 6 5# sand in 206 bbis Lightning Frac 17 fluid

NO OF JOINTS 140 jts (4329 6') X/N Nipple @4354' 08/l6/12 5073-5076' Frac B.5 sands as follows: 9597#'s 20/40
- EOT @4356' sand in 152 bb1sLightning Frac 17 fluid

SEATINGNIPPLE:2-7/8"(I IO') 4406-44123 08/17/12 5019-5022' Frac C sands as follows: I l984#'s
SN LANDED AT 4339 6' KB 20/40 sand in 163 bbis Lightning Frac 17 fluid
ON/OFF TOOL 5-l/2"/J-55/6 5# AT 4340 7' 08/17/12 4955-4956' Frac D3 sands as follows: 21862#'s

PACKER 4342 5, 20/40 sand in 249 bbis Lightning Frac 17 fluid

XO AT 4349 5 4845 -4853' reperfe§8/20/12 Convert to lujection Well

TBG SUB 2-3/8" / J-55 / 4 7# AT 4350 0' 4854 -4859' reperfe
g8/2L/12 Conversion MIT Finalized - update tbg

XN NlPPLE AT 4354 0' -
4955-4956' 08/06/13 5256-5268' Workover MIT Completed -Water

TOTAL STRlNG LENGTH EOT @4356' w/ 10 KB Isolation with Polymer Treatment -
4959-496 I' update details
5019-5022'

5073-5076'

5105-5\08, PERFORATION RECORD

5146-5149' 6/25/96 4845'-4853' 4 JSPF 32 holes

6/25/96 4854'-4859' 4 SPF 20 holes
5256-5260'

l I/I7/04 5734-5742' 4 JSPF 32 holes
5262-5268' I1/17/04 5262-5268" 4 JSPF 24 holes

11/17/04 5256-5260' 4 JSPF 16 holes

I 1/17/04 4854-4859' 4 JSPF 20 holes (reperfed)

L1/17/04 4845-4853' 4 JSPF 32 holes (reperfed)

I 1/17/04 4406-4412' 4 JSPF 24 holes
08/l6/L2 5146-5149' 3 JSPF 9 holes

T
¯| .I 5734-5742, 08/16/12 5105-5108' 3 JSPF 9 holes

08/\6/I2 5073-5076' 3 JSPF 9 holes
WWFIELD 08/16/12 5019-5022' 3JSPF 9holes

08/16/l2 4955-4956' 3 JSPF 3 holes

08/06/13 5256-5260' Polymer squeeze

Monument Federal 33-6-9-16Y PBTD@6042' 08/06/\3 5262-5268' Polymersqueeze

1850' FSL & 1850' FEL / e \
NW/SESection6-T9S-Rl6E e Ç_ TD@6100'

Duchesne Co, Utah
APl #43-013-31589: Lease #UTU-74390

LCN



RECEIVED: Jul. 23, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 33-6-9-16Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1850 FSL 1850 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /23 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Squeeze Job

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield proposes to perform a Polymer Squeeze. Squeeze A Half from
5256' - 5268' to isolate for injection.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 7 /23 /2013

August 26, 2013

Sundry Number: 40378 API Well Number: 43013315890000Sundry Number: 40378 API Well Number: 43013315890000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 33-6-9-16Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1850 FSL 1850 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWSE Section: 06 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/23/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Squeeze Job

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to perform a Polymer Squeeze. Squeeze A Half from Accepted by the
5256' - 5268' to isolate for injection. utah Division of

Oil, Gas and Mining

Date: August 26, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 7/23/2013

RECEIVED: Jul. 23,



Sundry Number: 41268 API Well Number: 43013315890000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GAS, AND MINING 66LE7A4SE9DOESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals. GMBU(GRRV)

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
Water Injection Well MON FED 33-6-9-16Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELDPRODUCTIONCOMPANY 43013315890000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1850 FSL 1850 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWSE Section: 06 Township: 09.08 Range: 16.0E Meridian: S UTAH

CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

O NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERTWELL TYPE

/ SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/6/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATIONOF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
O REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed (water Accepted by the
isolation with polymer squeeze), attached is a daily status report. On Utah Division of

08/05/2013 Chris Jensen with the State of Utah was contacted Oil, Gas and Mining

concerning the MIT on the above listed well. On 08/06/2013 the csg FOR RECORD ONLY
was pressured up to 1260 psig and charted for 30 minutes with no August 13, 2013
pressure loss. The well was not injecting during the test. The tbg

pressure was 940 psig during the test. There was a State representativeApprovedby the
available to witness the test - Chris Jensen. Utah Divisionof

Oil,Gas and Mining

NAME(PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/13/2013

RECEIVED: Aug. 13,
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